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Preface 



Interactive Distributed Multimedia Systems (IDMS) and Protocols for Multi- 
media Systems (PROMS) have been two successful series of international events 
bringing together researchers, developers and practitioners from academia and 
industry in all areas of multimedia systems. These two workshops successfully 
merged in 2003 and now constitute the MIPS workshop. 

After the outstanding MIPS 2003 workshop, organized in Naples, Italy, by 
Giorgio Ventre and Roberto Canonico, from the University of Naples Federico II, 
MIPS 2004 moved to Grenoble, France. Following the great tradition, MIPS 2004 
was intended to contribute to scientific, strategic and practical advances in the 
area of distributed multimedia applications, protocols and intelligent manage- 
ment tools, with emphasis on their provision over novel network architectures. 
This is undoubtedly a rather broad area, which is confirmed by the large range 
of topics that were addressed in the submitted (and accepted) papers. 

This year the Gall for Papers attracted 74 submissions, essentially from Eu- 
rope and Asia, plus a few contributions from North America, the Middle East, 
and Africa, for a total of 20 countries. We would like to express our warmest 
gratitude to all the authors, without whom organizing this event would have 
been impossible! 

Thanks to the outstanding work of the Program Gommittee and the addi- 
tional reviewers, 20 full-sized papers and 5 additional short papers were finally 
accepted, which was not an easy task. Like MIPS 2003, MIPS 2004 remained a 
highly selective event (33% acceptance ratio, including the short papers) which 
is the best warrant of a good program quality. Additionally, all accepted papers 
were carefully shepherded by some members of the Program Gommittee, in order 
to warrant a high quality to the papers included in this proceedings. We want 
to warmly acknowledge the hard and never sufficiently rewarded work done by 
the Program Gommittee, the additional reviewers, and the shepherds. Thanks 
to all of you! 

The 25 selected papers were organized into 9 single-track sessions: VoIP and 
audio transport, video encoding (I and II), multi-source multimedia, multicasting 
and broadcasting, scheduling schemes, content management, multimedia services 
and, last but not least, security. This rich program was nonetheless coherent, 
and many (if not most) papers were written with transmission and networking 
aspects in mind, which remains, historically, an important field of interest of 
many contributors and members of the Steering and Program Gommittees. 

The MIPS 2004 workshop featured two half-day, outstanding tutorials. The 
first one was given by Prof. Vera Goebel and Thomas Plageman, from Oslo 
University, and was entitled “Data Stream Management Systems (DSMS): Gon- 
cepts. Prototypes, and Applications.” The fundamental difference with a classical 
database system is the data stream model. Instead of processing a query over a 
persistent set of data that is stored in advance on disk, queries are performed in 
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DSMSs over a data stream, with data elements that arrive dynamically and are 
only available for a limited time period. 

The second tutorial was given by Rod Walsh, Toni Paila and Harsh Meta, 
three leading industrial experts very active in several international standardiza- 
tion organizations, and working at Nokia Corporation, Finland. Their tutorial, 
entitled “Advances in Mass Media Delivery to Mobiles,” gave a state of the art of 
the current standardization efforts surrounding the area of Mass Media Delivery 
for mobile devices, in particular at the IETF, 3GPP and DVB. We would like 
to thank these five tutorial authors for their work and believe that these two 
tutorials perfectly complemented MIPS technical program. 

Finally we would like to express our gratitude to all organizations and com- 
panies that supported MIPS 2004 in one way or another: first of all, the INRIA 
institute that accepted all the financial risks, and managed many technical de- 
tails thanks to the inestimable help of Daniele Herzog. We would also like to 
thank the IMAG institute as well as the INPG for their technical and financial 
support. France Telecom R&D and STMicroelectronics also had a major impact 
on this event, both from a financial and human aspect. Finally we would like to 
thank ACM for the confidence they expressed in the quality of this workshop. 

We hope all participants really appreciated this workshop and found it useful. 
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Minimising Perceived Latency in 
Audio-Conferencing Systems over 
Application-Level Multicast 



Nick Blundell and Laurent Mathy 

Lancaster University, UK 
{n.blundell , laurent}@comp. lanes .ac.uk 



Abstract. In this paper, we propose a scalable and dynamically-adapt- 
ing application-level mnlticast (ALM) routing protocol, designed specif- 
ically for audio-conferencing systems over the Internet. 

Currently proposed ALM protocols try to optimise delay for the whole 
group of participating nodes during construction and maintenance of an 
overlay network which, when using standard packet flooding, can result in 
a number of the participants experiencing unacceptably-high latencies, 
unsuitable for real-time audio communication; whereas we propose to 
dynamically prioritise routing for those participants who are currently 
in conversation (i.e. those who require the lowest latencies in order to 
react to conversational cues) and allow higher latencies for participants 
who simply listen to the conversation without taking an active part in it 
in that particular moment in time. 

Thus, we aim to provide low perceived latency for all of the audio- 
conference participants without any support from the underlying net- 
work. 



1 Introduction 

As a result of improvements in computer hardware, research into voice-over-IP 
(VoIP) technologies, and increased network bandwidth available to the home, 
point-to-point audio communication can more-or-less be achieved over the In- 
ternet, provided that network delay and packet loss do not exceed their tolerable 
thresholds (see section 2.1). 

Group audio communication, on the other hand, has proven more challeng- 
ing in the way of deployment, scalability, and of communication-channel qual- 
ity: network-level multicast was proposed over a decade ago [6] as a solution 
for efficient, large-scale group communication over the Internet, but wide-scale 
deployment of the service has since been hampered due to various technical and 
administrative issues that surround it [4]. In response to the lack of a group- 
communication service in the network, various application-level techniques have 
been proposed [7]. 

In application-level multicast (ALM), many-to-many communication is 
achieved through using overlay trees in one of three ways: (1) a sender floods 
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data to their subtree through their children and also sends data to the tree root, 
who, in turn, floods the data to the rest of the group through its children; (2) 
a sender floods data to the group through their children and through their tree 
parent such that data flow is bi-directional on tree links [2]; or (3) several trees 
are built, rooted at each source, allowing data to be flooded to the whole group 
by each source as does a single source in one-to-many communication [4] . 

ALM has been proposed as a solution for audio conferencing [4], however, as 
an ALM group grows in size there is, inevitably, an increased imbalance in the 
degrees of latency (end-to-end delay) experienced by different, communicating 
node pairs within the group such that, and with regard to studies into user 
tolerance of latency in audio systems [9], a significant number of participant 
pairs will begin to experience difficulty in communicating with each other due 
to excessive latency in the audio channel. 

In this paper, we consider a dynamic ALM-routing approach over stan- 
dard flooding as a way to minimise the perceived latency experienced by audio- 
conference participants, drawing from patterns in conversation and from a user’s 
perception of audio-channel quality. 

The remainder of this paper is organised as follows: firstly, in section 2, we 
describe related work which has influenced our design rationale; next, in sec- 
tion 3, we present, in a preliminary study, our own observations of turn-taking 
in actual samples of conversation, before, in section 4, describing the proposed 
application- level network audio-conferencing routing protocol (ALNAC) . In sec- 
tion 5, we present, through simulation, the effects of the proposed routing pro- 
tocol on the group and the underlying network. Finally, in section 6 we give 
concluding remarks on the paper and describe future directions of the presented 
work. 



2 Related Work 

In this section, we describe two areas of particular relevance to the proposed 
work, namely: Internet packet-audio transmission and conversation analysis — 
the study of conversation. 



2.1 Internet Packet- Audio Transmission 

In packet-switched networks, audio transmissions are typically subjected to 
several latency components: sampling, packetisation, pre-processing (silence- 
suppression and compression), network transmission, network propagation, un- 
compression, and Anally, playout buffering; with network-propagation delay 
being typically the least-predictable and most-dominant component for audio 
transmission over the Internet. 

An abundance of studies into user tolerance of round-trip latency in audio- 
communication systems has been conducted and generally agrees upon the fol- 
lowing levels of tolerance: excellent, 0-300 ms; good, 300-600 ms; poor, 600-700 
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ms; and quality becomes unacceptable for round-trip latencies in excess of 700 
ms [9]. 

As latency increases, it is miss-interpreted by the user as extended pause in 
speech, causing confusion when they fail to get immediate responses from the 
other user(s); this, in turn, results in their eventual loss of synchronisation with 
the conversation. 



2.2 Conversation Analysis 

Conversation analysis is the study of verbal communication between people, with 
an emphasis on how that communication is structured and on how it is affected 
by social or cultural settings [10]. 

An area of conversation analysis of particular relevance to this work is the 
study of turn taking: the basic form of organisation in conversation. In con- 
versation, people naturally organise their spoken contributions (utterances) into 
turns, where each person silently waits, listening to the current speaker, for their 
turn to speak [10]. It is also worth noting that overlapping speech occurs rarely 
in conversation, since one person must remain silent to effectively listen to what 
another person is saying. 

A person will typically wait for a duration of time after the current speaker 
becomes silent before taking their turn to speak: typically, the pause is one 
second for Anglo-Saxon English speakers [11]. 

A large part of verbal communication, among any number of participants, 
consists of turns that are somehow related to each other, known as adjacency 
pairs [10]. 

This organisation of conversation turns into adjacency pairs naturally leads 
to a degree of localisation, where, over a given interval of time, a small proportion 
of the participants present exchange turns with one another. Figure 1 gives an 
example of everyday conversation, illustrating localisation of interest through 
nested adjacency pairs. This localisation property forms the basis of our work. 



Neil: Would you like to go out tonight, Jane? (question) 

Jane: Where to? (response and question) 

Neil: The cinema, (response) 

Jane: What film is on tonight? (response and question) 

Neil: “Big”, with Tom Hanks, (response) 

Jane: Sounds good, would you like that, Issac? (re-routed to another person) 
Issac: Yes. (response) 

Jane: Yes, I would like that, Neil, if Issac is coming too. (response) 

Neil: Right then, lets get ready! (non— adjacency-pair) 



Fig. 1. An example of nested adjacency pairs, leading to localisation of interest in 
natural conversation. 
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Table 1. Accuracy of Next-Speaker Prediction when Considering a Backlog of n Dis- 
tinct Speakers. 



Back-Log Size 


1 


2 


3 


4 


5 


6 


7 


Accurate Predictions (%) 




73 


82 


~88 


92 


94 


95 



3 Preliminary Study of Next-Speaker Predictability 

This section presents a preliminary study of patterns in samples of actual con- 
versation, helping to support our design rationale in the following section. 

To examine the extent of turn localisation (see section 2.2) that occurs in 
conversation, we performed a simple analysis of two audio-conference trace files 
and two public- meeting transcripts. 

The trace files, which contained time stamps of talk spurts produced by 
participants, were logged from a locally developed audio-conference system using 
multiple-unicast transmission over a LAN. One audio-conference session included 
ten players of an online game which lasted for a duration of twenty minutes, and 
the other session was an informal discussion among eighteen people which lasted 
forty minutes. 

The public meetings whose transcripts we analysed included 38 [5] and 42 
[1] speaking participants respectively. 

By stepping through the participant turns in each of the trace files and tran- 
script files, we calculated the probability that the next speaker was amongst the 
set of n previous, distinct speakers, for various values of n. These probabilities, 
which represent the accuracy with which the next speaker can be predicted, are 
presented in table 1. 

These results show two interesting properties that suggest turn localisation 
can be exploited in audio-conferencing systems: firstly, in more than half the 
cases, it is the previous speaker who answers the current speaker; secondly, the 
improvement in prediction accuracy quickly diminishes as more previous speak- 
ers are considered. 

4 Dynamic Overlay-Routing Protocol Design 

The proposed design for the application-level network audio-conferencing routing 
protocol (ALNAC) is derived from our understanding both of a user’s percep- 
tion of audio-channel quality (see section 2.1), and of turn-taking patterns in 
conversation (see section 2.2). 

From this understanding, we hypothesize that, if a pair of overlay nodes are 
joined with minimal overlay distance when their respective participants are most 
sensitive to high latency (when engaged in conversation with each other) but are 
allowed to become further apart, with respect to overlay distance, when they are 
least sensitive to latency (when passively listening), then their perception will 
remain that of minimal network latency. 
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An ALM routing strategy that adapts in such a way will effectively reduce 
participants’ sensitivity to scaling of the overlay network provided that, (1) the 
unicast distance between participant nodes is not excessively high, and (2) la- 
tency adaptation of the adaptive-routing protocol is sufficiently responsive to 
their changing state of interaction. 

Thus, the general strategy of ALNAC is to enable direct delivery (i.e. in 
unicast trip time) of audio packets from a transmitting node to the nodes hosting 
participants who will most likely take up the next conversation turn, whilst 
ensuring overlay scalability, potentially to a large number of audio-conference 
participants. 

Our analysis of next-speaker prediction (see section 3) shows that the partic- 
ipants most likely to speak next are those who have already spoken in the recent 
past. 



4.1 Adaptive Routing of Audio Packets 

We describe ALNAC in terms of a shared-tree overlay network and choose, for 
the basic-protocol operation, to adopt uni-directional tree routing (i.e. where 
a transmitting node ffoods data packets through its children and supplies the 
rest of the tree via the tree root), since uni-directional routing ensures lower 
maximum hop counts on delivery paths than does bi-directional routing. It then 
follows, from describing shared-tree routing, that ALNAC can also be applied 
to per-source trees by considering the transmitting node to be the tree root. 

An ALNAC node will obtain a set of child nodes and a parent node from the 
(non-specific) overlay-tree construction protocol used to build the shared tree, 
and, where available, to optimise routing, will make use of inter-node distance 
information collected and exposed by the overlay-construction protocol. 

On transmitting an audio packet, an ALNAC node will send a copy of the 
packet to the tree’s root node, but, rather than simply hooding the packet to its 
children — as performed in standard tree hooding — the transmitting node will 
choose to directly send the packet to a set of target nodes which will include a 
number of nodes hosting recently-speaking participants and a number (zero or 
more) of the transmitting node’s children. Section 4.2 describes the process of 
selecting target nodes. 

Note that, to avoid inter-talk-spurt jitter, we choose to update the target- 
node set between and not during talk spurts of the transmitting node: for exam- 
ple, if a participant is speaking, and at that same time begins to receive packets 
from a new speaker — not currently in the target-node set — the original speaker 
will defer inclusion of the newly-detected speaker in the target-node set until the 
start of the original speaker’s next talk spurt. 

Typically, resource constraints — network or application — impose a limit 
(a.k.a out-degree) on the number of nodes to whom an overlay node may si- 
multaneously send a data packet. Therefore, by including recent speakers in its 
target-node set, the current speaker, of constrained out-degree, must deprive 
some, or all, of its children from receiving audio packets directly from itself; 
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we therefore propose that a node may temporarily delegate responsibility for 
supplying its deprived children to some target nodes. 

To ensure that ALNAC is sufficiently responsive to the changing set of recent 
speakers, whilst ensuring consistency in tree routing state, the ALNAC header of 
transmitted audio packets may contain a delegation chain. The delegation chain 
is simply a list of delegated-node addresses, composed in such a way that it can 
be split up into smaller delegation chains for efficient re-delegation of delegated 
nodes when only a subset of the nodes may be supplied (see section 4.3). 

On receiving an audio packet containing a delegation chain, a node will try 
to supply as many (deprived) nodes from the delegation chain as its out-degree 
limit will allow — splitting the chain as necessary — and may also deprive 
some of its own children in a similar manner to a speaking node when supplying 
recently-speaking participant nodes. Note that, in order to minimise the number 
of delegations per delegate, the receiving node will deprive no more than half of 
its own children to supply nodes in the incoming delegation chain. 

To avoid loops and duplications in the overlay network, each audio-packet 
header will contain the address of nodes that were supplied on non-tree links by 
the transmitting node. Thus, the parent of a supplied node will choose simply 
not to forward an audio packet to a child that is indicated, in the header, to 
have been already supplied. 

Figure 2 illustrates adaptive routing of ALNAC, where node S', with an 
out-degree limit of five, transmits an audio packet directly to three recently- 
speaking participant nodes, A 2 , and A 3 , and to the tree-root node, R. S 
also sends the audio packet to one of its children, D, nominating D as the most 
suitable delegate for S’s three other children that have been deprived of receiving 
the packet directly from S. Consequently, D deprives two of its own children, 
allowing it to supply directly two of its siblings, and the third one, indirectly, 
through a ‘chained’ re-delegation (see section 4.3). 




Chained Delegation 



Fig. 2. Adaptive routing of ALNAC 
to three recently-speaking participant 
nodes. 




I 

DV-® Cd)A® 



(DA two chains (DA one chain 
(c) ^ (d) 



Fig. 3. Construction of an efficient del- 
egation chain through all of the dele- 
gated nodes, Di, D2, D3, and D4, as- 
signed to the delegate node, D. 
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4.2 Target-Node Selection 

The number of selected target nodes is ultimately constrained by the out-degree 
of the transmitting node. There is, therefore, a trade-off between the number of 
recently-speaking participants who can be directly sent the audio frame and the 
extent of tree-route disruption caused by child-node deprivation and consequen- 
tial delegation. 

We propose a simple optimisation control for this trade-off by enforcing that 
a minimum number, n, of the transmitting node’s children are always included 
in the target-node set; where the value for n can be chosen between zero and the 
transmitting-node’s maximum fanout {out-degree— 1) — at which value, routing 
will become standard tree flooding. 

Where target-node selection allows the inclusion of a subset of children, the 
central-most children will be selected as approximations to the most suitable 
delegates. 



4.3 Delegation 

A transmitting node will nominate a subset of its target-node set as delegate 
nodes: if distance information is available among a subset of the target nodes, 
they will be nominated as delegates; otherwise, where no distance information 
is available, all of the target nodes will be nominated as delegates in favor of a 
balanced number of delegations per delegate. 

Once a transmitting node has determined its sets of target nodes, delegate 
nodes, and deprived children, the transmitting node will attempt to assign each 
deprived child to its closest nominated delegate node, whilst ensuring a balanced 
distribution of delegated nodes per delegate node. If no distance information 
is available, the assignment will be made arbitrarily, based on the difference 
between network addresses. 

As an optimisation to the delegation process, where inter-node distance in- 
formation is available between a delegate node and each of its assigned delegated 
nodes, a transmitting node will give each delegate sufficient information in its 
delegation chain to allow efficient re-delegation should a delegate be assigned 
more nodes than it is able to supply. 

The transmitting node will calculate delegation chains for a delegate node 
using the following algorithm: 

— start with optimal chains (paths) from the delegate to each of its assigned 
delegated nodes (see flgure 3(a)) 

-- merge the two chains that produce the shortest path, producing n — 1 chains 
(see flgure 3(b)) 

— store the address of the first node in the chain that was joined to the ap- 
pended chain, such that the chain can later be separated again at that point. 

— continue, in the same manner, to merge the chains and to store the address of 
the joining node, until a single chain remains that spans all of the delegated 
nodes (see flgure 3(c)-(d)) 
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The result of this process is that we have a single, ordered chain from the 
delegate node through each delegated node. Thus, when a delegate node re- 
ceives this information in the audio packet, it is able to break the chain into 
as many chain fragments as it is able to directly serve, efficiently re-delegating 
any remaining nodes. The reader should note that target nodes receive differ- 
ent delegation chains, comprising the deprived children assigned to them by the 
transmitting node. 

4.4 Extended Protocol Operation 

We have described, for the basic protocol operation, how we can avoid duplica- 
tion in the overlay network when adopting a uni-directional routing approach, 
however, since a transmitting node may send a data packet directly to any node 
in the group — a recently-speaking participant node — there is an opportunity 
to achieve more uniform overall overlay latency by allowing a receiving node to 
forward a packet up to their parent. 

We therefore define a protocol parameter to toggle a receiving node’s ability 
to forward a packet up the tree if the packet is not from, or indicated (in the 
packet header) to have been already supplied to, its parent node. The effective- 
ness of such a bi-directional routing technique for reducing overall latency has 
been shown through random packet jumping in the context of resilient multicast 
over ALM [3]. 

5 Simulation Experiments 

In this section, we analyse, through simulation, the performance of the ALNAC 
routing protocol in comparison to non-adaptive overlay-tree flooding typically 
used in ALM group communications. 

5.1 Performance Measurements 

Since ALNAC is designed to adapt latency in the audio-communication channel 
to the conversational patterns of audio-conference participants we choose to 
measure delay of received audio packets against a participant node’s elapsed 
time since audio-packet transmission. 

In addition to examining adaptation, we examine the impact that such adap- 
tation has on the overlay network as a whole and on the underlying network by 
observing group delay characteristics and network stress (the extent of packet 
replication on network links). 

5.2 ALNAC Protocol Parameters 

In the proposed ALNAC design we left the following two parameters open for 
experimentation: the minimum number of children (MC) that a transmitting 
node is forced to include in the target-node set; and a flag (UP), enabling a 
node to forward a received packet up the tree if its parent has not been already 
supplied. 
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5.3 Simulation Set-Up 

We simulated the ALM protocols using a locally-developed, packet-level network 
simulator, which implemented shortest-path routing over a 600-node, Internet- 
like GT-ITM[13]-generated core-network topology. 

To simulate the presence of audio-conference client nodes in different net- 
work domains, we connected, with one-millisecond links, a further 100 nodes to 
random nodes at the core-network’s edge; upon these client nodes, we ran the 
various ALM routing protocols. 

As a benchmark for the best-attainable delay for all client nodes, akin to 
the delay attainable through network-level multicast, we implemented a naive 
multiple-unicast protocol client. 

For an overlay-tree construction protocol we implemented the Tree Building 
Control Protocol [8] (TBCP): a scalable, tree-first ALM protocol for building 
efficient, cost-constrained overlay trees. Note that, to further optimise TBCP for 
latency, we used the TBCP score function proposed in [12]. In the experiments, 
we fixed the maximum fanout of the overlay tree at five in consideration of 
turn-prediction backlog sizes (see section 3). 

Over the overlay tree we ran both standard uni-directional flooding, repre- 
sentative of the non-adaptive routing typically used in ALM, and ALNAC using 
various parameter values. 

To test adaptation of ALNAC under realistic conditions we instructed sim- 
ulation clients to reproduce traffic from packet-trace files which were generated 
by a simple, unicast-based audio conference with 18 speaking participants that 
ran on the university LAN; also, for testing the impact of ALNAC whilst heav- 
ily exercised, we synthesised audio-conference traffic to produce random client 
interaction (i.e. periodically a client node, picked at random, was instructed to 
transmit an audio packet). 

Thus, each simulation ran as follows: initially, 100 ALM clients were in- 
structed to join the overlay network over a period of ten minutes in a random, 
uniformly-distributed fashion; then, the clients proceeded to transmit traffic in 
their designated patterns. 



5.4 Simulation Results 

The results in this section, presented for each protocol, are averaged over ten 
simulations using different client-node topology placement seeds. 

Figures 4(a) and 4(b) show the average and maximum delay experienced by 
client nodes against elapsed time since they last spoke. 

As expected, given the adaptive nature of ALNAC, figure 4(a) shows, clearly, 
a reduction in delay for recently-speaking nodes over that experienced when 
using standard tree flooding. We see, with one exception, a decreased delay 
when ALNAC enforced fewer child targets on nodes, since more of the recently- 
speaking nodes could be directly supplied; the exception occurred when no child 
targets were enforced (MC = 0) and when upward routing was disabled (UP 
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= 0), since nodes were not being forced to use any efficiently-constructed tree 
routes when transmitting packets. 

We see from figure 4(b) how ALNAC maintained unicast delay for a mini- 
mum elapsed time-since-transmission of 7 seconds for all client nodes that had 
recently spoken; this time increased to 11 seconds when fewer child targets were 
enforced by ALNAC since more recently-speaking nodes could be accommodated 
by transmitting nodes. The best maximum delay achieved for recently-speaking 
nodes occurred when no child targets were enforced and upward routing was 
enabled since audio packets were being broadly disseminated over the tree by 
transmitting nodes. 

Figures 5(a) and 5(b) show the cumulative distribution functions (CDFs) of 
the average and maximum delay experienced by client nodes. The simulation 
traffic was synthesised so as to fully exercise the ALNAC protocol with frequent 
and random client interaction. 

We see from figure 5(a) that, in general, ALNAC improved average delay 
of the group over standard flooding; this occurred as a result of both packet 
flow being no longer bound only to overlay-tree paths and leaf nodes of the tree 
becoming more useful for disseminating packets to the group; the improvement 
was even greater when bi-directional routing was enabled. 

Interestingly, the enforcement of child targets on transmitting nodes had little 
effect on the average latency of the group; this is an effect of dilution, since such 
an enforcement has no effect on the leaf nodes (with no children), which made 
up the majority of nodes in the tree. 

In figure 5(b), we see that the maximum delay experienced by nodes when 
using ALNAC was slightly worse than that experienced when using standard 
flooding. Maximum delay increased slightly with fewer enforced target children, 
but the combination of both broad packet dissemination, by transmitting nodes, 
and efficient delegations that made use of local inter-node distance information, 
lessened the impact of ALNAC on the group as a whole. 

Table 5.4 shows the maximum stress placed on network links by the rout- 
ing protocols in simulations using synthesised, high-interaction audio-conference 
traffic. In general, the network incurred higher stress from ALNAC than from 
standard flooding; this was the result of overlay-tree circumvention by ALNAC 
when routing to recently-speaking nodes, since the tree-construction protocol 
(TBCP), by design, tries to minimise network stress through clustering overlay 
nodes that are topologically close together. 

In summary, ALNAC effectively reduced delay for recently-speaking nodes 
whilst minimising the impact on the whole group, but did so at the cost of 
slightly increased stress on network links. 

6 Conclusions 

In this paper, we have justified the case, and presented a design, for an ALM 
routing protocol that can dynamically adapt audio-packet routing to changing 
patterns in application usage. 
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(a) 



(b) 



Fig. 4. Maximum and average delay experienced by recently-speaking participant 
nodes. 



Table 2. Maximum network stress of routing protocols. 



Routing Protocol 


Maximum Stress 


Standard Flooding 


11 


ALNAC (MC=0,UP=0) 


15 


ALNAC (MC=0,UP=1) 


16 


ALNAC (MC=1,UP=0) 


15 


ALNAC (MC=1,UP=1) 


16 


ALNAC (MC=2,UP=0) 


15 


ALNAC (MC=2,UP=1) 


15 



The approach we have taken essentially fuses the benefits — latency and 
scalability — of multiple-unicast and ALM group-communication techniques 
through consideration of patterns observed in conversation and through an un- 
derstanding of a user’s perception of audio-channel quality. 

As further work, we plan to implement ALNAC within an ALM proxy client, 
creating a group-communication service for existing audio-conferencing applica- 
tions, with which we will conduct subjective user trials. Such trials will help us 
to better understand the limitations of ALNAC: for example, as the size of a 
group increases, at what point does competition for conversation turns become 
so unfair for those participants who have not spoken in the recent past that they 
are unable to effectively communicate in the group. 

Another interesting study would be to see how, say, a tree-first protocol us- 
ing ALNAC would compare, subjectively, to a mesh-first protocol using standard 
flooding, where mesh-first protocols produce more-optimal trees though gener- 
ally require more control overhead than the former. 
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(a) 



(b) 



Fig. 5. Cumulative distribution of delay experienced by participant nodes. 
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Abstract. Modern audio codecs used in VoIP can improve the listen- 
ing quality by transmitting the main characteristics of the background 
noise signal during the silence periods. This traffic has been traditionally 
neglected in the codec mean bit-rate estimation. Nevertheless, when con- 
sidering an IP environment, the packet overhead increases significantly 
the required mean transmission bit-rate. Hence, the transmission of the 
background noise signal can result into either a poor network resonrce 
dimensioning in network planning or in the violation of the SLA traffic 
specifications in a DiffServ scenario. 

This paper presents a study on the influence of the background noise 
signal in the mean transmission bit rate required by conversations in IP 
networks. A new traffic pattern generation model is presented, for which 
an analytical expression for the mean bit rate is derived. This model is 
parametrized for the G.729B and the GSM AMR codecs. Experimen- 
tal results show that this new model significantly enhances the current 
mean bit rate estimation. The traffic profile of aggregated audio traffic 
is also addressed, obtaining results which improve the current ON-OFF 
aggregated traffic models. 



1 Introduction and Previous Work 

Current audio codecs can improve the speech quality by reproducing the talker’s 
background noise. This feature is supported by a special frame type called Si- 
lence Insert Descriptor (SID), generated at the speaker’s side, which describe 
the main characteristics of the background noise. The SID frames are generated 
during voice inactivity periods, and their coding scheme differs from that of 
the active voice frames (ACT frames). SID frames are generated by the codec’s 
DTX algorithm according to changes in the background noise energy and to 
some specific rules depending on the codec’s implementation [1,2]. 

Human speech has been traditionally modeled as a sequence of alternate talk 
and silence periods whose duration is exponentially distributed in the so-called 

* The work leading to this article has been partly supported by GIGYT and the EU 
under contract number TIG2003-04784-C02-02. 
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ON-OFF model [4] . The traditional ON-OFF model does not consider the effect 
of the SID frames in the traffic pattern generated by voice sources. This have 
been commonly accepted since the effect of short-size SID frames in the codec 
bit rate is reduced (typically less than 2 %) [1]. 

The encoded speech is then packetized into packets before transmission. Each 
such packet includes the headers at the various protocol layers (namely, RTF, 
UDP, and IP header as well as the data link layer headers) and the payload, 
comprising a sequence of N consecutive codec frames (we will name this factor 
Nfpp). The packet overhead significantly increases the mean bit rate, specially 
for low values of Nfpp. Thus, the presence of SID frames can severely affect the 
traditional ON-OFF traffic mean bit rate estimation [3]. 

We propose a new model for the frame generation pattern of one voice source 
in which the generation of SID frames is included. An analytical expression for 
the mean bit rate at the input of the IP network is deduced for this model as 
a function of the packetization factor Nfpp. Experimental validation will let us 
compare the mean bit rate obtained from both models with trace measurements 
for the G.729B and AMR codecs. This model is also extended to the aggre- 
gated traffic of voice sources, obtaining better results than with the traditional 
aggregation ON-OFF models. 

The remainder of this paper is organized as follows: we next review the previous 
works about voice source traffic modeling, section 2 proposes a new voice source 
which differs from the traditional ON-OFF model in taking into account the 
traffic generated by the emission of the background noise. Section 3 addresses 
the traffic pattern of the aggregated voice sources which follow the new model. 
Section 4 is devoted to a experimental validation of the proposed model and 
finally, section 5 concludes the paper. 

1.1 One Voice Source Modeling 

Human speech traffic generated by codecs equipped with the silence suppres- 
sion feature has been traditionally modeled with the ON-OFF model [4]. The 
voice frames are continuously generated during ON periods while no frames are 
transmitted during OFF periods. Although better fits can be found in [5], the 
duration of both periods is considered to follow an exponential distribution. The 
mean ON periods duration is Tqn, while mean OFF periods duration is Toff, 
where 1/Tqn and IjToFF are the states transition rate. According to [6], an 
ON-OFF source can be defined by the triplet: T,Tqn and p, where p accounts 
for the portion of the time during which voice frames are being sent (ON state). 
This can be calculated from the balance equation of the Markovian process as 
p = Ton/ {Ton + Toff)- 

According to the ON-OFF model, the mean bit rate due to the frame generation 
process is: 



R = p ■ 



Tact 

T 



where Tact is the voice frames size in bits. 



( 1 ) 




Background Noise Influence on VoIP Traffic Profile 



15 



In VoIP environments, the aforementioned codec frames are carried in IP packets 
toward their destination. In the packetization process it is necessary to set the 
number of codec frames that will be included in each IP packet (Nfpp). The size 
of the packet overhead (H) can be several times greater than one voice frame 
and, consequently, it significantly influences the conversation bit rate in a IP 
network during the ON periods as follows: 

The network mean bit rate is then [3]: 



R = p.Ro^ =p.(^ + ^L^) ( 2 ) 

I Nfppl 

Since during the OFF periods no frames are generated, the SID frames are not 
considered in the ON-OFF model. In [I] it is shown that the SID frames influence 
in the codec mean bit rate (due only to the codec frames) is always minor than 
1.5%, but also shows that after the packetization process, the packets generated 
during OFF periods due to SID frames, increase significantly the mean bit rate 
in the IP network. 



1.2 Aggregation of Voice Sources 

The analysis of systems involving Markov modulated traffic is a well known sub- 
ject, e.g., [7, 8, 9, 6]. Previous works usually consider the traffic profile resulting 
from the aggregation of N independent ON-OFF sources, each of which contin- 
uously generates packets during the ON state. The packets generated are fed 
to a common queue from which a server removes them for transmission over a 
communication link. 

In such a system the probability of packet loss can be given as a function of 
the queue buffer size. In [6] the probability of packet loss for N sources (each 
one characterized by the triplet: pi,TQpf, Rqj^) is derived based on the results 
from [10]. For ATM links (also applies to IP) it is shown that the cell loss 
probability in the large buffer region (i.e. burst level region or fluid model region) 
depends strongly on the mean offered load: N-p- Rqn/C [9,11] where N is the 
number of multiplexed sources, C is the output link capacity and it is asummed 
that the sources are homegeneous, with identical peak rate and p value. 

The asymptotic behaviour of the buffer overflow probability is useful for systems 
with large buffer sizes and small loss probabilities, where the solutions take the 
form Co • exp(zox) and both Zq and cq are strongly related to the mean offered 
load as shown in either [11] or [12]. 

In [13] an experimental validation of the aggregation of the ON-OFF traffic 
model through a token-bucket filter multiplexor is performed. There it is shown 
that the ON-OFF model accurately estimates the aggregated traffic profile, spe- 
cially when the number of conversations is significant. The differences between 
the traces and the ON-OFF aggregation model still exists, and it is mainly due 
to the non-exponential nature of the ON and OFF periods in real conversa- 
tions. The methodology followed and the use of the token-bucket filter allows 
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the performance comparison of several codecs in a DiffServ traffic conditioning 
environment. 

To our knowledge, there is no previous work aimed either to determine the 
influence of the SID frames in the aggregated traffic profile or to validate the 
ON-OFF multiplexing model when the codecs generate SID frames. 

2 One Voice Source: ON-SID Model 

Since the ON-OFF model is not valid to capture the traffic generated during the 
silence periods, we present a simplified analysis of our previous model [14] which 
overcomes this problem. 



2.1 The ON-SID Model 

The proposed model is based on the following frame generation pattern: during 
the ON periods, the ACT frames are generated with deterministic interarrival 
time T (as in the ON-OFF model), and during the voice inactivity periods SID 
frames are generated randomly. 

For mathematical tractability we assume that, in the discrete time space ti = i-T, 
the codecs continuously generate frames that can be either type: ACT, SID or 
NoTXN. The latter corresponds to a zero-length frame used to model the instants 
where no frames are generated. The sizes of the previous frame types are listed 
in [1] for the G.729,G723.1. and GSM AMR codecs. 

We define the random variable X as the inter-arrival discrete time between the 
SID frames during a voice inactivity period. Its probability density function 
Pi = Prob{X = i} can be experimentally determined for different background 
noise environments. 

This new model is determined by the parameters p, Tqn, T , from the ON-OFF 
model [6], and the additional parameter Pi. 



2.2 Mean Bit Rate Rate of the ON-SID Model 

The overall mean rate can be decomposed into the sum of the contribution of the 
packets sent during the active voice periods {Ron) and voice inactivity periods 
(Rsid) separately. Thus: 



R = p- Ron + (1 — p) • Rsid (3) 

where p is the conversation activity factor, which is also the probability of being 
in an ON period. 



Rate During ON periods. We assume that during the ON periods the packets 
payload is Nfpp ACT frames, thus packets are generated every Nfpp ■ T . This 
is the figure traditionally considered in the ON-OFF model, as shown in eq. 2. 
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Rate during OFF periods. In order to deduce an analytical expression for 
Roff, recall that the discrete random variable X is the inter-arrival number of 
periods between two consecutive SID frames generated during an OFF period. 
Let Pi be the probability that X takes the value i {Proh{X = i}). 

The average bit-rate during the OFF periods can be decomposed into two parts 
accounting for the contribution of the SID frames generated, and for 

the packet overhead {Roff)- 
The first term can be obtained as: 



R 



SID _ 
OFF — 



Lsid 

T 



■ Ti + 



Lsid 

2-T 



■ T2 + ... 



Lsid 

T 



St 



( 4 ) 



where Ti is defined as the portion of time during which the SID frame inter-arrival 
time is i time intervals {i ■ T). Applying that: 



_ i - Pi 
~ E[X] 

the expression of Rq^^f be expressed as: 



( 5 ) 



pSiD _ Lsid 

OFF t-E[X] 



(6) 



The influence of the packet overhead in the bit-rate depends on the packet inter- 
arrival time as well as on the number of SID frames carried into each packet. 
Thus, there are two possible cases: 



I : X > Nfpp. In this case each packet will carry one and only one SID frame, 
and the inter-arrival time for packets will be the equal to the inter-arrival 
time of the SID frames. Then, replacing Lsid by H in eq. 6: 






H 



OFF 



T ■ E[X] 



X > Nfpp 



II : X < Nfpp. In this case two or more SID frames will fit into each packet, 
reducing the overhead influence in the bit-rate as the inter-arrival time be- 
tween packets increases proportionally to the number of SID frames which 
are carried in each packet. This number can be obtained rounding up to the 
integer of Xe£p. 



R^ 



OFF 



H 

T 



OO 

E 



Ti 
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-i T-E[X] ^ I " Nfpp ~| 



X <N 
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The latter expression is also valid for both cases, as the ceil function equals to 
one in case of having i > Nfpp. 

Adding up the contributions of SID frames and packet overhead during the OFF 
periods it can be stated that: 



RofF = RqWf + RqFF = rp ^ • (.LsID + |- jVfpp -| ) 

Eq. 7 gives the bit-rate required by a single conversation during its silence periods 
due to the generation of SID frames, in a IP environment. 



3 Aggregated ON-SID Traffic 

The aggregated model for ON-SID would correspond to the aggregation of N two- 
state VBR sources, having each state its respective associated rate. Nevertheless, 
for simplicity, we propose the use of the ON-OFF model for the aggregation of 
ON-SID sources. Since the traffic generation pattern of the ON-OFF model 
restricts the transmission to the ON periods, we propose to adjust the ON-OFF 
model activity rate factor p, enlarging the ON periods to reach the same mean 
bit rate as the ON-SID model would have. 

This will result in a new set of parameters (p', Tqj^, ^OFf)- Parameter T does 
not change since it only depends on the codec. The correctness of this model, 
called Modified ON-OFF model from now on, will be validated experimentally 
in section 4. 





Fig. 1. ON-SID and Modified ON-OFF models 



As shown in figure 1, the overall mean bit-rate required by a conversation can 
be viewed as the sum of the contributions of the ON {Ron) and OFF {Rqff) 
periods. Thus, it is possible to define the new activity factor as: 



p' = p+ {I- p)- 



Rqff 

Ron 



(8) 
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Replacing in eq. 8 the values of i?oiv(eq. 2) and Rqff (eq. 7) results in: 



Lsid + H-J2T=o 



p' = P-{1 + 



1- p 



E[X] 



Lact + 



H 



N 



fpp 



(9) 



The parameters Tqj^ and '^OFF can be derived from p' taking into account the 
following relations: 



T, 



P = 



ON 



^ON 



'^OFF 



'^ON T '^OFF ~ Ton + Tqff 



(10) 

( 11 ) 



The first one readily comes from the ON-OFF model definition. The second one 
is straightforward since the duration of the conversation does not change. 

Using the new values for one source {p' ,T q^,T) or (Tqj^,Tqpp,T), the ana- 
lytical expressions for multiple ON-OFF sources can be used for the aggregated 
traffic profile resulting from codecs which generate SID frames. Next section ex- 
perimentally validates the Modified ON-OFF model and its goodness to capture 
the aggregate traffic profile of ON-SID sources. 



4 Validation 

This section describes the experimental validation of the ON-SID model by com- 
paring the traffic profile obtained using the ON-OFF model to those obtained 
from real traffic. 



4.1 Experiment Set-Up 

Source material. The test-bed and source speech material used is described 
in [1]. Both ends of a set of 10 conversations 15 minutes long were recorded from 
an ISDN line in a low-noise office environment (SNR > 20dB). The raw sample 
audio files were encoded with the G.729B, G. 723.1 and GSM AMR codecs, giving 
three sets of encoded trace files. The output of the codecs was processed to 
obtain the sequences of generated frame types. These sequences {ftype files) 
were analyzed to determine the experimental distribution of Pi as well as other 
model parameters {p,Tqn ,T). The values obtained for these parameters can be 
found in [1]. The percentage of SID frames obtained for the codecs G.729B, 
GSM AMR and G. 723.1 was 7.69%, 7.58% and 3.59%, respectively. The activity 
rate p was 0.4559, 0.4717 and 0.4697, respectively. The mean duration of the 
ON periods {Tqn) was 336, 1026 and 1490 ms, while the OFF periods {Tqff) 
mean duration was 420, 1171 and 1722 ms respectively. 
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One source measurements. To measure the mean bit rate at the network 
edge, the packetization process over the ftype files was repeated for different 
values of Nfpp, taking a header size which included the IP, UDP and RTP 
protocols 



Multiplexing N voice sources. An event-driven network simulator [15] was 
used for multiplexing the ftype files corresponding to N speech sources. The 
system defined was similar to the one used in [13]: a number of voice sources 
connected to a statistical token-bucket-based multiplexer. The parameters used 
for the token-bucket filter of the multiplexer were: the token filling rate r = 
R- N ■ Ron while the bucket size is b = B ■ N {H + Nfpp ■ Lact)- The factors R 
and B represent the complementary of the multiplexing gain and the normalized 
buffer size for any multiplexing factor N respectively. Packets exceeding the 
token-bucket bounds (out-of-profile packets) are discarded, thus the probability 
of out-of-profile is equivalent to packet loss probability, which is the measured 
value. 

The multiplexer was fed by either trace files from the real conversation samples 
or by synthetic ON-OFF traffic sources. Ten different experiments three minutes 
long were held for each tested model, for a confidence level of 90%. 



4.2 Results for One Source 

Table 1 shows the mean bit-rate of one voice source as a function of the packe- 
tization coefficient. In the table it is shown the trace values as well as ON-OFF 
model mean bit-rate estimation using both, ON-OFF (00) (eq. 2) and ON-SID 
(OS) (eq. 3) mean bit rate estimation values. 



Table 1. One conversation mean bit-rate 



Nfpp G.729B-OS' G.729B-trace G.729B-00 AMR-OS' AMR-trace AMR-OO 



1 


20.711 


20.814 


18.236 


11.042 


11.135 


7.272 


2 


13.417 


13.341 


10.941 


7.269 


7.305 


4.756 


3 


10.985 


10.832 


8.510 


6.011 


6.025 


3.917 


4 


9.133 


8.938 


7.294 


5.322 


5.359 


3.498 


5 


8.297 


8.086 


6.564 


4.945 


4.947 


3.246 


6 


7.739 


7.518 


6.078 


4.693 


4.674 


3.079 


7 


7.125 


7.005 


5.731 


4.494 


4.479 


2.959 


8 


6.822 


6.664 


5.470 


4.359 


4.331 


2.869 


9 


6.550 


6.400 


5.268 


3.748 


3.772 


2.799 


10 


6.254 


6.160 


5.106 


3.654 


3.681 


2.743 



^ The G. 723.1 will not be considered in the rest of this paper since the percentage 
of SID frames is small and the frame period is long compared with the other two 
codecs, which makes this codec less sensitive than the other two to SID frames. 
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The error obtained using the traditional ON-OFF model is approximately a 20% 
for the codec G.729B, and rises up to a 35% for the GSM AMR (MR4.75), while 
in the ON-SID Model the error is always less than 3% as can be observed from 
figure 2. The envelope of the error function is explained though the values of Pi 
showed in [1]. 




Fig. 2. One voice source mean bit-rate estimation error 



4.3 Results for Aggregated Traffic 

In this subsection we present the results obtained when multiplexing N conver- 
sations using codecs which generate SID frames. We compare the Pq obtained 
with both ON-OFF and Modified ON-OFF models, versus the Pq measured from 
the traces as described in previous section. 

Figure 3 shows the estimated Pq and confidence intervals (unnoticeable for the 
modified ON-OFF model) obtained for R = 0.55, N = 20 and Nfpp = 2 for 
the G.729B codec, when using the ON-OFF model with either the traditional 
parameters value and the modified values proposed. Similar results were obtained 
for the GSM AMR codec. The results show that the SID frames effect can 
severely affect the prediction obtained with the traditional ON-OFF aggregation 
model. The Modified ON-OFF model greatly improves the fitting. The value of 
the activity factor increases with the generation of SID frames, resulting in higher 
values of Pq. This could even break the multiplexing stability condition (p < R) 
when not taken into account. 
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Fig. 3. Estimated average and confidence intervals for Packet Loss Probability (N=20, 
R=0.55, G.729B codec) 
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Fig. 4. Estimated average and confidence intervals for Packet Loss Probability (N=20, 
R=0.55, G.729B codec) 
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Figure 4 shows Pq obtained for the same conditions but rising Nfpp up to 4. The 
reason why the Modified ON-OFF model incurs into higher values of Pq than 
traces can be inferred from the behavior of p' with respect to Nfpp (which can 
be also observed in the ON-OFF error function in figure 2). 

The value of the token-bucket filling rate changes according to the ON-OFF 
model dependency with Nfpp but the traces dependency with Nfpp is different 
and is better approximated by the ON-SID model. Nevertheless, the Modified 
ON-OFF model, although exhibit the same dependency with Nfpp than the 
traces, it does not transmit during the OFF periods, making the traffic burstier 
and increasing the effect of Nfpp in the aggregated traffic. That explains the 
progresive separation of the traces and the modified ON-OFF model when in- 
creasing Nfpp. 

As stated in the introduction, the cell or packet loss probability for the ag- 
gregated voice traffic has an asymptotic behavior following cq • exp(zox). This 
calculus is not trivial and is strongly dependent of the mean offered load and 
the output link capacity (i.e. the rate p/R for ON-OFF model, or p' /R for our 
Modified ON-OFF model). This explains that p' dependency of Nfpp is trans- 
lated into Pq dependency of Nfpp, a feature that can not be captured by the 
traditional ON-OFF model. 



5 Conclusions 

The traditionally accepted ON-OFF model ignores the SID frames, which causes 
significant errors in the estimated bandwidth requirements of a voice source in 
an IP network. The proposed ON-SID model allows to use an analytical expres- 
sion for the mean bit rate at the input of the IP network. The experimental 
validation of this new model shows an improvement of the mean bit rate esti- 
mation obtained with the ON-OFF model up to a 32%. This new model allows 
dimensioning with more precision the network resources in VoIP environments. 

The Modified ON-OFF model improves the estimation of the mean offered load 
offered to a statistical multiplexor when the audio codecs generate SID frames. 
It allows the establishment of more accurate SLA in a DiffServ environment and 
a better performance in the network resources dimensioning. 
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Abstract. In this paper, we present an adaptive architecture for the 
transport of VoIP traffic over heterogeneous wired/ wireless Internet en- 
vironments. This architecture uses a VoIP gateway associated with an 
802. lie QoS enhanced access point (QAP) to transcode voice flows be- 
fore their transmissions over the wireless channel. The instantaneous 
bit rate is determined by a control mechanism based on the estimation 
of channel congestion state. Our mechanism dynamically adapts audio 
codec bit rate using a congestion avoidance technique so as to preserve 
acceptable levels of quality. A case study presenting the results relative 
to an adaptive system transmitting at bit rates typical of G.711 PCM 
(64 kbit/s) and G.726 ADPCM (40, 32, 24 and 16 kbit/s) speech coding 
standards illustrates the performance of the proposed framework. We 
perform extensive simulations to compare the performance between our 
adaptive audio rate control and TFRC mechanism. The results show that 
the proposed mechanism achieves better voice transmission performance, 
especially when the number of stations is fairly large. 



1 Introduction 

The Internet heterogeneity is increasing due to the fast deployment of wireless 
local area networks (WLANs). WLAN hold the promise of providing unprece- 
dented mobility, flexibility and scalability than its wired counterpart. At the 
same time it seems inevitable that future telephony services will be based on 
IP-technology. There is a serious concern from the operators side as to offer 
at least the current “circuit switched” quality for future voice over IP (VoIP) 
communications. In order for this to become reality, a lot of issues related to 
VoIP transmission over heterogeneous wired/ wireless networks must be solved. 
In WLAN environments bandwidth is scarce and channel conditions are varying 
and highly lossy. Even if a lot of voice codec can tolerate some small loss with- 
out severe degradation, voice traffic has unacceptable performance if long delays 
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are incurred. Moreover, the original IEEE 802.11 WLAN standard [1] has been 
mainly designed for data applications. Two different channel access mechanisms 
are specified in the 802.11 standard, namely, the contention-based DCF and the 
polling-based PCF access mechanisms. While DCF and PCF may provide sat- 
isfactory performance in delivering best-effort traffic, they lack the support for 
QoS requirements posed by real time traffic such as VoIP. These requirements 
make the DCF scheme an infeasible option to support QoS for VoIP traffic. 
Furthermore, apart from these limitations, a typical WLAN with 11Mbps band- 
width could only support a very limited VoIP connections in DCF mode. On the 
other hand, PCF mode, with a centralized controller, represent another promis- 
ing alternative to providing QoS in WLAN [2]. However, studies on carrying 
VoIP over WLAN in PCF mode in [3] found that when the number of stations 
in a basic service set (BSS) is large, the polling overhead is high and results in 
excessive end-to-end delay and that VoIP still get poor performance under heavy 
load conditions. The medium access control (MAC) layer of the emerging IEEE 
802. lie [4] standard tries to support QoS in 802.11 wireless networks using a 
new Hybrid Coordination Function (HCF) that provides stations with priori- 
tized and parameterized QoS access to the wireless medium. The simple HCF 
scheduler proposed in 802. lie standard considers the QoS requirements of flows 
by allocating transmission time to stations based on their mean sending rate and 
mean frame size. In this work, we investigate the performance limitations in the 
case of a large number of VoIP flows transmitted over an IEEE 802. He WLAN. 
We specifically address the problem of long distance VoIP transport over het- 
erogeneous wired/ wireless networks. In the studied case we consider VoIP traffic 
transmitted from a wired Internet part through a last-hop wireless link that rep- 
resents the bandwidth bottleneck. All voice traffic needs to be routed through an 
802. He QAP (QoS-enhanced Access Point). The QAP becomes heavily loaded, 
especially when the number of active stations is fairly large and this results in 
different types of audio performance degradation (loss due to congestion, loss 
due to bit errors at the link layer and packet delay). We show through simu- 
lations the performance of VoIP according to the number of wireless stations 
in a BSS. We propose an architecture that is based on a VoIP gateway for in- 
terworking the wired and wireless networks. The gateway communicates with a 
QAP in order to adapt coding rate of voice flows according to the radio channel 
conditions. Simulations show that our adaptive audio rate control outperforms 
TFRC mechanism. The paper is organized as follows: Section 2 describes related 
work on rate and loss control for multimedia applications. Section 3 states the 
problem. In Section 4, we advance the proposed architecture and we explain our 
adaptation algorithm. We show simulation results in section 5. Finally, Section 
6 concludes the paper. 

2 Rate and Loss Control for Multimedia Applications 

Rate control is an important issue for both wired and wireless multimedia appli- 
cations using unresponsive transport protocols (i.e., UDP and RTP). A proper 
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form of congestion control is needed in order for these applications to share con- 
gested bandwidth fairly with each other and with TCP-based applications. Many 
schemes were developed based on TCP-Friendly control mechanisms. These 
mechanisms can be classified into three main categories: equation-based mecha- 
nisms, window-based mechanisms and additive increase, multiplicative decrease 
(AIMD) mechanisms. Equation-based rate control [9] [11] is a widely popular rate 
control scheme over wired networks, also known as TCP-Friendly Rate Control 
(TFRC). In this scheme, the sender uses an equation characterizing the allowed 
sending rate of a TCP connection as a function of the RTT and packet loss 
rate, and adjusts its sending rate according to those measured parameters. A 
key issue is than to choose a reliable characterization of TCP throughput. A 
formulation of the TCP response function was derived in [10], it states that the 
average throughput of a TCP connection is given by: 



T{Bytes/sec) 



S 



tRTT^/f+tRT0(3y^)l{l+32P) 



( 1 ) 



Equation (1) roughly describes TCP’s sending rate as a function of the frequency 
of loss indication I, round trip time Irtt and packet size s. This equation re- 
flects TCP’s retransmit timeout behavior, as this dominates TCP throughput 
at higher loss rates. In the scheme proposed in [10] the receiver acknowledges 
each packet, and at fixed time intervals the sender estimates the packet loss 
rate experienced during the previous interval and updates the sending rate us- 
ing equation (1). This scheme updates the sending rate at fixed time intervals, 
hence it is suitable for use with multimedia applications. Nevertheless it has the 
disadvantage of having a poor transient response at small time-scales [16]. In 
[11], Floyd et al. developed the TFRC protocol. TFRC estimates the recent loss 
event rate of a connection at the receiver. A loss event consists of one or more 
packets dropped within a single RTT. The algorithm used for calculating the 
loss event rate (average loss interval) offers a good responsiveness to changes 
in congestion while avoiding abrupt reductions of the sending rate in response 
to a single loss. To behave in a TCP-friendly manner, the sender adapts ac- 
cording to an equation that models TCP response function in steady-state. The 
main advantages of TFRC are: first it does not cause network instability, thus 
avoiding congestion collapse. Second, it is fair to TCP flows. Third, the TFRC’s 
rate fluctuation is significantly lower than that of the standard TCP conges- 
tion control algorithm, making it more appropriate for real-time applications 
that require a smooth congestion control and a constant quality. Window-based 
mechanisms such as TEAR [20] maintain a congestion window to control the 
transmission of packets. TEAR shifts TCP emulation to the receiver and uses a 
sliding window to smooth sending rates. The main disadvantage of this type of 
mechanisms is the lack of flexibility related to the TCP window dynamics [16]. 
Unlike window-based mechanisms, AIMD mechanisms [18] [19] are rate-based 
congestion control mechanisms that are not applied to a congestion window. 
The Rate Adaptation Protocol [18] implements an AIMD algorithm based on 
regular acknowledgments sent by the receiver. In [19], the authors propose an 
end-to-end rate adaptation scheme that adjusts the transmission rate of multime- 
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dia applications to the congestion level of the network. Based on the estimation 
of the loss rate and the RTT obtained from the regular information of RTCP 
[8] reports, the sender increases the transmission rate during underload periods 
and reduces this rate during congestion periods, while avoiding an aggressive 
adaptation behavior. Although TCP-friendly rate control mechanisms provide 
relatively smooth congestion control for real-time traffic, they are more appro- 
priate for use over wired IP networks. For multimedia applications over wireless, 
packets can be corrupted by wireless channel errors at the physical layer and thus 
TFRC cannot distinguish between packet loss due to congestion and that due to 
bit errors. TFRC, designed to deal with congestion in wired networks, treats any 
loss as a sign of congestion. End-to-end statistics can be used to help detecting 
congestion when packet loss happens. For example, by examining trends in the 
one-way delay variation, loss could be interpreted as a sign of congestion if this 
delay is increasing, and as a sign of wireless channel error otherwise [14]. The 
scheme presented in [13] combines packet inter-arrival times and relative one- 
way delay to differentiate between congestion and wireless packet losses. This 
scheme is based on the observation that the one-way delay increases monotically 
when there is congestion and that the inter-arrival time is expected to increase 
if there is wireless channel packet loss. Loss differentiation algorithms can then 
be combined with TFRC to achieve a rate control over heterogeneous Internet 
environments. The second limitation of TFRC mechanisms is that they are orig- 
inally designed for applications that use fixed packet size, and vary their sending 
rate in packets per second in response to congestion. Hence, they should not 
be used for applications that vary their packet size instead of their packet rate 
in response to congestion [12]. Varying the packet size during the time interval 
between two estimations of the sending rate distorts packet-based measurement 
of loss event. In some situations, using rate control alone does not solve the per- 
formance degradation. Such situations may be short-term transient congestion, 
congestion caused by others’ traffic or residual bit errors caused by a noisy wire- 
less link. Forward Error Correction (FEC) has been one of the main methods 
used to protect against packet loss over packet switched networks and also to 
improve the quality of noisy transmission wireless links. The amount of FEC 
information should be tuned according to the characteristics of the loss process 
in order not to increase bandwidth requirement (and hence the packet loss rate) 
when the channel is loss free and also not to increase the end-to-end delay since 
the destination typically has to wait longer to decode the original data packet 
[15]. The rate/error control advocated in [15] is based on an optimization prob- 
lem. This approach lacks taking delay into consideration. In [16] an adaptive 
error control scheme for real-time audio over the Internet is developed. In this 
work the FEC scheme is selected according to its impact on the end-to-end delay 
using an utility function for assessing the perceived audio quality that consider 
the effect of the end-to-end delay. These error control schemes were designed to 
resolve audio packet loss over the wired IP networks; the packet loss process is 
different in wireless environments where loss may occur due to congestion or to 
residual bit errors at the link layer. 
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3 Problem Statement 

The most sensitive case of multimedia traffic is VoIP. In particular the delay 
is most critical in VoIP applications. It is recognized that the end-to-end delay 
has a great impact on the perceived quality of interactive conversations with a 
threshold effect around 150ms [5]. For intra-continental calls, the packet delay 
is on the order of 30ms and for inter-continental calls the delay can be as large 
as 100ms [21]. While reducing the effect of a small jitter can be realized by a 
playout buffer introduced at the receiver, the avoidance of a high jitter/delay is 
much more complex. Especially retransmissions and contention-based medium 
access schemes are accountable for high delays and jitters. We consider the case 
of VoIP calls that are transmitted over heterogeneous wired/ wireless networks, 
we assume that the wired Internet part is error-free and congestion-free and that 
the bandwidth bottleneck is the last-hop wireless link (Figure 1). In this case, 
all the voice traffic needs to be routed through the 802. lie QAP (the “bridge” 
between the wired and wireless networks). Hence, the QAP becomes heavily 
loaded, especially when the number of active stations is fairly large. Moreover, 
802. lie EDCF mode grants different priorities to specific traffic classes (i.e., 
latency sensitive traffic) but not specific nodes. The VoIP packets may be queued 
at the QAP if it cannot gain TXOPs from the competition with other nodes, 
and will become a bottleneck in the network and this will result in additional 
delays. Three different types of degradation may occur in the last-hop wireless 
link: packet loss due to congestion, delay due to congestion and packet loss due to 
bit errors at the link layer. Although a lot of voice codec can tolerate some small 
loss without severe degradation, most of them operate under preset schemes for 
data and channel code rates making them vulnerable to the varying conditions 
on wired and wireless IP-based hops [17]. Some kind of adaptation is therefore 
needed to dynamically adapt the codec bit rate to the changing wireless network 
conditions so as to preserve acceptable levels of reliability and quality. 




Fig. 1. Voice traffic transmitted from wired network through a last hop congested 
wireless link 
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4 Proposed Architecture and Rate Control Mechanism 

4.1 VoIP Gateway Interworking Wired and Wireless Network 

The proposed architecture (Figure 2) uses a VoIP gateway located at the edge 
of the wired network and the wireless link, to transcode voice flows before 
their transmissions over the wireless channel. The gateway is associated with 
an 802. lie QAP. A QAP is required to support VoIP calls between wired and 
wireless networks. In such a situation, the functionality of HC (Hybrid Coor- 
dinator) is performed at the QAP. The QAP may gain high priority to access 
the channel by piggybacking data packets on the QoS-Poll packets or the QoS 
Ack packets, and thus speeds up dispatching packets from wired networks. The 
instantaneous bit rate is determined by an adaptation algorithm (described in 
section 4.2) based on the estimation of wireless channel congestion status. Con- 
gestion control information can be obtained through RTCP reports sent back to 
sources via the HC. 
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Fig. 2. VoIP gateway at the edge of wired and wireless network 



4.2 Vegas-Like Audio Rate Control Mechanism 

The proposed rate control mechanism is based on a TCP Vegas-like congestion 
avoidance technique for the rate and loss control of VoIP flows over the WLAN. 
The rate of the audio codec used for transcoding the voice flow at the VoIP 
gateway is varied according to the RTT measured between the QAP and wireless 
stations. In case of packet loss, a delay-based loss predictor is used to determine 
the type of loss and apply the appropriate strategy depending on whether packet 
losses are due to network congestion (transcode the voice flow using a lower audio 
codec bit rate) or wireless link errors (increase robustness by adding FEC). The 
source and channel adaptation algorithm residing at the gateway will converge to 
the available bandwidth in the WLAN while attempting to optimize overall call 
quality of several simultaneous voice communications. The input of the algorithm 
is the estimation of current WLAN congestion state given by delay and loss 
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parameters. The basic idea of our Vegas- like audio rate control algorithm is to 
adapt the audio codec rate by varying audio packet size to avoid congestion, and 
this unlike TFRC mechanism that uses fixed size packets and varies the sending 
rate in packets/sec. The VoIP gateway keeps track of the BaseRTT defined as 
the minimum of all RTTs measured on the WLAN using RTCP receiver reports. 
When a receiver report related to the voice flow i is received at the gateway, the 
Expected Audio Data and the Actual Audio Data are calculated as: 

ExpectedAudioData = Ri x BaseRTT (2) 

Actual Audio Data = Ri x RTTi (3) 

where Ri is the audio codec bit rate used for voice flow i. RTTi is the round-trip 
time between the gateway and the wireless station i estimated when the receiver 
report i is transmitted through the gateway. Actual Audio Data represents the 
amount of audio transmitted during RTTi using codec rate Ri. The difference 
Diff is calculated as: 

Diff = Actual AudioData — ExpectedAudioData 
= Ri{RTTi — BaseRTT) 

Diff is an estimation of the extra audio data the voice flow i has in transit, i.e. 
data that would not have been sent if the audio codec used for this voice flow 
exactly matched the available wireless channel bandwidth. The algorithm then 
compares the value of Diff to the a and f3 thresholds, these two thresholds are 
defined in terms of bytes. The farther away the actual audio data gets from the 
expected value, the more congestion there is in the WLAN, which implies that 
the sending codec rate should be reduced. This decrease is triggered by the /3 
threshold. The a threshold triggers the increase of the audio codec rate in case 




Fig. 3. Flow-chart for the Vegas-like audio rate control 
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the voice flow is not utilizing the available bandwidth. The goal is then to keep 
between a and j3 extra bytes transmitted over the wireless channel (Figure 3). 
In order to differentiate between congestion and wireless losses, we deflne the 
following delay-based loss predictor: 



LPa 



udio 



Dif f — p / RTTj _ 1 
BaseRTT ~ BaseRTT 



(4) 



LPaucHo would predict that next packet loss will be due to congestion when 
the Vegas-like audio rate control algorithm suggests that audio codec rate be 
decreased. If a loss occurs when the algorithm is recommending increasing codec 
rate, it may be reasonable to assume that the loss is due to transmission errors 
on the wireless channel and thus FEC information will be added in order to 
resolve this loss (Figure 3). 



5 Simulation Experiments and Discussion 

We provide NS — 2 simulation results obtained from downlink VoIP flows trans- 
mitted on a WLAN with CBR background traffic using the EDCF /HCF mode 
of operation. We consider a high-rate IEEE 802. 1 la WLAN with physical data 
rate of 36Mbps and an adaptive system in which sources can switch between 
five bit-rates, corresponding to widely used telephone speech coding standards 
(Table 1). The G.726 [7] codec makes a conversion of a 64 kbit/s pulse code 
modulation (PCM) channel to and from a 40, 32, 24 or 16 kbit/s channel. The 
conversion is applied to the PCM bit stream using an ADPCM (Adaptive Differ- 
ential Pulse Code Modulation) transcoding technique. The relationship between 
the voice frequency signals and the PCM encoding/decoding laws is fully speci- 
fied in Recommendation C.711 [6]. A variable bit-rate system operating at such 
bit-rates can be viewed as a system that always delivers “toll quality,” but with 
different levels of complexity, delay and robustness. Codec rates and packet sizes 
used to simulate our mechanism are shown in Table 1. For TFRC flows, we use 
packets of 200bytes and for background flows we set packet size to IbOObytes. 
The goal of the simulations is not a complete analysis of the considered system 
but, rather, an indication that interesting performance evaluation indices can be 
derived through the proposed approach. We consider only the adaptive codec 



Table 1. Codec bit rate and packet size 



Codec 


Bit Rate 
(Kbit/s) 


Payload Size 
(bytes) 


Total Packet Size 
(with IP/UDP/RTP headers) 


G.711 


64 


160 


200 


G.726 


40 


100 


140 


G.726 


32 


80 


120 


G.726 


24 


60 


100 


G.726 


16 


40 


80 
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rate part of the Vegas-like control algorithm. In future work we will consider 
adding FEC information based on the Loss Predictor defined in (4). Simula- 
tions are carried out for the duration of 20 seconds and the presented results 
are averaged over 5 simulations. We set the EDCF VoIP flow priority to 6 and 
background flows priority to I. The number of stations is increased from 2 to 
24 (including the QAP). A VoIP and a background flow are transmitted from 
the QAP to each QSTA. In order to ensure more accurate responsiveness to the 
channel load, we use variable values for a and (3 parameters of our Vegas-like 
audio rate control algorithm that depend on an estimation of the number of 
audio packets transmitted by the voice flow i during the RTTi : 



a = 30 X 



/? = 50 X 



RTTi{ms) 

20ms 

RTTi{ms) 

20ms 



{Bytes) 

{Bytes) 



Figure 4 shows the average delay of VoIP traffic over the WLAN. Adaptive audio 
rate control presents good performance, as it keeps average delay below 4ms in 
both situations of small and large number of VoIP flows. With TFRC, VoIP 
average delay rises above I5ms. The confirmation of these results is provided 
by the maximum voice packet delay depicted in Figure 5. Adaptive audio rate 
control is able to keep the maximum delay below 10ms when the number of VoIP 
flows is less than 10, and below 20ms in the case of more than 10 VoIP flows. 
For TFRC the maximum delay is about 25ms. Reducing the audio packet delay 
by the value of about 10ms on the WLAN is important in order to cope with the 
before mentioned audio QoS requirements (one way delay is restricted to at most 
150ms) and since we have to consider the delay caused in the wide area network 
that must be traversed by an audio packet on its way to the destination in the 
WLAN. The adaptability of our control mechanism to the WLAN conditions 
ensures a reduced packet voice delay and this improves perceived voice quality. 
Figure 6 depicts the mean bandwidth of VoIP flows as the number of stations 
is increased. When the number of flows is below 8, the mean bandwidth of our 
adaptive VoIP mechanism is higher than that of TFRC. Our mechanism is less 





5 10 15 20 

Number of stations 



Fig. 4. Mean VoIP delay vs. the 
number of QSTAs 



Fig. 5. Maximum VoIP delay vs. 
the number of QSTAs 
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Fig. 6. Mean bandwidth of VoIP flows vs. the number of QSTAs 



conservative than TFRC when the number of flows is reduced, and this avoids the 
under-utilization of network bandwidth and also avoids the voice transmission 
quality degradation in response to congestion. For more than 6 flows, the mean 
bandwidth used by our mechanism is steady (4 KB / s) and smoother than TFRC 
mean bandwidth. Maintaining low sending rate variation and avoiding abrupt 
rate changes will reduce the delay jitter and this will ameliorate the perceived 
voice quality. Besides, reducing the sending rate in case of high load network 
conditions will increase the WLAN capacity. 

In order to evaluate the fairness between VoIP flows, we compute for each scheme 
the fairness index defined as: 



n 

Fairness Index = ; — — 



( 5 ) 



where n is the number of flows using the same control scheme, and Ti is the 
throughput of flow i. The fairness index is equal to 1 if all Ti are equal (highest 
degree of fairness between flows). Figure 7 shows that our adaptive audio rate 
control achieves considerably better fairness than TFRC. With our mechanism. 




Number of stations 



Fig. 7. Improved VoIP flow fairness with the adaptive Vegas-like codec rate control 
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fairness index is kept almost at 1 independently of the number of VoIP flows, 
however with TFRC, this index goes below 0.4 for a small number of VoIP flows 
(6 flows) and it is improved when the number of flows is increased (0.62 for 
20 flows) . This can be explained by the fact that our adaptive control uses delay 
information to avoid congestion and adapts the audio rate of each flow, however 
TFRC uses loss information for rate adaptation and this information is not so 
accurate for detecting congestion in WLANs. 

6 Conclusion 

In this paper we propose a novel adaptive architecture for the transport of VoIP 
traffic over heterogeneous wired/ wireless Internet environments. This architec- 
ture supports adaptive VoIP coding on WLAN using a VoIP gateway located at 
the edge of the wired Internet and the wireless network. The adaptive coding 
mechanism is illustrated considering a specific control mechanism applied to vari- 
able bit-rate system operating at five VoIP coding bit rates (64, 40, 32, 24 and 
16 Kbit/s). Simulation results show that our adaptive architecture responds con- 
structively to network congestion and improves QoS support for VoIP in IEEE 
802. lie networks. Using the 802. lie EDCF/HCF scheme, we reduce the trans- 
mission delay of VoIP traffic compared to current TFRC algorithm. Obtained 
results show that our adaptive rate control mechanism is fairer than TFRC es- 
pecially when the number of VoIP flows is increased. The system capacity is 
also increased, since the sending rate is reduced in case of high-load network 
conditions. 
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Abstract. MPEG video traffic is expected to represent most of the load 
in the futnre high-speed networks. Adequate traffic models for MPEG 
Variable Bit-Rate (VBR) video are thus important for network design, 
performance evalnation, admission control and resource allocation. 
Many models for VBR video traffic have been proposed in the literature. 
However, while the GOP-level process has been widely analyzed in lit- 
erature, and so the inter-GOP correlation, little effort has been devoted 
np to now to the frame-level processes, and so to the intra-GOP corre- 
lations, even thongh it is a fundamental characteristic of MPEG traffic 
and it might have an important impact on queneing performance. 

In this work, we compare different solutions proposed in the litera- 
tnre to obtain MPEG frame-level processes, depending on the perfor- 
mance metric to study (loss rate, mean delay and jitter). Besides, we 
claim for the use of self-similar processes, and more concretely, Gans- 
sian F-ARIMA(1, d, 0) processes, to adequately capture the correlation 
structures involved in MPEG video. 



1 Introduction 

MPEG video traffic is expected to represent most of the load in the future high- 
speed networks. So, adequate traffic models for MPEG Variable Bit-Rate (VBR) 
video are important for network design, performance evaluation, admission con- 
trol and resource allocation. 

The output of a MPEG encoder consists of a deterministic periodic sequence 
of encoded frames where the period is called GOP (Group of Pictures). A GOP 
contains three different types of frames: one I- frame (encoded after removing the 
spatial redundancy within a still image) and several P- and B-frames (encoded 
adding motion compensation with respect to the previous I-frame). 

VBR video traffic is characterized by a high burstiness and a strong positive 
correlation. These properties were found to be induced by the presence of a char- 
acteristic inherent to VBR video traffic, called self- similarity. This characteristic 
involves long-range correlations over arbitrarily long time-scales, a phenomenon 
usually referred to as Long-Range Dependence (LRD) [1]. LRD is mainly char- 
acterized by an Autocorrelation Function (AGF) with a hyperbolic decay. 
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Many models for VBR video traffic have been proposed in the literature. 
However, while the GOP-level process has been widely analyzed in literature 
[2,3,4], and so the inter-GOP correlation, little effort has been devoted up to 
now to the frame-level processes, and so to the correlations existing between 
the different MPEG frame-types (from now on, we will refer to it as intra-GOP 
correlations) . These correlations are often neglected even though they represent 
a fundamental characteristic of MPEG traffic and they might have an important 
impact on queueing performance [4,5]. In fact, many works avoid to descend to 
the frame level and propose models only for the GOP process [6,7]. 

Different solutions to obtain MPEG frame-level processes have been proposed 
in the literature, but these have never been compared and analyzed jointly. So, 
by means of this comparison, this work intends to serve as a guideline to help 
researchers with designing MPEG video models and being in a good position 
to use the best model in terms of simplicity, computational cost and queueing 
performance, depending on the metric to study (loss rate, mean delay and jitter). 

The paper is organized as follows: Section 2 starts classifying the different 
video models proposed in the literature and discussing their advantages and 
drawbacks. The problem of choosing the most suitable LRD process to ade- 
quately characterize MPEG video correlations is also addressed. In Sect. 3, the 
different solutions to obtain the MPEG frames within a GOP are presented. 
Section 4 shows the capabilities of these solutions for capturing empirical distri- 
butions and correlations. In Sect. 5 we show the main results related to queue- 
ing performance, and Section 6 analyzes issues related to the computational 
efficiency. Finally, Section 7 summarizes the main conclusions of this study. 



2 VBR Video Modeling 

Depending on how the relevant time-scales are captured, the VBR video models 
proposed in the literature (see [8] for a survey) can be classified into two types: 
hierarchical and non-hierarchical. 

Hierarchical models typically consider two time-scales: scene or activity level 
(time-scale of minutes) and GOP/frame (time-scale of milliseconds/seconds) [9, 
10,6]. Scene changes occur when the mean of the bit-rate process changes sig- 
nificantly as a result of a considerable change in picture content (camera cuts) . 
Hierarchical models have several well-known drawbacks. On the one hand, the 
scene layer adds complexity to the model and, on the other hand, the model has 
an important subjective component in the scene detection process [11] 

Non-hierarchical models consider only the GOP / frame level. For this reason, 
only those models based on stochastic processes that incorporate inherently the 
relevant time-scales are valid. In this field, the use of self-similar processes in 
video traffic modeling [2,3,5,11] has a clear advantage over the traditional use 
of Markovian or Autoregressive processes [7,9]. Self-similar processes are able 
to exhibit LRD over a wide range of time-scales, whereas the other types of 
processes ignore the correlations beyond a particular lag intending to keep the 
analytical tractability, and so it is said that they exhibit Short-Range Dependence 
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(SRD). For this reason, validity could be in doubt because modeling the LRD 
through SRD processes typically will require many parameters. 

In other words, while the LRD present in MPEG video implies a hyperbolic 
decay in the ACF^, SRD models give rise to a much more rapid exponential 
decay, and it is well-known that it is necessary a sum of infinite exponentials 
to match a hyperbolic function. In the case of MPEG, adequately modeling a 
frame-level process with a Markov chain could require a large number of states. 
However, SRD processes could be typically well-suited for being used in hier- 
archical models, an intermediate solution between SRD and LRD, as they only 
capture LRD for a finite range of time-scales. 

On the other hand, the requirement to use few parameters is important 
because they must be estimated from the empirical data and each estimate incurs 
a certain amount of error. Besides, a video traffic model should be independent 
of any empirical data, and so it is very important that its parameters have 
physical meaning. For this reason, the rise of self-similar processes for video 
traffic modeling purposes has been very important due to their capability to 
exhibit LRD over all time-scales by making use of few parameters {parsimonious 
modeling) . 

In any case, the impact of the LRD on queueing performance depends much 
on the length of the busy period (the number of the relevant correlations that 
interact at the queue) and so this effect can be less important when the utilization 
is low or with small buffers [12,13,14]. 

However, though this discussion is not within the scope of this paper, it 
seems clear that, if it is feasible, the use of a simple, parsimonious and efficient 
model based on self-similar processes (or, in general, exhibiting LRD) will lead 
us to achieve better estimations of the system performance. Furthermore, the 
model will neither depend on particular and hypothetical assumptions about the 
load or the buffer sizes, nor on the subjectivity of the scene detection. In order 
to reinforce this statement, in [11] it is shown that the hyperbolic decay is the 
best match for the AGF of the different frame-types of many commonly used 
MPEG-encoded video sequences. 



2.1 Choosing a LRD Process 

We must choose a LRD process that is able to model the most important traffic 
characteristics parsimoniously (see [15] for a survey on LRD and self-similar pro- 
cesses) . In our view, such a process should at least have a well-known marginal 
distribution and allow to set its mean and variance. For this reason, some LRD 
processes with unknown marginal distribution, like chaotic maps or the shift- 
ing level process are seldom utilized. Instead, self-similar processes like Frac- 
tional Gaussian Noise (FGN) and Gaussian Fractional-ARIMA processes, both 
with Gaussian marginal distribution, and MjGjoo processes, with Poissonian 
marginal distribution, are commonly used. 

^ r{k) = 0.5 < H < 1. H is the physical parameter that indicates the intensity 

of the LRD 
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Since the queuing performance of a network depends not only on the correla- 
tion structure, but also on the marginal distribution of the input processes [12, 
14], it would be very useful to be able to modify the marginal distribution of the 
process without altering its correlation structure. 

In this regard, FGN and Gaussian F-ARIMA(p, d, q) processes enjoy the 
attractive advantage that their marginal distribution can be changed by a suf- 
ficiently regular transformation^ (parameters included) without modifying their 
long-range correlation structure [3]. 

FGN processes have only three parameters (/x, a and H), and their correlation 
structure is determined by a single parameter, H, that only shapes their LRD 
structure, in such a way that their SRD structure remains fixed and can not 
be modified independently. So, FGN processes have a correlation structure too 
rigid to capture the wide range of low-lag correlation structures encountered in 
practice (VBR video, for example) [16]. This fact is a strong limitation of FGN 
because SRD can also have a significant impact on performance, involving the 
need to incorporate SRD into traffic models [17]. 

Instead, F-ARIMA(p, d, q) processes are much more attractive for traffic 
modeling purposes, since they are capable of modeling LRD (by means of 
the parameter d) and SRD (by means of the AR(p) and MA(q) components) 
independently. In fact, the simple addition of one AR(1) component to a 
F-ARIMA(0, d, 0) process creates much more flexible processes than FGN [16, 
18]. 

Despite their flexibility, F-ARIMA processes have been little used in sim- 
ulation studies, since the usual generation methods for FGN are significantly 
more efficient than those for F-ARIMA. However, this drawback can be easily 
overcome using the fast generation method for Gaussian F-ARIMA proposed in 
[15]. This method produces high-quality traces much more efficiently than the 
usual methods, even if compared with the best methods for FGN. 

As for the choice of the type of LRD processes, we opt to use Gaussian 
F-ARIMA(1, d, 0) processes for efficiency (using the aforementioned method) and 
simplicity reasons (see [15] for a more extensive discussion). As it will be shown 
below, F-ARIMA(1, d, 0) processes permit to accurately capture the correlations 
present in the MPEG video traffic with only two parameters: the coefficient of 
the AR(1) component, used to match the SRD behavior, and the d parameter for 
LRD {H = d-l-0.5). We have also verified that additional AR or MA components 
are not needed for an adequate fitting and add more parameters and complexity. 

On the other hand, it is known that the marginal distribution transformation 
induces a slight decrease of the magnitude of the SRD. However, fortunately, 
the use of Gaussian F-ARIMA(l,d,0) processes permits to easily overcome this 
inconvenience by adequately adjusting the AR(1) component. 

With respect to the most suitable marginal distributions, an extensive study 
in [4] concludes that Lognormal or Gamma distributions are a useful approx- 
imation to the histograms of the I, P, and B frame sizes for a wide range of 

^ The distribution change will be done by h(a:) = (Fx (*)), where Fx (*) is the 
original marginal distribution and Fy (x) is the target marginal distribution. 
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MPEG video sequences. Similar results are found for the GOP sizes. We will use 
Lognormal distributions for efficiency reasons. 



3 On Obtaining MPEG Frames Within a GOP 

It is important to note that all the sequences for the same type of MPEG frame 
{Pi{n) and Bi{n)) have very close statistical properties and they can be consid- 
ered independent of the place i within the GOP [11,19]. So, the target problem 
is to obtain the three frame-size processes, /(n), P{n) and B{n). 

An important work due to Lombardo et al. [5] shows the correlation exis- 
tent among the different types of MPEG frames by obtaining the conditional 
distribution of P- and B-frames sizes, given an I-frame size. However, this model 
requires a huge computational cost and it is little flexible. We will focus on other 
more efficient and simpler solutions for obtaining MPEG frames within a GOP. 

Next we briefly describe the different solutions proposed in the literature 
which will be analyzed in this paper. It is important to note that we are only 
interested in the solution taken to obtain three different processes, one for each 
MPEG frame-type, and not in other peculiarities involved into the model, such 
as the type of processes used or the marginal distributions. 

Krunz et al. [10] propose a hierarchical model where the inter-GOP corre- 
lation is only taken into account for the I-frames, whereas P- and B-frames are 
modeled by two independent processes of i.i.d. random variables with Lognor- 
mal distribution. This solution does not consider intra-GOP correlation. We will 
refer to it as solution KRU. 

Rose [20] uses a background process that matches the inter-GOP correlation 
to obtain a GOP-size process. The frames sizes are obtained by multiplying 
the GOP size by a scaling factor. The scaling factor for each frame- type is the 
quotient between the mean frame-size for that type and the mean GOP-size. 
With this simple method, P-frames (and B-frames) have the same size in every 
GOP, and so the frame-by-frame correlation is lost. However, it is the only simple 
solution where intra-GOP correlation is introduced directly since the size of the 
P- and B-frames depends on the GOP-size, that is, on the I-frame size. We will 
refer to this solution as solution ROS. 

In [3] three different distribution transformations for each frame-type, hi(x), 
hp{x) and /is (a;), are applied to a background self-similar process that matches 
the empirical AGE of the I-frame sizes (inter-GOP correlation) . We will refer to it 
as solution HU A. Using the same background process for obtaining each type 
of frame induces a certain amount of correlation between the different frame- 
types, but it has the drawback of using the same correlation structure for all 
of them, often very different. We must also note that, like in solution ROS, 
P-frames (and B-frames) have the same size in every GOP. 

Finally, Ansari et al. [11] propose to use three independent processes match- 
ing the AGFs of each frame-size process, I{n), P{n) and B{n). This solution, 
referred to as solution ANS, does not introduce intra-GOP correlation either. 
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4 Modeling an Empirical MPEG Trace 

For the sake of brevity, in this paper we present only the results for the empirical 
MPEG encoded data The Simpsons, although we have analyzed other different 
traces^, to which the same considerations and conclusions apply. The trace under 
study consists of 40000 frames which is equivalent to approximately half an hour 
(at a rate of 25 frames per second). The GOP length is 12 (IBBPBBPBBPBB). 

As we already said, in order to capture the correlations present in the MPEG 
video traffic, we opt for Gaussian F-ARIMA(1, d, 0) processes, along with the fast 
generation method proposed in [15], to generate the background processes (GOP 
sizes for solution ROS; I-frame sizes for solutions HU A and KRU; and I, P and 
B-frame sizes for solution ANS). F-ARIMA processes are generated for match- 
ing the correlation structure (one-lag autocorrelation and Hurst parameter) of 
the target empirical process. Then, a Lognormal distribution transformation is 
applied. By means of simply adjusting the AR(1) component, it is easy to cancel 
the effect of this transformation on the SRD structure. 

We have verified that, after the distribution transformation, the Probability 
Density Functions (PDFs) of all the solutions come close enough to the empirical 
distributions (for frames and GOPs). 

In relation to the AGFs and the estimated autocorrelation parameters of 
the synthesized GOP/frame sizes (Hurst parameter, H, and the one-lag auto- 
correlation, ri), shown in Table 1, we can observe that all the solutions except 
KRU, mainly for the SRD structure, achieve good matching for the AGF of 
the GOP-size process. This implies that inter-GOP short-range correlations are 
not adequately captured through I-frame correlations when P- and B-frames are 
modeled by two independent processes of i.i.d. random variables. 

On the other hand, the AGFs of synthesized MPEG traces for all the solutions 
exhibit the well-known sub-periodic behavior, and regarding the correlation for 
each frame-type, we can make the following comments: 

— The solution KRU fits well the I-frame sizes, as it was expected, but the 
simplicity of P- and B-frames modeling by means of two independent pro- 
cesses of i.i.d. random variables leads obviously to destroy the correlation 
structure. 

— In the same way, the solution HUA fits well the I-frame sizes. However, while 
the LRD structure of the P- and B-frame sizes is captured well enough, the 
SRD magnitudes are much higher than those of the empirical trace. The 
reason lies in the fact that the correlation structure of these frames matches 
the I-frame sizes correlation, whose magnitudes are significantly higher. 

— The use of averaging factors on the GOP sizes, proposed in the solution 
ROS, retains the underlying LRD structure of each frame-type, but induces 
higher magnitudes in the short-range correlations of the P- and B-frames, 
perhaps due to the repetition of frame-sizes within a GOP. 



The traces were courtesy of Dr. O. Rose [4] 
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Table 1. Estimated autocorrelation parameters of the synthesized GOP/frame sizes 





GOPs 


1 1- frames 


jP-framesj 


B-framesj 




H 


ri 


H 


ri 


H 


ri 


H 


ri 


Simpsons trace 


0.86 


0.73 


0.92 


0.84 


0.89 


0.58 


0.84 


0.75 


Solution ANS 


0.89 


0.68 


0.92 


0.83 


0.90 


0.59 


0.84 


0.76 


Solution ROS 


0.86 


0.72 


0.90 


0.82 


0.87 


0.67 


0.87 


0.81 


Solution KRU 


0.81 


0.17 


0.92 


0.83 


0.51 


0.01 


0.50 


0.01 


Solution HU A 


0.90 


0.81 


0.92 


0.83 


0.89 


0.94 


0.91 


0.98 



5 Queueing Performance 

Although the validation of a source model should require an approximate dis- 
tribution and autocorrelation fitting, the ultimate validity of a model is mainly 
determined by its performance predictions in comparison to empirical data. 

A single-server FIFO queue with finite buffer size is commonly used in the 
literature to address this issue. In this paper, we also use this system, where the 
capacity of the server (bits per second), or its utilization factor, and the buffer 
size are system variables. 

In order to analyze the aforementioned solutions for obtaining the different 
types of MPEG frames within a GOP, we have made exhaustive trace-driven 
simulation experiments. The video frames, whose sizes are object of modeling, 
arrive at the switch at a constant rate (25 frames per second in our case). When 
the buffer limit is reached, new arrivals are dropped. 

Given that the ’’goodness” of a traffic model may depend on the metric under 
study, we analyze three key performance measures (statistics) of the system: loss 
probability, mean delay (E [T^]) and jitter (E [T^ — Tj_i]). The mean values were 
estimated using 95% confidence intervals by means of a batch-means procedure, 
modified and improved to work with LRD data (see details in [21]). 

We will represent the performance metrics versus the utilization factor for 
different values of the buffer size. Although many values were used in the sim- 
ulation experiments, we show the results for some representative values. For 
utilization, a wide range was used: 0.4 (low load), 0.5, 0.6, 0.7, 0.8, 0.9 and 0.95 
(high load). For buffer size, four values were taken: 200 kbits (a small buffer 
roughly equivalent to one GOP), 1 Mbits (a medium-size buffer equivalent to 
around five GOPs), 2.5 Mbits (a large buffer equivalent to about 12.5 GOPs) 
and 5 Mbits (a very large buffer, around 25 GOPs). 



5.1 Loss Probability 

Regarding the estimated loss probabilities, the results are very interesting (see 
Fig. 1). Guriously, the solution ROS achieves very good predictions, clearly 
better than the other solutions. The solution ANS always underestimates the 
loss rate, although it does not work badly for low and moderate utilization. 
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Nevertheless, the other two solutions fail. The solution HUA gives rise to a 
very high loss rates, indicating that the method for inducing the intra-GOP 
correlation is not suitable. Finally, the solution KRU hardly generates losses, 
confirming that modeling just the inter-GOP correlation, in this case through 
the I-frame sizes, even capturing all the marginal distributions, leads to a very 
poor model for loss-rate predictions. 

These results indicate that the GOP-size process is dominant for loss per- 
formance. That is, loss rates will be better predicted by the solution that best 
matches the PDF and the AGF of the GOP-size process, and also takes into ac- 
count the intra-GOP correlation, even by means of simple averaging factors. It 
does not seem necessary to devote efforts to capturing the correlation behaviors 
of the size of each frame-type. 



Buffer size = 200 Kbits 




Utlllzetlon 

Buffer size = 2.S Mbits 





Utlllzatlori 

Buffer size = 5 Mbits 




Fig. 1. Loss probability results 



5.2 Mean Delay 

In this case the results are slightly different (see Fig. 2). Now both the solution 
ROS and the solution ANS work well enough, although the solution ROS is 
still slightly better. Specifically, it is the best option for small and moderate 
buffer sizes. The predictions of both solutions get worse when the buffer size is 
increased, whereas the solution HUA improves as buffer size and/or utilization 
is increased. In fact, for infinite buffer the predictions are very accurate. 
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The results for the solution KRU are not shown because of its extremely 
poor predictions (very low mean delays) for the reasons cited in Sect. 4. 

In short, when the queue size is not very large, a good approximation consists 
of modeling only the GOP-size process and introducing the intra-GOP correla- 
tion by simple averaging. Alternatively, adequately capturing the correlation 
structure of each type of frame also provides acceptable performance results. 
However, when queue size is very large, and so the correlation structure is much 
more relevant to performance, the results suggest that the GOP-size process 
loses relevance in favor of the intra-GOP correlation, and so another method for 
characterizing this type of correlation is necessary. Perhaps, that is the reason 
why the interdependence introduced by using the same background process in 
the solution HU A provides the best results for the largest queue sizes. 




utilization 



Utlllzattori 



Buffer size = 2.5 Mbits 



Buffer size = 5 Mbits 





Utilization 



Utilization 



Fig. 2. Mean Delay results 



5.3 Jitter 

Jitter depends on the difference in size between consecutive frames. So, P-frames, 
and mainly B-frames, play a fundamental role owing to the relative number of 
these in comparison to I-frames. Properly characterizing the AGP and PDF of 
the B-frame sizes is still more important because they are sent consecutively. 
For this reason, the solution ANS is clearly the best. 
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Instead, the solutions ROS and HUA can never be valid because they ig- 
nore the real frame-by-frame correlation, introducing several consecutive frames 
of identical size in the same GOP, so leading to many zero-jitter samples. Sim- 
ulation results (see Fig. 3) demonstrate that jitter is grossly underestimated. 

On the other hand, the solution KRU is not valid either since it removes 
both the intra-GOP correlation and the autocorrelation of each frame-type, and 
so it is expected that jitter predictions are highly overestimated. 



Buttersl2e = 200 Kbits 




Utilization 



Buffer size = 2.S Mbits 




Buttersize = 1 Mbits 




Utilization 



Buttersize = S Mbits 




Utilization 



Fig. 3. Jitter results 



6 Issues Related to Efficiency 

Although the behaviour in relation to the queueing performance should play an 
important role in choosing the most suitable solution, another important decision 
factor is the computational effciency due to the large number of long runs that 
must be used in an exhaustive simulation study in the context of LRD. 

Let us assume that we want to generate a trace of N GOPs, that is, 12 * fV 
frames. For large N, the computational cost of the solution ROS is roughly 
proportional to N. The solutions HUA and KRU entail the additional genera- 
tion of 2 * A and 11 * A distribution transformations, respectively. Instead, the 
solution ANS requires the highest computational cost, roughly twelve times 
the computational cost of the solution ROS. 
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For example, the generation of 1 million GOPs (12 million MPEG frames) at 
a Pentium III IGHz. (1GB RAM) requires 15 seconds for the solution ROS, 
24 seconds for the solution HUA, 52 seconds for the solution KRU and 175 
seconds for the solution ANS. 



7 Conclusions 

Many models for VBR video traffic have been proposed in the literature. How- 
ever, while inter-GOP correlation has been widely analyzed, little effort has been 
devoted up to now to the obtaining of the different frame-types within a MPEG 
GOP for capturing the intra-GOP correlations. 

We propose self-similar Gaussian F-ARIMA(1, d, 0) processes to capture the 
LRD behavior of the MPEG traffic and analyze the impact on queueing perfor- 
mance of different solutions proposed in the literature for obtaining the different 
types of MPEG frames within a GOP. The results showed us that the suitability 
of a model depends much on the performance metric to estimate. 

For loss rate, the results indicate that the GOP-size process is dominant, and 
so the best option is the one that best matches the PDF and, mainly, the AGF 
of the GOP-size process, but also taking into account the intra-GOP correlation, 
even by means of simple averaging factors applied to the GOP sizes, like it is 
proposed by the solution ROS. It does not seem necessary to devote efforts to 
capturing the correlation behaviors of the size of each frame- type. 

For mean delay, when using small and moderate buffer sizes, the GOP-size 
process and the averaging factors proposed by the solution ROS are the best 
option again. However, when the queue size is very large (that is, for large 
buffer sizes and high utilization), and so the correlation structure dominates 
performance, the results suggest that the GOP-size process loses relevance in 
favor of the intra-GOP correlation, and so another method for characterizing 
this type of correlation might be necessary. 

For jitter, adequately characterizing the PDF and, mainly, the AGF of the 
B-frames is very important because they are sent consecutively, and so the so- 
lution ANS is the best choice. Again, when the utilization and the buffer size 
are increased, the intra-GOP correlation gain relevance and, therefore, other 
solutions that take into account this correlation are advisable. 

Finally, in the context of simulation experiments with LRD processes, the 
computational cost is usually critical. In this case, the solution ROS is clearly 
the best, but this issue could be a serious drawback for the solution ANS. 
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Abstract. In this paper, we propose a dynamic bit-rate allocation algo- 
rithm for MPEG transcoding. The method consists of a bit-rate alloca- 
tion with fuzzy measures and a least-distortion bit-rate reduction. Fuzzy 
measures are calculated by the code length, the discontinuity bluntness, 
and the neighborhood momentum in each DCT block. These measures 
are summed with weights and form a reduction fuzziness to indicate the 
degree of plausible reduction. Using the reduction fuzziness, each DCT 
block is filtered by the least-distortion reduction method to adjust the 
bit-rate for a target bandwidth. In the experiment, we show the results 
that the transcoded video quality by the method is better and the band- 
width is more regular than those of existing methods in both visually 
and quantitatively. 



1 Introduction 

With the explosive growth of the Internet and wireless access, there is an in- 
creasing demand for multimedia services over the network. Since in many video 
based applications original video files are encoded at high quality with high bit- 
rate, and heterogeneous networks such as ATM, TCP/IP, wireless and PSTN are 
interconnected, a network may not guarantee the required bandwidth quality for 
those services. Thus, it is essential to precisely control the bit-rate of incoming 
video streams to match the available bandwidth of outgoing network [11]. 

The standardized MPEG-2 scalability supports Spatial Scalability, SNR Seal- 
ability, and Temporal Scalability. The intention of scalable coding is to provide 
interoperability between different services and to flexibly support receivers with 
different display capabilities. Receivers that unable to reconstruct the full resolu- 
tion video can decode subsets of the layered bit stream to display video at lower 
spatial or temporal resolution or with lower quality. However, to support the 
scalabilities, both encoder and decoder must have scalability functions, which 
are rare in current H/W systems. Dynamic bit-rate control can be achieved us- 
ing the Scalable Coding schemes provided in current video coding standards 
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[4] . However, it can only provide up to three levels of discrete video quality be- 
cause of the limit on the number of enhancement layers [7]. In many networked 
multimedia applications, a much finer scaling capability is desirable. Convert- 
ing a previously compressed video stream to a lower bit-rate stream through 
transcoding can provide finer and more dynamic adjustment of the bit-rate. 

The recent publications on video transcoding have mainly focused on low cost 
architecture or macro block-based bit allocation problems. In [I], various low 
complexity transcoding schemes were described with simple bit scaling methods 
for the rate allocation. In [13], the picture complexities based on the quantization 
scale or allocated bits by an encoder were used for the target bit-rate estimation. 
All these schemes have not considered the spatial information embedded in the 
compressed bit stream to reduce artifacts or to enhance visual perception. To 
achieve dynamic bit-rate adjustment without much degrading the visual quality, 
content-based bit-rate allocation is essential. We have proposed a content-based 
transcoding [8], which has a problem of estimating outgoing bit-rate. 

In this paper, we propose a bit-rate allocation algorithm in the Discrete Co- 
sine Transform (DCT) domain for MPEG transcoding. The method consists of a 
bit-rate allocation technique with fuzzy measures and a least-distortion bit-rate 
filtering method. Fuzzy measures are calculated by the code length, the discon- 
tinuity bluntness, and the neighborhood momentum in each DCT block. The 
fuzzy measure for discontinuity bluntness can preserve a dominant discontinu- 
ity and the measure for neighborhood momentum can decrease block artifacts. 
These measures are summed with weights and form a reduction fuzziness to in- 
dicate the degree of plausible reduction for each DCT block. Using the reduction 
fuzziness, each DCT block is filtered by the least-distortion reduction method to 
adjust the bit-rate for the target bandwidth. This DCT block-based technique 
can give more delicate and accurate control against macro block-based tech- 
niques. This scheme enhances the visual quality in the same bandwidth against 
constant bit allocation methods, and it is suitable for real-time applications by its 
fast processing time. In the experiment, we show the results that the transcoded 
video quality by the method is better and the bandwidth is more regular than 
those of existing methods. 

2 MPEG Bit-Rate Control 

The generic rate control problem can be separated into the following two steps: 
(1) Allocate target bits for each frame according to image complexities and 
buffer fullness for a given channel bit-rate (frame-layer rate control). (2) Derive 
the actual bits for each DCT block, and make the number of produced bits meet 
the target bits (block-layer bit allocation). 

In the bit domain the run-length tuples are represented by variable length 
coded (VLC) codewords. The tuple decoding yields quantized coefficients in the 
coefficient domain. These coefficients are de-quantized to obtain the DCT coef- 
ficients. For the selective use of non-zero AC coefficients from the original into 
the reduced stream, three approaches are possible, such as full transcoding, co- 
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efficient selection, and codeword selection [9]. In full transcoding, from the DCT 
coefficients the encoding can be done as in a normal intra- frame encoder, namely, 
quantizing subject to a rate control, tuple encoding, and VLC encoding. In co- 
efficient selection, no re-quantization is needed, only tuple encoding and VLC 
encoding have to be carried out. Codeword selection is the lowest complexity 
approach in the bit domain. Selected VLC codewords from the original stream 
are simply copied into the reduced stream. Decoding or re-quantization is not 
necessary. In the method we start with the first AC coefficient and retain a 
certain number of consecutive non-zero AC coefficients for a DCT block. 

In the block-layer bit allocation, the objective is to remove AC coefficients 
from the original stream such that a good quality picture results in the reduced 
stream. Generic bit-rate allocation problem is stated as follows: 

Bit-rate allocation problem: Given a sequence of N DCT blocks in t- 

th frame with original Rt bits and a target bit budget Bt for the frame, 
determine a set of reducing bits ARf = {Atq, At 2 , ..., Zlr^v-i} to each DCT 
block that minimizes a distortion measure of the frame and uses condition 
Rt — ARt = Rt — < Bt for the target bits Bt- 

To solve the optimal-distortion bit allocation problem, methods based on La- 
grangian optimization [14], or Dynamic Programming [9] have been suggested. 
These methods typically perform an analysis of future video frames to mea- 
sure their rate-distortion characteristics before applying a bit allocation. Though 
the rate-distortion techniques achieve better performance in video quality, these 
techniques increase the encoder complexity. If frame dependencies are taken into 
account, the complexity can become very high, thus some of these methods are 
not suitable for real time encoding[12]. In addition to the complexity, since these 
schemes have not considered the contents of blocks and filter blocks by uniform 
parameters, the visual quality of transcoded blocks is degraded without depend- 
ing on their contents or importance [3]. 



3 Fuzzy Measures and Bit-Rate Allocation for DCT 
Block 

The theoretical bit allocation methods based on information theory have some 
assumptions, such as the DCT coefficients are uncorrelated with a Gaussian 
distribution [5], and the coding bit-rate is approximately equal to the entropy. 
However, in the motion compensated P or B frames expressions of entropy and 
distortion for arbitrary distributions are generally unavailable, and there is a 
large mismatch between the theoretical entropy and the actual bit-rate [6] . 

In this section, in order to solve the DCT block-layer bit allocation problem, 
we suggest three fuzzy measures and a fuzzy bit allocation technique in the DCT 
domain. Since these measures are computed by using the DCT coefficients based 
on the features in a block, the bit allocation technique with these measures is 
faster and more intuitive than probability based methods. 
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(a) (b) 

Fig. 1. Fuzzy measures for a DCT block: (a) fuzzy measure for code length abundance, 
and (b) fuzzy measure for discontinuity feature bluntness. 



3.1 Code Length Abundance 

In the block-layer bit allocation, the code length of a DCT block is the crit- 
ical restriction. If the allocated reducing bits (Ar^) for the i-th DCT block is 
larger than the actual bit length, it is impossible to reduce the bits for the 
target budget. A DCT block with sufficient code length can be reduced to the 
amount of allocated bits to match the outgoing bandwidth. So, we first devise a 
fuzzy measure for code length abundance, which denotes the amount of possible 
reduction. 

The code length abundance /xi is formulated as follows: 

{ d ^ ^min 

1 if hi > ba (1) 

otherwise, 

O-min 

where hi, bmim and ba denote the number of bits for \-th DCT block, minimum 
bits for a DCT block of MPEG standard, and sufficient code length for the 
allocated target bits, respectively, bmin and ba are constants for a video stream, 
and the variation of the measure with the number of bits is depicted in Figure 
1 (a). 

The measure /ii will be zero when the number of bits (bi) is smaller than 
the minimum length (bmin)- If bi for a DCT block is larger than the estimated 
sufficient bits (ba), then ni will be one, which means that a DCT block has 
enough bits for reduction, ba can be changed according to the compression stan- 
dards (MPEG-1 or MPEG-2). Since the codeword length in a DCT block varies 
discretely and it is difficult to accurately describe the code length variation, we 
make /ii vary linearly with the code length in the range of and ba for the 
convenience of calculation. 

3.2 Discontinuity Feature Bluntness 

For the DCT block having a steep feature, such as an ideal step discontinuity, 
the high frequency coefficients in the block have to be retained to preserve the 
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Table 1. Comparison of ratio with discontinnity types and positions in a DCT 
block. 



Discontinuity type 


P = 1,7 


P = 2,6 


P = 3,5 


P = 4 


Axis aligned 


0.13 


0.18 


0.16 


0.11 


Diagonal 


0.23 


0.20 


0.21 


0.13 



visual quality. For the block having a blunt discontinuity, coefficients can be 
removed without much deteriorating visual quality against the block with a 
steep feature. Thus, we suggest a heuristic technique that evaluates the bluntness 
of a discontinuity feature in a DCT block by using the ratio of summed AC 
coefficients. The summation of AC frequencies are formulated as follows: 

7 7 

ACa = EE |F(m,u)|-F(0,0), 

u— 0 u— 0 

= ( 2 ) 

v—6 v—6 

In the Eq.2 we decide the high frequencies as ACs of t6 > 5 or > 5, which 
make the ratio discriminate a discontinuity from noises effectively. The DCT 
coefficients and position index of a discontinuity are depicted in Figure 2 (b). 

If an ideal step discontinuity exists in a DCT block, the ratio between sum 
of all AC frequencies and that of high frequencies is calculated as shown in 
Table 1. From the table and the definition of DCT transformation, the ratio 
is independent of the discontinuity height, is slightly affected by the direction 
and the position, and is heavily affected by the shape of a discontinuity. By 
testing various shapes of features, if a blunt discontinuity exists in the center 
position of a block, the value is less than 0.05, and if line discontinuities or 
scattered noises exist, the values are larger than 0.5. Thus, we consider the shape 
of a discontinuity as the major factor to change the ratio and the discontinuity 
bluntness can be measured by the ratio. It indicates the allowable degree of 
reduction by preserving important features. 

The fuzzy measure ^2 for the discontinuity feature bluntness is calculated by 
following equation, and its variation is depicted in Figure 1 (b). 

fl-10^ i/ 0.00 < ^ < 0.10 

= < 0 if 0.10 < < 0.25 (3) 

[ - 0.25)/0.75 if 0.25 <^< 1.00. 

In the case of chrominance block, since the coefficients in the block are not 
related with the discontinuity feature, H 2 for the chrominance block is estimated 
by averaging those of the luminance blocks within the same macro block. 
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Fig. 2. Neighborhood labeling for block momentum in a frame and the bit-rate control 
sequence: (a) d, v, and h denote the neighborhood blocks for the l-th block as diagonal, 
vertical, and horizontal block, respectively, (b) DCT coefficient labeling scheme and 
discontinuity positions, and (c) bit-rate control sequence for the t-th frame. 



3.3 Neighborhood Block Momentum 

As block data is the atom of DCT-base video processing, removing or reducing 
frequency coefficients by a filter introduces blocky effect to video frames. To pre- 
vent undesirable block artifacts and to reduce the differences of reduction rates 
among neighborhood blocks, we consider a momentum measure that reflects the 
reduction degree of neighborhood blocks. As shown in Figure 2 (a), pre-processed 
neighborhood blocks for the i-th DCT block are labeled as diagonal (d), vertical 
(v), and horizontal (h). The fuzziness of neighborhood blocks are averaged to 
calculate the fuzzy neighborhood momentum as follows: 

d3 = (dKd + + di?fe)/3- (4) 

Since the fuzzy momentum presents the average reduction fuzziness of the neigh- 
borhood, if a filtering method reduces bits by considering this measure, the 
blocky artifacts can decrease. 

3.4 Fuzzy Bit-Rate Allocation 

We suggest a reduction fuzziness that denotes the plausible degree of reduction. 
The reduction fuzziness is computed by weighted summation of fuzzy measures, 
which is similar to the fuzzy mean filters in [10], and it is defined as follows: 

il^Ri = WiHi + W 2 tJ ,2 + W3fJ,3, (5) 

where These weights (wi) can be adjusted for the trade-off between 

regulation of bit-rate and image quality. The larger value of rci produces the more 
regulated output bit-rate. On the other hand, the large value of W 2 enhances the 
visual quality and large W 3 reduces the block artifacts. 

Using this reduction fuzziness we can allocate the bits for a DCT block. As 
defined in bit-rate allocation problem, given a sequence of N DCT blocks in 
the t-th frame with original Rt bits and a target bit budget Bt for the frame. 
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Fig. 3. Sequence of processing for the least-distortion hltering: (a) 2-dimensional DCT 
coefficients, (b) sequence of coefficients after zigzag scanning, (c) sequence of coefficients 
sorted by codeword level, and (d) coefficients filtered by LDF. 



we have to determine a set of reducing bits ARt = {Aro, Ar 2 , ..., Ar^-i}. The 
amount of reducing bits for the t-th frame is calculated by ARt = Rt — Bt = 
target bits is computed by Bt=Nt+{Bt-i — Ot-i), where 
Nt is the current bandwidth monitored by other network components, and Ot 
is the actual output bit-rate reduced by a transcoder. The bit-rate notation and 
the processing sequence are presented in Figure 2 (c). 

To allocate the reducing bits {Art) for the i-th DCT block, we compute the 
total reduction fuzziness (fJ-At) in the t-th frame, and allocate Art using the 
amount of frame reduction bits {ARt) with the block fuzziness {hr^) as follows: 



N-1 


(6) 






^Rt 


(7) 


hRi 






4 DCT Block Filtering for Bit-Rate Adaptation 

One of the most important functions of a transcoder is bit-rate conversion, which 
accepts an encoded video stream as the input and produces different bit-rate 
stream to meet new constraints that are not known during the encoding of 
original video. To reduce the bit-rate to the target bandwidth, each DCT block 
has to be filtered according to the allocated bits. 

In this section we suggest a least-distortion filtering whose order of cut-off 
coefficients is arranged dynamically according to the importance of levels. 



4.1 Low-Pass Filtering 

In the bit domain run-length tuples are represented by variable length coded 
(VLC) codewords. DCT coefficients are obtained by tuple decoding and de- 
quantization. In the low-pass filtering (LPF) high frequencies are removed for the 
allocated bits to match the target bits in a DCT block. Codeword selection is the 
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similar approach to the LFP except using DCT coefficients. For a certain DCT 
block we start with the last codeword and remove certain number of consecutive 
non-zero level run-length tuples until producing a code with the target bits. If 
we denote the original set of L codewords as Ci = {iCi, ..., wi,} for the i-th DCT 
block, LPF is described as follows: 

L 

C, = {wi,...,Wj}, E Length{wk) > (8) 

fc=j+i 



where wj is the j-th codeword and Ci is the filtered set of codewords. 

We can use the LPF with the fuzzy bit allocation or without the fuzzy bit 
allocation technique. If we filter the high AC frequencies without using the fuzzy 
bit allocation technique, reducing bits for all DCT blocks are allocated equally 
and the distortion is independent on the local spatial contents. Otherwise, the 
cut-off position (j) is chosen adaptively for each DCT block according to the 
local contents to decrease the distortion. 



4.2 Least-Distortion Filtering 

Human eyes’ sensitivity to spatial-temporal pattern decreases with high spatial 
and temporal frequency [15]. In the least-distortion filtering (LDF), we first 
divide each DCT coefficient level by the MPEG default quantization matrix, 
because this matrix weighs each coefficient according to heuristically determined 
perceptual or psychophysics importance. The divided coefficient levels are more 
related with the visual importance, which means that the relative visual influence 
of high frequencies decreases and that of low frequencies increases. Since the 
levels of low frequencies are usually larger than those of high frequencies when 
a dominant discontinuity exists in a DCT block and the removal effect of low 
frequencies is wider than that of high frequencies in the spatial domain, this 
division increases the quantity of a goodness metric, like PSNR. 

After dividing the level of each coefficient, we sort the divided coefficients 
to descending order. In this sorted sequence of coefficients, the same processing 
with the LPF is performed, and the transcoded DCT block has little visual 
distortion. 

If we denote the divided and sorted set of L codewords as Ci = {■uii, 
for the i-th DCT block, LDF is described as follows: 

L 

Cj = {wi,...,Wj}, E Length{wk) > (9) 

fc=j+i 



where {wi, represents the original order of codewords, {wi, de- 

notes the sorted order of codewords, and Ci is the filtered set of codewords. The 
sequence of processing for LDF is depicted in Figure 3. 
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(a) (b) 

Fig. 4. Transcoded rates and bandwidth errors of Garden test video when original 
I-frames of average 354766 bits/frame are reduced to their 50% by three Hltering meth- 
ods: (a) reduction rates of each filtering method, and (b) bandwidth errors between 
target budgets (50% of original bit-rate) and actual outputs. 



5 Experiments 

In the experiments, our adaptive transcoding method applies to two test videos 
named ’’Garden” and ’’Tennis”, which are compressed by MPEG-1 standard 
encoder of {I B B P B B} frame structure. Each video consists of 150 frames 
and 25 I-frames. To calculate the fuzzy measure of code length abundance in 
Eq.(l), we use 6 q = 200 and bmin = 7, which is selected empirically for MPEG- 
1 compression standard by experiments. To compute the reduction fuzziness in 
Eq.(5), we use weights as = 80, W 2 = 10, and = 10 for each fuzzy measure. 
The temporal transcoding (frame dropping for P and B frames) and the spatial 
transcoding (LPF or LDF) methods are combined in the experiments to achieve 
high data reduction and to compute the visual quality accurately. 

We apply three filtering methods to test videos. LPF-GBA denotes the Low- 
Pass Filtering method with Gonstant Bit Allocation that allocates uniform bits 
to all DGT blocks without considering contents. LPF-FBA denotes the Low-Pass 
Filtering method with Fuzzy Bit Allocation that allocates bits to each DGT block 
dynamically with its importance. LDF-FBA means the Least-Distortion Filter- 
ing with Fuzzy Bit Allocation technique suggested in this paper. By combined 
with temporal dropping, each method produces the overall 80% or 78% reduc- 
tion rates in ’’Garden” or ’’Tennis” video when I-frames are reduced to their 
50%. 

Transcoded rates by the methods are shown in Figure 4 (a). Since the LPF- 
GBA uses the constant bit allocation technique, the convergence to the target 
rate is slower than the other methods that use the fuzzy bit allocation technique. 
So it is desirable to use the fuzzy bit allocation technique for a network that 
the available bandwidth varies frequently. Without considering the amount of 
bandwidth errors, which can be changed according to feedback schemes, the 
bit-rate variation of LPF-FBA is the most stable one among three methods as 
shown in Figure 4 (b). Thus, by using the fuzzy bit allocation technique the 
output bit-rate can be stabilized and converged fast to the target bandwidth. 
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Table 2. SDVQ, Average PSNRs with variances and average bandwidths with vari- 
ances for ’’Garden” (upper part of the table) and ’’Tennis” (lower part of the table) 
video samples of 50% reduction. 



Filtering 


Average PSNR 


PSNR 


Average Bandwidth 


Bandwidth 


SDVQ 


LPF-CBA 


67.391 


0.213 


50.238 


0.753 


2.269 


LPF-FBA 


68.166 


0.188 


50.476 


0.345 


2.137 


LDF-FBA 


69.373 


0.185 


50.381 


0.236 


2.038 


LPF-CBA 


72.984 


1.486 


50.214 


3.311 


2.080 


LPF-FBA 


73.395 


1.162 


50.214 


0.311 


2.150 


LDF-FBA 


74.797 


1.215 


50.786 


1.168 


1.805 




Fig. 5. Transcoded images of ’’Garden” test video: (a) original ’’Garden” test image, 
(b) transcoded image by LPF-CBA, and (c) transcoded image by LDF-FBA. 



Watson has developed a digital video quality (DVQ) metric for evaluating the 
quality of compressed video, which incorporates models of human visual sensitiv- 
ity to spatial and chromatic visual signals [15]. Since we use the frame-dropping 
scheme and we want to easily adapt the metric to the existing system, we sim- 
plified the original DVQ by skipping the temporal filtering techniques and the 
color space conversion. We use simplified digital video quality (SDVQ) metric 
with PSNR to evaluate the visual quality with /3 = 4 in the Minkowski distance 
for pooling the SDVQ. Reduced images with higher metrics are judged better in 
PSNR and lower values are judged better in SVDQ. Table 2 shows SVDQ, av- 
erage PSNR, PSNR variance, average bandwidth, and bandwidth variance with 
different filtering methods for two test videos. After transcoding each sample to 
50% of its original bit-rate, the bandwidth variance of LPF-FBA is the lowest as 
depicted in Figure 4 (b). SDVQ and the average PSNR of LDF-FBA is the best 
among three methods. Since the LDF-FBA selects the smallest level of code- 
word first, PSNR of this method is superior to the others about 1 ~ 2 dB, but 
the variance of bandwidth increases for the sake of visual quality. As explained 
in Section 3.4 the weights in Eq.(5) can be adjusted to reduce the variance of 
bandwidth or to enhance the visual quality. 
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Figure 5 shows sample ’’Garden” images after transcoding by different meth- 
ods. Since the LDF-FBA method preserves discontinuity features and neigh- 
borhood relations by fuzzy measures /i 2 and /X 3 in Eqs. (3) and (4), the image 
transcoded by LDF-FBA in Figure 5 (c) is finer and less blocky than the image 
transcoded by LPF-CBA in (b), particularly in the roof parts. 

We check the processing time for each method by using a broadcasted video 
of 352 X 240 size in a LINUX system. Though the average processing time (50 
millisecond) of LDF-FBA is a little expensive than that of LPF-CBA or re- 
quantization (37 or 38 millisecond), the processing time for the filtering is much 
cheaper than that of DCT and IDCT conversions, and since there are usually 
two I-frames per second in common video sequences, the processing time is short 
enough for real-time applications. 

6 Conclusion 

Transcoding methods in the DCT domain have a tradeoff between in speed and 
in quality. To enhance the visual quality with preserving the advantage of pro- 
cessing speed and bit-rate regulation, we suggest a fuzzy bit allocation technique 
and a least-distortion filtering method. Using code length, discontinuity blunt- 
ness, and neighborhood momentum in each DCT Block, three fuzzy measures are 
derived and form a reduction fuzziness for the DCT block bit allocation. Each 
DCT block is filtered by using the least-distortion filtering method to adjust 
the bit-rate for the target bandwidth, and it is suitable for real-time applica- 
tions by its fast processing time. In the experiment, we show the result that the 
transcoded video quality by the method is better and the bandwidth is more 
regular than those of existing methods in both visually and quantitatively. 
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References 

1 . P. A. A. Assuncao and M. Ghanbari, “A frequency-domain video transcoder for 
dynamic bit-rate reduction of MPEG-2 bit stream,” IEEE Transactions on Circuits 
and Systems for Video Technology, Vol. 8, No. 8, pp. 953-967, 1998. 

2. S. F. Ghang and D. G. Messerschmitt, “A new approach to decoding and compost- 
ing motion compensated DCT-based images”, in Proc. IEEE Internat. Conf. on 
Acoustics, Speech, and Signal Processing, ICASSP93, Vol. 5, pp. 421-424, 1993. 

3. Francisco Garcia, David Hutchison, Andreas Mauthe, and Nicholas Yeadon, “QoS 
Support for Distributed Multimedia Gommunications,” Proceedings of IFIP/ IEEE 
International Conference on Distributed Platforms, 1996. 

4. M. Ghanbari, “Two-layer coding of video signals for VBR networks,” IEEE J. 
Select. Areas Commum., Vol. 7, pp. 771-781, 1989. 

5. H. M. Hang and J. J. Chen, “Source model for transform video coder and its ap- 
plication. Part I: fundamental theory,” IEEE Transactions on Circuits and System 
for Video technology, Vol. 2, No. 7, pp. 287-298, 1997. 




60 



T. Kim and J.-S. Park 



6. Z. He, Y. K. Kim, and S. K. Mitra, “Low-delay rate control for DCT video coding 
via rho-domain source modeling,” IEEE Transaction on Circuits and Systems for 
Video Technology, Vol. 8, No. 11, 2001. 

7. ISO/IEEE 13818-2, “Information technology-generic coding of moving pictures and 
associated audio information-Part 2: Video,” 1995. 

8. TaeYong Kim and Jong Soo Choi “Content-based Video Transcoding in Com- 
pressed Domain,” Journal of Signal Processing: Image Communication, Vol. 17, 
No. 6, pp. 497-507, 2002. 

9. R. L. Lagendijk, E. D. Frimout, and J. Biemond, “Low-complexity rate-distortion 
optimal transcoding of MPEG I-frames,” Signal Processing: Image Communica- 
tion, No. 15, pp. 531-544, 2000. 

10. Chang-Shing Lee, Yau-Hwang Kuo, and Pao-Ta Yu, “Weighted fuzzy mean hlter 
for image processing,” Fuzzy Sets and systems, Vol. 89, pp. 157-180, 1997. 

11. Zhijun Lei and Nicolas D. Georganas, “An accurate bit-rate control algorithm for 
video transcoding,” Journal of Visual Communication & Image Representation, 
No.l4, pp. 321-339, 2003. 

12. L. J. Lin and A. Ortega, “Bit-rate control using piecewise approximated rate- 
distortion characteristics,” IEEE Transactions on Circuit and Systems for Video 
Technology, Vol. 4, No. 8, pp. 446-459, 1998. 

13. Ligang Lu, Shu Xiao, Jack L. Kouloheris, and Cesar A. Gonzales, “Efficient and 
Low Cost Video Transcoding,” Visual Communications and Image Processing, pp. 
154-163, 2002. 

14. I. M. Pao and M. T. Sun, “Encoding DCT coefficients based on rate-distortion 
measurement,” Journal of Visual Communication and Image Representation, No. 
12, pp. 29-43, 2001. 

15. Andrew B. Watson, “Toward a perceptual video quality metric,” IST/SPIE con- 
ference on Human Vision and Electronic Imaging, Vol. 3299, pp. 139-147, 1998. 




A Modified Gaussian Model-Based Low Complexity 
Pre-processing Algorithm for H.264 Video Coding 

Standard 



Won-Seon Song, Do-Reyng Kim, Seongsoo Lee, and Min-Cheol Hong 

School of Electronic Engineering, Soongsil University, Korea 
{won, krdoreyng} @vipl . ssu . ac . kr , { sslee, mhong} @e . ssu . ac . kr 



Abstract. In this paper, we present a low complexity modified Gaussian 
model-based pre-processing filter to improve the performance of H.264 com- 
pressed video. Noisy video sequences captured by imaging system result in de- 
cline of coding efficiency and unpleasant coding artifacts due to higher fre- 
quency components. By incorporating local statistics and quantization parame- 
ter into filtering process, the spurious noise is significantly attenuated and 
coding efficiency is improved, leading to improvement of visual quality and to 
bit-rate saving for given quantization step size. In addition, in order to reduce 
the complexity of the pre-processing filter, the simplified local statistics and 
quantization parameter induced by analyzing H.264 transformation and quanti- 
zation processes are introduced. The simulation results show the capability of 
the proposed algorithm. 



1 Introduction 

JVT (Joint Video Team) established by ITU-T and ISO/IEC has jointly developed 
H.264/AVC video coding standard to obtain higher compression gain than existing 
video coding standards. H.264 can be characterized by UVLC (Universal Variable 
Length Coding), 4x4 block-based integer transform, and variable block size motion 
estimation/compensation [1-3]. Due to the different coding strategies, the local statis- 
tics of coded information is different to previous standards. Therefore, any algorithms 
to obtain better coding efficiency or to improve visual quality should be different to 
other standards. 

Many approaches have been explored to improve the quality of decoded images in 
the literature [4-7]. However, pre-processing algorithms which remove the additive 
noise for given bit rate or quantization step size are rarely investigated within video 
compression areas. When quantization step size is provided by a rate control algo- 
rithm, it is promising that the pre-processing is to modify the original video sequence 
so that image quality is maximized. As a general approach, a typical noise filtering 
approach has been employed to improve coding efficiency [8]. In Ref. [9], more 
sophisticated technique is introduced as a pre-processing algorithm which is operated 
with rate-distortion problem. Also, similar technique to incorporate knowledge of the 
variable length codes into the filtering decisions has been reported in Ref. [10]. The 
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filter attempts to maximize the resulting image quality by controlling the error resid- 
ual between an original image and the motion compensated frame, given a pre- 
defined bit-rate. The above approaches only take into account of removal of blocking 
artifact which represents the information loss coming from quantization process, but 
not reducing the additive noise. 

In general, video sequence captured by imaging acquisition system represents the 
degraded version of an original video sequence by additive noise coming from image 
formation system. In such case, the reconstructed video sequence using video coding 
standards including H.264 usually results in the loss of coding efficiency and un- 
pleasant coding artifacts. Therefore, a filtering process is required to remove the spu- 
rious noise with preserving significant features such as edges or objects. In addition, it 
is desirable that the statistics of the filtering results is similar to the structure of vari- 
able length code so that the impact leads to saving of the bits required for the repre- 
sentation, given quantization step size determined by rate-distortion algorithm. 

The statistics of variable length codes of almost video coding standards including 
H.264 coder has Gaussian distribution. Therefore, it is expected that the quality can 
be maximized when the filtering results have the similar probability to the variable 
length codes. In this paper, we propose a Gaussian model based pre-processing filter 
to maximize the quality by effectively removing the noise for given quantization 
parameter. Local statistics of the degraded image and quantization parameter are used 
to design the filter. Also, a simplified 3-tab filter without floating-point operations is 
addressed in order to reduce the complexity. 

This paper is organized as follows. Section 2 describes the background of modified 
Gaussian filter. In Section 3, we present 1-D Gaussian model-based filter. Quantiza- 
tion noise as a parameter of the proposed filter is induced by rigorous analysis of 
H.264 transformation and quantization. Also, simplified pre-processing and efficient 
definition representing local statistics are presented. Finally, the experimental results 
and conclusions are described in Sections 4 and 5. 



2 Background 

As pointed out, typical image captured by image formation system represents the 
degraded version of an original image. In such case, noise filtering process should be 
taken place to obtain the satisfactory results and to reduce the bit-rate for given quan- 
tization step size in video compression. The final decision of the image quality is 
made by human viewer, and therefore HVS (Human Visual System) should be incor- 
porated into the filtering process. Ref. [11] shows that HVS can be approximated to 
Gaussian model. According to it, the filtering process can be written as 

y = h**x, (1) 

where x and y represent the captured degraded image and the filtered image, respec- 
tively. In Eq. (1), h and ** denote two dimensional modified Gaussian impulse re- 
sponse and two dimensional convolution. Since Gaussian impulse response has sepa- 
rable property, Eq. (1) can be rewritten as two 1-D filtering form. It is 
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y = h,*h,*x, (2) 

where h^, and hf^ are one dimensional Gaussian impulse response of vertical and 
horizontal directions in two dimensional imaging coordinate, and * represents one 
dimensional convolution. In the rest of paper, we use H instead of and hf^ . 

When 1-D Gaussian impulse response is used to improve the performance in video 
coding, it is promising to take into account of local statistics and quantization noise as 
the parameters of Gaussian impulse response, since the statistics of the degraded 
image is locally different. In this paper, the following Gaussian impulse response is 
defined. 



f \ 



H: = — exp 
Z ' 






( 3 ) 



where Z is the normalizing constant, and<r| and represent the local variance 
and noise variance by quantization process, respectively. In addition, k denotes the 
parameter to reflect human the visible property [12]. 



3 1-D Gaussian Model-Based Pre-processing 



In this Section, we describe various parameters of Eq. (3) in more detail. First, , 
noise variance in Eq. (3) can be induced from quantization and transformation proc- 
ess. The previous video coding standards such as MPEG2, MPEG4, and H.263 use 
8x8 floating-point operational DCT (Discrete Cosine Transform), which leads to 
IDCT (Inverse Discrete Cosine Transform) mismatch problem. In order to resolve the 
problem, H.264 video coding standard uses the modified DCT and quantization 
mechanism. Typically, 4x4 block DCT transformation is defined as 



Y = AXA^ 
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( 4 ) 



where X is 4x4 dimensional block of the input image, and a = 1/2, 
b = 1/ V 2 cos(;r /8), and c = 1/ V 2 cos(3;r/8) . Eq. (4) requires the floating-point 
operation, resulting in IDCT (Inverse Discrete Cosine Transform) mismatch. In order 
to avoid the problem, Eq. (4) can be modified as integer transform form. It is [13] 
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where ® and represent the element multiplier and the transpose of matrix A , 
and S is utilized as a weighting matrix of quantization process, which is written as 

Z = [7 ® = [{W ® 5) ® (6) 

where E and QP denote the quantization table and the quantization index which are 
defined in H.264 standard [13]. Therefore, the quantization noise be determined as 

Quantization Error = )/ E . (7) 

In this paper, Eq. (7) is used as ah to incorporate the quantization noise into filtering 
process for given QP . 
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Fig. 1. Proposed 1-D filter 



In our algorithm, 3-tab filter is used for low the complexity. For example, as 
shown in Figure 1, two neighboring pixels ( and q 2 ) are used to represent local 



statistics of . In Eq. (3), <r| and k are defined to describe local properties. a\ 
representing the local activity should take higher value in significant features includ- 
ing edges and objects, so that they can be preserved without over-smoothness. On the 
other hands, a\ should take lower value to remove the noise on flat areas. However, 
calculation of variance requires compute-intensive operations. For the reduction of 
the complexity, the following local properties are defined. They are 

_A+2x?i-f?2 



and 

, \p\-Pp\ + ^A<l\-Pp\ + \<h-Pp^ 



(9) 



The local mean in Eq. (8) has its advantage on that it can be obtained without divider. 
Also, local variance can be obtained without multiplier and divider using Eq. (9). In 
fact, the above is one of the most important issues in practical implementation of 
digital filter. 
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The visible degree of additive noise to human viewer depends on the background 
as well as the local variance. For example, the noise in the bright region is more visi- 
ble than that of the dark region. In order to control the visibility, the parameter, k , is 
defined as 

* = + 1 - ( 10 ) 
Using Eqs. (7)-(10), , the filtering result of can be written as 

a =i/o9i +^ i(Fi +^ 2 )- (11) 

Even though it is not expressed in detail here, the complexity of the proposed algo- 
rithm can be further reduced by making the filter coefficients integer and by pre- 
storing the integer coefficients into Loop-Up table. 



4 Experimental Results 



A number of experiments have been contacted with various sequences, resolutions, 
and quantization index. Among of them, QCIE “Eoreman”, “Container”, “Hall moni- 
tor”, and “Paris” sequences were used. The original sequences are degraded by Gaus- 
sian Noise, and also “Test” sequence captured by a USB camera was used. The pro- 
posed algorithm was tested with JM6 (Joint Model 6) reference code of H.264 video 
coding standard. For evaluating the performance of the algorithm, PSNR (Peak Signal 
to Noise Ratio) was utilized. For MxN dimensional 8 bits image, it is defined as 



PSNR = 10 log 



MN x255^ 
- 2 

f-f 



( 12 ) 



where | • | is the Euclidean norm, and / and / represent the original image and the 
reconstructed image, respectively. 

In Figure 2, the noisy frames with 25 dB Gaussian noise and test frame are shown. 
Figures 3-6 show the corresponding reconstructed frames of Figure 2 (a)-(d) without 
filter and with the proposed filter. There still exists the additive noise in the recon- 
structed frames only by H.264 video coder. The existing noise is more visible in 
video sequence, since the noise is randomly scattered. On the other hands, with the 
proposed algorithm the noise is effectively removed. However, the edge information 
is a little blurred, since the Gaussian impulse response represents a kind of low-pass 
filter. Also, the reconstructed frames of the Test sequence are shown in Figure 7, 
which is more realistic case. The result shows that the proposed algorithm has the 
capability to remove the background noise without blurring. 

PSNR and bit-rate comparisons as a function of quantization index are shown in 
Tables 1-4. From the tables, we observe that the proposed algorithm consistently 
results in PSNR gain and bit-rate saving against without filter. As the degradation is 
more serious, the higher PSNR gain is. Also, as quantization index is lower (lower 
quantization step size), the PSNR gain is higher. Therefore, the proposed algorithm 
can be used to obtain higher quality image at high or medium bit rate. Also, bit-rate 
comparison as a function of quantization index of “Test” sequence is shown in 
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Table 5. As expected, the proposed algorithm leads to the bit-rate saving up to 50 
(%), and that the image quality is better than without filter for given quantization 
index. 

The novelty of the proposed algorithm is that no prior knowledge about the noise 
and image is required to remove the additive noise, and that it has the capability to 
improve the coding performance. 





Fig. 2. Degraded frames by adding Gaussian noises: (a) 5D' frame of QCIF Foreman sequence 
(25 dB Gaussian noise), (b) 150* frame of QCIF Container sequence (25 dB Gaussian noise), 
(c) 109* frame of QCIF Hall monitor sequence (25 dB Gaussian noise), (d) 223'^'* frame of 
QCIF Paris sequence (25 dB Gaussian noise), (e) 76* frame of test sequence captured by USB 



camera 
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(a) (b) 



Fig. 3. Reconstructed frames of Figure 2-(a) (QP=24) ; (a) without filter, (b) with proposed 
filter 




Fig. 4. Reconstructed frames of Figure 2-(b) (QP=24) :(a) without filter, (b) with proposed 
filter 




(a) (b) 

Fig. 5. Reconstructed frames of Figure 2-(c) (QP=24) :(a) without filter, (b) with proposed 
filter 
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(a) 

Fig. 6. Reconstructed frames of Figure 2-(d) (QP=24) 
filter 



(b) 

(a) without filter, (b) with proposed 




Table 1. PSNR and bit-rate comparisons as a function of quantization index (QCIF Foreman 
sequence, 10 ffames/sec) 





QP 


without filter 


with proposed filter 


SNRY 

(dB) 


SNRU 

(dB) 


SNRV 

(dB) 


Bit-rate 

(Kbps) 


SNRY 


SNRU 


SNRV 


Bit-rate 

(Kbps) 




16 


39.44 


41.18 


41.22 


830.28 


39.58 


43.34 


43.72 


456.59 


SNR 

25dB 


20 


39.08 


40.87 


40.80 


465.96 


38.85 


42.50 


43.11 


258.40 


24 


38.17 


40.36 


40.29 


176.90 


37.39 


41.34 


41.95 


138.11 


28 


35.89 


40.19 


39.89 


83.44 


35.24 


39.88 


40.26 


75.16 




32 


33.10 


39.26 


39.60 


46.41 


32.73 


38.91 


39.17 


44.04 




16 


42.83 


44.37 


44.60 


532.17 


40.23 


43.74 


44.50 


348.84 


SNR 

30dB 


20 


41.19 


43.82 


44.66 


251.21 


39.08 


42.32 


43.12 


205.99 


24 


38.58 


42.01 


42.94 


133.38 


37.28 


41.07 


41.74 


119.69 


28 


35.86 


40.26 


40.85 


76.33 


35.10 


39.68 


40.08 


70.79 




32 


33.13 


39.14 


39.41 


45.30 


32.64 


38.75 


38.89 


42.82 
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Table 2. PSNR and bit-rate comparisons as a function of quantization index (QCIF Container 
sequence, 10 frames/sec) 





QP 


without filter 


with proposed filter 


SNRY 

(dB) 


SNRU 

(dB) 


SNRV 

(dB) 


Bit-rate 

(Kbps) 


SNRY 

(dB) 


SNRU 

(dB) 


SNRV 

(dB) 


Bit-rate 

(Kbps) 




16 


40.53 


42.16 


42.36 


696.76 


40.29 


44.15 


44.34 


303.78 


SNR 

25dB 


20 


40.04 


41.90 


42.00 


338.77 


39.47 


43.46 


43.61 


142.12 


24 


38.72 


41.16 


41.36 


88.93 


37.98 


42.28 


42.13 


59.32 


28 


36.25 


40.28 


40.06 


31.99 


35.88 


40.43 


40.06 


27.88 




32 


33.38 


39.68 


39.38 


15.32 


33.22 


38.74 


38.72 


14.66 




16 


43.66 


45.39 


45.46 


389.47 


40.68 


44.56 


44.88 


190.22 


SNR 

30dB 


20 


41.54 


45.09 


45.26 


143.52 


39.49 


43.19 


43.32 


91.46 


24 


38.80 


42.08 


43.17 


61.59 


37.81 


41.69 


41.72 


48.00 


28 


36.13 


40.99 


40.71 


27.99 


35.70 


39.96 


40.00 


25.61 




32 


33.28 


39.43 


38.84 


14.63 


33.15 


38.64 


38.22 


14.17 



Table 3. PSNR and bit-rate comparisons as a function of quantization index (QCIF Hall 
monitor sequence, 10 frames/sec) 





QP 


without filter 


with proposed filter 


SNRY 

(dB) 


SNRU 

(dB) 


SNRV 

(dB) 


Bit-rate 

(Kbps) 


SNRY 

(dB) 


SNRU 

(dB) 


SNRV 

(dB) 


Bit-rate 

(Kbps) 




16 


40.20 


40.32 


43.52 


751.35 


41.28 


42.14 


43.46 


330.48 


SNR 

25dB 


20 


39.86 


40.06 


42.46 


393.46 


40.48 


41.10 


42.65 


156.69 


24 


39.24 


39.90 


41.68 


94.89 


38.94 


40.22 


42.00 


64.02 


28 


37.10 


39.35 


41.25 




36.74 


38.88 


40.96 


32.14 




32 


34.10 


38.12 


40.27 




33.86 


37.80 


40.12 


19.35 




16 


43.37 


43.25 


43.74 


477.66 


41.95 


42.25 


43.83 


226.38 


SNR 

30dB 


20 


41.77 


41.81 


42.84 




40.69 


41.10 


42.79 


107.22 


24 


39.52 


40.64 


42.42 


59.67 


38.84 


40.14 


41.80 


51.96 


28 


36.98 


39.28 


41.28 


31.88 


36.55 


38.78 


40.86 


30.13 




32 


34.01 


38.08 


40.24 


19.28 


33.86 


37.66 


40.06 


18.73 
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Table 4. PSNR and bit-rate comparisons as a function of quantization index (QCIF Paris se- 
quence, 10 frames/sec) 





QP 


without filter 


with proposed filter 


SNRY 

(dB) 


SNRU 

(dB) 


SNRV 

(dB) 


Bit-rate 

(Kbps) 


SNRY 

(dB) 


SNRU 

(dB) 


SNRV 

(dB) 


Bit-rate 

(Kbps) 




16 


39.19 


39.58 


39.61 


902.47 


39.40 


40.78 


40.68 


602.75 


SNR 

25dB 


20 


38.71 


39.35 


39.41 


548.57 


38.69 


40.00 


39.92 


345.55 


24 


37.41 


38.99 


39.15 


213.74 


37.01 


38.40 


38.39 


170.57 


28 


34.77 


36.59 


38.99 


104.66 


34.40 


35.94 


36.10 


98.52 




32 


31.30 


34.59 


34.88 


59.36 


31.14 


34.08 


34.40 


57.54 




16 


42.67 


43.18 


43.25 


597.49 


40.59 


40.42 


41.19 


403.44 


SNR 

30dB 


20 


40.80 


41.79 


42.00 


274.33 


39.21 


38.92 


39.83 


227.93 


24 


37.84 


39.30 


39.46 




36.89 


36.76 


37.85 


143.99 


28 


34.64 


36.37 


36.62 


96.37 


34.20 


34.31 


35.74 


92.66 




32 


31.26 


34.38 


34.60 


57.18 


31.10 


32.44 


34.11 


55.75 



Table 5. Bit-rate comparison as a function of quantization index (10 frames/sec, unit: Kbps) 





QP 


without filter 


without proposed filter 




16 


780.26 


570.04 


Test 


20 


473.28 


379.22 


24 


278.87 


250.36 


Sequence 


28 


172.78 


164.91 




32 


104.62 


102.19 



5 Conclusion 

In this paper, we propose the low complexity pre-processing algorithm to improve the 
performance of H.264 video coding standard. The modified Gaussian impulse re- 
sponse is introduced, and the local activity, quantization information, and simple 
visibility function are incorporated into the filtering process. The parameters are de- 
fined to control the shape of the Gaussian impulse response, so that the degree of 
local smoothness is adjusted by local statistics. From the experimental results, it is 
observed that dramatic PSNR gain and bit-rate saving are obtained with the proposed 
algorithm when the noise signals are added to the original video sequence. Also, it is 
verified that the proposed algorithm effectively removes the noise, leading to satis- 
factory results. 
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The incorporation of a robust visibility function into filtering process is under in- 
vestigation. With the function, it is expected that more sophisticated formulation can 
be derived and better results can be obtained. 

Acknowledgments. This work was supported by grant No. KRF-2003-003-D00320 
from Korea Research Foundation. 
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Abstract. In this paper, we propose a new stereo video coding scheme for het- 
erogeneous consumer devices by exploiting the concept of spatio-temporal 
scalability. We use MPEG standard for coding the main sequence and interpo- 
lative prediction scheme for predicting the P- and B-type pictures of the auxil- 
iary sequence. The interpolative scheme predicts matching blocks by interpo- 
lating both motion predicted macro-block and disparity predicted macro-block 
and employs weighting factors to minimize the residual errors. To provide 
flexible stereo video service, we define both a temporally scalable layer and a 
spatially scalable layer for each eye’s view. The experimental results show the 
efficiency of proposed scheme by comparison with already known methods and 
advantages of disparity estimation in the view of scalability overhead. Accord- 
ing to the experimental results, we expect the proposed functionalities will play 
a key role in establishing highly flexible stereo video service for ubiquitous 
display environment where device and network connections are heterogeneous. 



1 Introduction 

Recent advancements in Internet and multimedia services have enabled immersive 
display, such as stereo and panoramic video display. Stereo video enables user feel 
more natural and immersed, but bandwidth requirement for stereoscopic transmission 
is twice that for conventional monocular transmission. The objective on a bandwidth- 
limited transmission system is to develop an efficient coding scheme that exploits the 
redundancies of the stereo image sequences. 

A typical compression scenario of stereo video is exploiting both the effective mo- 
tion compensation of individual image sequences and the reduction of disparity be- 
tween the reference and target frames [1][2]. The reference (or left- view) frame is 
encoded by using conventional compression standard. However, the target (or right- 
view) frame is encoded by using disparity vector (DV) estimated from the reference 
frame and displacement compensated difference (DCD) instead of encoding the target 
frame itself. Therefore, estimating and representing DV and motion vector (MV) 
accurately are main objectives in a compression technique for stereo video. 



+ This work was supported by Korea Research Foundation Grant (KRF-2002-003-D00221). 

V. Roca and F. Rousseau (Eds.): MIPS 2004, LNCS 3311, pp. 72-83, 2004. 
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Moreover, the availability of multimedia service, such as stereo video service, 
strongly depends on the network infrastructure and display environments of clients. 
For example, high quality video services require high-resolution display and 
broadband network. As shown in Fig. 1, there exist various types of consumer devices 
such as TV, LCD/CRT monitor, PDA, FIMD, etc. Therefore, a new coding algorithm 
is needed to represent and deliver stereo video according to available network and 
display devices. 




Fig. 1. Heterogeneous network and display systems with stereo video service 

There are many research activities about stereo video compression using block 
matching algorithm (BMA) or its alternative implementations. The most general 
implementation method for motion/disparity estimation is BMA which is used in 
motion estimation of MPEG standard [3-5]. Recently, several stereoscopic video 
compression schemes have been developed by using multi-resolution based BMA in 
order to reduce a searching complexity of vectors and hierarchical disparity estima- 
tion which uses variable block size instead of using fixed block size, to raise accuracy 
of disparity estimation [6] [7]. Most of the compression techniques of stereo video 
mainly focused on the developing the modified coding algorithm using the MPEG-2 
multi-view profile [4] [5]. These schemes modified various types of scalability to be 
suitable for stereo video and concentrated on improving a compression ratio using the 
similarity between the two views. Few research activities on coding scheme for pro- 
viding flexible stereo video service have been reported [8]. However, they have a 
limitation of flexibility because of combining stereo coding scheme with individual 
scalability technique. 

In this paper, we propose a highly scalable yet efficient stereo video coding 
method for various heterogeneous devices by exploiting the concept of spatio- 
temporal scalability. The proposed scheme uses MPEG-2 standard for encoding the 
left image and an interpolation based motion-disparity prediction scheme for predict- 
ing macro block (MB) of P- and B-type pictures of the right image sequence. Each 
MB of every target B -picture in auxiliary sequence is predicted by interpolating both 
bi-directional (forward and backward) motion predicted MB from I- and P-type pic- 
tures and disparity predicted MB from corresponding reference picture. Similarly, 
each MB of every target P-picture in auxiliary sequence is predicted by forward mo- 
tion predicted MB and disparity predicted MB. In this scheme, we apply same 
weighting factor to each motion predicted MB and disparity predicted MB for esti- 
mating the best matching blocks. 
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To provide efficient stereo video service among heterogeneous clients, the pro- 
posed scheme uses the functionalities of spatio-temporal scalability [3][9][10]. The 
encoder produces one base layer (BL) bit-stream and several enhancement layer (EL) 
bit-streams. The BL bit-stream represents lower resolution of main sequences. The 
EL bit-streams provide frames of auxiliary-view as well as additional information for 
reproduction of the lower resolution frame with high spatial and temporal resolution. 
In general, spatial scalability offers flexibility of spatial resolution, but on the other 
hand, there is bit-rate overhead due to scalability. In stereo video coding, the spatial 
scalability overhead can be decreased by reducing redundancies between stereo pair. 

The rest of this paper is organized as follows. In Chapter 2, we present system con- 
figuration and the proposed stereo video coder with spatio-temporal scalability. We 
evaluate the proposed coding scheme and analyze the experimental results in Chapter 
3. Einally, some concluding remarks and possible extension of the proposed scheme 
are mentioned in Chapter 4. 

2 Stereo Video Coding with Spatio-temporal Scalability 

To deliver stereo video efficiently among heterogeneous display systems, we define 
one BL and several ELs as shown in Fig. 2. The BL and EL3 represent the lower 
resolution of left and right sequences respectively. The BL encoder performs motion 
compensation prediction (MCP) based encoding to remove unnecessary data, which 
is temporal redundancy, between current frame and previous decoded frame. The EL3 
encoder performs disparity compensation prediction (DCP) based encoding as well as 
MCP based encoding. More specifically, it employs two types of prediction, one 
referencing a decoded left-view frame and the other referencing decoded right- view 
frames. The ELI and EL4 generate additional data for providing full temporal reso- 
lution. The EL2 and ELS encoder perform Intra coding to encode additional data, 
needed for providing full spatial resolution, without any prediction. 




(J) Spatial up-sampling 

Fig. 2. Prediction for motion and disparity compensation 

The proposed scalable stereo video coder is an extended version of compatible 
stereoscopic coding methods and can be divided into (1) stereo video coder, (2) spa- 
tial scalability coder, and (3) temporal scalability coder. 
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2.1 Stereo Video Coder 

The structure of proposed stereo video coder is shown in Fig. 3(a). The reference 
frames are encoded by MPEG-2 standard. To encode the target frames, stereo encoder 
calculates DV with respect to temporally coincident left-view frame and estimates 
MV from the temporally closed right-view frames. The stereo encoder determines 
whether DV or MV provides higher compression efficiency, and finally, encodes both 
selected vector and residual information. 

Disparity is the vectorial distance between the two points of a superposed stereo 
pair that correspond to the same point in the 3D scene. The estimation of disparity is 
indispensable for the prediction of the target image from the reference image. Then, 
the DCD is evaluated as follows: 

DCD{x, y,DV) = I 1 j\x + DV][y] ( 1 ) 

where Ir and 1 r are pixel intensity value of right and left frames. The DV is defined 
as: 



DV{x,y) = axgmir^DCD{x,y,DV)\ (2) 

dv^S 

where S means size of window searching area. As described in the expression (3), to 
find DV in real image, we calculate SAD for every macro block in the image and find 
a best matching-block which has minimum SAD. The DV is defined as coordinate of 
the point (x,y) of matching-block. However, y is around zero according to the general 
characteristic of DV. 

Characteristics of the proposed coding scheme are as follows: 

• The reference or left video sequence are coded by non-scalable MPEG-2 
video encoder. 

• I-picture in the right-view sequence is coded by using a frame which re- 
sults in disparity compensated prediction. 

• P-picture of the right-view is coded by using the predicted frame which re- 
sults in one of forward, disparity and bi-directionally (forward and back- 
ward) interpolated predictions. More specifically, the stereo encoder se- 
lects one prediction having minimum SSD to determine predicted frame. 

• As shown in Fig. 4, B-picture is coded by using the predicted frame which 
results in one of forward, backward, disparity, and tri-directionally (for- 
ward, backward and disparity) interpolated predictions. Indeed, three ref- 
erence frames used for prediction are the left-view frame coincidental with 
the right-view frame to be predicted, and the previous and next right-view 
frames in display order. The encoder selects one prediction according to 
its SSD. 

In case of P-picture, the interpolated prediction is generated by a weighted combi- 
nation of a motion predicted frame and disparity predicted frame. The encoder uses 
interpolated prediction when a predicted macroblock with interpolated vector has 
minimum SSD. A macroblock predicted by the interpolated scheme is described as: 

Ppred (Vf,Vd) = WfKec f (V f) + ^Kec d (^d ) 



( 3 ) 
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where P, v, W represents predicted macroblock of P-picture, vector, and weighting 
factor respectively, and R^c is a reconstructed macroblock of I- or P-picture. Each 
indexes, f and d denote forward, disparity respectively, and each weighting factors, 
Wf, Wd are given as 0.5 and 0.5. 

In case of B-picture, the predicted macroblock is specified as: 

(V, , V. , V, ) = (f, (V, ) + , (V, ) + , (V, ) (4) 

where B, v, W represents predicted macroblock of B-picture, vector, and weighting 
factor respectively. Each indexes, f, b, d denotes forward, backward, disparity re- 
spectively. In this case, the weighting factors, Wf, Wb, Wa are given as 0.25, 0.25, and 
0.5. 

Fig. 3(b) shows the stereo video decoder. The right-view frame is decoded with re- 
spect to the decoded left-view frame, coincidental with the right-view frame. 





Fig. 3. Stereo video coder (a) Encoder (b) Decoder 




(k)th 



Fig. 4. Predictions in B-picture of right sequence 
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2.2 Spatial Scalability Coder 



In addition to the bit-stream for lower spatial resolution image, spatial scalability EL 
encoder generates additional bit-stream for providing full resolution image as shown 
in Fig. 5(a). Stereo sequence is fed to the spatial scalability BE encoder after spatial 
downsampling. A locally decoded BE frame is spatially upsampled to the same sam- 
pling grid as the spatial scalability EL, and then subjected to EL encoder. The spatial 
scalability EL encoder encodes the difference between the decoded image from BE 
and original image at full resolution. Since the residual image loses the characteristics 
of natural image, it is Intra coded without MCP. In general, residual image has Lapla- 
cian distribution, which is highly peaked around zero, meaning that it can be com- 
pressed more easily than the original image. Therefore, a block having variance less 
than specific threshold value is skipped without encoding process in order to allot 
more bits to a block having large variance. 

The decoding process of spatial scalability is the reverse of the encoding process as 
described in Fig. 5(b). To reconstruct the EL bit-stream, the bit-stream of temporally 
coincident frame in spatial scalability BE should be decoded first. The decoded frame 
in BE can be directly displayed in the client equipped with lower resolution display 
system. For example, when a client isn’t equipped with 3D display and can provide 
only lower resolution display, it is efficient to provide directly lower resolution video 
decoded from spatial scalability BE decoder. However, to provide with full resolution 
video to a client equipped with high-resolution display system, it is resampled to full 
resolution and combines with the result from the spatial scalability EL. 



Spatially Scalable BE Encoder 




(a) 



Spatially Scalable BL Decoder 




Spatial up-sampling 

(b) 



Fig. 5. Spatial scalability coder (a) Encoder (b) Decoder 
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2.3 Temporal Scalability Coder 

Temporal scalability allows a video sequence to display as different temporal resolu- 
tions or frame rates according to the type of display and available channel capacity. In 
general, for temporal scalability providing a full and a half frame rate, an odd number 
of B-pictures is necessary [11]. In proposed temporal scalability encoder, the tempo- 
ral demux (demultiplexer) splits up B-pictures, which are not used as reference frame, 
into temporal scalability BL and EL. For motion compensation, a BL frame is pre- 
dicted only from the previous BL frames, whereas an EL frame can he predicted from 
both BL and EL frames. The clients can selectively receive the encoded frames of BL 
and ELs according to their display types and network connections. The decoded 
frames at the output of the temporal scalability BL can be shown by themselves at 
half frame rate of input video or can he temporally multiplexed in the temporal remux 
(remultiplexer) with the output of the EL decoder to provide full frame rate, the same 
as that of the input video. 



2.4 Stereo Video Delivery 

The proposed stereo video coding scheme aims at providing multicast-hased stereo 
video streaming service. If a server provides stereo video service to N number of 
clients, unicast method requires each client to have its own video stream, separate 
from the others. Therefore, multiple end-to-end unicast cannot use network band- 
width efficiently because the network channel carries redundant portions of the same 
video stream. However, multicast-based method can remove these redundancies be- 
cause the intermediate node copies the received bit-streams and sends selectively to 
its clients according to their capabilities. 

Fig. 6 shows an example of stereo video streaming service. The video server cap- 
tures stereo video from the stereo camera and then, encodes it. When an intermediate 
node requests one specific stereo video contents to server, the server sends relevant 
layered bit-streams. The intermediate node copies the received bit-streams and sends 
a portion or all the bit-streams to its clients. For example, client C in Figure 3.6 needs 
full resolution of mono video and accordingly the intermediate node provides BL, 
ELI and EL2 bit-streams. The multicast clients can receive stereo video with various 
resolutions and can display stereo or mono video according to their types of display 
and bandwidth. 



3 Experimental Results and Analysis 

The experiments have been made with progressive scan 640x480, 24Hz refresh rate, 
and 4:2:0 chroma format test sequences. The picture structure is frame picture and the 
length of group of picture (GOP) is 15. A GOP structure includes 3 B-pictures be- 
tween I- and P-pictures (M=3). Fig. 7 shows arbitrary left and right frames of the test 
sequence. Laboratory and UbiHome. 
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Fig. 6. An example of stereo video service using proposed stereo video coder 




Fig. 7. Test Sequences (a) Left-view of Laboratory (b) Right-view of Laboratory (c) Left-view 
of UbiHome (d) Right-view of UbiHome 

In Fig. 8, we compare proposed scheme with two already known methods, which 
are defined in MPGE-2 multi-view profile. We can easily observe that the proposed 
method provides a better overall performance compared with simulcast method and 
compatible method. In this experiment, the test sequences. Laboratory and UbiHome, 
are coded at 3 and 6 Mbps respectively. The bit-rates assigned to the left and right 
sequences are same. In this case, only spatial scalability BLs of right-view sequences 
are compared i.e. ELS and EL4 layers. 

In Table 1, the proposed coding scheme is compared with non-scalable MPEG-2 
coder. We assigned same fixed bit-rate, IMpbs, to left and right sequence. Eor com- 
parison of the efficiency of spatial scalability, we controlled bit-rate of the proposed 
scalability coder to yield the same quality. In general, the spatial scalability video 
coder needs more bits to provide same image quality as non-scalable coder. The ad- 
ditional data rate is defined as spatial scalability overhead. The proposed coding 
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scheme combines stereo coder with spatial scalability. Therefore, it can reduce spatial 
scalability overhead because the quality of right sequence is improved by DCP. 
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Fig. 8. Mean PSNR of right sequence with lower spatial resolution (a) Laboratory (b) Ubi- 
Home 



The first results in the Table 1 show the spatial scalability overhead for the test se- 
quence, Laboratory, whose motion is relatively slow. In this case, since most of mac- 
roblocks are coded with MV, the compression efficiency getting by the DCP is low. 
In case of UbiHome having fast motions and scene changes, however, most of mac- 
roblocks are affected by DCP instead of MCP. Therefore, the compression efficiency 
of sequence. Laboratory, is much improved when compared with that of simulcast 
coding. As a result, DCP in the proposed coding scheme can reduce the spatial seal- 
ability overhead. 



Table 1. The spatial scalability overhead for test sequence Laboratory 



Sequence 


Laboratory 


UbiHome \ 


Left 


Right 


Left 


Right 


Single 

Layer 

Encoder 


Bit-rate [Mbps] 


1.0 


1.0 


1.0 


1.0 


Average PSNR for luminance [dB] 


41.03 


40.25 


36.50 


36.33 


Mean PSNR [dB] 


40.62 


36.42 1 


Proposed 

Scalable 

Stereo 

Coder 


Bit-rate [Mbps] 


1.14 


1.14 


1.045 


1.045 


Average PSNR for luminance [dB] 


40.81 


40.43 


36.83 


36.07 


Base layer bit-rate [Mb] 


0.49 


0.49 


0.41 


0.41 


Base layer bits-rate as percent of 
total bit-rate [%] 


43 


43 


39.2 


39.2 


Spatial scalability overhead [%d] 


14 


4.5 


Mean PSNR [dB] 


40.61 


36.44 



Fig. 9 shows degree of disparity compensation and corresponding compression ef- 
ficiency with PSNR of right sequence. Figure 9(a), shows the comparison of the re- 
sults from the proposed scheme with simulcast and compatible coding, for the test 
sequences to correspond to a GOP. Since, the proposed stereo video scheme exploits 
both DCP and MCP, the compression efficiency is improved when it compared with 
existing schemes. The Fig. 9(b) and 9(c) show the percentage of encoded macroblock 
types of test sequences. In case of a slow motion sequence, Laboratory, most of mac- 
roblocks are coded with MCP instead of DCP, because of its small prediction errors, 
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whereas most macroblocks of sequence, UbiHome, are coded with DCP. As a result, 
in case of Laboratory, there is a little compression efficiency when compared with 
simulcast coding. However, in case of UbiHome, the compression efficiency is im- 
proved in proportion to the number of macroblock which referred to DCP. 



4S 



42 



40 



a. 



3<l 

32 

sr 



FSNR of RipTt Sequence(FL3+EL41 



B B f 



LabC'-aiDr/ 

' D p ^ R , D p 

p.n. 






'ft k U ^ O ^ 

. bAb p p. 






••3-- P lipase d Scheine 
Cjmtfuliblc 
Sfniilf..g?.T 



0 5 10 15 

Frame Nurtier 



Right Sequence[EL3+EL4] of Laboratory 



Forward 
I I Backward 

I I Disparity 

Interpolated 
H Without MC/DC 



Frame Number 



(a) 




Frame Number 



(b) 



(c) 



Fig. 9. The number of disparity estimated macroblock types according to the motion rate (a) 
PSNR comparison (b) Percentage of macroblock types for Laboratory (c) Percentage of mac- 
roblock types for UbiHome 



Unlike non-scalable coding approach, the compression efficiency of scalable video 
coding varies according to the change of bit-rate to be allotted to each layer even if 
the total bit-rate is same. Therefore, it is need to find the best bit-rate partitioning 
point for each scalability layer. The mean PSNRs for left and right are differed ac- 
cording to the changes of bit allocations as presented in Table 2. In this case, the 
effects of the spatial scalability are not considered. Therefore, the layers for the left 
and right sequences are the spatial scalability BLs which are [BL-i-ELl] and 
[EL3-I-EL4]. A total bit-rate allotted to left and right sequences is 2Mbps. The com- 
pression efficiency is improved when we assign more bits to the layer for left se- 
quence, instead of assigning same bits to left and right sequences. In the experiments, 
we can observe that the image quality is most high when the bit-rate for the left se- 
quence is about 60% of the total bit-rate. This partition is well balanced for the over- 
all test sequences. 
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Table 2. Mean PSNR according to bit partition in left and right sequences 



Left[BL-^ELl]/ 

Right[EL3+EL4] 


1.4/ 0.6 
[Mbps] 


1.2/ 0.8 
[Mbps] 


1/1 

[Mbps] 


0.8/ 1.2 
[Mbps] 


0.6/ 1.4 
[Mbps] 


Sequence 


Laboratory 


43.02 


43.85 


43.83 


43.61 


42.74 


UbiHome 


34.52 


34.49 


34.13 


33.48 


32.94 



We can see in Table 3 and Table 4 that the mean PSNR according to the allotted 
bit-rate of spatial scalability BL and EL. When the total bit-rate is 1Mbps, the quality 
is increased as the spatial scalability BL bit-rate increases and the spatial scalability 
EL bit-rate decrease. However, when the total bit-rate is 6Mbps, the quality is in- 
creased as the spatial scalability BL bit-rate is reduced. If total bit-rate is low, the 
mean PSNR is affected hy BL quality, hut if total hit-rate relatively high, the mean 
PSNR is adversely affected by EL quality. The results suggest that to choose a parti- 
tion point for the system, we need a measure which takes into account the qualities of 
both layers. 



Table 3. Mean PSNR according to bit partition in spatial scalability base and enhancement 
layers (Total bit-rate = 1Mbps) 



Base[(BL-^ELl), 
(EL3+EL4)] / 
Enhancement[EL2+EL5] 


0.7/0.3 

[Mbps] 


0.6/0.4 

[Mbps] 


0.5/0.5 

[Mbps] 


0.4/0.6 

[Mbps] 


0.3/0.7 

[Mbps] 


Se- 

quence 


Laboratory 


35.36 


35.06 


34.69 


33.91 


33.2 

3 


UbiHome 


32.38 


32.32 


32.34 


32.36 


32.3 

2 



Table 4. Mean PSNR according to bit partition in spatial scalability base and enhancement 
layers (Total bit-rate = 6Mbps) 



Base[(BL-^ELl), 
(EL3-^EL4)] / Enhance- 

ment[EL2+EL5] 


4.2/1. 8 
[Mbps] 


3.6Z2.4 

[Mbps] 


3/3 

[Mbps] 


2.473.6 

[Mbps] 


1. 8/4.2 
[Mbps] 


Se- 

quence 


Laboratory 


45.54 


45.95 


46.10 


46.32 


46.58 


UbiHome 


41.34 


41.92 


42.23 


42.31 


42.32 



4 Summary and Future Work 

We have proposed stereo video coding scheme for heterogeneous consumer devices 
by exploiting the concept of spatio-temporal scalability. The proposed scheme ex- 
ploits interpolation based motion-disparity compensation and prediction to improve 
coding efficiency. The experimental results show the efficiency of proposed interpo- 
lative coding scheme hy comparison with already known methods, compatible stereo 
and simulcast stereo, and the advantages of disparity estimation in terms of scalability 
overhead. To provide flexible stereo video service, we define both a temporally scal- 
able layer and a spatially scalable layer for each eye-view. With this scheme, clients 
in the system are able to decode the stereo video based on their own display size, 
bandwidth availability and processing power by selectively receiving layered streams. 
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According to the experimental results, we expect the proposed functionalities will 
play a key role in establishing highly flexible stereo video service for ubiquitous 
display environment where devices and network connections are heterogeneous. 
Currently, we are pursuing a new quantizer for the residual images which are input of 
spatial scalability ELs. 
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Abstract. A key issue for the establishment of large-scale multimedia 
conferencing in the global Internet is the provision of a ubiquitous IP multicast 
service. Despite extensive research and standardization efforts, worldwide 
availability of IP multicast is still limited. Single-source multicast constitutes an 
alternative that achieves to alleviate many of these problems. However, the 
tradeoffs in realizing multi-source sessions over single-source multicast remain 
poorly understood. The focal point of this paper is the realization of a multi- 
source distance learning conferencing platform (ET&L) over a novel single- 
source IP multicast protocol (SLIM). We have formulated the design space for 
managing trees rooted at multiple senders in a conferencing session, using both 
previously proposed schemes as well as new methods exploiting the application 
semantics of synchronous distance learning. We have prototyped each of these 
methods to prove their respective viability and conducted experimentation 
within our laboratories and over the Internet without changes or cooperation 
from ISPs or network administrators. The principal outcome of this work is a 
study of the various alternatives for implementing multi-source sessions over 
single-source multicast. In general, our work shows that it is feasible and effi- 
cient to use single-source multicast as a building block for implementing multi- 
source group communication applications. 



1 Introduction 

In spite of more than two decades of multicast research and experimentation, com- 
plexities have prevented successful standardization and deployment of multicast on a 
global scale ([1], [2]). Single-source multicast has been proposed as a promising ap- 
proach to simplify and realize Internet multicast. However, important applications of 
multicast, such as collaborative multimedia distance learning, inherently have multi- 
ple senders. As single-source multicast is designed for distribution trees rooted at a 
single sender, these applications construct interesting new problem spaces. 
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Distance learning (DL) overcomes geographical barriers in sparsely populated ar- 
eas and makes it possible to achieve economy-of-scale without localizing all partici- 
pants. A growing number of higher education institutions have been extending their 
curricula with distant education activities [3]. As a consequence, more people have 
access to more qualified instructors. Supporting interactivity among the participants 
of a learning session is crucial to make the distance learning experience more closely 
resemble the traditional classroom experience; moreover, interactive teleconferencing 
is essential to exploit multimedia and virtual reality technologies to expand collabora- 
tive learning beyond traditional teaching models. Successfully delivering such a 
service requires two components: a platform supporting the creation and management 
of learning sessions and multicast transport services to simultaneously deliver content 
to multiple receivers. 

Easy Teach and Learn (ET&L) is a delivery platform for synchronous distance 
learning courses, that emphasizes on interactivity between students and teacher(s) [4]. 
The primary goal of ET&L is threefold: scalability, heterogeneity and ease of de- 
ployment. One of the difficulties encountered in achieving scalability and at the same 
time incorporating heterogeneous hosts into an ET&L session, is the limited avail- 
ability of multicast [5] as an Internet service. 

SLIM (Self-configuring Lightweight Internet Multicast) [6] is a novel single-source 
multicast protocol designed to avoid the need for multicast specific infrastructure. 
SLIM self-configures over the Internet, including traversal through firewalls and 
NATs, while exploiting available layer-2 multicast services [7] without requiring in- 
tervention by network administrators. 

Using SLIM as a multicast service allows ET&L to be simplified by focusing ex- 
clusively on application-layer session management. Additionally, the interaction pat- 
terns in an educational conferencing session speak for the use of source-specific dis- 
tribution trees (e.g. like trees constructed by SLIM), as it is highly probable that the 
lecturer(s) will monopolize the role of the sender. However, for the inherently multi- 
sender distance learning scenario of interest for ET&L, the single-source characteris- 
tics of SLIM are a potential challenge compared to Any Source Multicast (ASM) 
protocols like PIM-SM [8]. During designing the integrated prototype of ET&L over 
SLIM, it became apparent that current state-of-the-art does not provide us with clear 
guidelines on how to choose among the several possible alternatives for implementing 
multi-source sessions. This gap forced us to revisit the problem of using single-source 
multicast as a network-layer primitive to enable multi-source group communication. 

The contributions of the present paper are: 

1 . Formulation of the design space for efficient management of trees rooted at 
numerous senders. Experimenting with multi- source conferencing using single- 
source multicast resulted in a layout of a design space, to unveil the tradeoffs 
between the various alternatives. During this process, we realized that the inter- 
action manners in a synchronous distance learning session constitute a leading 
factor for efficient tree management. This lead us incorporate application- 
specific interaction control (floor control) into tree management (Proactive Just- 
In-Time tree management, PJIT). We implemented PJIT and the other reference 
methods into our testbed and verified their viability in multi- source scenarios 
through experimentation. To date, we are not aware of any former study that has 
collectively outlined and experimented with all these options for the purpose of 
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comparison. In general, similar approaches have not impacted the common per- 
ception about the viability of single-source multicast as a basic building block 
for higher layer services. Our planned future work will make this statement even 
stronger through strict performance evaluation. 

2. Clean separation of session management from underlying multicast network 
service. This is achieved by having SLIM handle last hop problems and incre- 
mental deployment without cooperation from the session management layer. In 
contrast, a solution with replicators or an MBone-based approach would require 
more complicated management mechanisms to accommodate non-multicast- 
capable domains. In retrospective, our clean cut design approach allowed for a 
fast integration between ET&L and SLIM. 

The rest of the paper is structured as follows. Section II discusses related work. In 
section III we give an overview of the ET&L platform and the SLIM protocol respec- 
tively. Section IV specifies the four reference methods and formulates the design 
space that these methods demarcate. In section V we delve into the implementation 
issues of our experimental work. Einally, we conclude with a discussion of the work 
presented herein in section VI. 



2 Related Work 

A considerable amount of work has been conducted on multi-source conferencing ap- 
plications over the Internet. We classify related systems with regard to the mecha- 
nisms used to facilitate group communication. 

The Classroom Presenter [12] is a representative for systems based on the ASM 
model as deployed in the Internet2 (PIM-SM/MBGP [14]). It uses the transport serv- 
ices offered by the Microsoft ConferenceXP framework [13] to realize a university- 
level synchronous distance learning system. In this sense, ConferenceXP assumes na- 
tive IP multicast availability at every participating site. It is straightforward that the 
pervasiveness of platforms of this class is conditioned on the universal availability of 
the ASM model’s infrastructure. Given the deployment problems of such protocols 
([1]> [2]), we propose instead a single-source multicast scheme that can be incremen- 
tally deployed. Instead of handling the complexity of tree management and address 
allocation on the network layer, we provide the primitives for source-specific multi- 
cast and move the overhead of supporting multiple sources efficiently to the session 
layer. 

Beyond native IP multicast, similar systems use alternative group-scoped commu- 
nication mechanisms, implemented either on the network layer (MBone) or on the ap- 
plication layer (Application-Layer Multicast, ALM). The INRIA Videoconferencing 
System (IVS) ([15], [16]) is one of the very first conferencing systems running over 
the MBone. The MBone is based on constructing data tunnels to traverse non- 
multicast enabled networks. The latter requires a considerable configuration effort, 
when users from new domains join a session. One needs to gain administrative access 
to a network and intervene in its operation to offer a multicast distance learning appli- 
cation to the local users. Instead, this is not a requirement for SLIM, which acts trans- 
parently by allowing point-to-point tunnels to the first hop router. The IRI-h (Interac- 
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tive Remote Instruction-heterogeneous) [17] shares similar goals with the ET&L plat- 
form. It uses application-layer replicators to accommodate non mnlticast-capable 
hosts. Despite its ease of implementation, this solution does not scale well with the 
group size and maximizes packet replication on network links. Lately, numerous ap- 
plication-layer schemes ([18], [19], [20]) have been proposed to facilitate group- 
scoped media distribution. Although we do not neglect their flexibility in overcoming 
the deployment problems of network-layer multicast, their scalability, cost-efficiency 
and deployment model are still open issnes. 

Finally, we study prior efforts that touch on implementing multi-source sessions 
over single-source multicast. Holbrook ([21], [10]) suggested using a source-specific 
tree for each sender of the group or alternatively a session relay solution to reduce 
network state. In this paper we broaden the focns by comparing these alternatives 
with novel application-aware approaches, delivering thus a wider design spectrum. 
Sarac et al. introduces in [11] network-layer support for multiple senders in SSM [9] 
by constructing shared trees. While this solution minimizes state space and setup de- 
lay, it obfuscates the SSM protocol. In [22] the anthors used multiple relays to pro- 
vide multi-source support for SSM and evalnated the efficiency of their approach in 
terms of state space and bandwidth consumption. We survey this as one of the feasi- 
ble tree management strategies; however we go fnrther by qualitatively estimating the 
snitability of the strategy for onr scenario by incorporating application semantics as 
well. 



3 Systems Overview 

ET&L [4] is a multimedia conferencing system tailored for synchronous delivery of 
university conrses over the Internet. It nses the Session Initiation Protocol (SIP) [23] 
to facilitate typical conference signaling functions, like user location, session setup, 
capabilities exchange and user authorization. ET&L employs the centralized model 
with a dedicated server acting as the conference focus. A Floor Control Server (FCS) 
ensures concurrency control on who becomes the active sender. The FCS is modeled 
as a queue that accepts requests from active conferees and a server process that de- 
cides on the next active user according to a predefined floor-control policy. 

Reliable media (distribnted presentation, whiteboard, messaging) are transported 
to participants via a centralized Application-Layer Replicator (ALR). For interactive 
audio/video there appears a potential benefit for a mnlticast network service to allow 
our platform to scale to large group sizes without violating the application require- 
ments and causing excessive bandwidth utilization, as already postulated in [24]. Spe- 
cifically for onr application, we need a multicast service that covers the spectrum 
from large-scale lectures, where audience interactivity is limited, to smaller confer- 
ences with mnltiple senders and high interactivity. 

SLIM [6] is a single-source multicast protocol that self-configures over the Inter- 
net by exploiting the existing unicast infrastructure. As a single-source multicast, 
SLIM avoids the multicast address allocation problem by identifying a multicast 
channel with the pair {S,C), where S is the source of the channel and C the source- 
specific channel identifier. SLIM self-configures over the Internet by dynamically 
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building tunnels as required and specifically addressing last-hop/first-hop issues [7], 
therefore avoiding assumptions about universal deployment. 

Receivers send their control messages, join and leave, addressed to S using normal 
unicast thus avoiding the need for multicast routing. The SLIM daemon, running on 
SLIM enabled routers maintains no non-local information heyond what is conveyed 
by the join and leave control messages. Like other sparse-mode multicast protocols 
SLIM only forwards control messages if needed. All SLIM state is soft. 

SLIM is designed to offer only the minimal set of functionality to construct and 
manage the topology of a singly rooted multicast distribution tree. In addition, SLIM 
is designed to separate the control plane functions from the data-path classification 
and forwarding, by defining a small set of primitives (API) through which the proto- 
col daemon interacts with the data-path facilities. The clearly defined interface of 
SLIM facilitates additional advanced group management features, such as authentica- 
tion, charging and security management. 

Whereas the discussion helow, regarding implementation and experimentation, fo- 
cuses on ET&L and SLIM respectively, our formulation and conclusions apply more 
generally to any single-source multicast service, either implemented natively on the 
IP-layer (e.g. SLIM, SSM) or on the application-layer. 



4 Formulation of Design Space 

Implementing a multi-source application using single-source multicast requires an 
understanding of the appropriate construction and maintenance methods of the distri- 
bution trees. Before formulating the design space, we give a preliminary description 
of the methods that form the demarcation lines in the space, therefore called reference 
methods. Note that herein we limit ourselves to at most one active sender at a time. 
This is a reasonable assumption for many multimedia conferencing applications and is 
essential in our synchronous distance learning platform. Still, we intend to evaluate 
the impact of accommodating multiple concurrent senders to our model in our future 
work. 



Reference Methods 

The tree management methods that form the borderline of the design space are the 
following: 

Conservative Approach: In this approach, a tree is constructed rooted at every 
participant that is a potential sender. The tree is created when the participant enters 
the conference and is kept alive throughout the entire lifetime of the conference. 

Session Relay approach (SR): In the session relay approach (Figure lA), all par- 
ticipants join a single multicast tree <S-R,C> rooted at a session relay (S-R) node. 
The active sender unicasts data packets to the session relay, which in turn relays the 
traffic to the multicast distribution tree. 
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Fig. 1. Instance of an ET&L/SLIM session consisting of two/three potential senders (SI, S2, 
S3) and two receivers (R). Here, only five routers are shown, abstracting the rest with a cloud 
sign. In A) tree management conforms to the Session Relay approach with S2 being the active 
sender. The same scenario is shown in B) for the PJIT approach, where additionally SI and S3 
wait in the floor-control queue to become active. Therefore every participant has joined the 
look-ahead trees rooted at the two potential senders. 

Just-In-Time Approach (JIT): This approach constructs a new tree rooted at a 
participant as soon as that particular participant becomes the active sender. When a 
new participant becomes active, the receivers are notified via a floor control message 
to leave the tree sourced at the relinquished participant and join the tree rooted at the 
new sender. 

Proactive Just-In-Time Approach (PJIT): The fourth approach assumes the ex- 
istence of a floor control queue that stores the identifiers of senders that have ex- 
pressed their intention to become active via a floor request. It is thus possible to notify 
all conferees about the k next potential senders (k is a parameter of PJIT). Subse- 
quently, every conferee joins the trees rooted at each of the k participants and main- 
tains connectivity to each tree until the root of this tree ceases its sending activity. 
This method is consequently - like JIT - demand based, but with pre-allocation 
mechanisms (Figure IB). 



Design Metrics 

Examining the entire volume of metrics that apply to tree management makes explo- 
ration of the design space rather intractable. Instead, we only focus on metrics that are 
critical for satisfying the requirements of the application {application metrics) and for 
economizing on network resources {network metrics). An exhaustive list of metrics 
including security considerations and resilience to failures/losses can be found in [25]. 

Application Metrics 

Essentially, the requirements of the conferencing scenario can be collectively reduced 
to Quality of Service (QoS) metrics. In particular, we perceive the following two as the 
deciding factors: 
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Startup Delay: Citing the definition given in [10], this interval accounts for the 
delay from the time point the new sender is decided until all the group receivers start 
receiving data packets initiating from the sender. Startup delay affects only dynamic 
tree creation methods (e.g. JIT). 

Data Delivery Stretch: This metric quantifies the extra delay overhead that is 
added to the overall data delivery delay in core-based approaches. In these, packets 
must first “suffer” the forwarding delay from the source to the relay and only then 
follow a shortest-path route to every receiver. This detour can be highly suboptimal, 
e.g. for receivers in the routing proximity of the sender. 

Network Metrics 

Our network of focus is the Internet and its best effort service model. Specifically, we 
perceive following metrics with regard to the network as the most significant: 

Network State: Intuitively the multicast state on routers for a specific session will 
be a function of the number of concurrently maintained trees. Network state is an im- 
portant metric for two reasons. First due to the high cost of router memory used to 
store multicast classifiers and second because increased memory occupancy due to 
classifier forwarding table size may slow down the lookups performed during for- 
warding. 

Control Messaging Complexity: Due to soft state created by the SLIM protocol, 
the volume of refreshing JOIN messages for keeping trees alive is also an issue. Con- 
trol messages require processing cycles on the routers they traverse and consume part 
of the available bandwidth. 



Design Space 

We construct our design space formulation using the four earlier presented reference 
methods, plus a well-known hybrid approach [22] that employs multiple session-relay 
nodes instead of a single one. Efficiency of tree management is rated with respect to 
the metrics presented above. A visualization of the design space is shown in Figure 2. 
In the diagram, each plane corresponds to each of the design metrics of interest* and 
in particular: 

• x-plane : Measures the number of concurrent trees that are kept alive in a single 
session at every instance of time. It is straightforward, that at any time point the 
number of concurrent trees can span from just one single tree (e.g. JIT) to the 
group size N (conservative approach). 

• v-plane : Captures the Relative Stretch Overhead (RSO) as given by: 

RSO = {du- du) ! du 



* Serving the purpose of simplifying visualization, we do not include the control message 
complexity in the design space discussion herein, as we expect it to exhibit behavior similar 
to the network state metric. 
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where du stands for the delay of data packets delivered over SLIM from the 
source to a single receiver and du stands for the unicast delay between the 
same source/receiver pair (delays here can be either average or maximum val- 
ues). For instance, in the case of data forwarding over SLIM trees only, it fol- 
lows that: 



{dM = du) RSO = 0 (2) 

• z-plane : Captures the startup delay that characterizes each tree management 
approach, as already defined earlier in this section. The maximum value T^ax 
in this axis corresponds to the largest startup delay given a particular multi- 
source session topology. 

Foremost, the Conservative approach ensures for each sender the existence of a distri- 
bution tree to all receivers for any interaction pattern, i.e. ensures zero startup delay. 
Additionally, data delivery delay is also optimal (RSO = 0), as only shortest-path trees 
are used for routing data. However, this solution maximizes the state information that 
needs to be kept on routers, constructing maximum number (N) of static trees. The 
Just-In-Time approach is optimal in terms of network utilization, as exactly one tree 
exists at every instance of time. A considerable drawback is the unpredictable disper- 
sion of startup delays. Depending on session topology and network performance, 
situations may occur, where the new sender starts multicasting data, although partici- 
pants are still appending themselves to the distribution tree. Note also the increased 
engineering overhead of IIT, as its implementation depends strongly on the imple- 
mentation specifics of the floor control protocol. The Proactive Just-In-Time ap- 
proach mitigates the startup delay unpredictability of the JIT approach by constructing 
look-ahead trees. As participants are pre-joining only to a fraction k of future poten- 
tial senders (k G [0,N-1]), this approach achieves a fair tradeoff between startup delay 
and network state costs, and this in fact with optimal stretch. The PUT quadrant in 
Figure 2 captures this tradeoff; obviously the more trees PJIT creates proactively, the 
higher is the probability of succeeding in creating the tree to the next sender and the 
larger grow the network costs. An obvious limitation is that the PJIT is bound to a 
queue-based implementation of the floor control service. Lastly, the Session Relay 
approach carries the advantages of the last two approaches, while entirely omitting the 
startup delay inconvenience of JIT. On the other hand, this approach is characterized 
by increased stretch due to routing data via the session relay node (which introduces 
also a single point of failure). In fact. Relative Stretch Overhead in Figure 2 grows 
unacceptably large for receivers located in the proximity of the source. Therefore, the 
session relay approach is rather appropriate for session topologies with sparsely 
populated participants. To accommodate dense groups as well, we included the hybrid 
approach of multiple session relays in the design space diagram. Assuming a proxim- 
ity-based assignment (clustering) of receivers to SRs, the latter approach caters for 
lower stretch (and stress) compared to the single SR. Table 1 summarizes how each 
approach performs against the specified metrics. The bidirectional arrows in the PUT 
row state that performance is strongly dependent on the number of pre-built/look- 
ahead trees (parameter k) maintained, both in terms of setup delay and state. 
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Fig. 2. Illustration of the design space for realizing multi-source sessions over single-source 
multicast. 



Table 1. Qualitative comparison of the tree management strategies 



Strategies 


stretch 


Startup Delay 


State 


Comment 


Conservative 


i 


i 


T 


Ideal for session with a small number of 
predefined senders 


Just-In-Time 


i 


T 


i 


- 


Proactive Just-In-Time 


i 


1 


1 


Depends on floor control 
implementation (queue based) 


Session Relay (SR) 


T 


1 


i 


- 



5 Implementation 

In the integrated architecture, the ET&L conference focus manages a conference in- 
stance. SLIM is used to distribute real-time media streams (audio/video) to all active 
conference participants. A network setup adhering to the integrated architecture de- 
sign is shown in Figure 3. In particular, ET&L exploits SLIM mechanisms to deal 
with the heterogeneity of the Internet. Participants acquire the necessary information 
to join a SLIM session from the conference focus and send out JOIN messages peri- 
odically towards the root(s) of the distribution tree(s), depending on the employed tree 
management strategy. 

SLIM uses receiver-initiated group joins, assuming that a receiver is aware of the 
identifiers of the channel(s) he wishes to join. As a session progresses, the conference 
focus can report new session parameters to participants, like for instance a new source 
of a multicast stream, triggering a receiver initiated join towards the new source. Our 
integrated architecture enjoys a high degree of separation between session manage- 
ment and signaling of network entities. By the term “separation” we refer to the de- 
gree, to which the underlying network substrate is transparent to the session layer. 
Media-specific session management in our architecture does not involve signaling 
communication with intermediate transport/switching entities; instead only end- to- 
end parameters are exchanged. The rest of the session-setup process is handled by 
SLIM (e.g. dynamic tunneling between client and last-hop router). Application-layer 
replicators and MBone-based systems constitute examples that exhibit lower degree 
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of separation compared to our scheme. In the first case, explicit signaling between the 
conference focus and the replicator complicates the session management protocol. In 
the MBone paradigm, tunnel setup adds as well to the complexity of session man- 
agement. 




Fig. 3. Instance of the integrated ET&L-SLIM architecture. Each site connects to the Internet 
over a SLIM-enabled router, which provides multicast distribution. Participants not directly 
connected to a SLIM-enabled router can exploit SLIM mechanisms to JOIN the session. Apart 
from multicast JOIN messages, the rest of the conference control messaging takes place point- 
to-point between a participant and the conference cluster. 

The above separation reduces the complexity of session management through the 
following features: 

1. Failures in the network are handled by the SLIM protocol solely, without in- 
volvement of the session-layer or network administrators. 

2. The problems that one needs to cope with due to the limited deployment of cur- 
rent IP multicast proposals is an obstacle for ET&L. SLIM provides incremental de- 
ployment and provides wider reach than the MBone [6]. 

3. The declining transparency of the maturing Internet due to firewalls and NATs is 
handled entirely by the SLIM protocol and avoids cluttering the session layer. 

More involved details on the configuration of ET&L media transported over SLIM 
can be found in [25]. 



6 Conclusion 

In this paper we have presented the integration of ET&L, a synchronous distance 
learning platform, with SLIM, a Self Configuring Lightweight IP Multicast protocol. 
As distance learning sessions inherently have multiple senders, this has proven to be 
an interesting exploration space for SLIM as a single-source multicast protocol. The 
principal result of our work so far is showing the promising role that single-source 
multicast can play as a building block to implement application scenarios that are in- 
herently multi-source. In fact, we provided the design space for tree management 
methods in multimedia teleconferencing, considering application semantics as a major 
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design parameter. Through the formulation of the design space we managed to dem- 
onstrate the potential value and weaknesses of each approach with regard to the met- 
rics of interest. Additionally, we proved the viability of each method by embedding it 
into our prototype and testing it in various settings: in our laboratories, on production 
LANs and with simple scenarios over the open Internet. Our integration becomes 
even more valuable thanks to the strong separation between session control and man- 
agement of the underlying multicast infrastructure. In fact, clean separation made the 
integration effort trivial, while it allowed us to implement and test different tree man- 
agement methods with minimal effort. In retrospective, SLIM allowed the ET&L 
system to use multicast with minimum effort, without requiring any significant net- 
work infrastructure or session-layer changes. 

Building on the prominent findings and achievements of this work, we are extend- 
ing our research to several directions. First, it is of most importance to us to evaluate 
quantitatively the various tree management strategies through simulations and real life 
experiments using our prototype. This will allow us to characterize more accurately 
the efficiency of each strategy and its appropriateness for diverse application scenar- 
ios. Departing from the strict multicast context, the enhancement of ET&L with Inter- 
net multicast capabilities hands us the opportunity to further test and evaluate the 
overall features of our system in a wide-area scale. Our first step towards this goal is 
to organize university-level courses over the integrated ET&L/SLIM platform with 
participants located in several European cities. 

Putting our findings in the context of state-of-the-art, we are unaware of any sys- 
tem using single-source multicast to provide multi-source services. Even though some 
of the reference tree management methods have already been mentioned in the litera- 
ture, these have not been studied to our knowledge for the purpose of comparison. 
These two innovative achievements together form the principal outcome of our work: 
to impact the general perception of single-source multicast as a basic building block 
for higher layer services. From an educational point of view, our work promotes the 
establishment of synchronous distance learning as an Internet-wide service. 
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Abstract. We present the development and experimentation of a distributed sys- 
tem for pervasive video communication on gigabit networks. We have imple- 
mented an event-based control mechanism for the management of video sensors 
and their flexible dynamic configuration based on a service discovery protocol. 
Tests have shown that distributed acquisition of video content can be achieved 
with good performance by using this architecture on a high capacity network with, 
however, a strong dependence on the quality of the underlying networking hard- 
ware (Gigabit switches), specifically the capability of handling jumbo frames. The 
experiments have also validated our distributed architecture for composing com- 
plex scenes from distributed video sensors. 



Introduction 

Video sensors are set to become increasingly pervasive by getting the video source out 
of the (camera) box. These cheaper sensors can be disseminated in the environment and 
used either as self-contained wireless devices or attached to other equipment. As such, 
possibly combined with sensors in other modalities, they offer new possibilities for re- 
mote monitoring in all kinds of environments. We will concentrate here on their use for 
enhancing human communication interfaces towards ambient communication [1]. 

The problem addressed in this paper is the extension and adaptation of current multime- 
dia frameworks to meet the requirements of these pervasive communication environ- 
ments. The target distributed platform is predicated on network capacity increasing 
faster than the processing capabilities of devices. The aim of our work is to federate and 
manage a set of distributed video sensors on such a platform to support the distributed 
real-time acquisition of complex video content. 

We draw for this upon techniques from the domains of virtual and augmented reality, 
real-time video processing, pervasive and distributed computing. 
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The experimental platform implemented supports an application of visual communica- 
tion allowing visual “ambience sharing” between distant sites []. 



1 Platform 



1.1 Application 

The aim of this application is to explore a visual ambience sharing approach based on a 
large scale, pervasive distributed video sensor system over a high capacity network. 
Figure 1 shows the client side: a panoramic vision, a restricted area live video, and a 
control pad with temporal as well as spatial control (bottom right). 




Fig. 1. Client side: at the top the panoramic view refreshed every 10 seconds, at the bottom left 
the live video window, and at the right control commands. The client side runs on a standard web 
browser with a java applet and the MPEG4 player plug-in. 



The system records video for up to 30 hours. In a previous version, the application was 
getting the video stream from each webcam connected through the USB bus. A video 
buffer was generated according to a static existing configuration of the camera position. 
Then the program generated a live video from the buffer and streamed it to a proxy, 
which was dedicated to distribute the content to standard web clients and to retrieve 
client commands for the live video window or the temporal control commands. 

However, we wanted to provide the system with the capability of dynamic configura- 
tion, so we started with the analysis of its limitations. We have noticed the limit in the 
number of webcams that could be used: only five cameras could be connected to the 
computer, because the USB bus uses a bandwidth sharing mechanism. Additionally, 
multiple instances of the USB capture driver consumed a lot of CPU and there was a 
race between different threads resulting in a high CPU load that prevented other uses of 
computing resources. 

So, we have decided to overcome these limits by distributing the video sensors over a 
high-speed network such as the Gigabit Ethernet and by using raw or low complexity 
video formats to minimize the load on the machine due to compression/decompression. 
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1.2 Network Platform Performance Evaluation: Gigabit Ethernet 



One of the reasons for the emergence of the Gigahit Ethernet was the need to avoid the 
bottleneck at the network connecting high performance servers as well as the availability 
of high-speed media, such as optical fibers or twisted pairs of 5* category. At the begin- 
ning, only fiber cables were used, but later on, the IEEE 802. 3ab [2] standard included 
the use of a twisted pair. 

Because it is an extension of the existing Ethernet and Fast Ethernet standards, the giga- 
bit Ethernet helped us by providing high bandwidth as well as retro-compatibility with 
slower networks. 

As the actual MTU (Maximum transmission unit) size is only 1518 bytes, the receiving 
computer CPU has to be called by too many hardware interrupts to compute the IP and 
TCP/UDP packet checksum. It also needs to perform a memory copy of each incoming 
packet. To reduce the processor load, two directions are simultaneously taken by hard- 
ware vendors; increase the time interval between the frames by increasing the standard 
MTU size to 9000 bytes or even more (Jumbo frames) [3], or by adding more computing 
resources to the network adapter to perform caching and checksum validation on the 
adaptor [4]. 




Thoughput vs Datagram 




51200 24576 1470 

Bytes 



Fig. 2. Results of the Iperf tests with UDP unicast. On the left, we monitored the CPU usage in 
function of the size of the UDP payload and on the right, the throughput in Mbps. As we can see 
the CPU usage is directly linked to the size of the datagram as well as the throughput. We can 
notice that the use of jumho packets (MTU is 9000 bytes long) greatly improves performance (it 
lowers the CPU usage and increases throughput). 

We have performed extensive tests using our client cards (Intel PROIOOOMT on P4 
2.8Ghz under Windows XP) with our server card (3COM® 64bits on Xeon™ 2.6Ghz 
under Linux 2.4.25). We have first evaluated the impact of different sizes of UDP (User 
Datagram Protocol) datagrams on the useful throughput(Fig. 2), as well as the CPU load 
on the receiving system (measuring the sender system is not trustworthy, because of the 
high CPU usage by Iperf itself). 

Next, we focus on the effect of the socket buffer size on the reception side by exam- 
ining the packet loss, the jitter, and the CPU usage. 
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Table 1. Tests for a large UDP datagram fSOKbytes). There is no influence on the CPU usage or 
on the throughput, hut it significantly reduces packet loss. 
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Datagram loss (%) 
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We think that the throughput for the small MTU size (1500 hytes) is limited because 
of a large number of network card interruptions. So we can say that for high bandwidth 
applications, it is necessary to use a large MTU, a sufficiently large socket buffer, and to 
fix the UDP datagram size according to the CPU usage dedicated for packet transmis- 
sion. 



2 Architecture 

Our architecture follows a component-oriented approach in which each sensor is repre- 
sented in the infrastructure by a multimedia processing unit called a virtual device. As- 
suming that sensors are used via software module wrappers, we consider that scene 
composition is based on streams coming from these virtual video devices. Each video 
stream from such a device contains both raw picture data and configuration metadata 
that represent the device as an element node in a network of virtual sensors. The meta- 
data integrated in the video stream makes it possible to describe visual characteristics 
(direction of observation, relative co-ordinate of the zone of observation: Azimuth and 
Elevation) and physical attributes (fixed/mobile, optical zoom or not, rate of capture, 
etc.). 

Our architecture is composed of system modules (cf. Eigure 3) either co-located 
within one computer or distributed. As shown in Figure 3, the system comprises four 
main sub-modules: Interaction, Session, Composer Service, and Resources. 

• Interaction: This module allows the user to configure his environment and to com- 
municate with other applications. For example, the user can use his regular web 
browser to visualize composed multimedia streams or send explicit orders to config- 
ure his Sessions (3) (e.g. zoom using a particular camera). 

• Session: After login (1), the user gets access rights to the distant content according to 
his profile and authorizations. The Session module is able to manage user access (3), 
i.e. the multi-session management. Sessions are configured and adapted automatically 
or interactively. 

• Resources: This is the lowest layer in the system. Its functions are to receive requests 
from the service (8) with respect to the actual session (4) and access rights (5), then 
ask for available device (6) and extract the meta-data from the streams provided by 
devices (7). Next, it transfers data, metadata, and configuration information that serve 
for the scene composition (9). This system module supports dynamicity of multime- 
dia streams. 
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• Composer Service: After taking into account the user profile information (10) and 
connecting to the appropriate video sensor manager, the corresponding view of the 
distant scene is formatted and sent either directly to the client (11), or to an interme- 
diate video streaming processor that performs calibration or context adaptation func- 
tions. 

The client can be a generic Web browser with appropriate plug-ins for video render- 
ing. 




Fig. 3. Overall architecture with main modules: interaction, session, resources, and composer. 



3 Implementation 

We have decided to reuse some code modules of the existing application and adapt them 
to the proposed distributed architecture. The adaptation to the client environment uses a 
proxy module. 

The existing code is written in C Unix and compiles both under Linux and Cygwin 
[5] environments. 

3.1 Device Module 

This module is responsible for grabbing pictures from a video sensor and making it 
available for the resource manager. 

We have decided to use an adaptation layer to make the system independent from the 
capture platform (under Windows, our application uses Microsoft® Directshow and 
Video4Linux [6] under Linux). The adaptation layer provides access pointers to video 
buffers encoded in RGB 24 bits or YUV color formats. It may call some processing 
functions each time a new frame is available in the video buffer: this enables us to do 
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some format conversion, such as Run Length Encoding (RLE codec) and send the com- 
pressed frame over the network. 

Eor our first test, the network related functions are based on UDP/IP protocols, as we 
want to use the gigabit Ethernet. We have decided to rely on the UDP transport, since 
the packet loss is small according to our tests presented previously. 

The UDP datagram has a size limited by the internal buffers of the operating system: 
for example, the size is limited to 64 Kbytes on Linux kernel-based OS. However, for a 
camera with 640x480 resolution, we need to fragment the frame into several small pack- 
ets, so we have decided to decompose the frame line by line. In this way, any loss will 
result only in one or more line dropped. 

Each UDP datagram contains a header with the format of the video data, the codec 
used, the length of the transmitted data, the offset of the current data (in this case, the 
line number), and a timestamp for synchronization purposes. After the header, we put 
the raw video data containing one or more lines of video. The number of simultaneously 
transmitted video lines depends on the MTU used in the system, the parameter that can 
be adjusted to reduce the frequency of interrupts and boost performance. 

The UDP datagrams can be sent as unicast or multicast packets, the latter enables us 
to have multiple resource managers. 

The metadata, which contains configuration data such as resolution, format, codec, is 
represented as a XML file and can be parsed remotely using a simple HTTP request. The 
XML file also contains data on video stitching so that the composer module can access 
the position of the camera for the video stitching. 

3.2 Event-Based Dynamic Device Management 

As our system relies on a set of devices distributed over a network, we have decided to 
use a service discovery mechanism: multicast DNS [7] with DNS-SD naming [8]. 

The device module can be integrated within a Java platform using the Java Native 
Interface - JNI. It presents the advantage of providing a simple interface for data access 
or modification, and enables adding an event mechanism to our modules. 

We have used an open sourced implementation of multicast DNS: JmDNS [9], which 
was the most convenient Java implementation available for us. Multicast DNS allows 
easy introduction of new capture devices to the network as well as easy removing of 
them. This is done by an event mechanism generated on the network by multicast DNS 
listeners. Multicast DNS also carries the minimal configuration information, such as IP 
addresses and ports to enable dynamic configuration of the remote sources for the com- 
position module. The information also includes the path of the XML file carrying the 
metadata, needed for high-level services such as configuration of the video-stitching. 



3.3 Composition Module 

The composition module has to complete different functions: 

Manage and receive video streams 

Use the composer service (Section 2) to offer a panoramic video buffer 
Extract a part of the video buffer and send it to the proxy module 
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To receive each video stream and to support good adaptability, the program has to 
rely on a multiple thread system to start or stop them at will. Each thread is charge of 
capturing the video stream of one virtual device, it receives a UDP packet and rebuilds a 
complete video frame. 

We need to minimize the contention between different threads in our system, because 
there is little processing time per frame as we work on uncompressed or low compressed 
formats such as RGB 24 bits or YUV. 

We decided to rely on the POSIX Thread model [10], because threads are managed at 
the kernel level, which allows better optimization of parallel tasks on simple or multi- 
processor (SMP) systems. 

The video buffer is created based on a configuration dynamically retrieved from the 
camera itself (we discuss this point later). The configuration basically contains the in- 
formation needed to perform alpha blending rendering [11] from captured images by 
superposition. 

Two threads use the video buffer: the embedded HTTP server able to provide a pano- 
ramic view in JPEG on demand and the streaming module that generates 352x288 
MPEG4 video using the XViD codec [12]. These two threads call extraction functions 
responsible of refreshing the video buffer by applying alpha blending on the video 
stream from the capture threads. 

So the extracted video is compressed in the JPEG format for the panoramic view and 
in the MPEG-4 format for the live video. The RTP protocol [13] is used for sending data 
to a RTSP [14] proxy responsible for dealing with client browsers. A SDP description 
file [15] is available to make the proxy aware of the format specifications. 

When adding or removing a camera, the following tasks are performed: we have to 
launch or to stop the dedicated capture thread and adjust the size of the memory used for 
completing the video stitching. The information on network parameters is made avail- 
able through the multicast DNS protocol, so we can open a unicast socket (or a multicast 
one if necessary) on a right port. The composer knows the resolution of the source as 
well as its format (RGB/YUV) from the XML metadata, so it can convert the color space 
dynamically. If a compression codec is used, it can call a decompression function, be- 
cause the codec name is known. 



4 Experimentation 

We have led different tests in order to check the performance of our architecture and its 
implementation. The tests were performed on the capture and the composition platform 
to find out possible performance bottlenecks. 

The capture platform used a range of computers with Pentium 4 processor from 1.7 
GHz to 2.8 GHz running Microsoft Windows 2000/XP. The webcams were Logitech® 
QuickCam pro 4000, creative Pro webcam, and Philips TooCam Pro. All these comput- 
ers were directly interconnected with a gigabit desktop switch (Netgear GS-108). We 
used Intel lOOPROMT (100 Megabits/s) or lOOOM/T (1 Gbits/s) network cards. Other 
cards such as Realtek™ 8169 or 3Com™ chipset are available, however they seem to 
suffer from some performance problem related to an excessive CPU usage [16] con- 
firmed by our own Iperf tests. 
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The composition platform used xwSOOO HP server running a 2.6 GHz Xeon with 512 
Mbytes of RAM, and a 64 bits bus for the network controller, a 3com 1000 base-T 
server card. 



4.1 Capture Evaluation 

We have decided to use the Microsoft® Windows System Perfmon tools for the tests. 
They allow simultaneous access to the number of packets sent, the number of interrupts 
per seconds, and the CPU time allocated to user, privileged, or IRQ operations. 

We have set up experiments to test the impact of different parameters such as resolu- 
tion, format (RGB / YUV), RLE compression, or the choice of using the 9000 bytes 
MTU. The different parameters are shown in each graph, but the most relevant ones are 
indicated with arrows. 

The goal of this first test was to investigate the time evolution of CPU usage. In fact, 
the system constantly switches between the interrupt, user, and privileged modes. We 
can then observe transitions between the peek of the user time activity and the privileged 
time activity, because socket operations are processed by the system in the privileged 
mode while picture processing is done in the user mode. The interrupt time is linked to 
the behavior of the network card: when the internal buffers are full, an interrupt is raised 
to signal the kernel so it can retrieve the data. The results of the tests serve to optimize 
the use of the different levels of buffers to guarantee a constant data stream on the re- 
ceiver side. 

Next, we have tried to evaluate the impact of compression on the CPU charge. 




Fig. 4. Video capture at 640x480, 15 fps using RLE compression at the left and a raw stream at 
the right. The most relevant parameter here is the CPU user time. 

As we can see in Figure 4, the CPU user time is very low when using the raw format, 
whereas simple compression such as RLE significantly increases the CPU usage. Such a 
behavior can be expected, because the RLE compression function is implemented in the 
module and it is executed as a user process on the host system. 

As we can see in Figure 5, the CPU privileged time is smaller when using the YUV 
format, as the YUV packet is 2/3 the size of the RGB one. Once more this effect is ex- 
pected, because packet sending is done in the kernel. So using a limited color space can 
be interesting, if the video sensor is itself limited in its color space. 
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Fig. 5. Video capture at 640x480, 15 fps using RGB format at the left and YUV at the right. The 
most relevant parameter here is the privileged user time. 




Fig. 6. Impact of using 1500 bytes MTU at the left and 9000 bytes MTU at the right. The line at 
the top right is the number of packets sent, which is 1/8 of the number at the left. 

The use of the 9000 bytes MTU may be advantageous as it reduces the CPU con- 
sumption in every mode allowing for having more CPU resources available. This comes 
from the fact that there are fewer packets to send on the interface, which reduces the 
interrupt and privileged CPU time. 

To conclude we can say that, there are a lot of parameters to tune on the capture side 
if we want to optimize the CPU load. We can change either the capture parameters, such 
as resolution or format, or we can apply compression. 



4.2 Composition Evaluation 

On the side of the composition module that is composed of scene composer service 
(Section 2) and binding service, we are interested in the frame loss, as well as in the 
resource consumption in terms of the CPU time or memory. 

As the host machine runs a Linux-based OS, we use the Linux Top command to ob- 
tain CPU and memory usage. The composer itself monitors the frame loss statistics and 
the output frame rate. The host uses a 64 bits gigabit server card and we use a desktop 
gigabit switch to connect different sources to the composer. 

As to video sources, we have used the capture module on different hardware ranging 
from P4 1.7 Ghz to P4 2.8 Ghz and with network controllers from 100 Mbps to IGbps. 
The different sources have output stream ranging from 50 Mbps to 75 Mbps. 

Our first tests have shown that many UDP packets were lost due to the maximum size 
of the Linux kernel buffers (64 Kbytes for the socket buffers). We have increased them 
to SMbytes, so to have buffers setup compatible with the gigabit requirements. 
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We have monitored the frame rate of each capture module, the frame rate of each in- 
coming video stream on the composer module, and the output frame rate of the live 
video window coded in MPEG4 (we set 9 fps as the requested target for the MPEG4 
encoder). The results are presented in Table 2. 



Table 2. Tests for different number of devices and different frame rates. 



Capture frame rate 


Erame rate of 


Frame 


Output MPEG4 


on capture module 


incoming 


Loss 


stream (9 fps re- 




video stream 




quested) 


U‘ cam = 9.70 fps 


9.67 fps 


0.3% 


8.10 fps 


2”“ cam = 7.70 fps 


7.67 fps 


0.4% 




3'“^ cam = 10 fps 


9.87 fps 


1.3% 




U‘ cam = 9.70 fps 


9.67 fps 


0.3% 


8.02 fps 


2”“ cam = 7.70 fps 


7.53 fps 


2.2% 




3'“^ cam = 10 fps 


7.19 fps 


28.1% 




4* cam = 6.43 fps 


5.01 fps 


22% 




After we start using 3 cameras simultaneously, we begin to see frame dropping, espe- 
cially from the devices connected with a 100 Mbps network card. We have also moni- 
tored the system resources to locate the origin of losses. The results are presented in 


Table 3. 








Table 3. System resources of the 


composer module: CPU usage in the user & system mode and 


memory usage. 








Number of sources 


CPU usage - 


CPU usage 


Memory (512 


used by composer 


User 


- System 


Mbytes) 


1 source = 71 


19.9 % 


9.9% 


10.8% 


Mbits/s 








2 sources =127 


30% 


20.5% 


24.6% 


Mbits/s 








3 sources = 200 


40.7% 


30.1% 


44% 


Mbits/s 








4 sources = 247 


48.6% 


35.3% 


69.5% 


Mbits/s 









We see that the system behaves in a scalable way, as each new camera uses approxi- 
mately 10% of the user CPU resources for processing, 10% of the system CPU resources 
(for UDP packet handling), and 15 % of memory. 

As the system seems to perfectly handle the amount of data, we have started to evalu- 
ate performance of different elements of the gigabit network and especially the switch. 
Actually, the switch we used suffers from different problems, for instance it does not 
manage the mixed bandwidth (IGbits/s and 100 Mbits/s) correctly, the effect is visible 
from the frame loss in Table 2. We have made some more tests using only pure gigabit 
controllers with the same test configurations in order to get more insight on the switch 
performance. We have measured the same parameters as before and this time we have 
obtained better results with a low frame loss as shown in Table 4. 
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Table 4. Tests for different number of devices and different frame rates. 



Capture frame rate 
on capture module 


Frame rate of 
incoming 
video stream 


Frame 

Loss 


Output MPEG4 
stream (9 fps re- 
quested) 


U'cam= 10.0 fps 


10.0 fps 


0% 


8.05 fps 


2”“ cam = 7.70 fps 


7.66 fps 


0.5% 




3'“^ cam = 7.50 fps 


7.30 fps 


2.6% 




4* cam = 7.50 fps 


7.30 fps 


2,6% 





So it appears that the switch is responsible for the frame loss when using it with the 
mixed settings of lOOMbits/s and IGbits/s. Moreover, it happens that the switch were 
unable to handle packets with jumbo frames (MTU set to 9000 bytes) correctly, which 
makes us think that our implementation could have obtained better result if we used a 
better switch. 



Conclusion 

We have presented a new approach to overcome performance bottlenecks for acquisition 
of video scenes by using a distributed architecture on a high-speed network. It reduces 
the processing overhead of low-end devices and draws all potential benefits from future 
high capacity networks. 

We have based our implementation on a video application that composes video 
streams sent over a gigabit Ethernet network with various packet sizes and compression 
formats. Our system benefits from dynamic management based on multicast DNS to 
provide dynamic adaptation to the number of available sources. It also makes use of 
flexible configuration description in XML to accommodate a large range of different 
resolutions and formats. 

We have extensively tested the performance of our system. Our experiments show 
that a complex multimedia application can obtain very good performance by using a 
distributed architecture on a high capacity network, such as the gigabit Ethernet. How- 
ever, our tests have also shown that performance strongly depends on the capabilities of 
the underlying networking hardware — to achieve the best performance (maximize net- 
work performance and minimize CPU usage), the system requires high quality switches 
capable of using large MTUs (jumbo frames). Furthermore, at the software level, kernel 
buffer should be set large enough to accommodate high transfer rates. We also think that 
service discovery protocols can be successfully used to resolve issues in dynamic con- 
figuration of communications between different system modules. 
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Abstract. With many mnltimedia delivery schemes a client does not 
necessarily receive a given media content entirely (e.g. router congestions 
can lead some information to be lost). Mechanisms like error concealment 
and error resilient video coding allow the receiver to deal with partially 
received data and to play the content, with decreased quality though. 
Packet-level Forward Error Correction (FEC) can be used as a comple- 
mentary technique to counter the effects of losses and reconstruct the 
missing packets. However if the number of packets received is too low for 
the FEC decoding process to finish, the received parity packets may turn 
out to be useless, and finally more source packets may be unavailable to 
the application than if FEC had not been used at all. This paper analyzes 
the adequacy of the LDGM Staircase, LDGM Triangle and RSE FEC 
codes to offer a partial reliability service for media content distribution 
over any kind of packet erasure channel, that is to say a service that 
enables a receiver to reconstruct parts of the content even if the FEC de- 
coding process has not finished. We analyze this service in the context of 
a broadcasting system having no feedback channel and that offers media 
content distribution, like Digital Video/ Audio Broadcasting. 



1 Introduction 

This work analyzes a FEC-based partial reliability service in the context of a 
media delivery system like DVB or DAB (Digital Video/Audio Broadcasting). 
Data broadcasting to cars (e.g. [2]), video delivery over satellites, DVB-T/H 
using ”IP Datacast” (IPDC) [8] are possible applications for such types of trans- 
missions. Because there is no back channel, no repeat request mechanism can 
be used that would enable the source to adapt its transmission according to the 
feedback information sent by the receiver(s). The lack of feedback channel how- 
ever enables an unlimited scalability in terms of number of receivers, who behave 
in a completely asynchronous way. Typically the media content is transmitted 
in a carousel (or similar) approach, i.e. packets are transmitted cyclically and/or 
randomly for a significant duration that usually exceeds the transmission time 
of a single copy of the content. Using a reliable multicast transmission protocol 
like ALC [4] (which can in fact offer either a fully or partially reliable delivery 
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service, depending on the way it is used), along with the FLUTE [9] file delivery 
application, can turn out to be highly effective in this context [2]. 

Yet, in order to be efficient, these approaches largely rely on the use of a 
Forward Error Correction (FEC) scheme. After an FEC encoding of the con- 
tent, redundant data is transmitted along with the original data. Thanks to this 
redundancy, up to a certain number of missing packets can be recovered at the 
receiver. More precisely k source packets (A.K.A. original or data packets) are 
encoded into n packets (A.K.A. encoding packets). If the FEC encoder keeps 
the k source packets in the set of n packets, this code is called systematic, which 
is the case of all three FEC codes considered here. The additional n — k packets 
are called parity packets (A.K.A. FEC or redundant packets). A receiver can 
then recover the k source packets provided it receives any k (or a little bit more 
with LDGM/LDPC codes) packets out of the n possible. The great advantage 
of using FEC with multicast or broadcast transmissions is that the same parity 
packet can recover different lost packets at different receivers. 

The FEC decoding process may not end successfully if not enough packets 
have been received by the receiver (i.e. less than fc or a little bit more). This 
is the case when reception is interrupted (e.g. a carousel-based transmission 
may be active only for a limited duration) or is affected by a too important 
amount of losses (e.g. if a vehicle enters an environment with many obstacles 
that only enables an erratic connectivity). A partial reliability service should 
maximize the amount of original content reconstructed at a receiver, even if 
FEC decoding did not finish. The target of this work is therefore to analyze the 
inherent capabilities of each FEC code to maximize this partial decoding, and to 
find the best operational conditions to achieve this goal. 

The paper is structured as follows: Section 2 gives an introduction to RSE 
and LDGM codes. Section 3 presents the issues with a partial reliability service 
for RSE, LDGM Staircase and LDGM Triangle. Sections 4 and 5 introduce 
experimental results in specific scenarios. Finally we conclude. 



2 Introduction to RSE, LDGM Staircase, and LDGM 
Triangle Codes 

2.1 RSE Code 

Reed-Solomon erasure code (RSE) is one of the most popular FEC codes. RSE is 
intrinsically limited by the Galois Field it uses [10]. A typical example is GF(2®) 
where n < 256. With one kilobyte packets, a FEC codec producing as many 
parity packets as data packets (i.e. n = 2k) operates on blocks of size 128 kilo- 
bytes at most, and all files exceeding this threshold must be segmented into 
several blocks, which reduces the global packet erasure recovery efficiency (e.g. 
if B blocks are required, a given parity packet has a probability l/R to recover 
a given erasure, and R = 1 is then the optimal solution). This phenomenon is 
known as the “Coupon Collector Problem” [1]. Another drawback is a huge en- 
coding/decoding time with large {k,n) values, which is the reason why GF(2®) 
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is preferred to GF(2^®) in spite of its limitations on the block size. Yet RSE is 
optimal (we say it is an MDS code) because a receiver can recover erasures as 
soon as it has received exactly k packets out of n. 



2.2 LDGM Codes 

We now consider another class of FEC codes that completely departs from RSE: 
Low Density Generator Matrix (LDGM) codes, that are variants of the well 
known LDPG codes introduced by Gallager in the 1960s [3]. 




/ 0 1 0 1 1 1 
[ H, I Id, ] = ! 1110 0 1 
\ 1 0 1 1 1 0 



1 0 0 \ 

\ c 

0 10 j 2 
0 0 1 / 



(b) H matrix 



Fig. 1. A regular bipartite graph and its associated parity check matrix for LDGM. 



Principles: LDGM codes rely on a bipartite graph between left nodes, called 
message nodes, and right nodes, called check nodes (A.K.A. constraint nodes). 
The k source packets form the first k message nodes, while the parity packets 
form the remaining n — k message nodes. The upper part of this graph is built 
following an appropriate left and right degree distribution (in our work the left 
degree is 3). The lower part of this graph follows other rules that depend on the 
variant of LDGM considered (e.g. with LDGM, figure 1 (a), there is a bijection 
between parity and check nodes). This graph creates a system oi n — k linear 
equations (one per check node) of n variables (source and parity packets). 

A dual representation consists in building a parity check matrix, H . With 
LDGM, this matrix is the concatenation of matrix Hi and an identity matrix 
In-k- There is a 1 in the {i; j} entry of matrix H each time there is an edge 
between message node j and check node i in the associated bipartite graph. 

Thanks to this structure, parity packet creation is straightforward and ex- 
tremely fast: each parity packet is equal to the sum of all source packets in the 
associated equation. For instance, packet py is equal to the sum: S2©S40S50se. 
Besides LDPG/LDGM codes can operate on very large blocks: several tens of 
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megabytes are common sizes. However LDGM is not an MDS code and it in- 
troduces a decoding inefficiency: inefjratio * k packets, with inefjratio > 1, 
must be received for decoding to be successful. The inef -ratio, experimentally 
evaluated, is therefore a key performance metric. 



Iterative Decoding Algorithm: With LDGM, there is no way to know in ad- 
vance how many packets must be received before decoding is successful (LDGM 
is not an MDS code). Decoding is performed step by step, after each packet ar- 
rival, and may he stopped at any time. 

The algorithm is simple: we have a set oin — k linear equations of n variables 
(source and parity packets) . As such this system cannot be solved and we need to 
receive packets from the network. Each non duplicated incoming packet contains 
the value of the associated variable, so we replace this variable in all linear 
equations in which it appears. If one of the equations has only one remaining 
unknown variable, then its value is that of the constant term. We then replace 
this variable by its value in all remaining equations and reiterate, recursively. As 
we approach the end of decoding, incoming packets tend to trigger the decoding 
of several packets, until all of the k source packets have been recovered. 



LDGM Staircase Code: This trivial variant, suggested in [5], only differs from 
LDGM by the fact that the In-k matrix is replaced by a “staircase matrix” of the 
same size. This small variation affects neither encoding, which remains a simple 
and highly efficient process, nor decoding, which follows the same algorithm. But 
this simple variation largely improves the decoding efficiency. 



LDGM Triangle Code: This is a variant of LDGM Staircase where the empty 
triangle beneath the staircase diagonal is now filled, following an appropriate rule 
[12]. This rule adds a “progressive” dependency between check nodes, as shown 
in figure 2. This variation further increases performance in some situations, while 
keeping encoding highly efficient (even if a bit slower since there are more ”l”s 
per row). Here also decoding follows the same iterative algorithm. 

Interested readers are invited to refer to [11,12]. A publicly available, open 
source, implementation of the codes is also available at [7]. 

3 Partial Reliability: The Solution Space 

We now explain the various possibilities when designing a partial reliability ser- 
vice. 



3.1 Self Sufficiency Versus Interdependency 

A video content is composed of I, P and B video frames, and an audio content is 
composed of samples also called frames. All audio frames and the I video frames 
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Fig. 2. Parity check matrix (H) for LDGM Triangle (k=400, n=600). 



are self-sufficient entities, and the transmission scheme must absolutely preserve 
this self sufficiency property^. 

But P video frames depend on the previous I and P frames, and B video 
frames depend on the previous/next I and P frames. So in a partially reliable 
transmission scheme, there is an incentive to reconstruct the self sufficient frames 
first, before reconstructing the entire content. It leads to the idea of Unequal 
Error Protection (UEP) that will be considered in future works. 

3.2 Object Definition 

We call object an entity defined by the application and submitted to the trans- 
port layer as a whole. This definition is rather generic and therefore objects may 
largely differ, depending on the application: it can be an entire file, an audio 
track, or just a frame. If a large block LDGM-* EEC codec is used in the trans- 
port layer, the entire object, even if large, will probably be encoded as a whole 
(single block). But with an RSE codec, a large object has to be segmented into 
several blocks. As we’ll see later on, this major difference will largely influence 
the efficiency of the partial reliability service. 

3.3 Frame to Object Mapping 

Several solutions exist to apply the notion of object to a media content, and 
control how EEC encoding is performed: 

1- Map each frame to a separate object and encode them indepen- 
dently: the application can exploit a frame as soon as the corresponding object 
has been decoded (and all the other frames it may depend on with P and B 
video frames). Even if the frame size varies, depending on the bit rate and frame 
type, this size remains small, from several hundreds to a few thousands of bytes. 
Therefore there is no object segmentation, even with RSE. But LDGM-* codes 
have poor performance when operating on small block sizes, unlike RSE which 
benefits from its MDS feature [12]. So we can expect bad results with LDGM 
codes here. Additionally, since there is a high number of objects, all codes will 

^ This is the same requirement as when defining an RTP framing scheme with some 
multimedia content. 
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suffer from the Coupon Collector Problem (section 2.1). So we can expect all 
codes to have bad performance. 



Per object/frame FEC encoding 
obj_l obj_2 obj_l 



Per meta-object FEC encoding 



fr 1 


fr 




fr 1 












fec_l fec_2 fec_l 



meta-object - 
FEC encoding 



FEC of meta obj I 



Fig. 3. Per object versus per meta-object FEC encoding. 



2- Map the entire content to a single “meta object” and encode 

it: encoding is now performed over the whole meta-object for LDGM-*, and 
over blocks of maximum size for RSE. So the Coupon Collector Problem is 
totally eliminated with LDGM-* codes, and largely reduced with RSE (there 
are fewer blocks). Besides we know that LDGM-* codes perform very well with 
large objects [12], so their use seems rather promising. 

Since a receiver must be able to reconstruct individual frames of a partially 
received meta-object, the underlying structure of the meta-object must be com- 
municated. This can be achieved within the transport protocol by means of a 
dedicated signaling header extension (e.g. we added a private ALC header exten- 
sion that contains a description of the meta-object and that is sent periodically). 

Finally, operating on meta-objects means that FEC encoding is done over 
several seconds or minutes of the media content, or even over the entire media 
file. A significant latency is thus introduced in the transmission model, which is 
an issue in case of real-time streaming, but is not a problem with the test cases 
considered in this paper, or in our SVSoA proposal [6]. 



3.4 Benefits of an Iterative Decoding System: An Intuition 

Intuitively, an iterative decoding algorithm should have a major advantage over 
MDS codes in partially reliable sessions. The reason is that decoding is done 
progressively and can be stopped at any time. A receiver can therefore exploit 
the subset of source packets received plus the subset of source packets already 
decoded. On the opposite, decoding with RSE is only possible once exactly k 
distinct packets have been received. If the session stops before this threshold, 
then no decoding is possible, and only the subset of source packets in the packets 
received can be exploited. 

This fundamental difference is intrinsic to the FEC codec. However the intu- 
itive conclusion that LDGM codes are more suited to a partial reliability service 
is not always true, as we will show later on. 
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4 One-to-One Frame to Object Mapping 

4.1 Experimental Conditions 

All the experiments use our LDPC/LDGM codec [7] and a popular RSE codec 
[10]. We designed a basic application on top of these two codecs, derived from 
the perf_tool of our FEC codec. Given one or more objects, the application 
first performs FEG encoding: to k source packets of a block, the codec produces 
k parity packets, all packets being 512 bytes long. Then all the source and parity 
packets (of all blocks) are transmitted in a fully random manner, indefinitely, 
by choosing one packet out of all the possibilities (to mimic a random carousel 
transmission) . The receiving application waits until it has received enough pack- 
ets to decode the block (or all blocks with RSE) and stops. 

As can be noticed, there is no explicit loss model or loss rate, because random 
transmissions are not affected by them. Performance results could be slightly 
different if other transmission models were used, for instance by sending all 
source packets in sequence except a few of them, assumed erased, and then parity 
packets. But in that case we introduce additional parameters like the loss model 
and the loss ratios. In contrast our approach avoids these problems, is more 
universal, simulates lossy transmissions with a random carousel like scheme, and 
is in line with transmissions like data broadcasting to cars [2], DVB IP Datacast 
[8] , or a video streaming approach like [6] . 

4.2 Performance with a Single Small Object 

This first experiment illustrates the decoding behavior of each code. We consider 
a small object that fits into one RSE block (i.e. 128 source packets and 128 parity 
packets), and test all three codes using exactly the same packet sequence. Results 
are shown in figure 4 (a). 

Since RSE is an MDS code, it decodes the object first, after receiving 166 
packets (this value is > 128 because of duplicated packet reception made possi- 
ble by the random carousel transmission scheme). But RSE does not offer any 
partial reliability service in this scenario, and the source packets available earlier 
are those that have been received. The LDGM-* codes need more packets to 
decode the entire object. Yet source packets start to be decoded sooner, after 63 
receptions for LDGM Staircase and 116 for LDGM Triangle. We also see that 
the Triangle version finishes the entire decoding sooner, but starts partial decod- 
ing after the Staircase version (because of extra relationships in the H matrix 
between all packets). 

We did the same with a smaller object of size 10 packets, closer to an actual 
audio or video frame size. Figure 4 (b) shows the same general behavior as 
previously, at a smaller scale. 

4.3 Performance with a Large Number of Small Objects 

Here we transmit 600 objects of size 10 packets each, for a total content of about 
3 MBytes, or 6000 packets of size 512 bytes. Results are shown in figure 5. 
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nb of received packets 



nb of received packets 



(a) Object composed of 128 packets 



(b) Object composed of 10 packets 



Fig. 4. Number of decoded packets with a single small object. 




nb of received packets 



Fig. 5. Number of decoded packets with a per object encoding and a large number of 
small objects. 



As expected, the general performance behavior is rather bad with all codes, 
especially with LDGM codes: RSE needs 17651 packets, LDGM Staircase 41677, 
and LDGM Triangle 50971. These poor results, caused by the coupon collector 
problem and a sub optimal use of LDGM codes, are not acceptable. 

5 Frame Aggregation in a Single Meta Object 

5.1 Performance Without Inter-frame Dependencies 

Single Packet Frames: We first analyze each code in case of a meta object 
of size 6000 packets, assuming each frame forms a single packet. Results are 
reported in figure 6. We see LDGM Triangle finishes decoding the first (after 9403 
packets received), followed by LDGM Staircase (after 9792 packets received) and 
then RSE (after 10282 packets received). 

But partial reliability requires that decoding starts as soon as possible. 
LDGM Staircase starts decoding some data packets the first, after 798 received 
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Fig. 6. Number of decoded packets of a meta-object. 



packets, but it is clearly visible only after r; 3000 packets. At this point LDGM 
Staircase offers the best partial reliability service. RSE begins to decode the first 
block after 6634 received packets, and then quickly crosses LDGM Staircase af- 
ter Ri 7800 packets. At this point RSE offers the best partial reliability service. 
LDGM Triangle performs quite poorly since decoding is essentially done at the 
end. No partial reliability service is offered by this code, even if it exhibits the 
best decoding performance of all three codes! 



Fhames That Span Several Packets: We now consider a more realistic sit- 
uation where frames span several packets. We analyzed the number of decoded 
frames as a function of the number of received packets. To simplify, we assumed 
that all the frames have the same size. If the object size is 1 packet, then the 
previous results of figure 6 can be used. In figure 7 we reported the results for 
object sizes of 2,3,4 and 10 packets respectively. We clearly see that RSE offers in 
all cases the best partial reliability service. The RSE performance even becomes 
better compared to the LDGM codes as the frame size increases. 

To better understand it, we also analyzed the time at which a given packet is 
decoded. Results are shown in figures 8. We clearly see that with RSE, packets 
are decoded per block, making a group of adjacent packets available to the 
application at the time of the decoding. On the opposite, both LDGM codes 
make the packets available in a completely fiat and random manner. This is an 
issue if a frame spans several packets, since one of them may not be available. 
Therefore RSE offers a better partial reliability service than LDGM codes when 
frames span several packets. 



5.2 Performance with Inter-frame Dependencies 

Finally we did similar tests but with an IPPPPI sequence of video frames, where 
I and P frames are respectively 10 and 5 packets long. Remind that a P frame 
depends on the availability of the previous I (and P if any) frame(s) of the current 
group of frames. The whole sequence is composed of 1000 frames, among which 
200 are I frames. This test is therefore extremely close to an actual video media. 
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(c) Frame composed of 4 packets 



(d) Frame composed of 10 packets 



Fig. 7. Number of decoded frames of a meta-object. 



Results, shown in figure 9, are rather close to that of figure 7. Here also RSE is 
clearly the best solution to offer a partial reliability service. 



6 Conclusions and Future Works 

We have analyzed the ability of three FEC codes - LDGM Triangle, LDGM 
Staircase and RSE - to offer a partial reliability service in case of media broad- 
casting schemes, that largely differ from more classical streaming approaches. 
We also introduced a meta-object encoding that largely improves the global ef- 
ficiency of the broadcasting system. This analysis is quite innovative and we are 
not aware of any similar work. Traditionally only the global inefficiency ratio, 
which indicates how many packets must be received for decoding to complete, 
was considered. Our most important result is that LDGM-* codes, in spite of 
their iterative decoding approach and high efficiency, are not appropriate when 
partial reliability is desired. In contrast, RSE codes can more efficiently cope 



received/decoded data packet 



118 



C. Neumann and V. Roca 



6000 p 

5000 - 
4000 - 
3000 - 
2000 - 
1000 - 
0 - 



0 2000 4000 6000 8000 1 0000 

packets received 



6000 
5000 
4000 
3000 
2000 
1000 
0 

0 2000 4000 6000 8000 1 0000 

packets received 




(a) RSE 



(b) LDGM Staircase 



6000 



5000 - 

“■ 4000 - 

■S 3000 - 

§ 

§ 2000 - 

I 

1000 - 



0 I ^ ‘ ‘ ^ ' 

0 2000 4000 6000 8000 10000 

packets received 



(c) LDGM Triangle 



Fig. 8. Repartition of the received/decoded source packets of a meta-object as a func- 
tion of time. 
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Fig. 9. Number of displayable video frames of a meta-object with an IPPPPI sequence. 
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with this requirement. This is rather counter-intuitive and only detailed experi- 
mentations and analyzes led us to come to this conclusion. 

Finally, these results will be directly used in our Scalable Video Streaming 
over ALC (SVSoA) proposal [6]. Future works will also consider Unequal Error 
Protection FEC schemes, that should prove to be interesting to cope with inter- 
frame dependencies. 
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Abstract. With the recent wireless boom and the IP convergence, there 
is a need to support efficiently a lot of concurrent small group multicast 
flows. In this paper, we describe how to integrate mobility support to 
a Small Group Multicast routing protocol named Sender Initiated Mul- 
ticast (SIM). We then compare it with PIM-SSM through simulation 
and show that SIM requires fewer router states than PIM-SSM for small 
groups with static and mobile receivers. 

1 Introduction 

In the near future, users will expect to have rich multimedia applications on 
their mobile devices. This includes games, videoconferencing, instant messaging, 
filesharing and so on. The demand in bandwidth grows continuously and with 
the convergence of mobile and fixed networks to an All-IP infrastructure using 
IPv6, multicast technology is a way to go. 

Since 15 years, protocol designers have found two ways of sending packets 
efficiently to a group of receivers in IP networks. The first method is to send 
packets to a group address that has no topological meaning [5]. Routers know 
how to forward the packets to the receivers that have joined the group by using a 
multicast routing protocol like PIM [9], CBT, DVMRP or MOSPF. The second 
method is to send packets to the list of the unicast receivers addresses that are 
placed in an additional header [2] . This method is generally considered not scal- 
able in terms of the maximum number of receivers in a group because one can 
not put a lot of addresses in the header of a packet. This is why protocols using 
the second method belong to the “Small Group Multicast (SGM)” family (SIM 
[14], Xcast [2], MSG [7], [11]). In contrast, protocols using the first method be- 
long obviously to the “Large Group Multicast (LGM)” family. Another solution, 
outside the scope of this paper, is to use multicast overlays [8]. 

Both SGM and LGM protocols have advantages and drawbacks [6]. For ex- 
ample, SGM protocols require far less state information in routers than LGM 
protocols. This is extremely important for scalability. LGM protocols can not 
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support millions of flows on a wide scale because each router on the tree from the 
source(s) to the receivers needs to maintain state for each flow passing through 
it. On the opposite, as in Xcast [2] for example, the receiver list is present in each 
packet, so that a router can forward a Xcast packet without having to maintain 
any state. On the other hand, Xcast suffers badly from the overhead in each 
packet, due to the Xcast header and the receiver list. This is even worse with 
IPv6, because IPv6 addresses are four times larger than IPv4 addresses. Sender 
Initiated Multicast [14] overcomes this limitation by letting sources attach the 
receiver list once in a while, but routers have to store state to be able to forward 
packets without receiver list. Other approaches to solve the mobile multicast 
problem are explained in [3] and [12]. 

The remainder of this paper is structured as follows. Section 2 describes the 
Sender Initiated Multicast protocol and our enhancements to support mobility. 
Section 3 presents the simulation scenario and the results for both static and 
mobile receivers. 



2 Sender Initiated Multicast 

The first version of the SIM protocol [14] was created by Vasaka Visoottiviseth 
and Hiroyuki Kido. It provides an unreliable connection-less source-specific mul- 
ticast service. Routers that implement SIM are called SIM routers. They discover 
neighboring SIM routers by exchanging simple SIM Hello messages. 

A SIM flow is identified by a tuple (Source, Group, Generation Gount). The 
(Source, Group) has the same semantic as a PIM-SSM channel [1]. The 16-bit 
Generation Gount is used to differentiate instances of the same flow : it is changed 
whenever the membership changes and is useful to ensure that routing is done 
correctly. 

SIM packets are IP packets incorporating a new header, located between the 
IP header and the transport header. This header contains an optional receiver 
list, the bitmap of the active receivers in the receiver list and the flow identifier. 
For example, in a packet with a receiver list containing [D1,D2,D3,D4], a bitmap 
equal to 1001 means that the packet must be sent to D1 and D4 (bits set in the 
bitmap), but not to D2 and D3. D1 and D4 are called the active receivers. 

SIM works in two modes : preset mode and list mode. In list mode, the source 
includes the receiver list in each packet while in preset mode, it only periodically 
includes the receiver list. List mode is similar to Xcast [2] and should only be 
used for short-lived flows or when the membership changes too often. Preset 
mode is what differentiates SIM from other Small Group Multicast protocols. In 
preset mode, SIM routers store forwarding information so that they can forward 
SIM packets that do not contain a receiver list. Obviously, the first packet of a 
flow must contain a receiver list. After each membership change, a receiver list is 
also added and the Generation Gount is changed. We only analyse Preset Mode 
in this paper. 

Packet duplication in SIM is performed by routers and not by end hosts like 
MSG [7] because the last hop, which is often of low bandwidth, should not be 
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crossed twice (once for receiving the packet from a host and once for sending 
the packet to another host in the group). When a receiver list is present, a SIM 
router performs a unicast route lookup for each active receiver and finds the 
corresponding output interface. For each interface, a bitmap is created containing 
a 1 at position X when this output interface is used to send packets to receiver 
X, and 0 otherwise. The logical OR of all bitmaps is equal to the bitmap found 
in the SIM header of the packet currently being forwarded. The router sends one 
copy of the packet per output interface where the calculated bitmap is not all 
O’s. Each outgoing packet thus has a different bitmap. Also, the IP destination 
address field is replaced by the address of the next hop SIM router reachable 
on the output interface. If no SIM router is reachable via the output interface, 
the SIM router sends one packet per receiver (no multicast then). If only one 
receiver remains, the packet is sent directly in unicast. If two or more receivers 
are directly connected to the same interface, the IP destination address is set 
to the Group address found in the SIM header so that layer-2 multicast is used 
instead of using multiple unicast packets at the last hop. 

Routers that forward a SIM packet to more than one interface are called 
branching routers. They set the Previous Hop field of the SIM header to their IP 
address and set the Skip Count field to 0, while non-branching routers (with only 
one output interface) increment the Skip Count field of the SIM header. With 
these two fields, a router that receives a SIM packet knows the last branching 
router and the number of IP hops between itself and this last branching router. 
A branching router that receives a packet with a Skip Count greater than 0 
will send a SIM Redirect message to the previous branching router in order to 
optimize routing. The SIM Redirect message contains the ID of the SIM flow 
and the bitmap of the receivers that need to be redirected. When a SIM router 
receives a SIM Redirect, it modifies its state so that all active receivers in the 
bitmap of the SIM Redirect are forwarded to the initiator of the SIM Redirect. 
The subsequent packets will thus be sent directly to the next branching router 
: they will still pass through each non-branching router, but those routers will 
not need to maintain SIM state for this flow. 




Fig. 1. SIM forwarding example 
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Let us consider an example to illustrate the forwarding of SIM packets. On 
figure 1, we only show important fields of the packets in a rounded box, namely 
the IP source address, the IP destination address and the SIM bitmap field. 
Source S wants to send a packet to [D1,...,D5]. For this, it sends a SIM packet to 
R1 with a bitmap equal to 11111 and a receiver list [D1..D5]. R1 performs route 
lookups for all destinations. D1 and D2 are directly reachable via the South 
interface, so a copy of the packet is sent to the group address using layer-2 
multicast. D5 is the sole destination that is reachable via the North interface, 
and R1 sends the packet directly in unicast to D5. The remaining destinations of 
the packet are reachable via the East interface. A copy is sent to the SIM router 
on the East link, namely R2. For each copy sent by Rl, the source address does 
not change and the bitmap is set to the active destinations for each interface 
(visible on figure 1). We now have 3 packets flowing respectively to D5, R2 and 
G. R2 will forward the packet to R4 and increment the Skip Count because it is 
not a branching router. R4 will finally forward in unicast to D3 and D4. Routers 
that actually performed SIM routing are drawn in bold on figure 1. 

After this first packet, forwarding state has been created in SIM routers and 
R4 has discovered that there are non-branching upstream routers. It sends a SIM 
Redirect message to Rl containing the ID of the communication and the bitmap 
of destinations that should be redirected to itself. Rl processes the SIM Redirect 
and stores in its forwarding table the new information. Subsequent packets will 
be directly sent to R4. The state created in R2 will timeout and no SIM routing 
will be used by R2 for further packets, only standard unicast routing. 

Note that state in non-branching routers is kept during 10 seconds while 
state in branching routers is kept for 60 seconds because non-branching routers 
expect to be bypassed soon when the upstream router will have received the SIM 
Redirect from the downstream router. 

2.1 Mobility Support 

Since we do not want to create a new mobility framework, we need to look at 
how we can integrate SIM and Mobile IPv6 [10, section 11.3.4]. Mobile IPv6 
provides two basic methods to maintain (classical) multicast flows alive when a 
node moves across subnets. The first method is to use a bidirectionnal tunnel 
with the Home Agent so as to hide the mobility to other group members. The 
mobile node tunnels its MLD [13] messages to its Home Agent and the Home 
Agent acts as a group member and tunnels multicast packets to the mobile node. 
Clearly, bidirectional tunnels are not efficient in terms of delay and overhead in 
the packets. Bandwidth can also be wasted because, if two mobile nodes from 
the same Home network and members of the same group go to the same foreign 
network, two tunnels will be used. Last but not least, the Home Agent becomes 
a central point of failure. The second method is to join the multicast group using 
a multicast router located in the foreign network (assuming there is one, which 
is not guaranteed if we take into account the current multicast deployment). It 
has the disadvantage to put more stress on the multicast routing protocol but 
the routing is optimal, the delay better and the overhead in packets minimal. 
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Given the advantages of the second method, we propose to adapt it to SIM. 
For this, the SIM stack will rely on the state maintained by Mobile IPv6 inside 
each node[I0]. There is no need to change anything in the Mobile IPv6 protocol. 

Source mobility. Let us consider a source sending packets to a set of desti- 
nations using SIM. What should happen when the sender moves from its Home 
Network to a Foreign Network ? First, the mobile source detects its movement by 
receiving a new Router Advertisement. If the SIM router sends SIM Hello mes- 
sages, the mobile will also learn the address of the SIM router. Next, it warns its 
Home Agent about its new Care-of Address by sending a Binding Update to it. 
It also sends a Binding Update to its current Correspondent Nodes. The mobile 
node can send SIM packets to the SIM router using its Care-of Address. Noth- 
ing more is required because the original source address (the Home Address) 
remains the same in the SIM Header. 

The SIM stack in receivers can then replace the Care-of Address with the 
Home Address before sending packets to the upper layer. Thus, destinations do 
not need to be aware of the mobility of the source. The Home Address placed in 
the SIM header plays the same role as the destination option home address in 
unicast Mobile IPv6 packets. The SIM source address does not change and the 
receiver list remains the same. To avoid routing loops and other routing incon- 
sistencies, the source should use a new Generation Count only if the SIM router 
advertised on the current network is different from the SIM router advertised on 
the previous network. The mobile node must then also attach the receiver list to 
the first packet sent on the new Foreign Network. If a source moves too often, it 
should switch to List Mode or activate the Temporary Flag in the SIM header 
to avoid useless state creation in SIM routers. It could also continue to use the 
same SIM router, even if a different one is advertised. 

Since SIM state is created as soon as packets are forwarded, there is no delay 
for the establishment of the tree before we can send data on it. This is especially 
useful for source mobility support in SIM. Other protocols that need to establish 
the tree completely before sending on it need special mechanisms to have a slow 
handoff delay. 



Receiver mobility. The receiver case is more complicated than the previous 
one. Let us consider a receiver taking part in a SIM communication that moves 
from its Home Network to a Foreign Network. It first discovers its movement 
by the received Router Advertisements. Next, it sends Mobile IPv6 Binding 
Updates to its Home Agent and its active Correspondent Nodes, including the 
source of the SIM packets. While the source is not yet aware of the new Care-of 
Address of the mobile node, it continues to send SIM packets to the receiver’s 
Home Network. If the SIM packets have been converted to unicast upstream, 
the Home Agent will forward them to the mobile node using standard Mobile 
IPv6. If the Home Agent is also a SIM router and if it is aware of the Care-of 
Address of the mobile node, it can forward packets in unicast to the CoA. The 
idea is the same as with Mobile IPv6 in unicast, but here, no tunneling is used. 
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Once the Binding Update has reached the SIM source, it knows how to 
reach the mobile node directly. Thus, each mobile destination in the receiver list 
can be replaced by its Care-of address to ensure shortest-path routing. As the 
receiver list changes upon receiving a Binding Update, the source must use a 
new Generation Count to create new forwarding states in the network. 

Additional details about the changes required to support mobility with SIM 
are available in [3]. 



3 Simulation Results 

We have implemented SIM and PIM-SSM in J-Sim[I5][4]. We have chosen PIM- 
SSM as the basis for our comparison because PIM is the most widely used 
multicast routing protocol [6] and because both protocols are source-specific [1] . 
As no SGM protocol is currently deployed, people willing to do SGM-oriented 
communications would use PIM-SSM. Hence, comparing SIM and PIM-SSM 
is interesting. The topology we used is a multi-grid network (4 grids of 10*10 
routers connected by a central grid of 4*4 routers) because it can represent 
different mobile networks connected by a backbone. The propagation delay of 
all links is 100 ms and the bandwidth is 1Mbps. Around each stub grid are 
wireless networks attached. The multicast group always consists of one fixed 
source (in the upper-left grid) and 10 mobile receivers attached randomly to 
wireless networks. There can be a maximum of 36 IP hops between the source 
and a mobile receiver in our topology. The source starts sending packets at 100.0s 
at a constant rate of 10 packets per second. There are no transmission errors 
on the links. All routers implement the multicast routing protocol. A single 
unidirectionnal communication is performed between the source and receivers. 
This simplicity is necessary in order to have a minimal amount of parameters 
and to be able to interpret the results in a straightforward way. 

Our simulations are at the IP level only. We do not take into account layer-2 
wireless issues. Our mobility is an IP one. No micromobility comes into play. 
When a mobile node moves into another network, it attaches to an access point 
colocated with the access router. The mobile node creates an address valid on 
the foreign network immediately. We consider a fixed handoff delay of 100 ms. 

Different mobility scenarios can be simulated. In a random mobility scheme, 
mobile nodes are moved randomly among all wireless networks. It may seem 
exaggerated at first because nodes can not make big jumps from one wireless 
network to another. But, if we consider that the four external grids are different 
providers in the same country, then the central grid is a backbone and the grids 
geographically cover the same area. Thus, a mobile node can attach at will to one 
or another provider or stay with the same during a communication. In contrast, 
a nearby mobility scheme authorizes a node to go only to the nearest and not 
previously visited wireless network. This represents a more classical point of 
view where a user walks continuously across a network. In our topology, the 
nearby mobility scheme will make a receiver move inside a single grid. In this 
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short paper, we only show results using the nearby mobility scheme. Simulations 
using the random mobility scheme are available in the extended version [3] . 

We only simulated the mobility of receivers. The mobility of the source in 
SIM is less interesting because all the source has to do is to send packets with 
a new care-of address in the IP header and continue to use its Home Address 
in the SIM header. There is no Binding Update exchange with the receivers. As 
there is no flow establishment delay, the handoff time is kept to a minimum. 

We first compare the scalability of PIM-SSM and SIM when no mobility 
occurs. Figure 2 shows the average amount of state per router for multicast 
flows (the total amount of state stored in the routers divided by the number of 
routers in the topology) as a function of the simulation time. We performed 10 
simulations with receivers placed at different random places in the beginning of 
the simulation and we report the percentile 50 of these 10 simulations for each 
protocol. 

We see that PIM-SSM has only one phase. Before the source starts to send 
packets at 100.0 s, receivers join the tree at 95.0. State exists in the network even 
if there is no packet sent by the source. The tree is stable until receivers leave at 
the end. In contrast, SIM has two phases: in the first one, all routers on the path 
have forwarding state until the packet is converted to unicast. During this phase, 
SIM Redirects are sent upstream to skip non-branching routers. After 10.0s, the 
states in non-branching routers time out because they are not used anymore. 

Clearly, in terms of state maintenance, SIM outperforms PIM-SSM for two 
reasons : when timeout occurs on non-branching routers (at 110.0s), state only 
remains on branching routers which are far less numerous than non-branching 
routers. The second reason is that conversion to unicast when only one desti- 
nation remains is useful since the group is small (10 receivers for 416 routers): 
from 100.0 to 110.0 s, SIM has 2.5 times less state than PIM-SSM on average. 




Fig. 2. Average amount of state in function of time with static receivers in PIM 
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Now, we evaluate the impact of a nearby mobility scenario on the amount of 
state to be maintained by each router. Figure 3 summaries the benefit of SIM 
over PIM in terms of average state stored per router. It represents the cumula- 
tive distribution of the average FIB state per router, which has the advantage of 
being independent of the time. Each curve is computed from ten different exper- 
iments. Each experiment lasted 200s during which 2000 packets were sent. The 
different curves represent the outcome for different values of the delay between 
two handoffs. It means that every 2 seconds (or 5 s, 10 s, ...), a randomly chosen 
node is moved to a nearby wireless network in the multi-grid topology. The more 
the curves are on the left handside of the graph, the better it is, because it means 
that during most of the time not much state is stored in the whole network. 

SIM behaves quite well for all experiments compared to PIM-SSM, but we 
see that it requires more state when mobility increases. This is due to the fact 
that each time a membership change occurs, the source has to recreate a new 
flow identifier and therefore recreate new states in the network. As state is not 
immediately deleted for smooth transition reasons, there can be two states for a 
single flow during handoffs and this increases the average state. 

We also see the impact of the timeout of 10 s in non-branching routers by the 
jump around 0.02 for inter-handoff delays greater than 10 s. It means that this 
value is crucial to the overal performance of the protocol and that during most 
of the time, the average FIB state per router is equal to this low value. When 
mobility increases, we have an overhead due to constant tree reconstruction 
and stabilization and the time needed by the Binding Update to arrive to the 
source becomes problematic. It may seem quite a burden to manage mobility, 
but remember that layer-3 mobility happens less often than layer-2 mobility and 
that we chose not to hide the mobility with tunnels. 

PIM on the other hand is quite stable for different values of delays between 
two handoffs (only the 2s and the 70s curve are shown for this reason). Not 
much operations are needed to adapt the tree to the mobile receivers and to 
prune deprecated branches of the tree. With a nearby mobility scheme, the tree 
is never far to rejoin. The average is overal greater than in SIM because PIM 
creates state on each router from the source to the receivers. 

The conversion to unicast when there is only one active receiver in a packet 
also helps SIM a lot. Imagine users sparsely disseminated on the Internet : the 
multicast packet will probably soon be split. It is therefore useless to use multi- 
cast routing mechanisms when only one destination remains downstream. 



4 Conclusion 

In this paper, we have shown how to support mobility in SIM without using 
tunnels to keep the shortest path from the source to the receivers. Scalability 
in multicast routing means that overhead in packets and the amount of states 
stored in routers must be kept minimal. SIM adds more overhead in packets 
than PIM but far less than Xcast because the receiver list is rarely present in the 
packets. As regards state maintenance, we have shown through simulations that 
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Average FIB state per router 



Fig. 3. Cumulative distribution of the average FIB state count for several delays be- 
tween two handoffs in a nearby mobility scenario 



SIM requires fewer state than PIM. Mobility obviously deteriorates performance 
but it is still acceptable if mobility is not too high. After 10 s of stability, state 
in non-branching routers times out and only branching routers have to perform 
SIM routing when the receiver list is not present in the packets. 

We think that SIM fills a gap in the multicast landscape and provides an 
interesting trade-off between large group and small group multicast. With fur- 
ther developments, simulations and standardization, it could become a viable 
protocol. 

There is still place for a lot of development on SIM. Currently, SIM is limited 
by its Hello protocol which forces SIM routers to be directly connected if we want 
to avoid premature unicast conversion. We are working on extensions to BGP 
and OSPF to support wide-scale SIM routing. 
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Abstract. High-Speed Downlink Packet Access (HSDPA) is the release 
5 extension of WCDMA standard which provides high data rates (up 
to 10.8 Mbps) by using Adaptive Modulation/Coding (AMC) and fast 
packet scheduling. This paper presents a comparison of opportunistic 
scheduling algorithms for streaming media in HSDPA. We first present a 
discrete event model for HSDPA multimedia system and express stochas- 
tic QoS constraints that reflect the requirement for uninterrupted play- 
out. Next, we present a general structure of the opportunistic scheduling 
policies which exploit channel and/or buffer content variations for achiev- 
ing the required QoS. By using computer simulations, we compare the 
performance of several special cases of the general policy in terms of the 
maximum number of the users that can be supported with the desired 
QoS constraint. 



1 Introduction 

The IMT-2000 standards for third generation (3G) wireless networks, released in 

1999, promise high bandwidth efficiency for supporting a mix of real-time mul- 
timedia and high data rate traffic. Three of the five standards proposed in IMT- 

2000, including UMTS (the European contribution), are based on Wideband- 
CDMA. Though, WCDMA/UMTS specifications fully meets the IMT-2000 re- 
quirements, there is still an increasing demand for much higher downlink data 
rates along with a better QoS (Quality of Service). In order to meet these de- 
mands, a new packet concept, called High-Speed Downlink Packet Access (HS- 
DPA) was recently published in Release 5 of 3GPP UTRA-FDD specifications. 
HSDPA is an extension of the UMTS standard that provides an improved peak 
data rate and an increased throughput for world-wide cellular systems. The main 
features that collectively describe HSDPA are: Adaptive Modulation and God- 
ing (AMG) schemes, Turbo codes, higher order modulation (16-QAM), GDMA 
multi-code operation, fast physical layer hybrid ARQ and short transmission 
time intervals. These features enable HSDPA to support transmission rates of 
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up to 10.8 Mbit/s [1] and allow high-rate downlink streaming for large num- 
ber of users in a cellular system. HSDPA is a time-slotted CDMA system and 
requires a suitable scheduling policy to achieve the desired performance. Schedul- 
ing methodologies are not specifically defined as part of the HSDPA standard. 
This motivates the need to develop efficient scheduling algorithms that exploit 
wireless channel and/or buffer variations to achieve the required QoS. 

In this paper we consider opportunistic scheduling algorithms to achieve 
smooth playout in HSDPA multimedia system. The term opportunistic refers 
to the fact that user channel and/or buffer information are exploited to schedule 
the service to the relatively better users (in terms of certain performance measure 
such as throughput) at any time slot. 

In this section we first provide a brief literature review on the subject and 
then summarize the results of this paper. 



1.1 Literature Review 

Several opportunistic scheduling policies are studied in the literature. In this 
paper we present a single framework for these policies and customize them for 
the application of streaming media in HSDPA. In [6] , [7] , opportunistic scheduling 
methods are used for a general time-slotted wireless system to optimize the cell 
throughput while maintaining certain fairness among the users. Two categories 
of fairness in terms of minimum-throughput guarantee and specific shares of 
scheduling times are considered. However, in these papers there is no assumption 
on the status of the user buffers. In [3], the problem of scheduling CDMA users 
(one user at a time) in downlink with variable channel conditions is considered. 
The authors have proposed an algorithm denoted by Modified-Largest- Weighted- 
Work-First (M-LWWF) that considers both channel state information and user 
buffer state information for scheduling decisions. It is proven analytically that 
M-LWWF algorithm is capable of keeping the user queues stable (if stability 
is feasible). M-LWWF algorithm in general guarantees the QoS but may not 
achieve the system capacity. A general approach to support QoS of multiple 
real-time time data users is proposed in [4] . The scheduling algorithm is similar 
to [3] and can be used to maximize the number of users that can be supported 
with the desired QoS. 

1.2 Main Results 

The main results of this paper are organized as follows: 

(i) In Section 2, we introduce a discrete event stochastic model for streaming 
users in HSDPA. The key features of HSDPA system as described in [1] and 
3GPP standards are included in the proposed model. By using the discrete event 
model, we formulate the requirement for uninterrupted playout as stochastic QoS 
constraints. 

(ii) In Section 3, we present a general structure for opportunistic scheduling 
policies that exploits channel and queue state variations. A variety of oppor- 
tunistic scheduling algorithms will be considered by appropriately selecting the 
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parameters of the general structure. The properties of the scheduling policies 
will be discussed and compared in terms of optimality and/or feasibility aspects, 
(iii) In Section 4, the HSDPA transmission system for streaming users across 
a finite state Markovian fading channel is simulated. Two different scenarios in 
terms of relative locations of the users in a single wireless cell will be consid- 
ered. In our simulations the relation of SNR to FER is extracted from the data 
provided by Nokia research [1]. Using the simulation results, the performance of 
the scheduling policies of Section 3 will be compared in terms of the maximum 
number of the users that can receive the service with the required QoS. 



2 HSDPA Streaming System Model 

In this section a formal stochastic model for streaming users in HSDPA is 
presented. We consider L users and define I to be the set of all users as: 
,L}. 

Remark: Throughout this paper, The term Node-B refers to the Base-Station 
and the term UE refers to the User-Equipment (i.e., mobile station). Also note 
that the terms “buffer” and “queue” may be used interchangeably in this pa- 
per, however the former refers to a physical entity while the latter describes a 
mathematical model. 

It is convenient to outline our HSDPA streaming model in terms of the fol- 
lowing elements [1]: 

Transmission Time Interval (TTI): Time is the resource that is shared 
among the HSDPA users. The time axis is divided into slots of equal duration 
referred to as Transmission Time Intervals (TTI). Let AT be the duration of one 
TTI. By convention, time slot (or discrete time) k, k G is the time interval 
[kAT, {k -\- 1)AT). We assume only one user is scheduled at each time slot and 
scheduling decisions are made at times kAT, k G Z^. Here, Z+ = {0, 1, 2, ... } 
is the set of non-negative integers. 

Power: Fast power control feature is disabled in HSDPA standards (see 3GPP 
UTRA-FDD in [5]). Therefore, in our model we assume that transmission power 
is fixed for all time slots. 

Channel: Channel quality for user i at time k is characterized by the average 
received SNR of user i at the fc’th time slot. We consider a flat fading Rayleigh 
channel modeled by a Finite State Markov Process (FMSP). The FMSP mod- 
els have been widely used to represent continuous channel processes [2]. Define 
Ci{k) G S as: 



Ci{k) = Average SNR of user i at time k, (1) 

where, the channel space state S is obtained by partitioning the received instan- 
taneous SNR into M intervals as: 



S {"^1 , ^2 j ■ ■ ■ j } 



(2) 




A Comparison of Opportunistic Scheduling Algorithms for Streaming Media 133 



Assume Ci{k) is an irreducible discrete time finite state Markov chain with a 
unique stationary distribution. The Channel Quality Indicator (CQI) at time k 
is defined as vector c{k): 

c{k) = (ci{k), C 2 {k), . . . ,CL{k)) (3) 

where L is the number of the users and Ci{k) G S represents the channel state 
(SNR level) of user i at time k. Note that Ci{k), i & X can be generally correlated 
across the users. Furthermore, we assume that CQI vector is measured by the 
users and reported to the the Node-B at each time slot. Therefore, the Node-B 
has a perfect knowledge of vector c(fc) for k G Z+. 

Adaptive Modulation and Coding (AMC): In HSPDA, different modula- 
tion and error-correcting coding techniques can be dynamically selected (i.e., in 
real time) from a set of Modulation and Coding Schemes (MCS) [1]. We assume 
each MCS (Modulation and Coding Scheme) is represented by a MCS number 
such that MCS number belongs to the set Ad = {1, 2, ... , |Ad|}, where \M\ de- 
notes the cardinality (number of elements) of set Ad. In case of scheduling user i 
at time fc, define nii{k) G Ai a,s the MCS number of user i at time k. The higher 
the MCS number, the higher is the data rate (but the higher SNR is required as 
well) . 

Multi-Code Operation: In HSDPA, multi-code CDMA is used at each time- 
slot for transmission to the scheduled user. By choosing a larger number of 
spreading codes, higher data rates can be achieved. However, higher SNR is 
required for transmission with larger number of codes. Depending on the UE 
capabilities, different number of simultaneous spreading codes can be selected 
(e.g. 5, 10, 15). Let Af be the set of possible spreading codes. In case of scheduling 
user i at time k, define Ui{k) G Af as the number of the codes assigned to user i 
at time k. 

Discrete Transmission Rate Set: We refer to the rate chosen by the Node-B 
to transmit the data to the UE as transmission rate. The transmission rate at 
each time slot is fixed and chosen from a finite set of possible transmission rates 
by the Node-B. Define: 

ri{k) = The transmission rate to user i at time k. (4) 

Let Rt be the finite set of all possible transmission rates from the Node-B to 
the UE so that: 



ri{k) G Rt, i GX. (5) 

We assume that a unique transmission rate is associated with any combination of 
MCS (Modulation and Coding Scheme) and Multi-Code (for example see Table 
1 in Section 4). 

Physical- Layer Hybrid ARQ (H-ARQ): Automatic Repeat Request (ARQ) 
is one of the error-control procedures used in data communication systems. If 
the user receiver detects transmission errors in a frame, it will automatically 
request a retransmission from the Node-B. The Node-B retransmits the frame 
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until it receives an acknowledgement (ACK) from the receiver or the error persists 
beyond a predetermined number of retransmissions. By a frame of data we mean 
the data that is delivered at any time slot (TTI) . Note that the length of a frame 
in terms of bits is varying due to the different data rates at different time slots. 
H-ARQ (Hybrid- ARQ) uses a code with more redundancy that will correct some 
frame errors and hence reduces the average number of retransmissions. H-ARQ 
operation in HSPDA is relatively fast since it is performed between the base 
station and the user equipment in the physical-layer. Define /(•) to be a function 
that gives the Frame Error Rate (FER) for any combination of MCS, multi-code 
and channel state. Let fi{k) be the FER for user i at time k. We have 

fi{^) = / [iTii{k) , rii{k) , Ci{k)] = FER at time k for the scheduled user i. (6) 

Per-TTI (instantaneous) capacities: In order to quantify the achievable 
throughput to user i at time k, we consider a notion of per- TTI (instantaneous) 
capacity that incorporates the event that a frame error occurs. Define a random 
variable Vi{k) to be the user i per-TTI capacity at time k. This means, in the 
event of scheduling user i at time k, user i receives Ui{k)AT bits at time slot 
k (or the entire queue i content whichever is smaller). In terms of transmission 
rate, we have: 



r'i{k) rj(/c)l|jsjQ Frame Error at time t € X, (7) 

where 1 {a} is the indicator function of the event A (it is equal to 1 if A occurs, 
otherwise is zero). Let i>i{k, m, n) be the unbiased minimum variance estimate of 
Ui{k), where m and n are the selected values of MCS and multi-code, respectively. 
Vi(k, TO, n) is then given by subtracting the frame error rate from the transmission 
rate: 



ki{k, TO, n) = E {iyi{k)\m{k) = to, n{k) = n, Ci{k)) (8) 

= r,(A:)[l - /(TO,n,c,(fc))], (9) 

where ri(k) and /(•) are defined in (4) and (6), respectively. Vi(k,m,n) can be 
considered as the measure for per-TTI capacity or the achievable bit rate for 
user i at time k. By selecting the optimal MCS and multi-code, the maximum 
achievable rate at time fc, denoted by /ii(fc), is obtained: 

pLi{k) = max Vi{k,m,n) (10) 

(m,n)GA4 xAf 

In practice the above maximization may not be possible since the exact form 
of function / is not known. However, a popular method for selecting MCS and 
multi-code based on the channel SNR and the relative thresholds is discussed in 
[1]. The objective is to choose an optimal MCS and multi-code in terms of certain 
system performance measure (for example (10) gives the optimal throughput). 
In our simulations, based on the available data and measurements from Nokia 
research, nearly optimal MCS and multi-code are always chosen [1]. 
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Fig. 1. Wireless Streaming Media System Model 



Buffers and Streaming Rates: Figure 1 shows a queuing model for streaming 
user i. The streaming system is modeled with symmetric buffers, i.e., each UE 
buffer has an equivalent buffer in the Node-B with the same size. The data in 
the buffer of UE i is discharged with the constant rate Di which is referred to as 
the playout rate of user i. The arriving data rate to the Node-B buffer (incoming 
rate from the server) of user i is also equal to Di. The number of existing bits 
(unfinished work in the queue) in buffer i of the Node-B at time k is denoted by 
Vi{k). Similarly, the number of bits in the buffer of UE i at time k is denoted 
by Ui{k). Let Bi be the size of the buffer i of the Node-B. The relation between 
Vi{k) and Ui{k) is then given by: 



V,{k) + U,{k) = Bi, iel, (11) 

where we have assumed U(0) = 0 and Ui{0) = Bi. Let dl(k) be the arriving 
data rate to the buffer of UE i at time k. Also let d*(fc) be the rate that the data 
is discharged from buffer i of the Node-B at time k. By convention, we assume if 
a frame error occurs in time slot k = s then d*(s) = 0 . This is reasonable since 
the Node-B does not transmit a new frame to the UE till it receives an ACK 
confirming a successful previous transmission. The effective transmission rate at 
time s is then zero because the same packet will be retransmitted at time s -I- 1. 
We conclude that dl{k) = d\(k) and define di(k) = d\{k) = d^ik). The evolution 
of the Node-B and the UE buffer content for user i is then given by the two 
following equations: 



V,{k+l) = V,{k)-d,{k)AT + D,AT (12) 

Ui{k+l) = U,{k)+d^{k)AT - D,AT (13) 

States and Scheduling Policy: The buffer content and the channel state of 
the users jointly constitute a Markov chain (i.e., they stochastically characterize 
the buffer content of the users at time k + 1). Therefore, the state of the system 

can be defined as x{k) = (xi{k), X 2 {k), . . . , cci(fc)) where: 



Xi{k) = (Vi{k) , Ci{k)) 



(14) 
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A scheduling policy Q is defined as a function (mapping) of the state space to 
user numbers. The mapping 



Q{x{k)) = i (15) 

means that user i G I will be scheduled at time k if the state is reported to be 
x{k). Note that only one user is scheduled at each time slot. 



2.1 Formulation of QoS Requirement 

To achieve uninterrupted smooth real-time streaming, the situation of an empty 
or under-run buffer must be avoided. More precisely, the probability of having an 
under-run buffer at each time slot needs to be smaller than a certain threshold. 
This constraint can be formulated as: 



Pr{U^{k) < e^} < Si, iGl, (16) 

where 9i is a threshold level for the buffer of UE i and Si is the threshold 
probability for UE i. Using (11) an equivalent constraint can be written for the 
Node-B buffers: 



Pr{U(fc) iG I, (17) 

where ry = Bi — 9i is a threshold level for buffer i of the Node-B and St is the 
threshold probability. Recall that Bi is the size of the Node-B (or the UE) buffer 
of user i. 



3 Structure of the Opportunistic Scheduling Policy 

We present a general opportunistic scheduling policy for HSDPA media stream- 
ing as follows: 



Q{x{k)) = argmaxyi 



V,{kryi,{kf 



(18) 



where pLi{k) is given by (10) and P)(fc) is the length (number of existing bits) of 
the buffer of user i in the Node-B at time k. ji, i G I are positive real constants 
denoted by distribution factors (weights). If the the distribution factor of a user 
is increased, the scheduling priority for that user is increased as well. Therefore, 
distribution factors can be adjusted in a way to provide QoS fairness among the 
users [7]. is the average capacity of user i in terms of bit/sec. Pi{k) > 0 is the 
reward factor assigned to user i packet at time k. Pi{k) can be adjusted for each 
packet based on the assigned priority of the packet, a and /? are non-negative real 
constants. We distinguish several cases based on different parameters of (18). 
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3.1 Channel Dependent Scheduling 

The following algorithms use only channel information c(fc) in order to schedule 
a user at each time slot. These algorithms assume user data is always backlogged, 
i.e., for every user, there is always data available in the Node-B to send and thus 
the throughput is equal to the assigned bit rates. Usually, the channel-dependent 
scheduling is more appropriate for best-effort non-real time traffic that does not 
account for buffer contents and delay of the packets. Three of such policies are 
introduced in the following. 

Maximum Signal to Interference (Max C/I): By setting (3 = 1, a = e = 
K = 0 and 7i = 1, f G I, the policy in (18) reduces to 



(5(ic(fc)) = argmax/Xi(A:) (19) 

i^X 

The above is a Greedy algorithm which simply serves a user at each time slot 
with the best available bit rate (capacity). As a result the throughput will be 
maximized but in the expense of starving the users with bad channels. The Max 
C-I algorithm can be modified by assigning different weights to different users 
so that certain fairness constraints are satisfied. The modified version is stated 
in the following. 

Weighted Max C/I (Opportunistic Scheduling with Minimum 
Throughput Guarantee): By setting (3=1, a = e=n = Q, (18) gives: 

Q{x{k)) = argmax7*^i(fc) (20) 

i^X 

It is shown in [7] that the above policy maximizes the average throughput while 
maintaining a minimum average throughput for each user (if possible at all). 7*, 
z G I are updated at each time slot in a way that the policy with the assigned 
weights satisfies the minimum throughput requirement for each user. However, 
the policy in (20) does not consider the short term throughput performance of 
the users (such as buffer content variations) which is an important aspect in the 
real-time streaming. 

Proportional Fairness: By setting (3=1, a = e = Q, k = 1 and 7* = 1, z G I, 
(18) gives: 



Q{x{k)) = argmax (21) 

iei /ij 

In proportional fairness scheduling the instantaneous channel capacity for each 
user is normalized to the average capacity of the user. Therefore, a user with 
the best channel relative to his own history will receive a higher priority in 
scheduling. This algorithm is discussed in [9] and also proposed in CDMA High 
Data Rate (HDR) standard [10]. However, since it does not account the buffer 
variations, it is shown that it may result in huffer-under-run situations [11]. 
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3.2 Queue Dependent Scheduling 

Largest- Weighted- Work-First (LWWF): Let f3 = e = k = 0. (18) then 
gives the following policy: 

Q(£c(A:)) = argmax7iFi(fc)“ (22) 

The only information used in the above algorithm is the queue content informa- 
tion. Consequently, it generally gives a poor throughput performance and may 
render the system unstable [11]. However, for the proposed real-time streaming 
problem, one might expect a better performance from (22) as compared with 
channel-dependent scheduling, specially for the cases where users have very dif- 
ferent channel qualities. 

3.3 Channel and Queue Dependent Scheduling 

The following algorithm will take to account both the channel state and the 
queue content to control the buffer variations as well as achieving a possibly 
high throughput. 

Modified Largest- Weighted- Work-First (M-LWWF): Let P = I and e = 

«: = 0. (18) then results in the following policy: 

Q{x{k)) = argma,x^iVi{k)°‘fXi{k) (23) 

iGX 

Under the assumption that the channel is Markovian, it is shown in [3] that 
the above algorithm is throughput optimal which roughly means in the long 
run, it keeps all the user buffers non-empty (if possible with any other policy). 
Additionally, adjusting i G I will provide some degree of freedom to satisfy 
the probabilistic QoS constraint in (16). The algorithm in (23) can be viewed as 
a feasible solution (if any such solution exists) rather than an optimal solution. 
In general, one might expect this algorithm gives the best performance relative 
to channel-only or queue-only dependent scheduling (though it may not achieve 
the capacity). This is in fact the case as we observe the simulation results in the 
next section. 



4 Numerical Results 

The purpose of this section is to evaluate by numerical experiments the perfor- 
mance of several opportunistic policies in terms of the maximum number of the 
HSDPA multimedia users that can be supported with the desired QoS. 

Fading channel: The channel is simulated by a Rayleigh flat fading model with 
a Doppler spectrum (Jake’s model). Let gpk) be the available SNR for user i 
at time k. Based on the Jake’s model, gi(k) can be written as the transmitted 
SNR scaled by a fading component and a path- loss component. Expressing in 
dB, we have 5i(fc)(ds) = {Pt/ Pn)(dB)- ^iRi){dB) + {ai{kp}{dB), where P* is the 
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transmission power, Pn is the noise power (includes interference as well), L{Ri) 
is the path-loss component in terms of the user i distance Ri and ai{k) is the 
Rayleigh fading gain process for the user i (see Table 2). Furthermore, in order 
to apply our proposed algorithm, we model the simulated fading gain process 
ai{k) (or equivalently gi{k)) by a 10-state discrete-time Markov process. 

MCS and Parameters: In our simulations, the MCS and multi-code selection is 
based on the data provided from Nokia research [1] . Table 1 shows the numerical 
values for MCS number and spreading codes of the users and the corresponding 
transmission rates. In Table 2 we summarize the parameters and assumptions 
used for our simulations. We have tried to choose realistic parameters from 
common simulation assumptions for HSDPA provided by Ericsson, Motorola 
and Nokia in [8]. 



Table 1. Modulation and Coding Schemes 



MCS 


Modulation 


Code 


Data Rate 


Data Rate 






Rate 


(1 Code) 


(15 Codes) 


1 


QPSK 


1 

4 


0.6 Mbps 


1.8 Mbps 


2 


QPSK 


1 

2 


1.2 Mbps 


3.6 Mbps 


3 


QPSK 


3 

4 


1.8 Mbps 


5.3 Mbps 


4 


16QAM 


1 

2 


477 kbps 


7.2 Mbps 


5 


16QAM 


3 

4 


712 kbps 


10.8 Mbps 



Table 2. Simulation Parameters 



Cell radius Rceii 


500m 


Max. number of users L 


15 


Duration of time slot AT 


2 ms 


Spreading factor 


16 


Channel estimation 


Perfect 


Carrier frequency 


2 GHz 


Chip rate 


3.84 Mcps 


FERmax 


0.1 


Transmission SNR: Tt 


122dB 


Fast fading model 


Rayleigh-fading 


Propagation model: L[R) 


128.1 -b 37.6 log (R) 


Channel model 


10 State Markov chain 


UE buffer time constant ts 


1 second (for all users) 


Simulation duration 


150000 AT (5 min) 



The simulation always starts with full UE buffers. Two scenarios are consid- 
ered in terms of distribution of the users in a single wireless channel. For both 
scenarios we determine the maximum number of users that can be supported 
with smooth-playout probability of Psuccess > 90% at a given streaming rate. 
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Therefore, in the QoS formulation in (16), we roughly have: Oi — 0 and 6i = 0.1 
for i G I. 
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Fig. 2. Scenario 1 



Fig. 3. Scenario 2 
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Fig. 4. Results for Scenario 1 



Fig. 5. Results for Scenario 2 



Scenario 1: The first scenario is the worst case scenario. All users are located on 
the cell edge {R — Rceii = 500m, see Figure 2) and consequently have relatively 
poor channels which only support low data rates. In this scenario single-code 
transmission is used. 

As shown in Figure 4, in scenario 1, M-LWWF gives the best performance, 
however. Max C/I and W-Max C/I perform exceptionally well because of the 
given scenario: all users have the same distance to the Node-B with the same 
streaming rate. Therefore it is a relatively good solution to only pick the instan- 
taneously best channel. Prop-Fair and Max-Queue provide lower performance 
compared to the other algorithms. 

Scenario 2: In this scenario we use 15 multi-codes for transmission and this 
way increase our transmission rates significantly. Now we concentrate our sim- 
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ulation on the cell center where high data rates can be achieved. The distances 
of the users are distributed between the Node-B and the edge of the cell center 
(lOni ^ R ^ 250ni) and R^ — l—i * ^mm) ^min where Imin Is the 

minimum distance a UE has from the Node-B. It is possible to support high 
streaming rates to a reasonable number of users in the cell center. Again we see 
in Figure 5 the superiority of the M-LWWF algorithm. The Max-Queue algo- 
rithm also provides a high number of simultaneous users with large streaming 
rates. Prop.-Fair and Max C/I show very poor performance. The Max C/I algo- 
rithm completely fails in this scenario, because users that are further away from 
the Node-B are not served at all. We can see in Figure 5 that the Prop.-Fair 
algorithm performs slightly better than the Max C/I scheme because it serves 
the users with a relatively good channel compared to their channel history. Also 
note that by assigning appropriate distribution constants, W-Max C/I gives sig- 
nificantly better performance than Max C/I. 



5 Conclusion 

In this paper we propose a discrete event model for streaming media in HSDPA 
and formulate the requirement for smooth media playout as stochastic QoS con- 
straints. We then present a single framework for opportunistic user-scheduling 
policies customized for HSDPA streaming system. We compare several oppor- 
tunistic policies in terms of the maximum number of users that can be supported 
with the desired QoS. We conclude that the best result is achieved by trading- 
off the optimality of the algorithm to satisfy short-term QoS constraints. In 
this case the opportunistic policies (e.g. M-LWWF) use both channel and queue 
information to schedule HSDPA users. 
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Abstract. In this paper we compare the performance of static and 
adaptive provisioning methods with ns2-simulations. For the static 
provisioning case we use capacity as a provisioning parameter and for 
the adaptive case we use packet delay. The scheduling algorithms that 
we investigate are Deficit Round Robin (DRR) and delay-bounded HPD 
(Hybrid Proportional Delay), which is our own version of the HPD 
algorithm. According to our results the delay-bounded HPD algorithm 
is better able to achieve the targeted provisioning goal than the static 
DRR algorithm regardless of the load level, application mix or queue 
management method used. 



1 Introduction 

During the last decade the Internet has developed from a research network into a 
commercial multi service network serving heterogeneous applications (e.g. VoIP, 
WWW, FTP, video-conferencing) and customers. As a result. Quality of Service 
(QoS) provisioning has emerged as one of the most crucial problems in the 
Internet research. Different service architectures have been proposed for realizing 
QoS. Currently, the class-based Differentiated Services (DiffServ) [3] architecture 
seems to be the most promising solution due to its simplicity and scalability. 

QoS provisioning requires new kinds of functionality from the network 
routers. The router has to divide the link resources between service classes and 
it may support class based routing or load balancing. One of the most important 
components in the resource allocation is a packet scheduler that determines the 
service order of the packets. In current routers the scheduling algorithms are 
static and perform the resource allocation based on the estimated traffic loads 
offered to different classes and the required quality level. The estimate is usually 
based on traffic history, from which an average load is calculated in order to pre- 
dict the future load. However, in reality the loads of different classes vary quite 
much at a short timescale due to traffic bursts and also at a longer timescale due 
to traffic trends. If the resource allocation is performed in a static manner, the 
scheduling algorithm will not be able to adapt to dynamic load conditions. In this 
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paper we investigate how this problem could be solved with adaptive scheduling 
algorithms. The basic idea of adaptive scheduling algorithms is to dynamically 
adjust the class resources either periodically or on a packet per packet basis, so 
that the policy chosen by the operator will be fulfilled regardless of the traffic 
conditions. In practice, adaptivity is achieved by utilizing measurements. 

In [I] we have already studied the performance of different scheduling al- 
gorithms and traffic mapping principles with relatively high abstraction level 
simulations. We concluded that adaptive scheduling algorithms lead to more 
consistent quality differentiation than static algorithms. We also identified that 
proper classification of traffic is at least as important as the resource allocation. 
The best results could be achieved when the traffic was divided into four classes: 
first class for real-time applications sending short packets (VoIP etc.), the sec- 
ond class for real-time applications sending larger packets and more bursty traffic 
(Video etc.), the third class for applications sending short TCP flows (Web etc.), 
and the fourth class for applications sending long TCP flows (FTP etc.). 

In this paper we continue our previous work by comparing the performance of 
static and adaptive provisioning methods with ns2-simulations in a more repre- 
sentative network topology and with more realistic traffic models. The scheduling 
algorithms that we investigate are Deficit Round Robin (DRR) [7] and delay- 
bounded HPD (Hybrid Proportional Delay) [1]. 

2 Provisioning Methods and Schednlers 

Provisioning at the packet level can be based on different quantities such as 
capacity, packet delay or packet loss. We have chosen to use capacity in the 
static case and packet delay in the adaptive case. Provisioning capacity is triv- 
ial: each service class is simply allocated a predefined amount of the total link 
capacity. For delay provisioning, we have defined a combined model of absolute 
and proportional delay differentiation in [1]. In the combined model the most 
delay sensitive class is assigned with an absolute delay bound. If this bound is 
about to be violated, a packet is directly dispatched from this class, otherwise 
the operation is based on the delay ratios between classes. The idea is that the 
delay bound and the delay ratios together determine the resource allocation: the 
more time critical the traffic, the smaller the delays. 

Also other approaches for adaptive provisioning have been suggested in the 
literature. Christin et al.( [9]) have proposed a Joint Buffer Management and 
Scheduling (JoBS) mechanism that provides both absolute and proportional dif- 
ferentiation of loss, service rates and packet delay. In JoBS the buffer manage- 
ment and scheduling decisions are interdependent and are based on a heuris- 
tically solved optimization problem. Liao et al.( [8]) have defined a dynamic 
core provisioning method that aims to provide a delay guarantee and differen- 
tiated loss assurance for the traffic classes. The algorithm utilizes measurement 
based closed-loop control and analytic models of an M/M/l/K queue for the 
resource allocation decisions. Our approach is different from [9] and [8] in the 
sense that our algorithm is more simple and completely measurement based, re- 
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quiring no optimization problems or analytic models to be solved. Furthermore, 
in our approach the scheduling and buffer management decisions are indepen- 
dent, allowing different queue management mechanisms to be combined with our 
algorithm. 

2.1 DRR 

DRR is a static, frame based scheduling algorithm that aims to emulate the 
ideal Generalized Processor Sharing (GPS) [6] algorithm. Also other scheduling 
algorithms for emulating GPS have been proposed, such as Worst Gase Weighted 
Fair Queueing (WF^Q) [2] and Self Glocked Fair Queueing (SGFQ) [5]. We chose 
to use DRR mainly due to its simple implementation and ability to take into 
account variable packet sizes. In DRR each class i is assigned with a weight 
(j)i. In each service round the scheduler divides a frame of N bits among the 
classes in proportion to these weights. The resulting number of bits reserved 
for a certain class is called a quantum. In DRR, each class is also associated 
with a deficit counter that keeps track of the unused quantum for the class from 
previous rounds. Thus, packets can be transmitted from a certain class as long 
as there are enough bits left either in the quantum or in the deficit counter. 



2.2 Delay Bounded HPD 

The delay bounded HPD algorithm first checks if the packet in the highest class 
is about to violate its deadline. Denote by dmax the delay bound in the highest 
class, by Ga/e a safety margin for the delay bound, by ti„ the arrival time of the 
packet in the highest class queue and by Gurr the current time. The packet in 
the highest class queue is considered to be violating its deadline if 



^in + d 

r? 



< G 



^safe ■ 



( 1 ) 



If delay violation is not occurring, the algorithm takes into account the delay 
ratios between the other classes. Denote by di the average queueing delay of 
class i packets and by G the Delay Differentiation Parameter (DDP) of class i. 
The ratio of average delays in two classes i and j should equal the ratio of DDPs 
in these classes 



di 6j 

dj Oj 



(2) 



assuming that <5i < i52 < . . . < (Jyf. In [4] this is interpreted so that the normalized 
average delays of traffic classes must be equal, i.e.. 



di = 



di 

Ti 




1 < ij < N. 



( 3 ) 



In order to meet the ratios, the algorithm selects for transmission at time t, when 
the server becomes free, a packet from a backlogged class j with the maximum 
normalized hybrid delay [4]: 

j = argmax(gJi(t) -k (1 - g)m{t)), 



( 4 ) 
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where dt denotes the normalized average queueing delay of class i, Wi denotes 
the normalized head waiting time of class i and 0 < 5 < 1. Thus, the algorithm 
uses both short and long term queuing delays for the delay measurements. 

In [4] the normalized average delay of class i at time t, di{t), is calculated as 
follows: Denote by Di{t) the sequence of class i packets that have been served 
before time t and by d™ the delay of the m’th packet in Di{t). Then, assuming 
that at least one packet has departed from class i before t 



di{t) 



1 

^ Z^m=l 

S^ |A(t)| 



( 5 ) 



It should be noted that this kind of calculation to infinity is not feasible in 
practice, since the counter for the sum of delay values easily overflows. Thus, we 
are developing new methods to estimate di{t). 



3 Simulations 

3.1 Simulation Scenarios 

We have implemented both the DRR and the delay bounded HPD algorithm 
in ns2 and conducted several simulations to evaluate their performance. Figure 
1 shows the topology used in our simulations. It should be noticed that the 
topology parameters (link bandwidths and delays) do not necessarily represent 




Fig. 1. Topology. 
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Table 1. Number of traffic sources in different areas 



Application 


Areal 


Area2 


AreaS 


Area4 


FTP clients 


4 


2 


2 


4 


HTTP clients 


8 


4 


4 


8 


Video clients 


4 


2 


2 


4 


VoIP clients 


5 


2 


2 


5 


Control sources 


2 


2 


2 


2 



any specific network technology. However, the topology and the parameters have 
been selected so that the most fundamental characteristics of real networks are 
captured: multiple bottleneck links, paths with low and high delay cross traf- 
fic, bidirectional traffic etc. [10]. We have used five different traffic types in the 
simulations: FTP, HTTP, Video, VoIP and control traffic (small and large con- 
trol messages). The generation of HTTP-traffic is based on the webcache-model 
implemented in ns2. In this model it is assumed that a HTTP session consists of 
a number of page requests, each possibly containing several objects. We have also 
used the webcache-model for FTP-traffic, except that in FTP there is no reading 
time between page requests, and a page always contains one object. Video traffic 
generation is based on a real trace of mpeg4 coded BBC news, from which the 
traffic stream has been regenerated by using a Transform Expand Sample (TES) 
process. In Figure I the topology has been divided into four separate areas. In 
the simulation, traffic flows from Areal to Area4, Area2 to AreaS, and corre- 
spondingly from Area4 to Areal and from AreaS to Area2. The path between 
Areal and Area4 is a high delay path, while the path between Area2 and AreaS 
has a low delay. Table 1 shows the number of FTP and HTTP clients, as well 
as video, voip and control traffic sources belonging to these areas. Notice that, 
for example, when there are 8 HTTP clients in Areal, there will correspond- 
ingly be 8 HTTP servers in Area4. In the simulation scenarios we have kept 
the simulation topology and the number of traffic classes fixed and changed the 
traffic load levels and the traffic shares of different applications. The mapping of 
traffic into different classes is performed according to the guidelines provided by 
our previous results that were presented in the introduction chapter. We used 
two scenarios for the relative traffic shares for different applications: (FTP: 9%, 
WWW: 71%, Video: 9%, VoIP: 10%, Control: 1%) and (FTP: 29%, WWW: 
40%, Video: 20%, VoIP: 10%, Control: 1%). The first scenario corresponds to 
the situation today and the second scenario reflects the situation in the future, 
when the amount of multimedia and peer-to-peer traffic is expected to be larger. 
We have used three average total load levels (measured from the most congested 
bottleneck link) to test the algorithms: 75%, 80% and 85%. 

As in [1] , we dimensioned the total buffer size in the routers to be 230 packets, 
of which 200 packets was allocated for elastic traffic and 30 for real-time traffic. 
We tested the performance of the scheduling algorithms with TailDrop and with 
RED queue management in order to see if the differences between the scheduling 

Propagation delay is 98 ms in the long-delay path and 20 ms in the short-delay path. 



1 
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algorithms are smaller when more advanced queue management methods are 
used. The parametrization of the DRR and the delay bounded HPD algorithm 
was similar as in [1]: In DRR the real-time traffic classes were over provisioned 
with a factor of two, and the excess capacity was divided between classes meant 
for elastic traffic in proportion to their expected load shares. In delay bounded 
HPD algorithm we set dmax to 5 ms and the target ratio for delays between 
consecutive classes to 4. The safety margin was set to be dmox/10 and g was set 
to be 0.875. 



4 Simulation Results 

We made five statistically independent iterations of each simulation scenario. The 
simulation time in each iteration was 3600s, including a 400s warmup period. 
From the simulations we measured the average aggregate throughput, packet loss 
and end-to-end delay for each traffic type. However, in this paper we will show 
only the most relevant results. In addition, for web and FTP we measured object 
throughput and its variability. Object throughput results are seldom presented 
in research papers. However, in our opinion object throughput is an impor- 
tant performance metric especially from the user’s point of view, since the user 
constantly expects to receive some feedback on the proceeding of a document 
retrieval (i.e. the loading of independent objects). 

In all the tables presented in this section the mean with a 95% confidence 
interval of the results are shown. The results have been averaged among all the 
clients belonging to the same edge area. To better asses the variability of the 
object throughput within a single iteration we have also recorded the relative 
standard deviation (rsd) of the object throughput. The rsd value reflects the 
peakedness of the object throughput, which is also a relevant performance metric 
for the end user expecting constant quality of service. 

In Tables 2, 3 and 4 the results are shown for every algorithm combination 
with application mix 1 and with a mean load of 80%. The results with RED are 
shown only in Table 2, since the differences with TailDrop were so small. From 
Table 2 and Table 3 we can observe that the delay-bounded HPD algorithm 
is able to provide considerably better service for the HTTP-traffic in terms of 
packet losses and object throughput both in the high and the low delay paths. 
Also according to the rsd values the variability of the object throughput is smaller 
with delay-bounded HPD resulting in more constant quality of service from the 
user’s perspective. 

Naturally we can not provide considerably better service to one service class 
without degrading the performance of other classes. With delay-bounded HPD 
the performance of the FTP-traffic is worse than with the static DRR algo- 
rithm. However, since the FTP-traffic is mapped to the best-effort class that by 
default should not provide any quality of service we consider it more important 
to provide good service for the HTTP-traffic that is interactive and more de- 
lay sensitive. It should also be noticed that if we would want FTP to receive 
more resources from the delay-bounded HPD algorithm this could be achieved 
by setting the DDP values in a different way. 
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Table 2. Object throughput statistics, application mix 1 





Object throughputs (kbps) 




EDGEl 


EDGE2 


EDGES 


EDGE4 


DRR-DROP 


mean 


rsd 


mean 


rsd 


mean 


rsd 


mean 


rsd 


HTTP 


14.6T2.0 


1.0 


48.2±7.9 


1.1 


48.6T7.9 


1.1 


14.6T2.0 


1.0 


FTP 


906.4F9.6 


0.52 


2192.0±39.3 


0.41 


2100.2±119.0 


0.4 


881.7F21.0 


0.56 


DRR-RED 


mean 


rsd 


mean 


rsd 


mean 


rsd 


mean 


rsd 


HTTP 


14.8±1.8 


0.99 


48.9T7.2 


1.04 


49.2T7.4 


1.05 


14.8T1.8 


0.99 


FTP 


905.1±14.0 


0.53 


2202.8F37.5 


0.4 


2055.8T131.7 


0.41 


878.1T30.5 


0.55 


HPD-DROP 


mean 


rsd 


mean 


rsd 


mean 


rsd 


mean 


rsd 


HTTP 


17.6±1.1 


0.87 


55.7T5.2 


0.96 


56.4±5.1 


0.96 


17.5±1.1 


0.87 


FTP 


523.0F52.4 


0.55 


1062.9F109.7 


0.43 


992.9F102.4 


0.48 


535.7±63.1 


0.55 


HPD-RED 


mean 


rsd 


mean 


rsd 


mean 


rsd 


mean 


rsd 


HTTP 


17.8T0.9 


0.86 


56.7F4.7 


0.94 


57.0F4.7 


0.95 


17.8T1.0 


0.86 


FTP 


530.9T48.8 


0.52 


1037.3±132.1 


0.44 


964.4±115.3 


0.49 


516.9T68.7 


0.56 



Table 3. Packet loss statistics, application mix 1 





Packet loss (%) I 




EDGEl 


EDGE2 


EDGES 


EDGE4 


DRR-DROP 


mean 


mean 


mean 


mean 


HTTP 


6.1T2.4 


3.5F1.6 


4.8T1.9 


6.7T2.4 


FTP 


O.OiO.O 


O.OiO.O 


O.OiO.O 


O.OiO.O 


HPD-DROP 


mean 


mean 


mean 


mean 


HTTP 


2.2T0.8 


1.7F0.7 


2.2F0.8 


2.8T1.0 


FTP 


O.liO.O 


O.liO.l 


0.2T0.2 


O.liO.l 



Table 4. End-to-end delay statistics, application mix 1 





End-to-end delay (ms) | 




EDGEl 


EDGE2 


EDGES 


EDGE4 


DRR-DROP 


mean 


mean 


mean 


mean 


Video 


107.2T0.4 


27.2T0.3 


27.0T0.2 


106.5T0.4 


Voip 


101.5T0.1 


22.6T0.0 


22.6±0.1 


101.9T0.1 


HPD-DROP 


mean 


mean 


mean 


mean 


Video 


111.5±1.2 


31.5T1.9 


30.2T2.0 


111.9±2.0 


Voip 


107.4T0.3 


25.9T0.1 


25.5F0.3 


106.9T0.4 



From the result tables it can also be observed that the end-to-end delays for 
Video and VoIP are somewhat smaller with DRR than with delay-bounded HPD 
since in DRR a high over provisioning factor was used for the real-time traffic. 
However, the difference of a few milliseconds in end-to-end delay is not relevant 
in practice. All in all, the losses of the real-time traffic for both algorithms are 
almost zero (this is why they are not shown in the result tables) and the end-to- 
end delays in each edge area are perfectly tolerable. Thus both the delay-bound 
and capacity over provisioning are proper means to guarantee that the real-time 
traffic gets through with minor delays and losses. We also experimented with dif- 
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Table 5. Object throughput statistics, application mix 2 with different loads 





Object throughputs (bps) | 




EDGEl 


EDGE2 


EDGES 


EDGE4 1 


DRR-80 


mean 


rsd 


mean 


rsd 


mean 


rsd 


mean 


rsd 


HTTP 


15.5T1.9 


0.92 


49.4T7.6 


1.04 


49.4T7.9 


1.05 


15.4T1.8 


0.92 


FTP 


490.2T69.3 


0.66 


952.1T147.8 


0.58 


1032.4T155.4 


0.55 


503.4T60.8 


0.64 


DRR-85 


mean 


rsd 


mean 


rsd 


mean 


rsd 


mean 


rsd 


HTTP 


ll.lil.8 


1.07 


34.0T6.7 


1.24 


34.3T7.2 


1.26 


11.0±1.9 


1.07 


FTP 


425.4T51.0 


0.66 


798.8T88.8 


0.60 


859.8T139.5 


0.61 


426.0T63.1 


0.68 


HPD-80 


mean 


rsd 


mean 


rsd 


mean 


rsd 


mean 


rsd 


HTTP 


18.8T0.5 


0.8 


60.1T4.0 


0.88 


59.8T3.7 


0.89 


18.8T0.5 


0.8 


FTP 


445.0T66.5 


0.67 


843.0T139.4 


0.61 


910.9T141.3 


0.59 


452.6T60.6 


0.66 


HPD-85 


mean 


rsd 


mean 


rsd 


mean 


rsd 


mean 


rsd 


HTTP 


17.5T0.5 


0.81 


52.2T3.5 


0.91 


52.1T3.8 


0.91 


17.5T0.5 


0.81 


FTP 


358.9T48.7 


0.7 


628.5T69.8 


0.66 


673.2±113.0 


0.68 


353.8±51.8 


0.72 



ferent initial provisioning values for the DRR algorithm. Instead of using an over 
provisioning factor of 2 for the real-time traffic we used only an over provision- 
ing factor of 1.1. With this provisioning the packet losses and end-to-end delays 
of the real-time traffic increased as was expected but the improvement for the 
HTTP and the FTP-traffic was negligible. In order to improve the performance 
of the HTTP-traffic that had large losses with the DRR algorithm we should use 
under provisioning for the real-time classes. However, this is not feasible since 
as we saw, already with 10% over provisioning the service of the real-time traffic 
was about to become intolerable. 

It is often argued that active queue management mechanisms, such as RED 
can reduce the problems of static scheduling algorithms by dropping packets 
already before congestion situations occur. However, from all the result tables 
it can be seen that RED provides only minor improvements compared to the 
performance with simple TailDrop. We have investigated the effect of RED with 
two different parameter sets but with both parameter sets the advantages of 
RED were negligible. On the other hand, the results prove that with a proper 
selection of the scheduling algorithm considerable performance advantages can 
be achieved. 

It should be noticed that in application mix 1 most of the traffic (71%) 
consists of short HTTP ffows. When the traffic loads of different classes are 
biased in this way, resource allocation is a challenging task. It is not possible 
to provide the required service for the enormous number of web flows without 
severely degrading the quality of other traffic types. In Tables 5 and 6 the results 
are shown for application mix 2 where the loads of different traffic types are more 
even. Delay results are not shown since they are very similar to the results in 
Table 4. Now the losses in each class are considerably smaller compared with 
application mix 1, even with the static DRR algorithm. However, as the mean 
total load increases from 80% to 85% the differences between the DRR and 
the delay-bounded HPD algorithm become distinctive again. The losses for the 
HTTP-traffic with DRR are nearly 10 % while the losses with the delay-bounded 
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Table 6. Packet loss statistics, application mix 2 with different loads 







Packet loss 
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mean 


mean 


mean 
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mean 


mean 


mean 


mean 
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0.6T0.4 


0.7T0.5 
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mean 


mean 


mean 


mean 


HTTP 


0.3T0.1 


0.3T0.1 


0.4T0.2 


0.6T0.2 


FTP 


0.9T0.3 


1.2T0.4 


1.3T0.3 


1.2T0.4 



HPD algorithm are at most 0.6 %. The performance of FTP is slightly worse with 
delay-bounded HPD, but the difference is much smaller than with application 
mix 1, since now the HTTP-traffic is not totally dominating the traffic mix. 

5 Conclusions 

In this paper we compared the performance of static and adaptive provisioning 
methods with ns2-simulations in a realistic setup. We used the DRR scheduling 
algorithm for static provisioning with capacity and the delay-bounded HPD 
algorithm for adaptive provisioning with packet delay. 

The simulation results showed that our provisioning goal was better achieved 
with the delay-bounded HPD algorithm than with the static DRR algorithm. 
The most distinctive difference could be observed in the service of the HTTP- 
traffic. We examined the adaptability of both algorithms by testing them with 
different load levels, application mixes and queue management methods. We 
observed that the delay-bounded HPD algorithm was considerably more robust 
in all of the cases. We also observed that provisioning with both algorithms 
was more challenging in a case where the traffic mix was strongly dominated 
by a single traffic type. This implies that load balancing or intelligent routing 
methods should be used to avoid large deviations in the loads of different traffic 
classes. 

The next goal in our research is to investigate the performance of differ- 
ent delay estimators for the algorithm. Besides simulations we will evaluate the 
performance of the delay-bounded HPD algorithm with real measurements in 
a FreeBSD based prototype router and in an embedded router architecture to 
realistically asses the implementation complexity and resource overhead of the 
algorithm. 
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Abstract. In this paper, we have shown multi-fold layered encoding mecha- 
nism that can provide fine-grained scalable storage for improving the degree of 
QoS adaptability. Our scheme provides both temporal scalability and fidelity 
scalability simultaneously, by segmenting the stored MPEG-4 data in the DCT 
coefficient domain as well as the temporal domain that most existing methods 
implement. In order to determine the reasonable set of layers, a probabilistic 
optimal segmenting algorithm, called J* algorithm, is defined. But, the J* algo- 
rithm is only an idealistic approach because of the huge amount of required 
computation time. Instead, as realistic approaches, three heuristic methods are 
proposed and experimentally compared with the optimal solution in terms of 
the average bandwidth residuum. The experiments show that the heuristics can 
produce relatively optimistic quality adaptation power in a simulated dynamic 
QoS environment, especially, the bandwidth. 



Keywords: MPEG, layered video scaling, QoS adaptation 



1 Introduction 

With the recent growth of multimedia services over the Internet, a large amount of 
communication traffic has been introduced by services such as multimedia streaming 
and audiovisual teleconferencing. The Internet is a best-effort network, which implies 
that the quality of service is not guaranteed in terms of minimum bandwidth, maxi- 
mum jitter, delay or data loss. This requires that the end systems should properly 
adapt to the modifications in network situations, especially congestion, for obtaining 
the desired quality of service [1-3]. 

There are several approaches to control the quality of streaming for the stored 
video encoded with MPEG-1, 2, or 4 [4-6]. The single stream adaptive encoding 
approach adjusts the resolution of encoding by re-unitization based on network feed- 
back. This scheme may impose a burden on the server due to significant encoding 
time. The second approach is more similar to a replicated method. This is a simple 
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extension of the single stream adaptive encoding. The server has multiple versions of 
the stream with different qualities. As the available bandwidth changes, the server 
switches among different streams according to the level of quality. This eliminates 
on-time encoding from the server, but requires more storage at the server side. With a 
layered adaptive approach [7-12], the server maintains hierarchically encoded layers 
of the stream. As the available bandwidth changes, the server adjusts the quality by 
adding or dropping active layers. This is popular due to its ability to support hetero- 
geneity and efficiency in terms of variable networks. On the other hand, the receivers 
can subscribe to a subset of video layers depending on their processing power and 
available bandwidth [11]. This scheme supports a finer granularity of quality control 
and thereby, higher utilization of available bandwidth compared with single or repli- 
cated stream approaches. This paper deals with the layered scheme that provides the 
statistically optimal layering algorithm and heuristic alternatives, which can reduce 
the computation complexity of the optimal layering algorithm. 



1.1 Related Works 

Most of the works conducted for improving scalability with layered encoding 
schemes are so confined to the QoS adaptive layered selection using one base layer 
and only one or two enhancement layers [13-17]. Thus, it seems not to be fine- 
grained enough to reflect the QoS dynamicity. For instance, the base layer may still 
be large to transfer over current Internet in a timely manner in the case of network 
congestion. This may cause the degradation of the quality of service required by users. 

Scalable-layered MPEG-2 Video Multicast method [17] divides the DCT coeffi- 
cient into several layers. The base layer contains the DC coefficient, AC coefficients 
with lower frequency, and header information for decoding. So the decoding of base 
stream is possible with some degradation of video quality. The other layers contain 
the other AC coefficients with pre-determined rule and the information for merging. 
This method is similar to our approach in the point that total bit-stream size is not 
increased compared with original MPEG stream and that it can flexibly adapt to the 
dynamic QoS variation without overloading the server. However, it cannot support 
sufficient adaptability since it does not provide fidelity adaptation and only provides 
time domain adaptation. In this paper, we propose the fine-grained layering scheme 
combining temporal scalability and fidelity scalability. 

Unlike MPEG-1 and MPEG-2, MPEG-4 decomposes the scene into objects, called 
audio-visual objects (AVO’s)[6]. Thereby, we can construct the scene configuration 
with scalability and omit the object when secure bandwidth is not ensured. Com- 
pared with the object scalability of MPEG-4, the proposed algorithm corresponds to 
the natural scene coding standard rather than object coding. However, the algorithm 
can be applied to facilitate object scalability. That is, it can be applied for the object- 
level scalable transmission by sending some parts of an object not by send or drop. 
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1.2 Our Contributions 

This paper also deals with the layered scheme in that we use both the temporal seal- 
ability and fidelity scalability simultaneously, by segmenting the stored MPEG-4 data 
in the DCT coefficient domain as well as the temporal domain that most existing 
methods use. But, while the previous discussion [15-19] related to the layered scheme 
uses simple 2~3 layer slicing methods without comparison with other alternative 
layering methods, we focus on studying the feasibilities of other possible methods. 

At first, we define the optimal set of layers and a probabilistic optimal segmenting 
algorithm, called J* algorithm, and explain that J* algorithm is only an idealistic 
approach because of the huge amount of required computation time. Consequently, 
we propose three heuristic methods as realistic approaches, and conduct experimental 
comparison with the optimal solution in terms of the average bandwidth residuum. 
The experiments are conducted on the simulated network environment with MPEG-4 
test bit-stream and compared the feasibilities for the QoS adaptation. The experimen- 
tal results show that these heuristics can produce relatively optimistic quality adapta- 
tion power in a simulated dynamic QoS environment, with high bandwidth optimiza- 
tion. 

This paper is organized into the following sections. In section 2, the concepts of 
QoS Adaptation, definition of residuum problem and optimal layering are introduced. 
In section 3, we present an algorithm for finding the statistically optimal layer set for 
the generation of fidelity layer. Section 4 proposes three different heuristics for 
minimizing computation complexity. In section 5, we experimentally show that the 
heuristics can produce relatively optimistic quality adaptation power in a simulated 
dynamic QoS environment, especially, the bandwidth optimization. 



2 Quality Adaptation and Residuum Problem 

2.1 Layered Video Scaling 

Temporal Scaling. The temporal scaling is used to reduce the resolution of the video 
stream in the time domain by decreasing the number of video frames transmitted 
within a time interval. The temporal scaling extracts the pictures from the MPEG-4 
video stream according to the picture types, 1-, P-, and B-VOP, and consequently, 
results in three intermediate representations of an 1-substream, a P-substream, and a 
B-substream. 1-substream can be decoded by itself at the MPEG-4 decoder. In this 
case, the frame rate is reduced since all of P-pictures and B-pictures are dropped. But, 
the P- and B-substreams are not self-contained. Thus, in order to decode the P- 
substream, it should be merged with the I-substream at first. Similarly, B-substream 
should be merged with both the I-substream and the P-substream. 
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Fidelity Scaling. The fidelity scaling degrades picture quality by reducing the 
number of DCT coefficients applied to the compression of a picture. 2-D(8x8) DCT 
coefficients of a block are converted to 1-D sequence by using either zig-zag 
scanning or alternate scanning rules. So, the sixty-four 1-D ordered DCT coefficients 
are decomposed into proper number of DCT groups. The DC term must be included 
in the first group. Fidelity scaling can be applied to inter-pictures(Tsubstream) as well 
as intra-pictures(P-substream and B-substream). There are several pictures in a GOV, 
and many blocks in a picture. Each block for each VOP type of every GOV is 
accumulated into one accumulated block. 




Fig. 1. Concept of fidelity scaling 
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I I LayerZ 

EH Layers 

U Layer4 
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BandwidthAdaptation (nextBandwidth) { 
foreach e ^ {I-VOP, P-VOP, B-VOP} 

{ 

if(sizeof(e) =< nextBandwidth) 
then { 

send whole of e; 

} else { 

accumulatedSize=0 ; 

foreach f G { all fidelity layers of e } 

{ 

accumulatedSize = accumulatedSize + sizeof(f); 
if (accumulatedSize > nextBandwidth) 
then { 

return; 

} else { 

send f ; 

))))) 

Algorithm 1. Bandwidth Adaptation Algorithm 







Experimental Feasibility Evaluations of Heuristic Multi-layering Schemes 



157 



2.2 Bandwidth Adaptation 

To represent the network environment, network bandwidth, delay, jitter and loss rate 
have to be considered. But we consider only the bandwidth factor provided by QoS 
Monitor [12], because of simplicity and effectiveness in representing network QoS. 
The ‘predicting the bandwidth variation for the short intervals’ has attracted the atten- 
tion of many researchers, but is not relevant of scope of this paper. 

The adaptation to bandwidth in fluctuation means selecting and transmitting ap- 
propriate layers for the given bandwidth at a time as described in Algorithm 1 . For the 
QoS adaptation, the temporal adaptation is applied first, and then the fidelity adapta- 
tion is conducted to fill-out the residuum resulted from the temporal adaptation. 
While the previous works classified the status of network into LOADED/ 
UNLOADED/CONGESTED status, our algorithms use the bandwidth value for fine- 
grained adaptation. The Algorithm 1 can use AlMD(Additive Increase and Multipli- 
cative Decrease) and MIMD(Multiplicative Increase and Multiplicative Decrease) for 
enhancing the adaptability[7-l 1]. 



2.3 Residuum Problem 

A video layering scheme may divide a VOP at random points and easily generate, for 
example, five layers. However, these layers may not fully utilize the available net- 
work bandwidth and result in large bandwidth residuum. Thus, constructing layers 
that possibly minimize the residuum becomes one of the most important issues in 
layered QoS adaptation. If each VOP has the set of optimal layers, we will be able to 
optimally adapt to network variation. We define the Optimal Layer Set, J*, as fol- 
lows: 

Definition 1. Optimal Layer Set, J*: When the bandwidth distribution and the number 
of layers are given, the optimal set of layers is defined as set of layer which has 
smaller average residuum than any other set of layers. 



3 J* Algorithm - A Probabilistic Optimal Layering Algorithm 

3.1 Accumulated Block 

There are several pictures in a GOV, and many blocks in a picture. Fidelity layering is 
to classify all blocks with the same type of VOP in a GOV into a dummy layer. To 
decide which layer is used for a certain DC, the total number of bits with the same 
DC, which is from all blocks in the same type of VOP should be found. As illustrated 
in Fig. 2, each accumulated block for each VOP type of every GOV is constructed for 
this purpose, and the accumulated block is used for fidelity layer decision. 
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I DCO I PCI I DC2 I ... I DC63 | 




3.2 J* Algorithm 

J* algorithm produces the optimal layer set, that is, J* which can he found on the case 
of minimum value of the average residuum. The average residuum values are calcu- 
lated by the Algorithm 2 on the given bandwidth distribution, S, for each possible 

FindJstar (K) { 

foreach Re {64Ck-i} { 

for S = 0 to S = Smax { 
for I = 1 to K { 
do { 

Layeri = ; 

i=J, 

TotalLayerSum = TotalLayerSum + Layeri; 

} while (TotalLayerSum < S) 

} 

residuum^ = (S - TotalLayerSum) * Pr(S); 

} 

residuum « ~ ^ residuum ^ ' 

s=0 

} 

return j" = min ^^{residitum ) ; 

} 

K: the number of DC groups, R: the combination of DC groups 
S: the available bandwidth: 0 <= S <= Smax, 

Ji : DC index where the layer begins . 

Smax: the bandwidth recjuired for transmitting all 64 DCs 
Layeri: the size of ith DC group, DCi = the size of i-th DC 
Residuums: the residuum for given bandwidth S 
Residuumn: the total residuum of combination R 
Pr(S): the probability of S, J* : The optimal AC/DC groups 

Algorithm 2. J* algorithm 
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layer set amongf |, where K is the number of layers. The J* algorithm will find the 

M 

J* theoretically, but it costs much time, and has much computational complexity due 
to processing for the every case and the whole probability distribution. Therefore, we 
propose, in next chapter, three layering heuristics that generate a semi-optimal set of 
layers. The bandwidth distribution, S, can be assumed to be a normal distribution 
without loss of generality, since it can be replaced with an appropriate measured dis- 
tribution of the real-world network environment. 



4 Heuristic Approach 

In this chapter, three heuristic algorithms, ^ and 1°*^ are proposed. While 

these algorithms can not guarantee that it must find J*, they have very fast response 
and produce a layer set close to J*, that consequently can be easily applied to the real 
situation. The Fig. 3 shows an illustration where these three heuristic algorithms are 
applied to an example macro-block. 
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Fig. 3. Illustration of heuristic layering algorithms by applying to an example macroblock 



4.1 Algorithm 

In 1 “"*™ scheme, one base layer and all enhancements layers are possibly of the same 
fixed size, where the number of groups, K is given. That is, the size of layevi should 

64 
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be the closest to the average layer size, _iz! 
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4.2 J®*'“ Algorithm 

In scheme, which most existing schemes adopt [17-19]. 
The 64 accumulated DCT blocks are grouped in a diagonal 
manner as illustrated in Fig. 4. 



4.3 Algorithm 

is a grouping mechanism wherein the first block, that is, 
the accumulated DC block, becomes the referential size 
and becomes a base layer. The enhancement layers must be 
grouped at the size up to the closest to the size of the base 
layer. In this scheme, the number of layers and their size are variable and depends 
only on the accumulated DC block size. 

Table 1 shows a result produced by applying the four layering schemes to an ac- 
tual I-VOP from “suzie.mpg.” The Fig. 5 shows the number of DC’s and the size of 
each layers produced by each layering scheme, including J* algorithm, to an actual I- 
VOP from “suzie.mpg.” The number of layers was set to 7, that is, K=7, for J*, 
and Meanwhile, eight layers were automatically generated in 1°*^. 



Table 1. Number of DC’s and size of each layer 
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Fig. 5. Number of DC’s and size of each layer 
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5 Experiments 

5.1 Configurations 

As shown in Fig. 6, the configuration of experimental simulation consists of the 
bandwidth generator and the residuum evaluator. The bandwidth generator simulates 
the varying nature of network bandwidth according to the normal distribution 
with^ = 50 ,<J = 15. The rate controller takes the output values from the bandwidth 
generator, and decides which GOV layers are to be transmitted using the meta-data. 
The media sender module takes this decision information, and extracts the actual data, 
which is appropriate for the selected layer, from the stored decomposed MPEG-4 file 
with reference to the meta-data. Meanwhile, the residuum evaluator compares the 
output value from the bandwidth generator with the amount of the data from the me- 
dia sender. The actual data is sent to the merger to produce the scaled MPEG-4 file, 
which is used for the comparison of the image quality. 

Decomposed MPEG-4 




Simulated Network 

Fig. 6. Configuration of Simulation 



5.2 Average Residuum Comparisons 

Table 2 shows the average residuum of the four layering methods applied to the 
“foreman.mpg.” Each column represents the average of the residuum produced by 
applying the bandwidth adaptation algorithm, i.e., the Algorithm 1 for each possible 
layer, K. These average values are experimental results after applying to each K hun- 
dredth different bandwidth generated from the normal probability distribution func- 
tion. Meanwhile, the column for cannot be given the average for each K because 
the determines the number of possible layers; hence, the number of layers for 
each GOV is different. Instead, the first column of the represents the average 
residuum for each GOV with the same number of layers, K. The second column 
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shows the average of the all-average values, and the third has the average of layers, 
that is, the average of K. In case of K=6, while more than one day was required by 
using Pentium III 500MHz PC for calculating the optimal set of layers, J* with Algo- 
rithm 2, only minimum computation time was needed for the heuristic methods. 

The experimental results show that the ratio of residuum between the J* and 
heuristic algorithms are smaller as K increases. This is because the residuum is 
smaller when the size of the layer becomes smaller as K increases. The main result of 
this experiment is that the in overall has smaller residuum than the 1'’’“^^, inspite 

the differences become insignificant as the number of layers increases. The 1°*^ was 
not performing better than or 1'’’“^^ when these were compared with the same 

number of layers. 



Table 2. Average residuums in “foreman.mpg” 
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5.3 Bandwidth Adaptability Comparisons 

Table 3 shows the comparison results among the actual residuum values of the I-VOP 
at the first GOV in the layering into four layers from the test image sequence of 
“suzie.mpg.” In case of using Algorithm 2 for the J*, there are some cases when even 
a single layer cannot be transmitted at 30%, or 10% of the maximum bandwidth. This 
is because the optimization was performed with the assumption of normal distribution. 
Meanwhile, the method of can transmit only DC values even for the smallest 
bandwidth because this method has the first layer that consists of only DC values, and 
the layer size is as small as possible. The transmission was possible even with only 
10% of the bandwidth required for full quality. Therefore, we could say the 1'’’“^^ 
method shows the better survivability. But, mostly outperforms the J*’‘“ pro- 

posed in [17-19]. The K=ll for JDC has been determined by the algorithm and 
the does not allow four layers, hence it is hard to compare the 1°*^ with others, 
even though the picture quality of the 1°*^ is definitely the best. 
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Table 3. Picture Quality adaptation and for an I-VOP in the first GOV of “suzie.mpg.” 




6 Conclusions 

In this paper, we have described a mutli-fold layered encoding mechanism that can 
provide fine-grained scalable storage and thereby improves the degree of QoS 
adaptability. Our scheme provides both temporal scalability and fidelity scalability 
simultaneously, by segmenting the stored MPEG-4 data in the DCT coefficient do- 
main as well as the temporal domain that most existing methods are rely on. In order 
to determine the reasonable set of layers, a probabilistic optimal segmenting algo- 
rithm, called J* algorithm, is defined. But, since the J* algorithm is only an idealistic 
approach because of the required computation amount, three heuristic methods, in- 
stead, are proposed and experimentally compared with the optimal solution in terms 
of the average bandwidth residuum. The experiments show that the heuristics can 
produce relatively optimistic power in the quality adaptation to the simulated dy- 
namic network QoS, especially, the bandwidth optimization. 

The multi-layering heuristics proposed in this paper can be applied to many other 
fields requiring the scalability of MPEG contents, as well as to the streaming services. 
Currently, each layer is stored into separate files with the file structure provided by 
the commercial OS [19]. But, in future, this preliminary storage mechanism will be 
enhanced with the improved file structure more appropriate for the operation of the 
video servers. 
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Abstract. Eor video adaptation in universal multimedia access 
systems, video contents have to be transcoded according to the require- 
ments of network bandwidth and the performance of clients. However, 
the transcoded video streams are vulnerable to channel disturbances 
when they are transmitted over the wireless channels. In this paper, 
we present an error resilient transcoding system using the residual 
motion coding method for wireless visual communications networks. 
The residual motion coding method interleaves into the bitstream the 
residual motion vector that is auxiliary motion information to be used 
at the decoder to recover the lost motion vector. With the residual 
motion vector, the decoder can precisely reproduce the motion vector 
of the corrupted macroblock and reconstruct the lost macroblock by 
using error concealment based on temporal prediction. Experimental 
results show that the proposed method can not only achieve the error 
robustness of the motion vector, but also improve the performance of 
error concealment at the decoder. 

Keywords: Transcoding, Error resilience. Error Concealment, Residual 
motion coding. 



1 Introduction 

With the generalization of mobile communication services, recent interest has 
been focused on the transmission of real time video over wireless communications 
networks. To provide this service, video contents need to be transcoded for a 
variety of users who have different network conditions ro terminal devices with 
different display capabilities [1]. Fig. 1 shows a video transcoding environment 
for wireless communications networks. The transcoding to the reduced bitrate 
is performed by the transcoding system to match the bandwidth of wireless 
networks and user’s requirements. The transcoding system can be applied at the 
edge of the access network and incorporated with the network routers. 

The transcoded video bitstreams, however, can be corrupted by transmission 
errors such as random bit errors and packet losses which are frequently occurred 
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Fig. 1. Video transcoding environment for wireless communications 



in the wireless networks [2]. The transmission errors can lead to the burst error, 
that is the loss of several slices or even a whole frame. For compressed video 
sequences, the burst errors not only corrupt the current decoded frame, but 
they are also propagated to successive frames. 

Many error resilience [3]-[4] and concealment [5]-[7] techniques have been pro- 
posed to cope with the transmission errors. The error localization method is used 
to prevent the spatial error propagation by inserting re-synchronization markers 
in the bitstream at certain intervals [3] . If an error has been detected in the bit- 
stream, the decoder discards the data between the re-synchronization markers. 
This method, however, is useless to the burst packet errors since the markers 
may be lost together with the corrupted packets. In [4], an intra refresh method 
is used to eliminate the error propagation by inserting periodic intra frames and 
intra macroblocks (MB’s). However, the intra refreshing is too bit-consuming 
to be used for the low bitrate communications. In [5]-[7], the error concealment 
(EC) method is used to reconstruct the corrupted MB at the decoder. They es- 
timate the lost motion vector (MV) by using the correctly received MV’s of the 
neighboring MB’s. However, the EC method tends to introduce visual degrada- 
tion at the reconstructed frame when motion compensation is performed with 
inaccurately predicted MV’s. 

In this paper, we present an error resilient transcoding system using the resid- 
ual motion coding (RMC) method for wireless visual communications networks. 
The RMC method interleaves into the bitstream the residual MV (RMV) that is 
auxiliary motion information to be used at the decoder to recover the lost MV. 
With the RMV, the decoder can precisely reproduce the MV of the corrupted 
MB and reconstruct the lost MB by using EC based on temporal prediction. 

The rest of this paper is organized as follows. In Section 2, the proposed 
transcoding system is introduced. Section 3 describe the proposed error resilience 
and concealment methods in detail. Section 4 shows the experimental results and 
conclusions are given in Section 5. 
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2 Proposed Transcoding System 

Figure 2 illustrates the proposed transcoding system consisting of three main 
processing units: source loader, transcoding engine, and multimedia streamer. 
The source loader opens the compressed video streams in the local computer or 
concatenates the packets received from the network to reconstruct the original 
bitstream. The transcoding engine generates transcoded bitstream which satisfies 
the network conditions, system requirements, and user preferences. In addition, 
the error resilience information is encoded during the transcoding process. The 
multimedia streamer performs data partitioning to enhance the error resilience 
of transcoded data and fragments the bitstream into packets. Then, the packets 
are transmitted over wireless communications networks. 



Input 

bitstream 



Source 

loader 



Transcoding 

engine 



Multimedia 

streamer 



Output 

packets 




Fig. 2. Structure of the proposed transcoding system 



The transcoding engine is the most important part of the proposed transcod- 
ing system. It consists of data interface (DI), decoder, transcoder, eneoder, and 
i?MC blocks. The DI unit manages all information used for transcoding process. 
With the DI unit, the transcoder can be separated from the encoder and de- 
coder so that various transcoding algorithms can be adapted according to the 
requirements of users. The input data interface (IDI) retrieves the significant 
information from the compressed bitstream for the transcoder. The transcoder 
analyzes and modifies the extracted data and carries the transcoded video in- 
formation to the output data interface (ODI). Then, the encoder generates a 
bitstream by using the data contained in ODI. During transcoding process, the 
RMC block communicates with the transcoder to insert error resilience informa- 
tion into the bitstream. In the following section, we describe the functionality of 
the RMC block in detail. 



168 



J.-S. Lee et al. 



3 Proposed Error Resilience Method 

In the low bitrate video coding, the significance of MV’s increases in terms 
of error recovery as the encoding bitrate decreases, since the MV’s take up a 
large portion of the bitstream. Table 1 shows the significance of the MV in the 



Table 1. Significance of MV’s in the low bitrate video coding 



Bitrate [Kbps] 


Bits for MV [Kbytes] 


Total [Kbytes] 


Ratio [%] 


128 


18.0 


313.9 


5.7 


64 


18.4 


154.0 


11.9 


32 


18.0 


74.0 


24.2 



low bitrate video coding. The standard video sequence “Foreman” was used to 
examine the significance of MV at different bitrate in the low bitrate coding. 
The test sequence of 300 frames with QCIF resolution (176 x 144) was encoded 
to produce a H.263 bitstream with 15 fps. The ratio of the bits for MV to the 
total bits for the test sequence is compared at the encoding bitrate of 128, 64, 
and 32 Kbps. This results indicates that the loss of MV tends to result in more 
serious video quality degradation at the decoder as the bitrate decreases. 

To solve this problem, we propose the RMC method. The proposed RMC 
method adds auxiliary motion information, i.e. the RMV, into the bitstream to 
improve the error resilience of the MV. The RMV is the motion information to 
recover the MV of the corrupted MB. To achieve the robustness of the RMV, 
the RMV of the current frame is inserted into the bitstream of the next frame. 
If two adjacent frames are not corrupted at the same time, the RMV of the 
current frame is preserved even though the current frame is corrupted by the 
burst errors. The RMV is obtained by subtracting the original MV from the 
predicted MV. Fig. 3 shows the concept of the proposed RMC method. Let Fn 
be the encoded frame at the encoder. The RMV of the MB in F„_i is 
given by 



-DTL — 1 T /"Tl — 1 — 1 

— Vp ~ 1 



( 1 ) 



where Vp~^ and respectively, are the predicted and original MV’s of the 

MB in Fn-i. We interleave the RMV for F„_i into the bitstream of 

Fn- Since the RMV is encoded with a frame delay, the error resilience informa- 
tion for Fn-i can be preserved even though a whole frame is corrupted by the 
transmission errors. 

Next we review the inter frame motion prediction (IFMP) method to obtain 
the Vp~^, that was proposed in our previous literature [8]. In the most of the 
video coding methods such as MPEG-4 and H.263, the intra frame motion pre- 
diction method is used to obtain the predicted MV. For example, in the H.263 
video encoder, the predicted MV of the current MB is the median value of three 
candidate MV’s of the left, upper, and upper right MB’s. However, the MV’s of 
the neighboring MB’s may not be available when the MB’s are corrupted by the 
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Fig. 3. Concept of the proposed RMC method 



burst errors. Unlike the intra frame motion prediction, the IFMP method uses 
the temporal correlation between the MB’s to calculate the predicted MV. In 
Fig. 3, the MB’s Bi, B^, and Bg in have temporal correlations with the Bi 
in Fn-i since the three MB’s are motion compensated from the dashed squares 
in Fn-i- Vp~^ is determined by taking a weighted average of the MV’s of the 
temporally correlated MB’s in Fn, which is given by 






E Ar ■ v; 



i=l 



9 






(2) 



where Vj" is the MV of the MB in and is the weighting factor for the 
Vj". We set the weighting factor to be equal to the number of pixels in the area 
Ai of Fn, which indicates the measure of the temporal correlation. 

After calculating the ^^e RMV is encoded to generate the bitstream. 

The bitstream syntax for the RMV consists of code word and k bits of data. The 
code word indicates the coding mode of the RMV and the data is the encoded 
bits of the RMV. Fig. 4 illustrates the decision rule to select the coding mode of 
the operation for each code word is explained as follows: 

— Code word 00: If is equal to the Vp~^, the code word “00” is inserted 
into the encoded bitstream. Thus, the code word “00” represents that the 

is a zero MV and the MV of the corrupted MB can be replaced with 
a zero MV. 

— Code word 01: If is equal to the zero MV (Vb)i the code word “01” 

is allocated to encode the The code word “01” denotes that Vp~^ is 
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(Total 2 bits) (Total k+2 bits) 



Fig. 4. Coding mode decision for the RMV 

equal to the so that the MV of the corrupted MB can be replaced with 
the Vp~^ at the decoder. 

— Code word 11: If the is inconsistent with all the above conditions, 

the code word “11” is encoded with the k bits of encoded ■ The code 
word “11” denotes that the MV of the corrupted MB is replaced with the 
reconstructed by using the 




Reconstructed 

MB 



Fig. 5. Error concealment using the RMV 

Adding the RMV into the bitstream can significantly improve the robust- 
ness of MV, but it may cause the picture quality degradation or distortion since 
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encoding of the RMV increases the transmission overhead and the DCT coef- 
ficients are coarsely quantized to comply with the bitrate constraint. Thus, we 
adopt the Lagrangian rate-distortion (R-D) method to minimize the distortion 
for the given rate constraint. The R-D function is given by 

N 

J = D + Bj), (3) 

i=l 



where D is the total distortion, B^mv is the bits allocated for the RMV’s, N is 
the number of MB’s in the frame, and i® the bits allocated for N MB’s. 

The optimal quantization parameter for each MB is obtained by minimizing (3) 
subject to 

N 

{BrmV + E Bi) ^ Bp^ame: (4) 

i=l 

where Bprame is the bitrate constraint for one frame. 

In the proposed RMC method, the RMV is inserted into the bitstream to 
enhance the robustness of the MV. At the decoder side, the proposed EC is 
performed by using the RMV to reconstruct the corrupted MB as shown in 
Fig. 5. Since the RMV is encoded with a frame delay, the decoder requires 
additional frame buffer. Assume that the decoder has received frame and is 
about to display frame F„_i with corrupted MB’s. Since F„_i is corrupted by 
the transmission error, the decoder extracts the RMV from the bitstream of 
and then the original MV of the lost MB is recovered by using 






R7 



( 5 ) 



The Vp~^ can be obtained by using the IFMP method as the same way in the 
encoder. With the the corrupted MB’s are motion compensated from the 

reference frame Fr. 

To reconstruct the corrupted MB’s in the intra coded frame, we use the 
intra 16 x 16 prediction mode of the H.264/AVC video coding standard [9]. This 
mode is originally used to enhance the coding efficiency of the intra frame at the 
H.264/AVC encoder, but we adopt it to predict the corrupted MB in the intra 
coded frame at the decoder. Fig. 6 shows the previously decoded pixels and the 
pixels in the corrupted MB. Each pixel of the corrupted MB is predicted from 
the previously decoded samples by using the linear ‘plane functions’ in [9] . 



4 Experimental Results 

The standard video sequences, “Foreman”, “Silent”, “Stefan”, and “Table ten- 
nis” , are used to evaluate the performance of the proposed RMC method. Each 
test sequence of 300 frames with QCIF resolution (176 x 144) is encoded to the 
H.263 bitstreams of 64 Kbps with 7.5 fps. 

Table 2 shows the results of the proposed RMC method that include the 
bitrate overhead caused by adding the RMV, the proportion of the RMV to 
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Fig. 6. Plane mode of infra 16 x 16 prediction 
Table 2. Result of the residual motion coding 



Sequences 


Overhead [bits] 


Proportion [%] 


PSNR variance [dB] 


Foreman 


716 


7.8 


-0.004 


Silent 


481 


5.3 


-bO.005 


Stefan 


714 


7.8 


-0.007 


Table tennis 


599 


6.5 


-bO.OlO 



the bitstream, and the variance of PSNR with the RMV adopted. As shown 
in Table 2, the RMC method causes a small amount of bit overhead since the 
RMV is interleaved into the encoded bitstream. The overhead depends on the 
motion activities of the object in the test sequence. For the “Silent” sequence 
with small motion activity, the overhead is 5.3% of the encode bitstream. On 
the other hand, in the “Foreman” and “Stefan”, both of which have high mo- 
tion activity, the overhead takes up 7.8% of the bitstream. Although inserting 
the RMV into the bitstream causes some overhead of encoding bitrate, the pic- 
ture quality degradation caused by the proposed method is negligible in terms 
of PSNR variance as shown in Table 2. This is so because the proposed R-D 
optimization minimizes the distortion subject to the bitrate constraint. 

The performance of the proposed EC method is compared with that of the 
TCON method that is the EC method of the H.263 test model TMN-10 [10]. 
The corrupted frames are selected by using a two state Markov model with a 
10“^ average packet loss rate. The selected frames are partially damaged with 
the corruption ratio of 50%. Fig. 7 shows the PSNR result of the TCON and 
proposed EC methods. Notice that the proposed method exhibits higher PSNR 
performance than the TCON method for the entire frames. 

5 Conclusions 

In this paper, the RMC method was proposed to support the error resilience 
and concealment of the transcoded bitstream. Since the RMC encodes the RMV 
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with a frame delay, the original MV of the corrupted MB can be reproduced at 
the decoder even though a whole frame is corrupted by the transmission error. 
Moreover, the reproduced original MV remarkably improves the performance of 
the EC at the decoder. Experimental results indicate that the proposed RMC 
method can be effectively adopted for the transcoding system to enhance the 
error robustness of the bitstream. 





(a) 



(b) 





Fig. 7 . Comparison of PSNR corresponding to the test sequence (a) Foreman, (b) 
Silent, (c) Stefan , (d) Table tennis 
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Abstract. Block Motion Estimation is vital to the coding (compression) 
of natural video images, and it is one of the most important components 
of the standards of video compression technology. In order to reduce the 
high computational complexity of Motion Estimation, this paper pro- 
posed a context-adaptive parallelogram search pattern, and developed a 
fast motion-estimation algorithm based on the search pattern. Parallel- 
ogram search pattern contains five search models, and the search model 
may be chosen from a selection of five search models in the process of 
Motion Estimation. The experimental results show that the proposed al- 
gorithm can provide a remarkable computational complexity reduction in 
Motion Estimation(ME), while it maintains high compression efficiency.^ 



1 Introduction 

BMA (Block-Matching ME Algorithm) aims at exploiting the strong temporal 
redundancy information between successive frames, and is vital to video-coding 
standards, such as MPEG-4 [1] and H.264 [2,3]. BMAs attempt to find one 
block from the reference frames (forward or backward) that best matches the 
predefined block in the current frame. The minimizing matching criterion, used 
in most cases, is the mean absolute error between this pair of blocks. The best- 
matched block producing the minimum distortion is searched within the search 
window in the reference frames. The displacements of the current block with 
respect to the best-matched reference block in the x and y directions compose the 
motion vector of this current block. If the full search (FS) is used to evaluate all 
possible candidate blocks in search window, experiments demonstrate that block- 
matching motion estimation consumes up to 80% of the computational power of 
the encoder. Therefore, fast algorithms are highly desired to significantly speed 
up the search process without sacrificing the compression efficiency seriously. 
Besides the three-step search (TSS), new three-step search (NTSS) [4] , four- 
step search (4SS) [5], block-based gradient descent search (BBGDS) [6] and 
diamond search (DS) [7] algorithms, some computationally efficient variants were 
developed, among which are typically HEXBS algorithm [8] and UMHexagonS 
algorithm [9,10]. 

^ Supported by the National Natural Science Foundation of China under Grant No. 

90207019 
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In TSS, NTSS, 4SS, BBGDS and DS algorithms, square-shaped or diamond- 
shaped search patterns with different sizes are employed. These algorithms per- 
formed well in relatively small search range and low-resolution video sequences. 
But in many applications, such as SDTV or HDTV, the search range should 
be large enough for high coding efficiency. HEXBS algorithm adopts a hexagon- 
shaped search pattern, and experiments demonstrate that it has faster processing 
with the similar distortion compared with TSS, NTSS and 4SS. But in some se- 
quences such as Stefan, HEXBS algorithm is likely to drop into a local minimum 
in the early stages of search process, and result in a bad PSNR value. The main 
reason of the disadvantage of HEXBS algorithm is the singleness of its search 
pattern and its search strategy. UMHexagonS algorithm, considering of multiple 
prediction modes, multiple reference frames of H.264, is developed as the inte- 
ger pel motion estimation algorithm for H.264. Studies show that UMHexagonS 
algorithm can achieve further improvement in motion accuracy than HEXBS 
algorithm; but its computational complexity is larger than HEXBS algorithm, 
the reason for which will be specified in Section 2. 

In this paper, we provided a new fast motion estimation algorithm based on 
context-adaptive parallelogram search pattern (CAPS), The CAPS algorithm 
resolves the aforementioned contradiction by using context-adaptive parallelo- 
gram search strategy. And it is used to be compatible with the multiple prediction 
modes and multiple reference frames characteristics of H.264. 

The remainder of the paper is organized as follows. In Section 2, we briefly 
analyze the UMHexagonS algorithm. The proposed search pattern and the devel- 
oped ME algorithm are described in Section 3. Experiment results are presented 
in Section 4. Section 5 is conclusion of this paper. 



2 Analysis of UMHexagonS Algorithm 

UMHexagonS algorithm is a hybrid Unsymmetrical-cross Multi-Hexagon-grid 
Search algorithm for integer pel motion estimation. And UMHexagonS algorithm 
adopts a kind of hierarchical motion search strategy. UMHexagonS algorithm 
uses three kinds of search patterns: Unsymmetrical-cross search pattern. Uneven 
Hexagon-grid search pattern and Extended Hexagon-based Search pattern. In 
Fig.l, we use step 2 to indicate an unsymmetrical-cross search pattern, where 
horizontal search range equals W and vertical search range equals W/2 (W 
equals to 16), step 3-2 shows an uneven Multi-Hexagon-grid search pattern, 
which is constructed by extend 16-HP (Sixteen Points Hexagon Pattern), the 
search process in step 3-2 starts from the inner hexagon to the outer hexagon. 
Extended Hexagon-based Search pattern visualizes in Step 4 in Fig.l. 

UMHexagonS algorithm includes three steps with different kinds of search 
patterns: 1) Unsymmetrical-cross search; 2) Uneven Multi-Hexagon-grid search; 
3) Extend hexagon-based search. Fig.l shows a typical search procedure of mo- 
tion vector (4, 10) in a search window, whose search range is 32 x 32, and (0, 0) 
vector is assumed the initial search point. From Fig.l, we can derive the total 
number of search points per block can be expressed by formula (1): 

NuM Hexagons {iTT-x, Hly) = Ni + N2 + 



( 1 ) 
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i step2 • step3-1 □step3-2 • step4-1 ■ step4-2 



Fig. 1. Search process for the motion vector (4, 10) by UMHexagonS algorithm, search 
radius equals 16 



Where {rux, rny) is the final motion vector of the predefined block in the current 
frame, N\ is the execution times of the Unsymmetrical-cross search pattern used 
in the search process, N 2 is the execution times of the Uneven Multi-Hexagon- 
grid search pattern used in the search process, and is the execution times of 
the Extend hexagon-based search pattern used in the search process. 

In order to prevent the search points from getting into a local minimum, in 
the earlier stages of UMHexagonS algorithm, global search is performed with 
many search points that can cover the overall search area, such as step 2 and 
step 3. Compared with HEXES algorithm, UMHexagonS algorithm can reduce 
its susceptibility to get stuck in local optima. But this maybe is a shortcoming of 
UMHexagonS algorithm that motion searching is not flexible to the scenes with 
different motion degrees, especially in the beginning of lower resolution search. 
Experiments show that there is little difference between the number of search 
points of the smaller motion vector (2,3) and that of the larger motion vector 

(4,10). 

Here, we assume reasonably that the global minimum has a monotonic dis- 
tortion, that is, the nearer to the global minimum, the smaller the distortion in 
all directions within a small neighborhood around the global minimum. Based 
on this theory, we can see that many candidate points in Fig.l are not in- 
dispensable to the searching of the motion vector (4,10). So, there is usually 
point-redundancy among the search points in search process, especially in the 
beginning of lower resolution search. Point-redundancy is the main reason for 
high computational complexity of motion estimation. 

In our view, the rootstock of the aforementioned disadvantages in 
UMHexagonS algorithm is that the candidate points in search patterns are 
distributed irrationally, and the motion tendency, obtained in former phase of 
search process, is unexploited in the searching process of motion vectors. In 
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Fig. 2. CAPS Pattern (a)(b)(c) CAPS models (d)(e)EPS models 



short, UMHexagonS algorithm is inefficient in terms of the speedup of motion 
estimation. Thus, we develop a new fast motion estimation algorithm, which is 
based on a novel search pattern called Context- Adaptive Parallelogram Search 
Pattern (CAPS). 

3 Context- Adaptive Parallelogram Search Algorithm 

3.1 CAPS Pattern 

The CAPS pattern of our proposed algorithm has five kinds of parallelogram 
search models. Because the search model is chosen from a selection of the five 
search models depending on the recentaly-obtained motion vector in the process 
of Motion Estimation, we call the parallelogram search pattern CAPS (Context- 
Adaptive Parallelogram Search) pattern. 

We divide the five search models into two groups: one is called CAPS model 
group, the other is called EPS (extended parallelogram search) model group. The 
CAPS model group contains three search models, which are shown by (a), (b) and 
(c) in Fig. 2 A CAPS model includes four candidate points, and two neighboring 
points have a distance of 1 or 2 in horizontal direction and a distance of 2 or 0 in 
vertical direction. The EPS model group contains two extended parallelogram 
search models. Fig.2 (d) and (e) depict the two extended parallelogram search 
models. The EPS model indicated by Fig.2 (d) covers five candidate points (left, 
right, up, and down dots around the center with distance 1) in the motion field, 
and two points in five search points are the Minimum Block Distortion (MBD) 
point and the Secondary Minimum Distortion (SMBD) point of the latest search 
step. The EPS model illustrated in Fig.2 (e) covers four search points, and one 
point among them is the MBD point of the latest search step; the two neighboring 
points have a distance of 1. The EPS models are finally used in the process of 
motion estimation. Note that the EPS model shown by (d) in Fig.2 includes the 
same checking points as the end-diamond pattern. 

3.2 Algorithm Development 

With the designed CAPS pattern, we develop the search procedure of CAPS 
algorithm by four search stages described as follows . In the first stage, median 
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Fig. 3. Reference block location for prediction of motion vectors 



prediction of the motion vector is done for the predefined block. The median 
value, among the motion vectors of the blocks on the left, top, and top-right (or 
top-left) of the predefined block, is calculated to predict the motion vector of the 
predefined block (as Fig. 3 shows). Corresponding to the median value, the initial 
search point of the predefined block can be achieved. So, median prediction is also 
called as an initial search point prediction. The median prediction is expressed 
as following formula: 

predjmv = median{Mv-A^ Mv-B, MvJJ) (2) 

In the second stage, depending on the direction of predjmv, the search model 
may be chosen from a selection of search models, and is used for searching the 
motion vector of the predefined block. The optimum search point of this search 
step can be obtained. If the optimum search point of this search step is as same as 
the optimum search point of the latest search step, block-matching search turns 
to execute the fourth stage; otherwise, it goes to execute the third stage. In the 
third stage, based on the relative location between the optimum search point 
and the secondary optimum point, one of CAPS models is selected adaptively to 
search fine motion vector. If the optimum search point, obtained in this search 
step, is as same as the latest optimum search point, block-matching search goes 
into the fourth stage; otherwise, it keeps on searching in the third stage. In 
the fourth stage, based on the relative location between the optimum search 
point and the secondary optimum search point, one of EPS models is selected 
adaptively to search more fine motion vector. With the optimum search point 
obtained in the fourth stage, we can obtain the final motion vector of predefined 
block. Note that only three or two new candidate points will be evaluated in each 
searching step. Fig. 4 shows an example of the searching process of the motion 
vector (4, 10). There are 21(=4-|-3-|-2-|-3-|-2-|-2-|-2-|-3) search points evaluated in 
the searching process of motion vector (4, 10). 

The proposed CAPS algorithm can be described by the following steps in 
detail. 

1. Using formula (2) to predict the initial motion vector of the current block 
(namely the predefined block), the predicted motion vector is predjmv. We 
use the value as the initial motion vector of the current block. 
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2. The initial motion vector make an angle with horizontal direction. The angle 
(a) can be worked out. 

if {{a >= 0)i9i9(a < 30)) 

{ 

The CAPS model shown in Fig. 2 (c) is chosen and used for searching along 
the negative direction and the positive direction of the initial motion vector 
respectively. 

} 

if {{a >= 30)d'd{a < 90)) 

{ 

The CAPS model shown in Fig. 2 (b) is chosen and used for searching along 
the negative direction and the positive direction of the initial motion vector 
respectively. 

} 

if {{a >= 90)t?r?(a < 150)) 

{ 

The CAPS model shown in Fig. 2 (c) is chosen and used for searching along 
the negative direction and the positive direction of the initial motion vector 
respectively. 

} 

Seven new candidate points are checked, then the MBD point and the SMBD 
point are obtained. If the MBD point is as same as the initial search point, 
the searching goes to Step 4; otherwise, it goes to Step 3. 

3. Suppose there have finished n searching steps. An x-, y- pair specifies hori- 
zontal and vertical direction, search-range denotes search radius, Pi{xi,yi) 
and P 2 {x 2 , j/ 2 ) are the MBD point and the SMBD point of the n-1 searching 
step. Po{xo, yo) is the MBD point of the n-2 searching step. The vector from 
Pq to Pi can be expressed by formula (3), and the vector from P 2 to Pi can 
be expressed by formula (4). 

PqPi = {Axo, Ayo) = {xi - xo, yi - yo) (3) 

P2P1 = (Axi,Ayi) = (xi - X 2 ,yi - V 2 ) (4) 

for{i = 0;i < search-range; i -I- -k) 

{ 

*/((^2/o = 0)-dz9(Z\?/i = 0)) 

{ 

the CAPS model shown in Fig. 2 (c) is chosen, and the searching direction 
can he expressed as following: 
if{Axo < 0) 

searching direction is the positive x- direction; 
if{Axo > 0) 

searching direction is the negative x- direction; 

} 

if{{{Ayi = 0)d'd{Ayo x Axq < 0))||((Z\yo = 0)'d'd{Ayi x Axi < 0))) 

{ 

the CAPS model shown in Fig. 2 (a) is chosen, and the searching direction 
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can he expressed as following: 
if{Axi > 0) 

searching direction is the negative y- direction; 
if{Axi < 0) 

searching direction is the positive x- direction; 
if{Axo > 0) 

searching direction is the positive y- direction; 

if{Axo < 0) 

searching direction is the negative x- direction; 

} 

*/(((^2/i = Q)^'&{Ayo X Axo > 0))||((Z\7/o = 0)'d'd{Ayi x Axi > 0))) 

{ 

the CAPS model shown in Fig. 2 (b) is chosen, and the searching direction 
can he expressed as following: 
if{Axi < 0) 

searching direction is the negative y- direction; 
if{Axi > 0) 

searching direction is the positive y- direction; 

if{Axo < 0) 

searching direction is the negative x- direction; 
if{Axo > 0) 

searching direction is the positive x- direction; 

} 

if{{Ayil = 0)z?r9(Z\yo! = 0)r9t?(Z\a;i! = 0)r9t?(Z\a:o! = 0)) 

{ 

the CAPS model shown in Fig. 2 (c) is chosen, and the searching direction 

can he expressed as following: 

if{{Ayi < 0)r9z9(Z\xo < 0)) 

searching direction is left-up direction of P\; 

> 0)r9z9(Z\xo < 0)) 

searching direction is left-down direction of P\; 
if{{Ayi > 0)r9z?(Z\a:o > 0)) 

searching direction is right-down direction of P\; 

if{{Ayi < 0)-!9z?(Z\a:o > 0)) 

searching direction is right-up direction of Pi; 

} 

} 

Three or two search points are checked, and the MBD point and the SMBD 
point are refreshed. If the MBD point is still the MBD point of the former 
searching step, the searching is switched to Step 4; otherwise, it executes 
Step 3 repeatedly. 

4. Assume that Pi{xi,yi) and P 2 {x 2 ,y 2 ) are the MBD point and the SMBD 
point of the latest search step respectively. The vector from P 2 and Pi is 
expressed as formula (4). 
if{Ayi = 0) 

the EPS model shown in Fig. 2 (d) is chosen; 
else 
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Fig. 4. Search process for the motion vector(4, 10) by CAPS algorithm, search radius 
equals 16 



the EPS model shown in Fig. 2 (e) is chosen; 

Three new search points are checked. The new MBD point is obtained by 
comparing the latest MBD point with the three new candidate points. The 
new MBD point is the final MBD point of the predefined block. From the 
final MBD point, the final motion vector of predefined block is obtained. 

The search process of the proposed CAPS algorithm can be applied to each 
block of video frames, and we can call it as ME progress. From the ME process, 
the total number of search points required for per block is expressed as following 
formula: 

NcAPsirUa:, niy) = 7 + 2m + 3n2 (5) 

where, {m,x,Tny) is the final motion vector of the current block, ni is the execu- 
tion times of the search models shown by Fig. 2 (a) and Fig. 2 (b), and U 2 is the 
execution times of the search models shown by Fig. 2 (c), Fig. 2 (d) and Fig. 2 (e). 



3.3 Analysis of the Proposed CAPS Algorithm 

Compared with the UMHexagonS algorithm and other algorithms, we will ex- 
amine the proposed CAPS algorithm in terms of the number of search points 
required in the ME process. To the motion estimation in video-coding, computa- 
tional complexity can be measured by the number of search points required for 
the motion estimation. Fig.l and Fig.4 are the search process charts of the motion 
vector (4, 10) for UMHexagonS algorithm and CAPS algorithm respectively. See- 
ing from Fig.4 and Fig.l, we can draw that the proposed CAPS algorithm eval- 
uates 21 (=44-3-1-2-1-3-1-2-1-2-1-2-1-3) candidate points; whereas the UMHexagonS 
algorithm checks beyond one hundred candidate points. 
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Under locating the same motion vector {mx,my) , formula (5) and formula 
(1) express the possible minimum number of search points NcAPs{‘>nx,Tny) re- 
quired by the proposed CAPS algorithm and NuMHexagonsinT-xjmy) required 
by UMHexagonS algorithm respectively. Subtracting the corresponding number 
of search points required in CAPS algorithm from that in UMHexagonS algo- 
rithm, we can obtain the number of search points saved by the proposed CAPS 
algorithm as following formula: 



AN = NjjMHexagonS ~ ^CAPS (6) 

While locating the same motion vector, the speed improvement ratio (SIR) of 
CAPS algorithm over UMHexagonS algorithm is defined as follows: 



SIR = 



^UMHexagonS ~ NqAPS 
^ UMHexagonS 



(7) 



Formula (5) shows that: the larger and faster motions are, the more search points 
the proposed CAPS algorithm can save. 



4 Experimental Results 

For comparing the objective performance of the proposed algorithm with FS, 
HEXES and UMHexagonS algorithms, many experiments were carried out. All 
the concerning block matching algorithms were integrated within version 7.6 of 
the JVT software [11], and were executed on Pentium 3 with IG(Hz) CPU and 
256M RAM. 

Even though we have examined several different resolution sequences, we have 
selected only four sequences in this paper, and emphasized on the performance of 
the proposed CAPS algorithm. These are GIF sequences Foreman, Coast-guard, 
Mobile and SIF sequence Stefan. Main parameters, used in our experiments, are 
shown in Tablet. 



Table 1. Main parameters in experiment 



video sequence (format, fps, 
fn) 


Foreman(30, 300), Coast_guard(30, 300), 
Mobile(30, 300), Stefan(30, 300) 


video format 


GIF, SIF 


video sequence style 


IPBPBP- ■ ■ 


QP 


28, 32, 36, 40 


search range 


32 X 32 


reference frames 


5 


block size 


16 X 16, 8x8, 4x4 


others 


RDO method, Hadamard transform, CABAC entropy coder 



To simplify our comparison, we have obtained some important performance 
parameters such as PSNR (Peak Signal-to-Noise Ratio), the ME time and the 
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Table 2. SIR values in the ratio of our CAPS algorithm’speed to FS, UMHexagonS 
and HEXES algorithms’speeds (Search Range: 32 x 32) 



SIR (%) 


CAPS/FS 


CAPS/UMHexagonS 


QP=28 


QP=32 


QP=36 


QP=40 


QP=28 


QP=32 


QP=36 


QP=40 


Foreman (cif) 


92.14 


91.25 


89.85 


88.19 


41.35 


37.85 


30.12 


11.32 


Stefan(sif) 


92.88 


92.83 


92.09 


90.98 


45.64 


48.75 


46.17 


39.31 


Coast .guard (cif ) 


93.52 


92.24 


91.66 


90.77 


59.66 


42.19 


41.46 


25.34 


Mobile(cif) 


93.39 


91.99 


91.72 


91.80 


75.43 


50.34 


51.31 


56.59 



speedup results (SIR). These results can be seen from Table2 and Fig. 5 respec- 
tively. 

Table 2 shows the average SIR improvement in percentage of CAPS algorithm 
over FS, and UMHexagonS algorithms. In Table 2, ’’CAPS/FS” indicates the 
value in the ratio of CAPS algorithm’s ME proceeding speed to FS algorithm’s, 
”CAPS/UMHexagonS” indicates the value in the ratio of CAPS algorithm’s ME 
proceeding speed to UMHexagonS algorithm’s. ’’SIR (%)” represents speed im- 
provement ratio. When the quantizer value equals 28: For the Foreman sequence, 
CAPS algorithm achieves 92.14 percent in SIR to FS algorithm, achieves 41.35 
percent in SIR to UMHexagonS algorithm; For the Mobile sequence, CAPS al- 
gorithm achieves 93.39 percent in SIR to FS algorithm, achieves 75.43 percent 
in SIR to UMHexagonS algorithm; For the Stefan sequence, CAPS algorithm 
achieves 92.88 percent in SIR to FS algorithm, achieves 45.64 percent in SIR to 
UMHexagonS algorithm. When quantizer value equals 32: For the Foreman se- 
quence, CAPS algorithm achieves 91.25 percent in SIR to FS algorithm, achieves 
37.85 percent in SIR to UMHexagonS algorithm; For the Mobile sequence, CAPS 
algorithm achieves 91.99 percent in SIR to FS algorithm, achieves 50.34 percent 
in SIR to UMHexagonS algorithm. Apparently, the experimental results sub- 
stantially justify that the proposed algorithm has effectively reduced the com- 
putational complexity of the ME component in the encoder. 

We all know that high value of PSNR represents good quality of the en- 
coded bitstream, and the quality of the encoded bitstream is directly affected 
by the precision of the ME algorithm used. So, the PSNR is a guideline for the 
estimation accuracy. From the RD-plot described in Fig. 5 (a) and Fig. 5 (b), 
we observe that the RD-plot of UMHexagonS algorithm nears the RD-plot of 
FS algorithm, which just verifies our analisis in Section 2. We also see that the 
RD-plot of CAPS algorithm is very close to the RD-plot of FS algorithm, which 
indicates that CAPS algorithm has a relatively small reduction in PSNR (Peak 
Signal-to-Noise Ratio). 

The above-mentioned experimental results indicate that CAPS algorithm has 
considerably reduced the computational complexity of ME comp in video-coding 
while keeping similar video quality as compared to FS algorithm. 
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Fig. 5. RD performance plot (a) sequence Coast_guard. (b) sequence Mobile. 



5 Conclusions 

In this paper, we present a fast ME algorithm based on CAPS patterns. The 
proposed CAPS algorithm is compatible to variable block sizes and multiple 
reference frames of H.264. Experiments demonstrate that it can further reduce 
the computational complexity than other algorithms, such as UMHexagonS al- 
gorithm. Especially, the larger and faster the motion is, the more significant the 
speedup gained by the CAPS algorithm is. 
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Abstract. This paper presents a fast full search algorithm for motion 
estimation. The proposed method is a successive elimination algorithm 
(SEA) for multiple reference frame applications. We will show that mo- 
tion estimation for the reference images temporally preceding the first 
reference image is less intensive in computation compared with that for 
the first reference image. Simulation results explain that our method re- 
duces computation complexity although it has the same quality as the 
full search algorithm (FSA). 



1 Introduction 

Motion estimation (ME) have been widely adopted in video systems, since ME 
is very effective to exploit temporal redundancy of video signals. There is still 
a lot of need for the methods that can find out motion vectors more accurately 
and faster. Of ME algorithms, full search algorithm (FSA) yields the optimal 
motion vectors but requires much computation. To relieve the computational 
problem, there have been many algorithms such as 2-D logarithmic search al- 
gorithm, three step search algorithm, conjugate direct search algorithm, cross 
search algorithm, four step search algorithm, and diamond search algorithm 
[1] [2] [3] [4]. Recently, there have been some input documents for motion estima- 
tion for H.264. In [5], adaptive hexagon-based search (AHBS) was introduced 
which considers the blocks size and block shape of each mode of a macroblock 
and can achieve least search points with a little degradation. In [6], initial search 
point prediction and early termination for fast motion estimation was suggested 
which can be cooperated with AHBS. 

Meanwhile, there have been some works to speed up FSA itself without 
deterioration of the motion estimation error of FSA. The representative works 
were PDE (partial difference elimination algorithm), SEA (successive elimination 
algorithm), MSEA (multi-level SEA) and so on. Among them, we would like to 
pay attention to SEA where a test is performed for whether a search point can 
be or not a candidate of the optimal vector and thereafter the search points that 
fail in the test are excluded from the set of candidates for the optimal vector 
and they are not proceeded further [7]. MSEA can be considered as a generalized 
version of SEA [8] [9] . It hierarchically applies the test done in SEA, varying the 
resolution of blocks from low resolution to high resolution. 
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In this paper, we introduce a new method of SEA effectively applicable to 
multi-reference frame applications such as H.264 [10]. Our method is not for the 
immediately previous image of a current image, namely the first reference image, 
but for the other reference images, namely second reference image, third one, and 
so on. We show that the computation complexity for motion estimation process 
for the reference images following the first reference image can be reduced using 
the relation between the first reference image and the other reference images. 

2 Background 

Prior to explaining our method, we need to introduce a conventional fast al- 
gorithm, SEA, for motion estimation. We consider that the size of a block is 
N X N, the size of the search window is (2M -|- 1) x {2M + 1), and f{p,q,t) 
represents the pixel value at position (p, q) in frame t. Then a block is expressed 
by As described in [7], the constraint in SEA for relieving the search process is 
as follows: 

||M| - |R|| < S'AD(m,n), (1) 

where R and M denote the N'^ dimensional column vectors corresponding to a 
current block and a reference block, whose elements are ViN+j = /{p + i, q + j, t) 
for 0 < i,j < N and with element niiM+j = f{p + i — x,q + j — y,t — 1) for 
0 < < N and —M < x,y < M, respectively, and | • | is the sum norm of a 

vector, for instance. 



N-l N-1 

|R-I = + + (2) 

j—0 

and 

S'AD(to, n) = |R — 0(_i|, (3) 

where Oj_i is the N'^ dimensional column vector with element OiN+j = /(p+*~ 
m, q+j — n, t — 1). Assuming we have obtained SAD(m, n) for an initial matching 
candidate block with the motion vector (m, n), Eq.(l) must be satisfied in order 
that (x, y) is a better matching candidate. Here is the idea of SEA, which is to 
perform the search process only on those blocks whose sum norms satisfy Eq. 

(I). 

3 Proposed Method 

In this section, as in SEA [7], we will drive an additional inequality to constrain 
the search process while preserving the optimal motion vector and then describe 
our algorithm. Since the multiple reference frame approach has been employed 
by video systems such as H.264 [10], motion estimation methods need to be 
efficiently extended instead of a straightforward extension. Thus, we introduce a 
computationally efficient extension of SEA for two or more reference frames. For 
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simplicity, only two reference frames will be considered. Employing the notation 
in the previous section, we define a block located at {x,y) in frame t — 2 as a 
column vector P with element PiN+j = f{p+i~x, q+j — y, t—2) for 0 < i,j < N. 
Then the constraint on the search process for frame t — 2 will be derived, while 
the constraint on frame t — 1 will follow the conventional SEA. 

Prior to explaining the proposed method, we consider the following straight- 
forward implementation of motion estimation for two reference frame: (1) apply 
SEA to frame t—1, and obtain the optimal motion vector (m*, n*) for the frame, 
and (2) in the same manner, apply SEA to frame t—2, using SAD{m*,n*) as 
an initial minimum SAD of the search process for the frame t — 2. This approach 
will be called SEA2 for use in the next section. 

From Minkowski’s inequality, ||A| — |B|| < |A — B|, we have 

||P-M| - |M-R|| < |P-R|, (4) 

where |P — R| corresponds to the SAD between a current block in frame t and 
a reference block with displacement of (x,y) in frame t — 2. Like the derivation 
in SEA, let’s assume we have obtained SAD 2 {m,n) for an initial matching can- 
didate block with the motion vector (m, n) which is newly defined considering 
both of reference frames, i.e., 

SAD 2 {m,n) = mm{|R— Ot- 2 \, SAD{m* ,n*)}. (5) 

For a current position (x, y) to be better matching candidate, the following 
has to be satisfied, 

\P-R.\<SAD 2 {m,n). (6) 

Then, 

||P-M|-|M-R||<S'AD 2 (m,n). (7) 

This is the main result proposed in this paper. |M — R| corresponds to the 
SAD between the current block, R, and the reference block, M, indicated by 
the motion vector (x,y). And |P — M| is the SAD between the blocks, P and 
M, located at the same position {p + i — x,q + j — y) in two reference frames at 
t—1 and t — 2. 

Reminding of the procedure of SEA2, in step (1), if the inequality in Eq. 
(1) is satisfied, |M — R| is computed because the vector is a candidate of the 
optimal vector. In this case, if |P — M| is available by some means, the details 
of which will be given later, the inequality in Eq. (1) for frame t-2 as well as the 
inequality in Eq. (7) can be used to constrain the search process for P. This is 
our key idea where the SAD between the blocks in frame t and frame t — 1 is 
used to eliminate the search process for the next previous frame t — 2, providing 
step (2) with another additional inequality, Eq. (7). On the other hand, if the 
inequality in Eq. (1) is not satisfied in step (1), our method will be not applied 
because |M-R| should be additionally calculated which is not on the ordinary 
process of SEA. 

Finally, Fig. 1 shows the pseudo-code of our method. It should be noted 
that our method has computational gain as much as the condition at line 13 
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is satisfied. That is, the search process for frame t — l(line 2 to line 10) is the 
same as the conventional SEA, but the one for frame t — 2(line 11 to line 20) is 
different. Thus, we have gain in the search process for frame t — 2. For instance, 
assume that the condition at line 2 is not satisfied with about 70 percent of 
blocks and the condition at line 13 is satisfied with half of those blocks. Then, 
we can save the computation of about 35 percent, 0.7 x 0.5 = 0.35, in frame 
t — 2. Conclusively, we have gain in the search process for frame t — 2 depending 
on the conditions in Eq. (1) and Eq. (7). 

Fast computation of |P — M|: P and M are associated to blocks located 
at the same position but in different frames t—1 and t — 2. Thus, |P — M| is the 
SAD between those blocks. To develop its fast computation, suppose that the 
size of an image is WxH and the representation of the column vectors, P and M, 
is generalized to Pp^q and Mp_g, where Pij = {f{p + i,q + j,t — 2),0 < i,j < N} 
and = {/(p + z, g + j, t - 1), 0 < i,j < N}. Then the computation takes 
two following steps. 

(1) For the whole frames, obtain the absolute difference frame, d{p,q) = 
\f{p,q,t — 1) — f{p,q,t — 2)\. This requires WxH sum operations and 
WxH absolute operations, or iV^ sum and absolute operations for each 
block. 

(2) In this step, we assume to adopt the unrestricted motion estimation scheme, 
which removes the need of extraordinary treatment for the blocks near pic- 
ture boundaries. Then, compute |Pp+i^q — Mp+i^g|, using |Pp,g — Mp^gl that 
have been calculated for the immediately previous search point. |Pp+i^q — 
Mp+i_q| requires only 2N sum operations for 2N pixels newly come in Pp+i^g 
and Mp+i q, and 2N subtraction operations for 2N pixels gone out from Pp ^ 
and Mp^g. 

Assuming absolute operation being equivalent to sum operation, on average, 
the computation overhead for each block OH is 

OH = 2N^ + 4N, (8) 

where 2N'^ and 4A^ are from step (1) and (2), respectively. Considering block 
matching at each search point that takes N'^ operations, the computation over- 
head corresponds to only about two search operations for a large value of N. 



4 Experimental Results 

Our algorithm is compared with SEA2 which is a straightforward extension 
of SEA for multiple reference applications. In the experiments, we used seven 
image sequences with GIF at 30Hz, each of which consists of 100 frames. The 
block size and the search range are 16 x 16 and ±15, respectively. The number 
of the reference frames is selected as 2. The results of the proposed method 
and SEA2 are shown in Table 1, where ANSPt-i and ANSPt -2 stand for the 
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1 M_R_available = 0; // flag for check if |M — R| is available 

2 if(||M| — |R|| > SAD 2 {m,n)) continue; 

3 else{ 

4 SADt-i = \M-K\; 

5 M_R_available = 1; 

6 ii{SADt-i < SAD 2 {m,n)){ 

7 SAD2{m,n) = SADt-i; 

8 (m, n) = (x,y); j j update the candidate vector 

9 Ref-index = 0; // update the reference frame index 

10 }} 

11 if(||P| — |R|| > SAD 2 {m,n)) continue; 

12 else{ 

13 if(M_R_available &&||P — R| — |M — R|| > SAD 2 {m, nj) continue; 

14 else{ 

15 S'AHt-2 = |P-R|; 

16 ii{SADt -2 < SAD 2 {m,n)){ 

17 SAD 2 {m,n) = SADt- 2 ; 

18 {m,n) = [x,y); 

19 Ref-index = 1; 

20 }}} 



Fig. 1. Pseudo-code of the proposed method 



average number of search positions per block in the reference frame t — 1 and 
t — 2, respectively, and ’Mot & Dan’ in the column of ’Image’ means mother and 
daughter image sequence. Since two methods have the same complexity of motion 
estimation for frame t—1, we should focus on the complexity for frame t — 2. For 
comparison, therefore, the column of ANSPt -2 has two entries of the proposed 
method and SEA2. In ANSPt- 2 , our method saves the computation of 39% to 
86% compared with SEA2. It is interesting that our method is most effective for 
Container and Mobile sequences which have quite different characteristics. The 
ANSP for our method should include the block overhead computation. However, 
since the overhead amounts to just about 2 search points, it can be ignored in 
consideration of the quantities shown in Table 1. The details of ANSPt -2 for 
each frame of Foreman sequence are shown in Fig. 2. 



5 Conclusion 

We proposed a computationally effective extension of SEA for multi-reference 
frames. It saves a considerable amount of computations in motion estimation 
for the reference frame temporally preceding the first reference frame, while it 
preserves the same estimation accuracy as FSA. It was realized by adding a new 
inequality to the inequality of SEA. Though we dealt with the case of considering 
two reference frames, it can be easily generalized to the case of more than two 
reference frames. 
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Table 1. Performance of the proposed method and SEA2 



Image 


ANSP 
of FSA 


ANSPt-i 


ANSPt-2 


PSNR 


SEA2 


Proposed 


Coastguard 


961 


429.6 


423.0 


122.7 


30.41 


Container 


961 


223.1 


221.3 


31.4 


38.35 


Foreman 


961 


188.8 


179.0 


98.3 


33.95 


Mobile 


961 


335.1 


334.0 


46.6 


25.95 


Mot & Dau 


961 


231.6 


229.0 


141.4 


40.50 


Stefan 


961 


322.9 


311.5 


174.6 


26.73 


Table tennis 


961 


469.9 


458.5 


280.3 


30.66 




Fig. 2. ANSPt -2 for each frame of Foreman sequence 
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Abstract. Dynamic replication policies assign non-disjoint subsets of 
multimedia presentations to nodes in a server cluster, replicating se- 
lected presentations to achieve load-balancing, while avoiding complete 
replication of the multimedia archive on every node. This paper presents 
a development of our existing Dynamic RePacking policy, which creates 
a configurable minimum number of replicas of selected presentations, in- 
creasing their availability. These additional replicas are assigned to nodes 
in a manner that allows load-balancing to be maintained when nodes fail. 
By separating replication to achieve load-balancing from replication to 
increase the availability of individual presentations, the trade-off between 
availability and storage cost can be controlled. This is illustrated by per- 
formance results from a prototype multimedia server cluster, which uses 
a group-communication service to implement inter-node communication. 



1 Introduction 

Commodity software solutions for providing on-demand multimedia streaming 
services, such as RealNetworks’ Helix Universal Server or Microsoft’s Windows 
Media Services, are easily deployed using stand-alone PCs. When the demand for 
an on-demand service exceeds the capacity of a single computer, the resources 
of multiple PCs can be aggregated in a server cluster. 

The distribution of multimedia content among the nodes in a server cluster 
is of critical importance. One approach that may be adopted is to clone the 
multimedia server and all available content on each node. Client requests can 
be redirected to the least-loaded node in the cluster, maximizing the number of 
streams that can be supplied. Cloning large multimedia archives - which may 
be many terabytes in size - on large numbers of nodes becomes prohibitively 
expensive as the size of the archive or the number of nodes increases. While the 
cost-per-gigabyte of disk storage equipment is decreasing, the cost of managing 
such large archives, replicated many times, is an important consideration [7], as 
are environmental issues such as cooling and power consumption [2]. The time 
required to replicate large archives when adding new nodes or replacing failed 
ones must also be considered, since an increase in the mean-time-to-repair of a 
node will significantly reduce service availability. 



V. Roca and F. Rousseau (Eds.): MIPS 2004, LNCS 3311, pp. 194—205, 2004. 
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Server striping [9] has been proposed in the past as a method of increasing 
the service capacity of a multimedia server cluster, while only storing a single 
copy of each presentation. This approach, however, has disadvantages relating to 
scalability, availability and the reconstruction of streams for playback by clients, 
and these disadvantages have been extensively discussed in the past, for example, 
by Lie et al [10]. 

Given the current trend towards the use of content distribution networks, 
in which clients receive content from nearby edge servers, we believe there is 
a need for low-cost cluster-based multimedia servers that are self-managing, 
cost effective to deploy and maintain, scale incrementally and degrade gracefully 
as nodes fail. The HammerHead architecture discussed in this paper has been 
designed with these requirements in mind. 

HammerHead is based on the use of dynamic replication of content in a 
loosely-coupled cluster, since we believe this approach offers the best compro- 
mise between scalability, availability, performance and cost. Unlike the cloned 
server cluster model described above, a non-disjoint subset of the presentations 
in a multimedia archive is assigned to each cluster node, avoiding complete 
replication of the archive on every node. Client demand for each presentation is 
periodically evaluated and used to determine an assignment of presentations to 
nodes that will allow load-balancing to be achieved, based on expected demand. 
Some files may be replicated to facilitate load-balancing, increase performance 
(by increasing the potential to perform load-balancing) or to increase the avail- 
ability of selected presentations. 

The Dynamic RePacking content replication policy, developed for our proto- 
type HammerHead cluster, is described in our previous work [6]. This paper de- 
scribes a significant development to the basic Dynamic RePacking policy, which 
allows a configurable minimum number of replicas to be created for individual 
presentations, according to application requirements. In addition, replicas are as- 
signed to nodes in a manner that allows load-balancing to be maintained when 
nodes fail. We argue that by separating replication to achieve load-balancing 
from replication to increase the availability of individual presentations, the trade- 
off between increased service availability and increased storage cost can be con- 
trolled. Unlike the policies that have been proposed in the past, which were 
evaluated using simulation studies, we present results obtained from a proto- 
type HammerHead server cluster to illustrate this trade-off. 

In the next section, we describe how the basic Dynamic RePacking policy has 
been enhanced to allow the availability requirements of individual presentations 
to be satisfied. In section 3, we briefly describe the HammerHead architecture. 
Detailed experimental results are presented in section 4. Finally, we discuss re- 
lated work in section 5 and summarize our work in section 6. 



2 Dynamic RePacking 

The basic Dynamic RePacking algorithm is a significant development of the ex- 
isting MMPacking algorithm proposed by Serpanos et al. [13]. Each node has 
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an associated target cumulative demand, representing the proportion of a clus- 
ter’s aggregate bandwidth contributed by that node. Similarly, each presentation 
has an associated demand, representing the proportion of the aggregate cluster 
bandwidth required to supply the average number of concurrent streams of that 
presentation. Dynamic RePacking assigns a non-disjoint subset of the K pre- 
sentations in a multimedia archive to the N nodes in a cluster such that the 
cumulative demand for the presentations assigned to a node is equal to the 
node’s target cumulative demand. 

Dynamic RePacking creates a near-minimal number of replicas to achieve 
load-balancing, with all but the most demanding presentations assigned to just 
a single node. Using this basic policy, the loss of any single node will result in 
the unavailability of a significant proportion of the presentations. In practice, it 
may be desirable to create additional replicas of some or all of the presentations, 
reducing the number of presentations lost when nodes fail and thus reducing the 
impact that node failures have on achieved service load. We now describe how 
the basic Dynamic RePacking algorithm is applied iteratively to combinations 
of nodes, creating additional replicas of selected presentations in a manner that 
allows load-balancing to be maintained when nodes fail. 

Each presentation is assigned a minimum replica count (MRC) according to 
application requirements. For example, an application might require that streams 
of each of the most demanding 50% of the presentations can be supplied in the 
presence of a single node failure, thus requiring that each of these presentations 
is stored on at least two nodes, corresponding to a MRC of two. After assigning a 
MRC to each presentation, presentations are assigned to nodes in phases. After 
phase 0, which is equivalent to the basic Dynamic RePacking algorithm, each 
presentation is assigned to at least one node, with a near-minimal number of 
replicas created to achieve load-balancing. After phase 1, those presentations 
whose MRC is two or more will be assigned to at least two nodes, such that 
load-balancing can be maintained after a single node failure. After phase 2, 
those presentations whose MRC is three or more will be assigned to at least 
three nodes, such that load-balancing can be maintained after any two nodes 
fail, and so on, until the MRC of each presentation has been satisfied. 



Node 



Presentations 



Phase 0 

(0 excluded nodes) 



Phase 1 

(3 iterations with 1 excluded node) 



Final 

Result 



123 X^3 "'X^ ■'^X 123 

1000 
00 
0 

0 

Pack A, B, Pack A, B Pack A, B Pack A, B, 

C and D and C and D C and D 



00 




000 
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0 


+ 
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0 




0 




0 




0 



Fig. 1. Illustration of Dynamic RePacking over two phases with a total of four itera- 
tions. The MRC of presentations A and B is two while that of C and D is one. 
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In each phase, /, the Dynamic RePacking algorithm is used to assign presen- 
tations to nodes with / nodes excluded, as if those nodes had failed, as illustrated 
in Figure 1. Dynamic RePacking is executed (^) times in each phase / and for 
each of these iterations, the presentations are packed as though a different com- 
bination of / nodes had failed. The effect of applying Dynamic RePacking itera- 
tively in this manner will be to treat each combination of excluded and included 
nodes as a separate load-balancing problem, superimposing the assignment pro- 
duced by each iteration over the assignments of previous iterations, as shown in 
Figure 1. Thus, in the first phase (/ = 0), Dynamic RePacking will be applied 
('^) = 1 times, with no excluded nodes. In the second phase (/ = 1), there will 
be (^) = N iterations, each of which applies the Dynamic RePacking algorithm 
to a different combination of N — f included nodes and / excluded nodes. The 
set of K' presentations assigned during each iteration is the union of the set of 
presentations on the f excluded nodes that have not yet reached their MRC and 
the set of presentations on the N — f included nodes, regardless of their MRC. 
In other words, each iteration in phase / uses the basic Dynamic RePacking 
algorithm to assign presentations to nodes such that the availability of those 
presentations whose MRC is greater than / is guaranteed and, in addition, load- 
balancing can be maintained if the / excluded nodes were to actually fail. The 
number of phases must be at least equal to the maximum MRC assigned to any 
presentation. 

Each iteration of the Dynamic RePacking policy proceeds as follows^. K' 
presentations are assigned to N' = N — f nodes in round-robin order. Each 
node is assigned a target shortfall - the difference between the target cumulative 
demand of the node and the cumulative demand for the presentations assigned to 
the node during the current iteration. (At the beginning of each iteration, before 
any presentations have been assigned, the target shortfall of each node will be 
equal to its target cumulative demand. A node’s target shortfall will decrease 
as presentations are assigned to it.) As the assignment proceeds in rounds, a 
heuristic approach is used to select a presentation to assign to the current node, 
in order to avoid excessive replication. The presentation selected for assignment 
to the current node is: 

— the presentation with the lowest demand, which 

• if its MRC has been satisfied, has already been assigned to the current 
node by a previous iteration, or 

• if its MRC has not been satisfied, was previously stored on the current 
node, but has not yet been reassigned to the node 

or, if no such presentation exists, 

— the presentation with the lowest demand, which was previously stored on 
the current node, but has not yet been reassigned to the node 

or, if no such presentation exists, 

— the presentation with the lowest demand. 

^ Due to space limitations, we present only a brief description of the basic Dynamic 
RePacking algorithm. A more detailed explanation of the algorithm appears in our 
previous work [6] 
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The first criterion attempts to avoid creating additional replicas of those pre- 
sentations whose MRC has already been satisfied by an earlier iteration, while 
giving equal priority to those presentations that have yet to satisfy their MRC. 
This will have the effect of sharing the workload of a failed node among the 
remaining nodes, were the current combination of / excluded nodes to actually 
fail. The second criterion reduces the cost (incurred by creating new replicas) of 
adapting to changes in the relative demand for presentations between successive 
reevaluations, if the first criterion cannot be satisfied. The final “fall-back” cri- 
terion causes a new replica to be created, requiring cluster resources to perform 
replication. 

Assigning a presentation to a node reduces the target shortfall of the node by 
the presentation’s estimated demand. If, after assigning a presentation to a node, 
the demand for the presentation is completely satisfied, then the presentation 
is removed from the list of unassigned presentations. If, however, the demand 
for the selected presentation exceeds the node’s remaining target shortfall, the 
demand for the presentation is reduced by the remaining target shortfall and 
the presentation remains on the list for later assignment to another node, thus 
creating an additional replica of the presentation. After assigning a presentation 
to a node, assignment continues with the next node in round-robin order. Each 
round of assignment ends when either a presentation has been assigned to the 
last node or when, after assigning a presentation, the target shortfall of the 
current node is still greater than that of the next node. The nodes are sorted in 
descending order of target shortfall at the beginning of each round. 



3 HammerHead Server Cluster 

The HammerHead architecture implements a cluster-aware layer on top of a com- 
modity multimedia streaming server, an instance of which runs on each cluster 
node. HammerHead consists of two main components, as illustrated in Figure 2. 
The HammerSource component provides an abstract view of the local commodity 
multimedia server on each node and is responsible for extracting state informa- 
tion from the server instance, capturing events of interest, communicating those 
events to the cluster-aware layer and initiating the download of new replicas 
from other cluster nodes or from remote locations. The HammerServer compo- 
nent is a stand-alone service that maintains the state information published by 
the HammerSource on each cluster node and updates this information in response 
to HammerSource events (such as the start and end of client streams or the cre- 
ation of a new replica). An aggregated cluster state is formed from the state of 
each node and this information is used by HammerServer instances to perform 
load-balancing by redirecting client requests to suitable cluster nodes, and to im- 
plement the Dynamic RePacking policy described in the previous section. The 
aggregated cluster state is replicated at each cluster node, allowing the workload 
associated with client redirection to be shared and allowing the implementation 
of the dynamic replication policy to continue when nodes fail. The Ensemble [8] 
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group communication toolkit is used to implement the communication channel 
between HammerServer and HammerSource instances. 



Incoming RTSP requests ^ ^ RTSP redirection responses 
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Fig. 2. HammerHead architecture 



Client requests are distributed among HammerServer instances using a com- 
modity network load-balancing service [11]. On receiving a request, a Hammer- 
Server instance examines the state of each node and redirects the client to the 
least-loaded commodity multimedia server instance. The client contacts the com- 
modity multimedia server directly and the HammerServer layer plays no further 
active role in supplying the stream (although it will learn of the start and end of 
the stream through the events issued by the HammerSource plug-in and can use 
these events to update each node’s published state and to estimate the demand 
for each presentation [6]). 

Periodically (e.g. every five minutes, in the experiments described below), 
a coordinating HammerServer instance, designated by Ensemble, uses the esti- 
mated demand for each presentation to reevaluate the assignment of presenta- 
tions to nodes, allowing the cluster to adapt to changes in client behaviour. This 
reevaluation may require new replicas to be created or existing replicas to be 
removed. The coordinating HammerServer instructs the relevant HammerSource 
plug-ins to implement the necessary changes. New replicas cannot be created 
instantaneously and must be downloaded from another cluster node, requiring 
resources that could otherwise be used to supply client streams. Similarly, the re- 
moval of a replica must be delayed until the streams serviced by the replica have 
ended and until any new replicas of the same presentation have been created. 
The coordinating HammerServer manages the creation and removal of replicas 
and coordinates the implementation of these changes with the redirection of 
client requests. 
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4 Performance Evaluation 

A four-node HammerHead cluster was constructed and its performance eval- 
uated using a set of hosts to generate RTSP [12] requests and consume the 
resulting multimedia streams. Although the pattern of generated requests was 
synthetic, the resulting multimedia streams were indistinguishable from requests 
generated by real users, from the perspective of the multimedia server. Each pre- 
sentation’s popularity was determined by a Zipf [17] distribution and requests 
were generated with exponentially distributed inter-arrival times. The mean re- 
quest inter-arrival time was selected to achieve a target cluster load of 100%, 
corresponding to full utilization of the service capacity of the cluster. In the pro- 
totype cluster, Windows Media Services was used as the commodity multimedia 
server. Since Microsoft recommends limiting the outgoing stream bandwidth of 
a Windows Media Services instance to 50% of the bandwidth of the network 
adapter, and since each cluster node used a 100Mbps network adapter to supply 
client streams, the service capacity of each cluster node was limited to 50Mbps. 
For our experiments, using a four-node cluster, this corresponded to a cluster 
bandwidth of 200Mbps, or an average of 736 concurrent streams, each lasting 
758 seconds. The inter-node replication streams used to create new replicas re- 
quired the same network bandwidth as a client stream and were transported 
over the same network. Thus, the creation of new replicas temporarily reduced 
the resources available to supply client streams, at both the source and destina- 
tion end of each replication stream. The demand for each presentation and the 
assignment of presentations to nodes was reevaluated using Dynamic RePacking 
every five minutes. 

Four different Dynamic RePacking policy configurations have been evalu- 
ated. The first policy, referred to as MinOne, created only enough additional 
replicas of each presentation to facilitate load-balancing and to maintain load- 
balancing after a single node failure (two Dynamic RePacking phases). In other 
words, each presentation was assigned a MRC of one. The second configuration. 
Top 10, assigned the most demanding 10% of the presentations to at least two 
cluster nodes, corresponding to a MRC of two, with the remaining presentations 
assigned a MRC of one. Similarly, the Top50 configuration assigned the most 
demanding 50% of the presentations a MRC of two. Finally, the MinTwo con- 
figuration assigned every presentation to at least two nodes, corresponding to a 
MRC of two. A cloned server cluster configuration, in which every presentation 
was assigned to every node and Dynamic RePacking was disabled, was evaluated 
for comparison. 

We begin by comparing the performance of each of these policy configura- 
tions in the absence of node failures. Figure 3 (a) shows the achieved service load, 
as a proportion of the target service load and Figure 3 (b) shows the storage 
capacity required by the policy, as a proportion of the minimum storage capacity 
required to assign each presentation to a single node. The performance achieved 
by the cloned configuration represents the optimal performance for this proto- 
type cluster. This configuration, however, also incurs the highest storage capacity 
utilization (400% of the minimum capacity required to store each presentation on 
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(a) Achieved Load (proportion of maximum ioad) 



(b) Used Storage (% of minimum required) 



Fig. 3. Dynamic RePacking policy 



a single node). Periodic service capacity overloads, resulting from exponentially 
distributed interarrival times, and the latencies involved in the redirection of 
clients and updating the cluster state, prevented the cloned configuration from 
achieving 100% service load. The MinOne configuration significantly reduces 
storage capacity utilization to just 105% of the minimum value, with a reduc- 
tion in achieved load of just 0.6%. The MinTwo policy achieved a service load 
which was approximately the same as the cloned configuration, while halving the 
storage capacity utilization. The Top 10 policy represents a compromise between 
the MinOne and MinTwo policies, both in terms of achieved load and storage 
utilization. 

The Top50 policy exhibits a small reduction in performance, compared with 
the MinOne policy, despite the creation of additional replicas of the most de- 
manding presentations. This results from frequent changes in the relative ranking 
of presentations by estimated demand and, as a result, frequent changes in the 
MRC of those presentations. The resulting creation of new replicas reduces the 
bandwidth available to supply client streams. This suggests that, while evalu- 
ating demand over the short term is sufficient to achieve load-balancing, the 
evaluation of the MRC for each presentation should be based on statistics gath- 
ered over longer periods. (A further experiment, which ranked presentations 
according to their popularity measured over the duration of the experiment, 
rather than demand measured over half-hour periods, as was the case in these 
experiments, resulted in an increase in achieved service load to 0.963.) 

To compare the performance of the five Dynamic RePacking configurations 
when failures occur, an experiment was conducted in which one node was re- 
moved from the cluster every hour. The achieved service load is plotted against 
time for target loads of 100% and 50% in Figure 4. Figure 5 shows the number 
of presentations still available after each node failure, as a proportion of the 
number of presentations originally in the archive. (We borrow the term harvest 
from Brewer’s discussion of giant-scale services [3] for this metric.) 

A cloned server cluster maintains 100% harvest despite any node failures. As 
a result, the cluster is able to achieve a service load approximately equal to the 
lower of the target service load and the remaining service capacity of the cluster. 
This is the optimal performance achievable when nodes fail. For a 100% target 
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(a) 100% Target Load 




Time 



(b) 50% Target Load 




Time 



Fig. 4. Effect of node failure on achieved service load 
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(a) 100% Target Load 
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Fig. 5. Effect of node failure on harvest (% presentations available for streaming) 



load, when a node failure occurs, the streams being serviced by the failed node 
all fail and, since the remaining nodes are already fully utilized, they cannot take 
on the workload of the failed node. For the 50% target load, however, after the 
first and second node failures, there is unused service capacity on the remaining 
nodes and the achieved service load is observed to recover after each failure. 
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For the 100% target service load, the characteristics of the MinOne and 
Top 10 configurations are similar to those of the cloned configuration, despite the 
reduction in harvest shown in Figure 5 (a). This behaviour occurs because, with a 
target load of 100%, there are sufficient requests for the remaining presentations 
to fully utilize the remaining nodes and because the assignment of presentations 
to nodes facilitated load-balancing, based on the estimated demand for each 
presentation. The MinTwo and Top50 policies exhibit a temporary decrease in 
achieved load immediately after each node failure, since cluster resources that 
would otherwise be used to supply client streams are needed to re-replicate 
presentations up to their required MRC. This decrease in performance is present 
for the Top 10 configuration but is less noticeable. 

For the 50% target service load, however, the reduction in harvest causes a 
reduction in achieved load, since a 50% target load does not generate a sufficient 
number of requests for each remaining presentation to fully utilize the remaining 
nodes. The impact of any reduction in harvest is reduced by creating additional 
replicas of the most demanding presentations. For example, using the Top 10 
configuration, harvest decreases to 57% after two node failures but the achieved 
service load recovers to approximately 0.4, or 80% of the target service load. 




Time 



Fig. 6. Comparison of the basic and modified Dynamic RePacking algorithms 



Finally, we illustrate how the modified Dynamic RePacking policy - presented 
in this paper - maintains load-balancing when node failures occur. For this 
experiment, the target service load was 75% and the the cluster was configured 
to disable Dynamic RePacking after the first node failure, preventing the cluster 
from recovering from the failure and demonstrating the behaviour to greater 
effect. In both cases, the MRC of each presentation was one. Figure 6 shows 
the load-imbalance of the cluster over a two hour period, with a single node 
failure occurring after one hour. The load-imbalance is expressed as the standard 
deviation between the load on each cluster node. The results clearly show that, 
while both configurations exhibit a similar level of load-imbalance up to the time 
when the node failure occurs, load-balancing is maintained using the modified 
algorithm, while there is a significant increase in load imbalance using the original 
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algorithm. The initial peak in load imbalance during the first thirty minutes of 
operation illustrates how the Dynamic RePacking algorithm was used to modify 
the initial random assignment of presentations to nodes, adapting to the client 
request pattern. 

5 Related Work 

Although other dynamic replication policies have been proposed in the past [5, 
4,10,14,15,16], all of the existing policies appear only to have been evaluated 
using simulation studies, whereas we present results from a prototype cluster 
implementation. None of the existing policies propose the separation of replica- 
tion to achieve load-balancing from replication to increase availability, with the 
exception of [15], which does not consider load-balancing when assigning replicas 
to cluster nodes. 

Anker et al. [1] propose a highly-available, fault-tolerant video-on-demand 
service, based on the use of group communication. The authors, however, do 
not address the dynamic replication policy used or its implementation and in- 
stead focus on rebalancing workload when nodes join or leave a cluster and on 
associated stream transport and buffering issues. Unlike this existing work, the 
HammerHead architecture described here restricts the use of group communi- 
cation to inter-node communication, thereby allowing commodity multimedia 
players to access the service. 

6 Conclusions 

A modification of our basic Dynamic RePacking content replication policy has 
been proposed, which allows additional replicas of selected presentations to be 
created according to application-specific availability requirements. The modified 
policy assigns replicas to nodes in a manner that allows load-balancing to be 
maintained when nodes fail. 

We have analysed the performance and behaviour of the modified Dynamic 
RePacking policy using a prototype HammerHead server cluster. The results 
presented demonstrate that selective dynamic replication can approach the per- 
formance achieved by replicating every presentation on every node, while signifi- 
cantly reducing the storage cost. The trade-off between increased availability and 
storage cost has been illustrated and it was shown that, by exploiting the highly 
skewed distribution of multimedia presentation popularity, a small increase in 
storage cost can significantly reduce the impact of node failures on performance. 
In the future, we intend investigating alternative methods for assigning a mini- 
mum replica count to each presentation. 
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Abstract. Peer-to-peer (P2P) based networks have several desirable 
features for content distribution, such as low costs, scalability, and fault 
tolerance. However, they usually fail to provide guarantees for content 
quality. In order to combine the desired features of classical Content Dis- 
tribution Networks (CDNs) and P2P based networks, we use a hybrid 
CDN structure with a P2P streaming protocol. Based on an empirical 
analysis of Bit Torrent and simulations, our design attempts to discour- 
age freeloaders and reduces performance problems due to firewalls by 
incorporating a proxy based structure. This proxy based structure also 
makes it possible to incorporate caching, which has often been identified 
as lacking in P2P networks. 



1 Introduction 

Content Distribution Networks (CDNs) represent an area which has been subject 
for research in many years, but only recently the basis for widespread deploy- 
ment has become available with the increasing availability of broadband Internet 
connections to private consumers. Powerful computers have also made efficient 
video compression techniques possible. 

We regard Peer-to-peer (P2P) networks as an interesting basis for a streaming 
CDN system, because of the potential for scalability and fault tolerance in a P2P 
network. The use of caches in CDNs can significantly reduce network load, but 
caching is not often used by P2P networks. Content authenticity and quality 
is also often difficult to verify in typical P2P file distribution networks. A big 
problem with CDNs on the other hand, is their potentially high cost, which makes 
it desirable to spread the cost between users as it is done in P2P networks. 

Our proposed hybrid solution aims to combine the best features of CDNs 
and P2P networks. 

The P2P based file distribution application Bit Torrent provided an oppor- 
tunity to measure the effects of firewalls in P2P networks. We use caches with 
proxy functionality in order to avoid the performance issues which we identi- 
fied and quantified through our empirical BitTorrent study. The hierarchical 
structure also implicitly creates clusters of nearby hosts, such as those using 
the same ISP. One of the contributions of this paper is the observation of how 
sensitive the performance of a P2P based streaming system is to firewalls. We 
also examine the effects of clients not contributing to the network, and find that 
the negative effects of these problems can be reduced with the use of caching 
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proxies. We describe our design of a P2P based hybrid CDN, which uses a tradi- 
tional provider backbone and caching proxies. We have verified our design using 
simulations with real world workloads from the BitTorrent measurements and 
synthetic workloads. 

There are several proposals for P2P based streaming systems, including [1], 
[2], [3], [4], [5], [6], [7], [8], but these do not address the consequences of firewalls 
for P2P based systems, which is an intrinsic motivation for our design of a hybrid 
CDN. 

The remainder of this paper is structured as follows. Section 2 presents the 
results of our BitTorrent measurements. Our hybrid CDN is described in Sec- 
tion 3, with simulation results presented in Section 4. Finally, Section 5 gives 
our conclusions. 



2 BitTorrent Measurements 

BitTorrent [9] is a P2P based file distribution system, and not a streaming 
system, but the performance of both is affected by firewalls and freeloaders. 

BitTorrent differs from similar P2P systems in that it does not implement 
functionality such as searching, which can be obtained through integration with 
the WWW. In BitTorrent, a group of clients cooperate in the distribution of a set 
of data, by spreading the load of serving among the participants. The protocol 
is designed in a way which discourages freeloaders, by having the nodes prefer 
peers from which data has been received. BitTorrent divides a file into pieces 
of 256KB. Each host informs new clients of pieces it currently has, and notifies 
other clients upon receiving a new piece. A BitTorrent session starts with a single 
server and the file which is being seeded. A client which has downloaded the entire 
file also serves as a seed for the file until the user aborts the application. A list 
of active clients is maintained by the tracker, which is contacted by new clients. 
Having many seeds is beneficial, since these hosts increase the reliability of the 
session, and do not place any load upon it by downloading. 

We modified the standard BitTorrent client to store the protocol interaction 
between clients to disk. No data was downloaded, but maintaining connections to 
as many clients as possible was attempted. This method does not give a perfect 
overview of all events, but provides an indication of the behavior of the clients 
in the session. The results also correspond to previously observed behavior. This 
data was combined with the output from a crawler [10], which regularly retrieved 
the list of peers from the tracker, and an application called TorrentSniff^ which 
was used to get the number of clients and seeds. 

When a client first connects to the tracker, the tracker appears to do a 
reverse connection to the client. If it succeeds, the new client is added to the 
list of potential peers. This ensures that the peer list consists only of hosts 
which should be able to accept incoming connections. A subset of this peer 
list is returned to clients upon request. Adding hosts which are unable to accept 
incoming connections would result in all clients wasting time trying to connect to 
closed hosts. While the actual operation of the tracker is unknown, the observed 

^ Available at http://freshmeat.net/projects/torrentsniff/ 
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behavior matches the description above. The peer list can be used to determine 
if a given peer is behind a firewall or not; a host which has been returned in the 
peer list can be assumed to have been open at some point, otherwise it is most 
likely behind a firewall. The modified client additionally verified this by doing a 
reverse connection to the other hosts in the session. 

We monitored several BitTorrent sessions, including RedHat torrents and 
MandrakeLinux torrents, over several months, from a machine in Oslo. Another 
machine at Institut Eurecom in France was used to verify our results. Both PCs 
were able to accept incoming connections. The results we present in this paper 
are based on examination of a MandrakeLinux- 10.0 torrent from the 31th of 
March 2004 to the 6th of May. The goal was to determine how long clients are 
connected to the network, and the effects of firewalls. 

The relationship between seedtime and download speed is shown in Fig- 
ure 1(a). The seedtime starts at zero once the entire file has been downloaded. 
One might expect a host which quickly downloads a file to leave early, since the 
user is still likely to be sitting by the machine. If downloading takes several days, 
the user might be elsewhere, leaving the application to run. The plot does to a 
certain extent fulfill these expectations; having an L shape. The majority of long 
seeding hosts achieved low average download speed. 
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Fig. 1. BitTorrent measurement results 



The effects of firewalls on download speed is shown in Figure 1(b). Hosts 
which are behind a firewall achieve significantly lower download rates, with an 
average of 0.2 — 0.3Mbitps for open hosts. This value was seen to vary between 
BitTorrent sessions measured; in a similar session, [10] found average speeds in 
the range of 0.5 — 0.6Mbitps. The difference appears to be related to the number 
of clients in the session, which starts at 300, increases to 600 and then falls to 
around 200. Of the observed hosts, 40% are behind a firewall. 

The BitTorrent protocol makes good use of a client while it is downloading, 
but provides no incentive for a client to seed afterwards. Especially, fast clients 
are quick to leave the network, as seen in Figure 1(a). The majority of clients 
stay for a long time, but they are often also the slowest. 
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Being able to accept incoming connections positively affects the download 
rate since a larger number of hosts can be communicated with. While this obser- 
vation is obvious and not new, the difference appears to be significant and should 
be taken into consideration in a streaming network, where download speed is im- 
portant. A more detailed presentation of our measurement results can be found 
in [11]. 



3 Protocol Operation 

We propose a hybrid CDN which shares some properties with both BitTorrent 
and the WWW. File selection will likely be done via a traditional browser, and 
content presentation through a standard media player. Downloads are done using 
our P2P protocol. An overview of the different parts of the system is shown in 
Figure 2. The leftmost part is the client application which makes requests to 
the local host cache (LHC). How the data is retrieved from the network is not 
visible to the application, it only receives a sequential data stream, parts of which 
might be retrieved from many different peers. The LHC communicates with the 
proxy/site content cache (SCC), and receives the data stream from it, and the 
LHC of other clients on the same network. It also shares data in its cache to 
other local clients. Communication between the main server and SCCs is done 
in the same way; data can be retrieved from other SCCs, in addition to the main 
server. 




Client. Ii4>st 



Fig. 2. Hybrid CDN overview 



The protocol is similar to the HTTP protocol [12]. Three commands are 
used; GET to request data, IGOT to report the reception of data, and HEAD 
to retrieve information such as file size. Only the first command is used by the 
client application. To receive a stream of a given file, the application sends a 
GET request to the LHC. Seeking in the file can be done with an option to this 
command. 

The P2P based communication, between different LHCs, SCCs, and the main 
server is more complicated and based on the transfer of fixed size blocks. Requests 
for specified blocks are made to the main server and results in either the block 
data itself, or a redirect message. The server maintains a list of SCCs and other 
hosts without a firewall which have successfully downloaded parts of a file. A 
redirect message includes a list of these alternate download locations. The block 
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request is then made to hosts from this list, until one which can serve the block 
is found. Communication between a LHC and the SCC works in the same way. 
The SCC has the option of forwarding content to the LHC while it is receiving 
data from the main server. 

The calculated checksum of a received block is reported to the SCC or server 
with the IGOT command. If it was downloaded after a redirection, the address of 
the host it downloaded the data from will also be reported. The block checksum 
does not protect against transmission errors, but is used to ensure that corrupt 
data is not propagated by caches, and to prevent a malicious host from claiming 
to have shared more data than it actually has. An IGOT command with a peer 
address and a correct checksum tells the server or SCC that this block can be 
found on at least two locations, and that the host specified as a peer shared a 
block. This information makes incentive creation in the server and SCC possible, 
by using a priority based on the amount of data shared by clients, when resources 
such as bandwidth are allocated. 





(fi) Block confirmation 




Fig. 3. Protocol operation example 



A simple example will illustrate how the protocol is used. If for example 
the client using LHG B makes a request for block d of a new file located on 
the Server, the request will be made to the site or ISP SGG, which will send 
a request to the Server. The data is returned in the opposite direction, from 
the Server to LHG B, via the SGG. When the entire block is received by the 
SGG, it sends an IGOT command to the Server, with the block checksum, as in 
Figure 3(a). It then receives a confirmation that the block was correctly received. 
The same is done by LHG B. The Server now knows that a copy of block 0 has 
been successfully received by the SGG, which again knows that LHG B also has 
a copy. 

At some point in time after this interaction, a client using LHG A makes a 
request for the same file, illustrated in Figure 3(b). LHG A makes a request to 
SGG, which redirects the client to LHG B. The same request is made to LHG B, 
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which returns the data. After the block has been downloaded, the checksum is 
reported to SCC by LHC A in a way similar to step 3 and 4 in Figure 3(a), 
except that LHC B is specified as the source. SCC now knows that another 
copy of the block exists at LHC A, and that it still exists at LHC B, which has 
served a block to another node, possibly earning it a higher priority for future 
requests. 

In summary, the SCC is placed outside the firewall of a site, under control 
of the site itself, or the ISP. This ensures that external clients have a host to 
connect to, eliminating the firewall problem. Clients make requests to this node 
as with a web cache, and cached data can be served directly from the node. The 
SCC and main server can refuse connections from clients with a low priority 
to create incentives for serving, making resource limits a tool to improve the 
performance of the network. The SCC has the option of requesting the missing 
parts of partially downloaded files. The LHC is responsible for retrieving blocks 
in a timely manner for the client, and monitoring connections to other peers. 

Use of a proxy also automatically creates clusters which can share data di- 
rectly at the lowest level of the distribution tree, reducing the load on the SCC. 
The administrator of the SCC can ensure that communication between local 
hosts is done in an efficient manner, without guesswork from the clients. For 
communication between different SCCs this will still be an issue, but local copies 
of popular files will likely exist at large sites. 

The protocol and its operation is described in more detail in [11]. 

4 Simulations 

In the previous sections, we have described a design for a hybrid CDN system 
that is based on the results of our BitTorrent measurements. This section de- 
scribes simulations made to determine the potential for bandwidth savings with 
this design, compared to alternative approaches. 

In the current state of this work, we are interested in the resource require- 
ments for streaming, and the potential for reducing these, not the behavior of the 
system in a given network. Consequently, we use a simplified network model, and 
do not take factors such as varying link capacity and communication errors into 
consideration. All clients are assumed to fulfill the minimum resource require- 
ments for participation. Blocks are requested sequentially, and a whole block is 
completed before the next is requested. The streamed content is 700MB in size 
and has a bit-rate of IMbitps, for a total playtime of roughly 90 minutes. This 
might be somewhat higher than what is common among private Internet users 
today, but will likely be increasingly available in coming years. It will also result 
in a more demanding load on the system. In current networks, factors such as 
asymmetric home connections might limit peer uploads, but this is mainly a 
question of adapting content quality to the client base. 



4.1 Simulation Load 

The simulation loads are taken from two sources; our BitTorrent measurements, 
and a load generation tool. The first contains IP-addresses, connectivity duration 
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and information about firewalls for a large number of geographically spread 
hosts, over a period of one month. 

Connectivity times will likely be different for different P2P system types. The 
values in the BitTorrent based data is fixed, but we can compensate for this by 
varying connectivity times in the synthetic load. Comparing this real world load 
to the synthetic load should improve the realism of the simulation results. 

The artificial load is generated using MediSyn [13], which uses a generalized 
Zipf-like distribution to create requests for a streaming server, but unfortunately 
does not support interactivity. A topology with nearly 10, 000 end-node hosts 
was generated with the topology generation tool Inet [14] and requests were 
distributed randomly among these clients. The load from protocol processing is 
not data intensive and not considered here. 

We are interested in the required network capacity at three points; the server, 
the client and the ISP. Network locality is not an issue at these three points, only 
between them (see Figure 2). We define an ISP here as a node through which 
traffic from a large number of clients passes, so we only look at ISPs with 50 or 
more clients. There is no difference between a site with many users, and what we 
here call an ISP. For the BitTorrent measurements, we used DNS information 
to group hosts together, while in the synthetic load we defined a node parent to 
50 or more end-nodes as an ISP. In both cases, the ISP clients represent roughly 
half of the total number of clients. 

The simulations are done by a specially written program, which takes the file 
requests as input, splits it into block requests, maintains state information, and 
produces information about the required capacity at different points in the net- 
work. The synthetic load uses a server with 1000 different files. The time clients 
stays connected is one of the simulation parameters. Cache size is taken into 
consideration; clients cache at most 1GB and ISPs 100GB. A FIFO based cache 
replacement algorithm was used on the file blocks in the cache. This algorithm 
was chosen because it was easy to implement in the simulator, but it is likely 
that the performance of the system could be improved with a more sophisticated 
algorithm. 

4.2 Simulation Models 

To get a better idea of the potential efficiency of our system, we compare it to 
several design alternatives for content distribution; the client/server model, with 
and without caching, and a P2P based distribution model without caching. 



Client/server Model: All files are stored on a single server, with multiple 
clients retrieving data directly from it. There is no client load from uploading in 
this case and firewalls are never a problem, since no incoming connections are 
made to any clients. 

Caching is frequently used in the WWW, and in CDN systems to reduce the 
load on the server and should improve performance in this client/server scenario. 
Video files can be quite large, so ISPs or sites with many users have an interest 
in reducing the network load from these transfers. Caching by the ISP is one 
way to achieve this. 
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P2P Based Distribution: P2P based distribution can be viewed as having 
many caches, with varying degrees of locality; the ISP might still suffer multiple 
downloads of the same file. In this scenario, we let active clients offer downloaded 
blocks to other clients. Clients connect to the main server and are redirected to 
a client which has previously downloaded the requested part of the file. If no 
available client exists, the data is retrieved from the main server, which maintains 
a list of the last ten downloaders of each block. This list is updated with both 
uploader and downloader upon completion of a block download, since this was 
found to improve performance. The capacity of the clients is limited to one 
upload, so they contribute at least as much as they get. 



P2P Based Distribution with ISP Caching: Elements of the two previous 
scenarios can be combined by having the ISP cache operate in a manner similar 
to the main server in the P2P scenario. It keeps track of which local clients 
have a given piece, and redirects local requests to these clients when possible. 
This reduces the load on the caches and eliminates duplicate downloads by local 
clients. The cache also serves external clients, existing as a permanent peer 
in the system. The server continues to work as in the previous scenario, by 
also redirecting requests when possible. ISP caches are expected to contribute a 
little more than private users, so an upload limit of five simultaneous external 
clients is used for ISP caches. Peer lists are updated with information about both 
uploader and downloader as in the P2P only case. This behavior corresponds to 
our proposed system, which is described in Section 3. 



4.3 Load Comparison 

The main part of the simulations are done using a synthetic simulation load, but 
we have also generated a load based on the real world data from the BitTorrent 
measurements. Only one file is distributed in the BitTorrent based load, so a 
synthetic load using only one file was generated for the purpose of comparing 
the two; the other simulations use multiple files. 
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Figure 4(a) shows the request pattern in the BitTorrent based data, while the 
values for the synthetic load is shown in Figure 4(b). The two loads are similar, 
with daily spikes. The BitTorrent data is special in that it has a load increase 
spanning many days due to the easter holiday period. 

Comparison of the simulation results from the BitTorrent based and synthetic 
loads showed no significant difference when the different simulation models were 
used. 

4.4 Firewall Effects 

Firewalls were found in the BitTorrent measurements to have significant impact 
on system performance. Since we have information about hosts with firewalls in 
the BitTorrent data, we can examine the consequences using simulations. For the 
synthetic load, we place firewalls at a similar portion of random clients. Hosts 
which are behind a firewall are not added to the list of possible peers since they 
never serve content. The client/server based model is not affected by firewalls; 
only the effects on the P2P based models are examined here. 




Fig. 5. Load changes due to firewalls 



Figure 5(a) shows a detailed overview of the effects on the server load when 
firewalls are taken into consideration. Using P2P networking techniques elim- 
inates most of the load on the server, but without caches, these benefits are 
significantly reduced, falling nearly to the level of ISP caching in a client/server 
network. 

Figure 5(b) shows the load changes on the ISP and clients, when caches are 
added to the P2P networking model. Fewer clients contribute, so the client load 
falls, but apart from this, the changes are modest. The load on ISPs from uploads 
is increased. 



4.5 Session Participation Duration 

P2P networks utilize the resources of participating hosts to spread the load, and 
are affected by the time a host stays connected. In the synthetic load, we change 
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this value to see the effects; clients stay for an extra 90 minutes after completing 
the download. In the P2P scenario, the result of the extra time is a 20— AOMbitps 
reduction in the load on the server, with a similar increase in the load on the 
clients, as can be seen in Figure 6(b). With caches, there is a similar increase in 
the client load, and a small reduction in the load on the ISPs. The server load 
however is largely unchanged, but it is already very low. The P2P networking 
model is in other words sensitive to users leaving early, but caching reduces this 
sensitivity. 



4.6 Simulation Result Summary 

Figure 6(a) shows the simulation results for the different simulation models. 
P2P networks do not appear to provide a significant benefit over the client/server 
model with caching when firewalls are taken into consideration; the load on ISPs 
is clearly increased, and the server load only slightly reduced. Placing caches at 
the ISPs when P2P networks are used leads to a nearly eliminated server load, 
and reduced ISP load from downloads, at the cost of more outgoing traffic from 
the ISPs. 

Using anti-freeloader techniques is desirable in P2P networks, to make clients 
contribute their resources for a longer time. Figure 6(b) shows the total band- 
width requirements for one week, first for the P2P networking model without 
caches, and then when they are used. Firewalls are included in both cases. The 
benefits are most significant in the former case, but there is also a small reduction 
in the outgoing ISP traffic in the latter. 





(a) Siumlalioii luodcLs 



(b) Participation time 



Fig. 6. Simulation results 



4.7 Caveats 

We have used measurements of the P2P file distribution application BitTorrent 
for validation of our design of a hybrid CDN. BitTorrent is a file distribution 
application, while we are designing a CDN streaming system. In spite of this 
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difference, we benefit from the comparison, since our system faces many of the 
same challenges; firewalls and freeloaders are a problem for most P2P based 
networks. 

A more important problem is the lack of interactivity in the simulation loads. 
Having measurements for a longer duration and for a higher number of clients 
would also be beneficial, but we do however not think that any of the fundamen- 
tal observations we have made would change. A practical problem might be the 
installation of caches at ISPs and large sites, but the potential for bandwidth 
reduction and improved service for local users should make this attractive. The 
desire to do this has been expressed by ISPs [15], and significant potential for 
caching has also been observed in existing P2P networks [16], [17]. 



5 Conclusion 

Broadband Internet connectivity in an increasing number of private households, 
and powerful compression techniques for high quality video, makes the deploy- 
ment of streaming CDN systems increasingly realistic. In this paper, we have 
presented our design for a hybrid CDN. 

In our measurements, we found that the performance of P2P based systems 
can be significantly affected by the presence of firewalls. Our simulations show 
that firewalls reduce benefits from load distribution also in P2P based streaming 
networks. P2P networks are also vulnerable to clients leaving early, which our 
measurements found not to be uncommon for well-connected clients. Our pro- 
posed system is based on proxies with cache functionality, placed at large ISPs 
and sites. Simulations show this system to still provide significant reduction in 
bandwidth requirements when firewalls are taken into consideration and clients 
leave the network early. 

We have mainly focused on bandwidth usage as a metric for the behavior of 
our system. Other factors such as startup latency, QoS, and cache replacement 
strategies have not been evaluated. Other design options such as a suitable block 
size and transport protocol must be decided on. Many of these factors are difficult 
to simulate and easier to measure in the real world. For example, the efficiency 
of different incentives to stay connected is largely determined by human nature. 
Future work will be concentrated on implementing and examining parts of the 
system in the real world. 
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Abstract. This paper shows how connected multimedia services can be inte- 
grated within a networked embedded system. Such services can preserve a 
multimedia session even though the end-user moves from one computing envi- 
ronment to another. To benefit from immediate multimedia services, the user 
only needs to carry a small mobile pad, such as a PDA or a Cellular phone 
showing a list of I/O devices that can be used for an on-going multimedia ses- 
sion. It is not required to re-establish the session. When the user clicks and se- 
lects a suitable device from the list, the session is immediately migrated to the 
selected device. This paper focuses on the session preservation protocol and de- 
scribes how we use SIP (Session Initiation Protocol) for session preservation. 
Our integrated architecture provides several features: registration and authenti- 
cation of the mobile user and connected devices, detection of user’s leave and 
presence, and session preservation. We also present an illustrative application: 
the connected video surveillance. We describe the design of a connected mul- 
timedia services system based on X.IO and SIP that supports both user mobility 
and multimedia session preservation in a ubiquitous wired/wireless home net- 
work environment. 

Keywords: Home Networks, Smart Spaces, Connected Multimedia Services, 
Session Initiation Protocol, Session Preservation 



1 Introduction 

According to the familiar paradigm of ubiquitous computing [1-3], soon we will be 
able to access information and services virtually anywhere and at any time via any 
device, such as our phones, PDAs, laptops or even watches. The environment will be 
intelligent enough to pick up subtle user inputs like user movement, proximity, or 
temperature and supply any required service or information to the user through a 
mobile device by using voice/sound/lights or other media for communication. 

In such ubiquitous computing environments, the user does not need to carry his 
computer that is crammed with a personal computing environment including his fa- 
vorite applications and important data. Instead, the user can bring up these applica- 
tions on any nearby computing devices such as a desk-top computer in the state they 
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appeared when last invoked. As illustrated in Fig.l, the user just uses a computing 
device beside him as if he operated his own personal computer [4, 5]. 



(D Move 




In order to construct such intelligent environments, it is necessary to make provi- 
sion for making the information of devices dynamically attached and detached to a 
home network, and for representing the capability of devices attached to a home net- 
work. Besides these basic environmental functionalities, it is necessary to provide a 
variety of features at the level of physical devices, the operating system, communica- 
tion protocols, the middleware, man-machine interfaces, and so on. This paper fo- 
cuses on the middleware level, especially on the session management protocol, which 
basically provides a means for creating, modifying, and terminating a multimedia 
session between devices including a user’s handheld device. However, such a basic 
session initiation and management protocol needs to be extended to support locating 
the user’s current IP address and re-establishing the session with the user’s new 
nearby device for making the session created in the previous space to continue in a 
new space seamlessly. 



1.1 Related Work 

One of the significant examples of ubiquitous computing systems is the SmartSpaces 
[4] scenario that consists of intelligent services accessible to mobile users via hand- 
held devices connected over short-range wireless links. These services will be inte- 
grated seamlessly into the environment that the user is familiar with, enabling easy 
and automatic usage. 

In addition to the SmartSpaces scenario, there are several on-going projects. The 
MIT Oxygen project envisions the connected devices and intelligent space as well as 
the connected multimedia services [6]. The University of Washington is involved in 
the Portolano project seeking an invisible computing infrastructure and distributed 
services facilitated with the multiple interfaces in a coherent manner [7]. The CMU 
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(Carnegie Melon University) Aura project aims at minimizing distractions of the 
user’s attention, creating an environment that adapts to the user’s context and needs. 
One of key components of Prism, the Aura architecture, is the Context Observer pro- 
viding reconfigurations to maximize the use of local resources subject to various 
resource utility functions specified by the tasks [8]. 

Compared to these on-going projects, we focus on the session preservation proto- 
col and describe how to use SIP (Session Initiation Protocol) [9] for session preserva- 
tion, the aspect not explored in these projects. 



1.2 Our Contributions 

Our integrated architecture provides several features: registration and authentication 
of the mobile user and connected devices, detection of user’s leave and presence, and 
session preservation. We also describe the X.IO and SlP-based design of a connected 
multimedia services system supporting both user mobility and multimedia session 
preservation. SIP is an application-layer protocol that provides signaling for personal 
mobility whereas X.IO [10] is a communications protocol for remote control of elec- 
trical devices. These properties make the two protocols particularly suitable for envi- 
ronments with networked appliances. 

We also needed a capability negotiation scheme to adapt the QoS of an application 
to available resources in a dynamic and autonomous way. This capability negotiation 
is performed by the body part of the SIP protocol: SIP describes the capability of 
terminal devices using SDP (Session Description Protocol) [11]. 

This paper is organized as follows. In the Section 2, we present the integrated ar- 
chitecture for the SmartSpace and the connection multimedia services system in the 
home network environment. In the Section 3, we explain how SIP is used for session 
preservation. Finally, in Section 4 we give an example of a connected home surveil- 
lance application as a preliminary implementation and conclude the paper with some 
suggestions for future work and research directions. 



2 The Connected Multimedia Services System 

In this section, we describe the proposed system architecture that provides the con- 
nected multimedia services through a networked embedded system. We also present 
the components of the connected multimedia service system and introduce two proto- 
cols, SIP and X.IO used for communication between components. 



2.1 SIP Protocol and User Mobility 

SIP is an application layer signaling protocol for creating, modifying, and terminating 
sessions with one or more participants. SIP defines several methods: INVITE, ACK, 
BYE, OPTIONS, CANCEL, REGISTER, MESSAGE, and others. Responses to 
methods indicate success or failure, distinguished by status codes, Ixx (100 to 199) 
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for progress updates, 2xx for success, 3xx for redirection, and higher numbers for 
failure [12]. 

Entities in SIP are user agents, proxy servers, and redirect servers. The SIP user 
agent listens for incoming SIP messages and sends SIP messages upon user actions or 
incoming messages. The SIP proxy server relays SIP messages and the SIP redirect 
server returns the location of a host. Both the redirect and proxy server accepts regis- 
trations from users containing the current location of the user. The location can be 
stored either locally at the SIP server or in a dedicated location server. Deployment of 
such SIP servers enables personal mobility, since a user can register with the server 
independently of location and thus be found even if the user has changed location or 
the communication device [12]. 



2.2 Capability Representation 

SIP relies on the Session Description Protocol (SDP) for carrying out the negotiation 
for codec identification. Thus, SIP supports session descriptions that allow partici- 
pants to agree on a set of compatible media types. It can also use XML (Extensible 
Markup Language) as its body. So, SIP can deliver descriptions of devices based on 
XML. These features make SIP particularly suitable for the home environment. 



2.3 Device Control 

X.IO is a communication protocol that allows compatible products to talk to each 
other using the existing electrical wiring in the home. Control signals are transmitted 
between devices over the electrical wiring of the user’s home using a modulated car- 
rier signal overlaid on the normal AC power supply. This makes X.IO particularly 
suitable for the home environment. 

The X.IO home network consists of X.IO transmitters and X.IO receivers. X.IO 
communicates between transmitter and receiver modules using RE (Radio Frequency) 
signals transmitted over the existing AC wiring that carry digital information [13]. 



2.4 Integrated Architecture 

As shown in Fig. 2, the proposed system architecture consists of four sub-systems: the 
Service Manager, the Context Information Provider, SIP User Agent running on 
Static Embedded Devices, Mobile Clients, and Master. These four sub-systems form 
the SmartSpace as illustrated in the left or right part of Fig. 2. The SmartSpace pro- 
vides intelligent services accessible to mobile users via handheld devices. The session 
of on-going multimedia services is preserved in the SmartSpace even though the user 
moves from one SmartSpace to another. 
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Fig. 2. Architecture of the connected multimedia services system. 

The Service Manager manages devices that are dynamically attached to or de- 
tached from a SmartSpace. All the devices are assumed to be capable of dealing with 
SIP User Agent. The X.10 devices, which are not SIP-based devices natively, are 
encapsulated by SIP-X.IO Translator. Therefore, the Service Manager is composed of 
three modules: a SIP-X.IO Translator, an Access Point, and a Proxy Server. The pri- 
mary goal of the SIP-X.IO Translator is to provide protocol conversion between SIP 
and X.10. The Access Point supports the communication of mobile users by assigning 
a dynamic IP address to mobile devices connected over wireless links. The Proxy 
Server is a SIP application server that accepts requests in order to service user re- 
quests and sends back responses to these requests. The Proxy Server accepts registra- 
tion requests from devices and services, and relays these requests to the Context In- 
formation Provider. 

The Context Information Provider manages the device list and sends the updated 
list of devices to the user’s hand-held device, whenever the device list is modified. 
The registration information of networked devices and user’s device forms <Identity, 
Status, Service-Type, Location, IP Address, Occupying-User> and <Authentication, 
Location, IP Address> respectively. When the Status is “On-Going,” the corre- 
sponding device is in service at this moment. Thus the device list also contains the list 
of services. The Context Information Provider offers the function of two modules, a 
Registrar and a Media Server. The Registrar is a SIP location server that accepts the 
SIP REGISTER requests and offers location services. The Media Server provides 
media services to Media Clients through the Media File Storage. 
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The Master, which is not shown in Fig. 2, plays a role of a global server for the 
distributed Context Information Providers. The Master is to support the session pres- 
ervation for inter-home connected multimedia services, and is assumed to be located 
outside of a home. 

The SIP User Agent, a SIP application terminal that initiates the SIP request or re- 
turns a response to the received SIP request on behalf of the user is loaded and runs 
on every static embedded device and mobile device of the user. It receives the service 
list from the Service Manager. 



3 Operation of the Connected Multimedia Services System 

A SmartSpace is a space that contains myriad devices working together to provide 
users with access to information and services. The user with a portable device who 
enters a SmartSpace is detected by a sensor and registers the location information at 
the Service Manager. If the authentication fails during the registration process, the 
fact of the unauthorized access request may be reported to the Master. Once regis- 
tered, the portable device periodically receives the updated list of services. If the user 
is in the middle of the service at a previous space, the service is offered to the user 
continuously on the basis of the information about the on-going services in the previ- 
ous space stored at the Service Manager. The user is able to choose a service, select a 
function, and execute the function among listed available services. Thus, a session of 
on-going multimedia services is preserved even though the user moves from one 
SmartSpace to another. In the following, we explain the operation of connected mul- 
timedia services in the view of the call flow of SIP messages exchanged between 
Interacting SIP entities. 
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Fig. 3. Local device registration process 



3.1 Registration and Authentication 



Fig. 3 shows the registration process of a device located in a space statically. When a 
local device is turned on, the description information of the device is conveyed in the 
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SIP REGISTER message to the Context Information Provider. The registration proc- 
ess is completed when the Context Information Provider sends a response message to 
the received request through the Service Manager. In this process, the description 
information of a device that consists of identity, status, service type and SmartSpace 
location information is also added to the service list of a Service Manager. The de- 
scription information and IP address of the device is added to the database of the 
Context Information Provider. 
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Fig. 4 



i. User registration and authentication process. 



Fig. 4 illustrates the registration and authentication process of users. When the user 
with a PDA enters the SmartSpace, the Service Manager detects the user appearance 
by means of a sensor and assigns a dynamic IP address to the PDA by the Access 
Point. This location information is automatically provided by the system (e.g. by 
sensor 1 in Fig. 2) and not by the user himself who does not need to care where he is. 

It is necessary that the user should be authenticated to user the service ater moving 
into a new space, because an unauthorized user could take over the device from the 
original user. The Service Manager requests the authentication and location informa- 
tion of the user by using the SIP MESSAGE and initiates the registration and authen- 
tication of the user. When the user sends a response message to the received request 
to the Service Manager, the registration and authentication process of the user makes 
progress. The list of available services is delivered to the user upon completion of the 
user registration. If the user is in the middle of a service in the previous space, this 
service is offered to him continuously. 

The connected multimedia services are provided by the Service Manager on the 
basis of the information about on-going services in the previous space, that is, the 
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information contained in the response message received from the Context Informa- 
tion Provider. In other words, the Service Manager requests the connected service to 
the corresponding device in the space to which the user has moved on the basis of the 
information about on-going services in the previous space. The request is done by 
sending the SIP MESSAGE to the corresponding device. On the contrary, if the user 
registration fails, the fact of the unauthorized access request is reported in the SIP 
MESSAGE to the Master. 
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Fig. 5. Detection process of the user that leaves the current space. 

Whenever the service list is updated, the Service Manager sends this list to all the 
users that exist in the current space. Then, the user must reply with a response mes- 
sage to the Service Manager. If the user does not send the response to successive 
requests, the Service Manager considers the user as having been moved. Fig. 5 shows 
the Service Manager that stores the information about on-going services of the user 
who has moved by sending this information in the SIP REGISTER message to the 
Context Information Provider. Keeping the information about on-going services is 
necessary for providing connected multimedia services. 

User 






Fig. 6. Remote control of household appliances. 
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3.2 Request and Provision of Services 

A SmartSpace offers various services such as remote control of networked household 
appliances, streaming of media files, and surveillance. Services in the SmartSpace are 
described by means of a simple, open XML schema that is the body part of the SIP 
protocol. In addition to that, the SmartSpace makes use of the X.IO protocol as a 
means for remote control of household appliances. 
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Fig. 7. The preservation process of a service session. 



The process shown in Fig. 6 offers remote control of electrical devices such as 
lights, appliances, and other devices at home. With a PDA, the user selects the remote 
control of household appliances among the listed available services. Then, the Service 
Manager receives the information about the selected service in the SIP MESSAGE 
from the user (or the User Agent) and sends the X.IO RE signal to the corresponding 
device though the SIP-X.IO Translator. Thus, the state of the corresponding device is 
changed according to the request of the user and the service list of the Service Man- 
ager is updated. In order to inform the user that the selected service is executing, the 
Service Manager sends the response message to the user. 
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There are many services such as streaming of media files, surveillance, and others 
that must continue even if the user moves between spaces. Fig. 7 shows the session 
preservation process of these application services in the view of the call flow of SIP 
messages. In this process, the request for services is conveyed in the SIP INVITE 
message from the user (or the User Agent) to the Service Manager. The capability 
negotiation is performed by the body part of the SIP protocol, as SIP describes capa- 
bility of terminal devices and available services in SDP or XML in its body. When a 
service session between the user and a corresponding device is established, the device 
offers the requested service. If the user leaves in the middle of the session, the service 
must be offered to him continuously in the new space. To do so, the Service Manager 
sends the information about the on-going services in the previous space in the SIP 
MESSAGE to the corresponding devices in the new space, if the preservation of the 
on-going services is possible there. Then, the corresponding devices in the new space 
offer the on-going services by continuing the established session with the user that 
has moved. 

This continuous operation is guaranteed before and after the migration of the user 
by detecting his movements and keeping the information about on-going services. 
The detection of the user that has moved is done on the basis of the response (or its 
absence) to the delivered service list. 
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Fig. 8. Connected Surveillance. 
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4 Conclusions 

In this paper, we have presented a novel software architecture providing connected 
multimedia services through a networked embedded system. The proposed system 
architecture was designed to support ubiquitous multimedia services by coupling the 
SIP and X.IO protocols. The properties such as the user mobility of SIP and the appli- 
ances control of X.IO make the two protocols particularly suitable for the provision of 
ubiquitous multimedia services. 

The integrated architecture proposed in this paper is now under implementation. 
As an example application. Fig. 8 presents snapshots of the connected surveillance 
service that uses X.IO RF wireless cameras and the HomeServer [14]. When the user 
wants to leave his home, he can activate this service and leave with his hand-held 
device like a PDA equipped with WLAN or Bluetooth. Later on, when he wants to 
check the status of his home, he opens the PDA and selects the on-going surveillance 
session from the list of the available services. At the same time, he chooses the near- 
est desk-top from the list of available display devices next to him. Then, the stream of 
images from his home starts displaying on the desk-top. Fig. 8(a) shows the wireless 
camera and the HomeServer located at his home while Fig. 8(b) presents the GUI and 
the displayed stream of images from the wireless surveillance camera. 

This example illustrates an initial implementation stage of our integrated architec- 
ture for the SmartSpace. As the future work, we have to integrate highly advanced 
schemes such as capability negotiation, transcoding, and QoS management [15, 16] to 
take advantage of heterogeneous capabilities of devices. Moreover, a highly reliable 
authentication framework and more sophisticated real-life applications will be studied 
and implemented on top of the currently implemented basic functions. 
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Abstract. Communication plays a key role in today’s businesses. Reaching a 
communication partner often has become a time consuming task. A multitude 
of potential communication channels with individual addresses forces a callee to 
guess an appropriate device at the right time. Under these circumstances additional 
information about a high probability to reach the calling target at a specific point 
in time enhances efficiency in communication. The decision when to call and the 
choice of the communication channel can be based on these information. This 
paper presents a Digital Call Assistant to determine an optimal time slot to place 
a call. The proposed approach combines calendar events and context information. 
The combination of these two information sources allows the creation of call plans 
which provide a list of possible time slots for communication with another user. 
A trust concept will assure that these sensible data will only be shared among 
trusted peers. Pending call requests and open call slots are presented to the user. 
The proposed planning application is going to form a novel part in our context- 
aware communication service framework. 



1 Introduction 

The current working requirements in companies have lead to a change in the daily 
schedule of employees. In many cases working behavior has become nomadic. The 
working environment is no longer bound to a specific place and time. Nevertheless, 
employees are typically still integrated in the company by means of communication 
over networks. A variety of electronic appliances supports the demands for this kind of 
mobility. This has lead to the observation that an individual usually carries a multitude of 
electronic helpers, such as cell phones or PDAs. These companion devices are typically 
designed for a specific purpose. At each point in time the user has access to a certain 
set of communicating devices. Additionally, the choice of active communication entities 
depends on the user’s current context. Context is in this case determined by a superset 
of aspects such as location, situation or environment. 

Communication is an essential part of our culture and a requirement for today’s 
business models. Thus, communication must be as efficient as possible for all involved 
communication partners. However, the caller often faces the problem of how and when 
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to optimally reach the callee. Based on assumptions about the communication partners 
current context the most suited communication type can be chosen. The callee’s context 
is guessed from typical daily routines and history information. 

However, this approach is characterized by a high uncertainty. There is no exact a 
priori knowledge of the called party’s current situation, condition or mood. In many case 
multiple attempts have to be made to reach the communication partner at an adequate 
point in time. Finding an appropriate moment will increase the efficiency of the caller 
and additionally decrease the possibility of disturbing the communication partner. 

A typical example is an ongoing meeting which the communication partner B attends. 
The caller (A), who is not aware of the meeting and its duration, will need to re-try the call 
attempts. A call on the cell phone might disturb B if the phone is not switched off. Some 
telephone systems provide a call-completion service. A caller can activate this service. 
When the callee becomes available again this is signaled to the requester. However, if A 
is not available then, B might now activate a call-completion. This would lead to a loop 
of mutual activated call-completion requests and unsuccessful call attempts. 

The Digital Call Assistant proposed in this paper tries to provide a solution to this 
reachability problem. Both entities, the caller and the callee, negotiate a point in time 
which is promising for a call. The negotiation is done between agents that act on behalf of 
the users. The planning algorithm can be parameterized with a number of requirements. 
Context information is used to react on dynamic changes in the user’s schedules. Thus, 
the assistant saves time for both communication partners. 

The rest of the paper is structured as follows. Section 2 introduces necessary concepts 
and provides definitions. The proposed planning algorithm is shown in Section 3. The 
overall system design of the Digital Call Assistant is covered by Section 4. The paper is 
finally concluded with a summary and an outlook. 



2 Concept and Components 

The approach proposed in this paper relies on the utilization of context information 
and calendar events. This section provides the basic concepts and dehnitions of both 
information types in order to establish a common understanding. 

2.1 Context 

Context forms an important concept in the proposed planning algorithm. Individual users 
are surrounded by their context. This is expressed by the very generic definition that can 
be found in [1]: 

Context'. That which surrounds, and gives meaning to, something else. 

Actions of users are performed in a specihc context. Contexts are often rich objects 
like situations and cannot be completely described [2]. McCarthy states that the main 
question of what context is cannot be answered as a result of a unique conclusion [3]. 
Several dehnitions exist in the area of computer science, too. The following dehnition 
adapted from [4] has been chosen as notion for context in this paper. 
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Context is any information that can be used to characterize the situation of a 
subject and its interaction with optional objects. Objects are persons, places, or 
applications that are considered relevant to the subject. 

In general applications are considered context-aware if they use context to provide 
relevant information and/or services to the user. The relevancy depends on the user’s 
task [5]. Main usage scenarios of context in such applications have been identified 
in [6]. These applications automatically adapt their behavior according to discovered 
context (using active context), or present the context to the user using reductions of all 
possible information and/or store the context for the user for later retrieval (using passive 
context). 



Context Usage. The main prerequisite of a context-aware system is the process of con- 
text sensing. This process spans several processing steps. The following steps have been 
identified: The phases of acquisition, synthesis, dissemination and use. The principle 
procedure is described in the context cycle shown in Figure 1 . The Context Cycle model 
follows the principle of the Omnibus Model for multi-sensor fusion [7]. 




Fig. 1. The Context Cycle 



The automatic acquisition of context information is a prerequisite to appropriately 
model real world situations. A common way is the utilization of a multitude of sensors. 
Sensors are used to observe the physical world. 

Two types of sensors can be distinguished [8]. Physical sensors are hardware com- 
ponents that measure parameters in the environment. They provide the information on 
electronic level, typically as analog output or as digital signals. Logical sensors are com- 
ponents that provide information that is not directly sensed from the environment but 
represents aggregated information about the observed world. Information sources can 
be a clock as a sensor that offers time and a server offering the current exchange rate. 
Logical sensors most often supply information as digital signal over a common interface 
such as a serial data connection or an HTTP-connection. 

Each sensor S can be seen as a time dependent function that provides the system with 
a set of values which give a description of the context at a specific time. The function 
S', t ^ X returns a scalar, vector, or a symbolic value {X) [9]. The output of a single 
sensor may often not produce sufficient information for the desired purpose. The concept 
of sensor fusion describes the combination of sensory data or data derived from sensory 
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data. The assumptions is that the resulting information is in some sense better than it 
would be possible when sources were used individually. 

The context synthesis process assesses significant features of the context. This pro- 
cess uses the sensor information as an input and creates an abstract representation of the 
captured situation. The combination of several context values provides a very power- 
ful mechanism to determine the current situation. Location, entity activity and time are 
typical context sources and form the primary context. 

Knowledge of the current location and time together with a user’s calendar gives 
a good estimation of the user’s current social situation. It is preferable that a user’s 
context is detected automatically. Finally, context information has to be disseminated to 
a context consumer which stores or uses the information. Applications use the context 
information as an implicit input for e.g. parametrization of functional blocks. 



2.2 Calendar Information 

Usage of an electronic calendar is a common procedure that structures daily routines and 
reminds of important dates. Employees usually have access to a company-wide group 
calendar in addition to a private calendar. Calendar entries are commonly composed of a 
descriptive text, a start and end time, a categorization and a location (e.g. room number) 
information. Enterprise business has become considerably dependent of calendaring and 
scheduling. 

Inter-enterprise scheduling can be achieved by central group calendars or by inviting 
employees to dates. However, the calendaring applications often use proprietary formats. 
Sharing information across the Internet thus may raise interoperability problems. The 
Internet Calendaring (iCal) [10] approach tries to provide a common format to exchange 
information between dissimilar calendaring and scheduling applications. Therefore, it 
forms an adequate basis for the purposes discussed in this paper. 



3 Approach 

In this section the proposed approach to tackle the addressed reachability problem is 
shown. The planning algorithm is a first step towards a Digital Call Assistant for com- 
munication processes. The solution approach uses user calendar events to determine the 
best point in time to call someone. Additionally, context information is used to reflect 
the dynamics of user’s activities. 

3.1 Components 

The basic components of the algorithm are explained next. Each user possess a num- 
ber of resources, such as communicating devices. The set of communication devices 
varies with the time and the context of the user. A specific type of such a device (A) 
is capable of establishing a communication with a certain set of other device types. 

A<^{A,C,D} 
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Each user controls two scheduling lists. The call-in plan contains a schedule of what 
resources for communication are available at what time. The complementary call-out 
plan comprise the time slots for possible call request with the according communication 
resources. The format of the list follows the iCalendar specification. The core definition 
has been extended by additional necessary information. 

3.2 Planning Algorithm 

The principle sequence of the planning procedure is shown in Figure 2. The scenario 
comprises Context Servers and Calendar applications that are co-located with the plan- 
ning applications. The sequence can be divided into the subsequences initialization, call, 
planning, updating and running. 
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Fig. 2. Sequence of the Planning Algorithm 



Initialization phase. The users subscribe to the planning application. During the sub- 
scription the users announce their communication resources to the application. The 
communication resources can be categorized regarding their capabilities. These facili- 
ties are taken from a compatibility list that describes what device is able to communicate 
with which other device. 

The planning application queries an iCalendar compliant calendar application about 
the current calendar entries of the subscribed users. The number of entries can be limited 
by obtaining an arbitrary time horizon, e.g. a time range of 12 hours. Next, the calendar 
events are analyzed and a static call-in plan is generated. This plan serves as a coarse 
structure. 

The call-in plan entries are derived from the predefined preference list associating 
calendar categories such as meeting, travel or lunch with possible available commu- 
nication entities. Each calendar event is augmented with the available communication 
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channels. Additionally, the free-times of the user are also associated with the available 
communication devices. The entries are supplementary associated with a context. This 
association allows the dynamic adaption of the time range of the call plan entries. 

The call-in and call-out plans are stored as a directed acyclic graph (DAG). Each 
entity E controls a set of resources R. Each of the resources has a list of time slots where 
communication with this resource is possible. These time slots are denoted A time 
slot must at least contain its start time tg and end time te, denoted as j ^e„ )■ 

In order to support the dynamics of the user’s situation and the resulting changes in 
their daily schedule context sensing techniques are used. The planning application binds 
the calendar events with the according context whenever it is possible. This allows the 
application to adapt to the current user’s context. To be aware of context changes the 
planning application subscribes at the Context Server for the required contexts. 



Call phase. After the initialization phase the user specifies its call intension. Therefore, 
the user provides the planning application the parameters such as the callee’s address, 
importance of the conversation and the type of communication. A number of communi- 
cation types have been defined for the proposed solution. These types are used to classify 
the communication events. Additionally, the attributes can be used to express the inten- 
tion of the communication. An event can be augmented by more than one attribute. These 
information allow the called party to prepare scheduled calls. The following attributes 
are distinguished. 

asynchronous. Describes communication via e-mail or facsimile, 
synchronous. Attribute for real-time interactive communication such as phone calls, 
uni-directional. A one-way exchange of information that do no require any direct feed- 
back, such as calls to answer machines, 
bi-directional. The transmitted messages is answered by the callee. 
informative. The content is purely informative. This kind of message is often transmit- 
ted in a uni-directional or asynchronous fashion, 
urgent. The communication request has to be processed with the highest priority, 
private. Classifies the conversation as private, 
public. The content of the message is declared as public. 

The planning application interacts with a communication instance that initiates the 
call on behalf of the user. Such a 3rd party call control entity could e.g. be a back-to-back 
user agent (B2BUA) in a SIP environment. In case that the communication request was 
not successful, e.g. the called party was busy or not available, the planning application 
will start its algorithm. The algorithm will try to find a suitable time slot for the next call 
attempts. 



Planning phase. The planning phase is the core of the algorithm. In the first step a 
static call-out plan of the calling user is created. This step could also be done in the 
initialization phase. The planning application then queries on request the calling target 
for a current call-in plan. The corresponding planning assistant responds with the call-in 
plan. The exchange is similar to the sharing of context information shown in [11]. 

A suitable trust and privacy concept is needed to secure this very sensible information. 
The concept of trust and context has been investigated in [12] Additionally, the shared 
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information should be available in a hierarchical structure. Such that persons belonging 
to a specific trust group will only receive the according information detail level. 

Figure 3(a) shows the call-out plan of the caller on the left side. On the right side 
of Figure 3(a) the call-in plan of the callee is depicted. Both partners possess three 
communication devices shown as resources in the figure. After receiving the other party’s 
plan the mapping algorithm is executed. The algorithm determines possible time slots 
for efficient communication. A temporal ordered list of these time slot is returned. These 
time slots are shown as overlapping areas in Figure 3(b). The beginning of the next 
possible time slot is marked as ti. The example assumes exclusively disjunct resources. 



Call-out Plan Call-In Plan 




(a) Call-In Plan and Call-Out Plan 



Call-out Plan Call-In Plan 




(b) Possible Time Slots after Match- 
ing Algorithm 



Fig. 3. Matching of Resources in Call-In Plan and Call-Out Plan 



Updating phase. During pending call attempts the schedule of the call-in and call- 
out plan can change. When the user’s context changes this information is signaled to 
the Context Server. If the context of the user and the context information bound to the 
calendar events are not in consistence the planning application is notified. A mismatch 
might occur if a scheduled meeting lasts longer than previously expected or the user is 
back earlier from lunch. 

Upon receiving such a change the call-in plan and call-out plan of the user are 
updated. Thereafter, the update is signaled to all subscribed planning applications. The 
utilization of a context sensing infrastructure is an important concept since users are 
usually not diligent in updating their calendar entries manually. The context-awareness 
of the application allows for the automatic adaption of the scheduled plans. 
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Running phase. The caller has a list of pending call requests. If the planning algorithm 
has marked a call requests as promising the user can initiate this call request. If the call 
is still unsuccessful the algorithm will be run again. The phases call and updating are 
usually executed multiple times during the use of the application. 



3.3 Matching Algorithm 

Two algorithms are shown in more detail. The matching algorithm (Alg.l) compares 
two nodes Vn,v'„ of the graphs representing the call-in and call-out plans. If the two 
nodes have an overlapping region, the algorithm will return the maximum overlapping 
region. Otherwise an empty set is returned. 



Algorithm 1 The Matching Algorithm 
1 : function MATCH(t!i , V 2 ) 

2: s t- 

3: e max(tej,fe 2 ) 

4: if e > s then 

5: return (s,e) 

6: else 

7: return null 

8 : end if 

9: end function 



Algorithm 2 describes the building of a time slot list, that contains all identified 
overlapping regions in temporal order. The resource graphs are compared node by node. 
A drawback of the algorithm is the exponential runtime of O(n^). It occurs since all 
entries of the call-in plan have to be matched with all entries in the call-out plan. 

However, an exhaustive search is not necessarily required. Each first match ofvGR 
with v' G R' is saved as a pivot element. The next node of R does not need to examine 
all nodes prior to the pivot element. Additionally, no element has to be checked after 
a missed matched since the nodes in R are ordered regarding their time. This strategy 
significantly decreases the number of operations. 



4 The Digital Call Assistant System Design 



The planning algorithm introduced in Section 3 will be part of our context-aware com- 
munication infrastructure. The communication platform is based on an Open Source IP 
Telephony system [13] using the Session Initiation Protocol (SIP) [14]. However, the 
proposed approach is in no way limited to just SIP as communication protocol. The over- 
all system design is depicted in Figure 4. It comprises the components Context Server, 
Calendar Server, Planning Application and a Communication Server. 
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Algorithm 2 Building Time-Slot List 
Require: R and R' as ordered list regarding start time 
1: function MAPPiNG(i?, i?') 

2: i i — 0 

3: for all u € i? do 

4: for all v' € R' do 

5: if is > tg then 

6: next 

7: else if te < t's then 

8: next 

9: else 

10: T[i] t— Match(u, u') 

11: j t— i + 1 

12: end if 

13: end for 

14: end for 

15: return T 

16: end function 



4.1 The Digital Call Assistant System Setup 




Fig. 4. The Digital Call Assistant System 



4.2 Context Provision Infrastructure 

The prototype system uses a Context Server as an integration component and context 
source for other context-aware applications. The planning application is a consumer 
of the context. The planning algorithm requires the current context to parameterize or 
modify the schedules of the participants. The context server is shown in Figure 5. A 
multitude of context information sources transmit their data to the server. The data will 
be encoded in an extended syntax of the Presence Information Data Format (PIDF) [15]. 

Low-level Information sources such as temperature or light sensors are encapsulated 
by virtual sensors (VS). The purpose of the these virtual sensors is the provision of 
an abstraction to the vendor specific data type and communication. Typical context 
information sources are devices, such as Bluetooth sender, RF/IR-Badges or iCalendar- 
compliant applications. 
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Fig. 5. A Context-aware System Using a Multitude of Context Information Sources 



The context server provides the context information via a Web Service interface. The 
planning application can address the requests for context data using the Simple Object 
Access Protocol (SOAP). The client application can use a request/response mechanism 
to query the necessary information. Additionally, a subscribe/notify mechanism can be 
used to be informed when a context change has taken place. 



Location Information. In order to test the proposed call planning approach context 
information needs to be available. Therefore, an indoor location sensing system has 
been implemented. Different indoor location sensing systems have been built, installed 
and evaluated to show the feasibility of our approach. The investigated concepts in our lab 
cover location sensing using a Wireless LAN infrastructure, the utilization of Bluetooth 
and a location system with infra-red beacons and radio frequency tags. 

A location sensing application based on a IEEE 802. 1 1 Wireless LAN infrastructure 
has been implemented. This approach follows the core ideas of RADAR [16]. The 
intended granularity of the system was the detection of the room a user is currently 
in. The detection was achieved by comparing the measured signal strength values with 
an a-priori prepared signal strength map of the floor. The evaluation [17] resulted in a 
detection rate of approximately 85% if three or more Access Points (APs) are visible for 
the measuring device. The rate drops to roughly 60% if only two APs were available. A 
PDA running Linux and patched drivers for the WLAN cards were used as the prototype 
device. 

A similar approach was undertaken using a Bluetooth environment [18]. A PDA 
with a Bluetooth interface receives the beacons send out by the base stations. The 48 bit 
address of each base station provides a tag for identification. The actual location is ob- 
tained from a lookup-table that holds a corresponding symbolic location information for 
every identifier. An advantage of both approaches is that they use commodity wireless 
network technologies. WLAN and Bluetooth already exist in most office-like environ- 
ments. Device such as PDAs and notebooks are often equipped with Wireless LAN and 
Bluetooth interfaces. Therefore, no additional hardware cost for location sensing on the 
client side is needed. 
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4.3 Extending and Using the iCalendar Format 

The core specification [10] of the iCalendar defines a set of data fields for shared and 
distributed electronic calendaring. A MIME content type was chosen as calendar for- 
mat. The following calendar components are defined: VEVENT, VTODO, VJOURNAL, 
VEREEBUSY and VTIMEZONE. For the purposes of the presented Digital Call As- 
sistant the existing fields are used whenever possible. Where needed the content is 
interpreted according to our needs. The MIME content is suitable to be transmitted with 
a variety of protocols such as SMTP or HTTP. 

The transport protocol of the events is derived from the iCalendar Transport- 
Independent Interoperability Protocol (iTIP) [19]. The protocol provides basic methods 
to negotiate free time slots. However, the negotiation does not provide the necessary 
functionality needed for the proposed planning algorithm and adaption through context 
information. 

The Calendar User Type (CUTYPE) provides a mechanism to specify the type of 
calendar user. The parameter can e.g. contain the types ROOM and RESOURCE. These 
parameters are used to convey information about the location of the user and the available 
communication resources. To mark a time slot as free or busy the FBTYPE parameter is 
used. It allows to set the time slot to FREE or various BUSY types. Additionally, individual 
notations can be defined. For interoperability these new notions have to be registered 
with the lANA. The following listing shows an exemplary data set for the Digital Call 
Assistant. 



Listing 1.1. iCalendar data used for the Digital Call Assistant 



BHiIN:Vn\'nXT 
crrsr.xMP: 20040c 1 .n 2’054(.z 

ORGANIZER MAILTO: rngocrlz^koin . tu-darm«tadt .dc 

CREAntD: 200406 13T2 1 5649Z 

Uil>- DigilalCiillAasiatonl 

UVST -MODIHtD: 200^06 1 3T22U4.17Z 

•SIMMARV: Me? ling 

LOCATION-S.3I06/M8 

CLASS tPUUUC 

PRIORirY:3 

CATFCiORIF.S : Coiif?r?ru;e 
CUIYIT: RliSOllRCL: sip -phone, mobile - phone 
FBTyre=ei'SV:200406 1 6TI 09000Z/200406 1 6TI03000Z 
DLSrARI :20l>40h16l09IHI00/ 

ITIl ND : 20 040 6 1 6T 1 00000/- 
TRANSP OtAQUF. 

END-VFVPTT 



5 Conclusion 

Efficient communication promises savings in time and money. The loop of unsuccessful 
calls and unsuccessful call-backs has to be avoided. Knowledge about time slots when 
the communication partner can be optimally reached is the key information for this pur- 
pose. The decision when to place the call can be based on this information. In this paper 
a Digital Call Assistant has been introduced. The assistant’s planning algorithm deter- 
mines time slots which are appropriate for communication. Call-in and call-out plans 
are the basis for the algorithm. These plans are derived from user’s electronic calendar 
(iCalendar). Context information is used to continuously adapt the static schedule to 
the user’s current situation. The call assistant is part of our context-aware communica- 
tion service infrastructure. The presented algorithm is identifying the time slots straight 
forward. Enhancements (e.g. trust concept) to this system are left for further work. 
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Abstract. Advances in network and mobile communication technologies en- 
abled transformations of markets to the forms of E-commerce. However, cur- 
rent E-commerce technologies cannot provide enough information on the 
physical dimension, material color, and tactile impression of the products. 
There exists fundamental discrepancy between the internet-based cyber world 
and the user’s real environment. By superimposing 3D virtual products on the 
user’s real environment. Augmented Reality (AR) technologies might resolve 
this discrepancy. However, AR implementations often require bulky infra- 
structures and/or laborious installations, and hence are not easily available. In 
this paper, we present a marker-free, easy-to-use, and stand-alone AR system 
based on laser projection tracking (AR Pointer). A prototype of Augmented E- 
commerce system was developed based on AR Pointer technology. Using this 
system, untrained users can just “Put & feel a product’’ in order to find the 
match of the virtual model of a product in the real environment. 



1 Introduction 

Worldwide spread of Internet technologies and services enabled web-based E- 
Commerce services since the middle of 1990’s. Up to present, B2B(Business to 
Business) and B2C(Business to Client) E-Commerce markets have grown steadily, 
and more and more people are utilizing E-commerce services. Recently, in addition 
to Internet-based online retailing, E-Commerce has been expanded to mobile envi- 
ronments and living rooms by use of mobile phones and Digital TV sets. The major 
advantage of E-commerce is convenience in commercial transactions: a user can 
easily search for a product and compare it with other products in a short amount of 
time simply by mouse-clicking. However, E-Commerce has deprived users of the 
reality. Two-dimensional images and texts on the screen are not sufficient to provide 
information on the physical dimension, material color, texture, tactile Impression, and 
manipulation feedback of a product. Most of those who have on-line shopping expe- 
rience would be persuaded that we might have unpleasant surprise of receiving prod- 
ucts different from our expectations. 
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The difference between the impressions on the images and the actual products is 
due to the fundamental discrepancy between the internet-based cyber world and the 
real environment. To resolve the discrepancy, 3D virtual products can be provided 
using web 3D tools such as Viewpoint or Cult3D. They may provide rich experience 
to the users [1], but still 3D virtual products are not in the same context as the users’ 
real environment. To correctly resolve the discrepancy, the user’s real environments 
(user’s office or home) and the virtual object (the product) should be seamlessly min- 
gled. By superimposing 3D virtual environment on the user’s real environment. 
Augmented Reality (AR) technologies are used to merge real and virtual environ- 
ments [2]: the size and other physical properties of the products can be expressed in 
the user’s real environment context. However, there have been only a few AR re- 
searches applicable to E-Commerce. ARIS (Augmented Reality Image Synthesis) is 
one of such systems. In ARIS project, an E-commerce system for interior decoration 
is under development that may improve the shopping experience of visitors (potential 
customers) using Augmented Reality methods [3]. However, ARIS requires various 
infrastructures, difficult to be practically utilized in the usual life. There have been 
few practical AR systems practically usable and available to the untrained users. 
Many technical limitations of AR need to be overcome so that AR technologies can 
be applied in E-Commerce services. 



2 Limitations of Augmented Reality Technologies for Everyday 
Use 

Augmented Reality, providing magical feeling of immersion, has been one of the 
most attractive research topics in the human computer interaction and computer 
graphics fields since early 1990’s. Thanks to advances in hardware devices, tracking 
technologies, and display technologies, AR implementations are available on com- 
mercial off-the-shelf desktop and notebook computer systems. However, AR has not 
been successfully utilized in many practical applications, especially in E-commerce 
applications, because of its limitations and technical difficulties as summarized in the 
following. 



2.1 Bulky Infrastructures and Complicated Configuration for Using AR 

Because of technical similarities, AR systems have been built on existing Virtual 
Reality (VR) technologies. In most research and development, AR employed VR 
tracking and display devices that are often bulky and heavy, and/or require laboratory 
installations of sourcing devices (e.g., for magnetic and ultrasonic trackers). Vision- 
based tracking technologies, such as ARToolKit system [4], often use artificial mark- 
ers, and hence do not require hardware installation in the environment. However, 
markers need to be installed and calibrated in advance. There are also (partial) occlu- 
sion problems of the markers, which may result in tracking failure. 
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2.2 Use of Unwieldy Head-Worn Displays (HWD/HMD) 

In AR applications, video see-through displays are preferred to optical see-through 
displays for higher registration accuracy. However, video see-through displays are 
often unwieldy and fatiguing, hindering user’s natural view of and interaction with 
the real environment. Thanks to recent technical advances, AR has been successfully 
ported on hand-held devices such as PDA’s and mobile phones [6] [7] [8], demon- 
strating the potential of producing practical applications. Hand-held AR systems may 
be used in many applications including collaboration [5] and navigation [13]. 



2.3 Lack of Stand-Alone Systems 

Because AR integrates many advanced technologies, such as tracking, display, video, 
and computation technologies, it has been difficult to produce a stand-alone (or all-in- 
one type) AR system. For tracking systems, many technologies require installation of 
sourcing devices, on which tracking devices physically depend. Although vision- 
based tracking systems do not require sourcing devices, they rely on pre-installed 
markers [4] [14]. Inertial trackers work as a stand-alone tracking system, but the 
tracking information they provide cannot be used to construct geometrical relations 
between the real and the virtual environment, which is required for image overlays. 
GPS and digital compass also do not depend on other devices, but because of low 
accuracy, they are not useful in many AR applications other than navigation and 
guidance. To summarize, existing AR systems are dependent on tracking infrastruc- 
tures or accessories such as markers. For non-experts, a plug-and-play stand-alone 
AR system is desired. 

To produce practical applications including E-commerce applications, portable, 
marker-free, easy-to-use, and stand-alone AR system is desirable. Such an AR system 
can be used in everyday E-Commerce life of untrained users. 

In this paper, we introduce a stand-alone, plug-and-play type AR Pointer system to 
be used for Augmented E-Commerce applications. The proposed AR system is easy 
to use and marker-free, and hence more general-purpose in applications. Instead of 
traditional tracking systems that require laborious installations, a small laser and a 
video camera are used as a tracking unit in our system. 



3 AR Pointer System 

Diffractive optical elements (DOE’s) transform a single laser beam into various 
structured light patterns as shown in Eig. 1. These patterns, projected on a planar 
structure (wall, table, floor, etc.), change their shapes as the distance and the orienta- 
tion between the laser and the plane change. Through calculating the geometrical 
relation (distance and orientation) between the plane and the laser, the laser patterns 
can be used in place of markers that are widely used in vision-based tracking systems. 
In other words, a projected DOE pattern may play a role of a marker to provide 
tracking information. 
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Fig. 1. Laser light patterns 



3.1 Use of Laser Devices 

Laser pointer has been often used in Human Computer Interaction (HCI) applications 
in order to support interactions among computer systems, visual environments, and 
human. It has been used as a 2D pointing device in conferences or presentations in 
place of traditional pointing devices such as mice [9] [10]. Laser pointer has also been 
used as a travel aid device for blind people [11]. In this system, a stereo camera was 
used to calculate the depth to the pointed surface. A red-pass filter was also used for 
robustness of image analysis. In collaborative AR environments, lasers have been 
used as an interaction device to select, move, and rotate visual elements [12]. How- 
ever, to the best of our knowledge, lasers have not been used as a real-time tracking 
device up to present. 



3.2 AR Pointer System Components 

AR Pointer system is composed of a laser with a DOE, a video camera, and an op- 
tional LCD monitor. A laser and a video camera are combined into one unit to be 
used as a tracking and video capture device. An optional LCD monitor can be used 
as a display unit, to compose a hand-held AR system together with laser-camera unit. 
For registration information calculation and virtual object overlay, the laser-camera 
unit can be connected to any type of computing systems (Fig. 2). Depending on the 
computing system, AR Pointer system could be constructed as a desktop system (Fig. 
3) or a mobile system (notebook PC / tablet PC / PDA / mobile phone). As a mobile 
unit, AR Pointer can be used also as a hand-held AR system as in TransVision[5] or 
NaviCam[13] (Fig. 4). 

AR Pointer system is distinguished from the previous AR systems, showing many 
advantages. Firstly, AR Pointer is a stand-alone system: there is no requirement of 
laborious installation process, bulky and unwieldy tracking devices, or marker instal- 
lations and calibrations. Secondly, it is also highly mobile and easy-to-use as in plug- 
and-play peripheral devices. Thirdly, pointing with the laser patterns, AR Pointer 
system can overlay virtual products on any planar surface of user’s real environment. 
These advantages enable AR Pointer system to be used in everyday E-commerce life 
of untrained users. 

Most tracking systems are exocentric in terms of tracking coordinate systems (the 
origin of the coordinate system is located outside the tracking unit). It is because 
tracking is dependent on external tracking devices or installed artificial markers. 
However, AR Pointer is egocentric because the sourcing device (laser) and sensing 
device (video camera) are of one unit. AR Pointer system can be used to “Point a spot 
& Register an object”, which is an intuitive interaction approach. In other words, a 
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Fig. 2. AR Pointer system components 




Fig. 3. Desktop AR Pointer system 




virtual object can be placed in the user-specified position just by pointing at using the 
laser: AR Pointer system is an AR pointing device. 

AR Pointer system is similar to vision-hased tracking systems in that it is also 
based on “seeing” visual elements. However, AR pointer system does not require 
marker installations and calibrations. Therefore, AR Pointer can be used to overlay 
on the environments where marker installation is difficult or impossible. All the 
more, AR Pointer system can be used on the other side of a glass window or a show- 
case: it is capable of performing non-contact and/or intrusive operations. 

4 Pose Computation and Transformations 

There are three major coordinate systems in AR Pointer system (Fig. 5). The laser 
coordinate system (L) is used to describe DOE pattern feature positions. The tabletop 
coordinate system (T) is used to represent the position and orientation of the laser 
patterns projected on the planar surface. Lastly, the camera coordinate system (C) is 
used to represent image coordinates of measurements (the laser patterns) and to 
overlay the virtual products in augmented views. 

There are two important coordinate transformations, each of which should be calcu- 
lated on-line or off-line. 

Tcl: from the laser coordinate to the camera coordinate transformation 
Tct: from the tabletop coordinate to the camera coordinate transformation 
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Parameters of laser coordinate system are the laser DOE starting point (Ol) and the 
DOE pattern features (Xi). Parameters of camera coordinate system are the focal 
point (Oc), field of view (EOV: horizontal(0h) and vertical(0v)), and image resolu- 
tion (Sx, Sy). These parameters can be calculated off-line except for the image reso- 
lution (user may specify the image resolution in run-time). 

4.1 Coordinate Transformation Calculation 

In order to correctly superimpose visual overlays on the tabletop, it is necessary to 
determine the coordinate transformation from the camera to the tabletop coordinate 
system (or the inverse) The input measurements are the coordinates of laser pattern 
features on the camera image. To determine the tabletop coordinate system, in our 
approach we calculated the feature 3D positions of the laser patterns projected on the 
tabletop. 




Fig. 5. AR pointer Coordinate Systems 



As can be seen in Pig. 5, these 3D positions are the intersections of the rays from 
the laser DOE starting point to the DOE pattern features, and the rays from the cam- 
era focal point to the image features [14]. To calculate the intersection (more pre- 
cisely, the closest point between the rays), the rays should be represented in a com- 
mon coordinate system (in our implementation, camera coordinate system was used). 
To represent rays in a common coordinate system, coordinate transformation between 
the laser and the camera coordinate systems should be known. This transformation 
was calculated off-line as explained in the following section. Detailed steps for com- 
puting ray intersections are described in the following. 



(1) Laser feature patterns are transformed into camera coordinate system as follow. 

(DOE pattern features) 






O -T 

^CL 



O 



(DOE pattern start point) 

(2) Ray from laser focal point to the feature points represented in camera coordinate 
system are obtained (there is no unknown parameter). 



I = O 

'■Li 






(3) Rays from camera focal point to the image feature points are calculated using the 
camera EOV. 
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la=0^c+s,{yf-0^,) 

(4) The intersections (the closest point between the rays) of the rays are computed. 



The intersections of these pairs of rays are the positions of the laser pattern features 
projected on the tabletop, represented in the camera coordinate system. With three or 
more non-collinear points, the tabletop coordinate system can be constructed, and the 
transformation between the camera coordinate system and the tabletop coordinate 
system can be calculated. 



4.2 Laser to Camera Coordinate Transformation 

The transformation between the laser coordinate system and the camera coordinate 
system should be known in order to represent the rays in a common coordinate sys- 
tem. We used an off-line calibration method, which is described in the following. 

(1) The laser pattern was aligned perpendicular to a visual marker, and the distance 
between the laser and the marker was measured (Fig. 6-top). 

(2) The camera image of the visual marker was taken with the laser switched off (Fig. 
6-bottom). 

(3) The 3D visual marker coordinates were measured. 

(4) The camera pose was computed using an optimization method based on the 3D 
marker positions and the 2D image coordinates. 

In step (1), the transformation from the laser to the marker coordinate system (Tml) 
was obtained (simple translation on Z axis). In step (4), the transformation from the 
marker to the camera coordinate system (Tcm) was calculated. Transformation from 
the laser to the camera coordinate system (Tcl) was then calculated using Tcm and 
Tml- 



‘CL 



■ T T 

r\A n 



CM ^ ML 



This calibration process was performed once after system assembly: it does not 
have to be repeated. The images used for “from the laser coordinate system to the 
camera coordinate system” transformation calculation are shown in Fig. 6. 
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4.3 The Prototype of AR Pointer System 

Our prototype of AR Pointer system is composed of a laser with a 5x5 grid pattern 
DOE, an IEEE- 1394 video camera, and an LCD monitor (Fig. 7). The laser and the 
camera were placed parallel and apart. As the distance between the laser and the 
camera increases, the tracking accuracy might be improved. 




Fig. 6. Images used for laser Fig. 7. AR Pointer system hardware configuration 

to camera transformation 
calculation with laser on 
(top) and off (bottom) 



For robust detection of bright laser patterns, the automatic camera exposure control 
was disabled (manually controlled to obtain dark images). The video images were 
captured in VGA resolution at about 15fps. The depth range of the system was from 
15cm to 4 meters depending on the illumination condition. 



5 Prototyping Augmented E-commerce Web Sites 

We built an Augmented E-commerce system based on our noble stand-alone AR 
Pointer system. Fig. 8 shows the Augmented E-commerce prototype embedded to an 
E-Commerce web site. The scenario is very intuitive. A user searches for a product 
on-line and drag-and-drops the 3D model of an interesting product onto the AR win- 
dow. AR Pointer system, then, registers the virtual object on the user pointed spot in 
the real environment. The user interacts with the virtual objects by moving and ro- 
tating in order to estimate the dimension and shape of the product, and to find the 
matches with the room environment. In other words, users can “Put & feel a product” 
in reality. 

Using Augmented E-commerce system, users’ shopping experience can be greatly 
improved. Users can perceive the products in his/her office or home environment 
through LCD monitor without wearing unwieldy HMD’s or HUD’s. 
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We have performed usability tests of the system. Untrained users could place the 
virtual products with no difficulty, and perceive the size of the bookshelf visually 
comparing with papers of A4 size (Fig. 9). In another experiment, users placed a 
virtual toy truck beside toy robots. Users estimated the size of the truck easily by 
comparing with other reference objects such as a soda can and a sports watch (Fig. 
10). As a stand-alone system, users also could utilize AR pointer to place virtual 
products on various places (on the wall and on the desktop in our experiments). 




Fig. 8. Augmented E-commerce 




Fig. 9. Augmented view of a shelf 




Fig. 10. Augmented view of a toy truck 



6 Conclusions 

We introduced a laser-projection based AR Pointer system and Augmented E- 
Commerce prototype that combines web contents and AR technologies. AR Pointer 
is a stand-alone, marker-free, and easy-to-use AR system that can be used in everyday 
E-Commerce life of untrained users. AR Pointer can be used to overlay virtual objects 
on the environments where marker installation is difficult or impossible. Owing to its 
non-contact and intrusive nature, AR Pointer system can be also used on the other 
side of a glass window or a showcase. AR Pointer system is less influenced by visual 
noise because the tracking is based on bright laser patterns: it is less dependent on 
illumination conditions and less influenced by occlusions. 

Inertial trackers can be integrated with AR Pointer system to avoid tracking fail- 
ures when laser patterns cannot be correctly detected. An inertial sensor can be also 
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used as a control device to rotate the virtual objects in the augmented views. AR 
Pointer system can be improved by enabling tracking on non-planar surfaces. If exe- 
cuted in real-time, 3D shapes of the surface may be estimated for advanced interac- 
tion with the real environments. 
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Abstract. The management of multimedia information is a key issue when 
permissions, protection issues and rights are involved. The appearance of new 
multimedia description formats, new distribution channels and diverse business 
models makes it difficult to provide a general solution for performing such 
management. In this scenario, the description of architectures and protocols ap- 
pears as a valid approach in the way to obtain results that could be adapted to 
the changing scenario present nowadays in the multimedia arena. MPEG-21, in 
its aim to provide a multimedia framework, is a good starting point for de- 
scribing candidate modules for implementing a system that works inside the 
framework. Based on some of its parts, as currently 16 parts are being consid- 
ered within the standard, we propose a modular architecture to cope with the 
complexity of the rights management and protection of multimedia informa- 
tion. This architecture is by no means complete, but is intended to map a stan- 
dard to something more usable. The use of the modules defined in the archi- 
tecture is illustrated with some examples, which show how protected multime- 
dia information can be processed in the context of a real system based on an 
international standard, such as MPEG-21. 



1 Introduction 

According to the MPEG-21 standard, digital Items (DI) are the unit of representation 
of multimedia information. Inside a DI we can find different kinds of data about a 
multimedia content, specifically those related to the representation of the information 
specified in the different MPEG-21 parts. Eurthermore, we can have information in 
other formats (standardised or not), representing the multimedia object itself, for 
instance, a video or an image. 

Within these premises, our aim is to define a possible architecture for the manage- 
ment of the different kinds of data that could be represented inside a DI, focusing on 
the MPEG-21 data, understanding MPEG-21 data as those defined in the different 
parts of the standard, but keeping an eye on non-MPEG-21 data, too. 

The strategy to accomplish this objective can be decomposed into phases. The first 
one is to identify each part present in the DI. Then, the mechanisms for managing 
each part should be described and implemented. The final result will be the descrip- 
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tion of the architecture for managing the different components of a DI, using the 
corresponding protocols when needed. 

This paper presents the digital item structure and some of the MPEG-21 associated 
data it can carry. Moreover, it describes some preliminary ideas for the architecture 
needed to support such data as well as the protocols involved in its management. It 
also presents a use case in order to clarify the processing of a digital item with the 
proposed architecture. 



2 Multimedia Information Representation Using MPEG-21 

A Digital Item is defined in [1] as a structured digital object, including a standard 
representation and identification, and metadata within the MPEG-21 framework. It is 
the fundamental unit of distribution and transaction within this framework. The rest 
of this section presents some parts of the MPEG-21 standard. 



2.1 Digital Item Declaration (DID) 

The two major goals of the Digital Item Declaration part within MPEG-21 are first to 
establish a uniform and flexible abstraction and interoperable schema for declaring 
Digital Items and also to be as general and flexible as possible, providing hooks to 
enable higher level functionality and interoperability. The Digital Item Declaration 
(DID) technology [2] is defined in three normative parts: DID Model, Representation 
and Schema. DID corresponds to part 2 of the MPEG-21 standard. 

Whereas the DID Model describes a set of abstract terms and concepts to build the 
model for defining Digital Items, the Representation part describes the DID Language 
(DIDL), that is, the syntax and semantics of each of the DID elements defined in the 
Model, as represented in XML. The Representation part specifies in a textual manner 
the semantics and construction rules of the elements and element-based objects, while 
uses XML Schema to describe the syntax of each element. Einally, these individual 
schemas are grouped together in the Schema part to provide the entire grammar of the 
DID representation in XML. 

Within this model, a Digital Item is the digital representation of a work, and as 
such, it is the thing that is acted upon. 

Figure 1 shows the relationship among some of the terms of the defined model. 
The Container is a potentially hierarchical structure that allows Items to be grouped 
together with their descriptors, components and resources. The term “Item” should be 
understood as a declarative representation of a Digital Item. 

A DIDL document consists of a DIDL root element with an Item child element or 
a Container child element. An Item element is a grouping of possible sub-items 
and/or Components, bound to a set of relevant Descriptors containing descriptive 
information about the item. A Component groups a Resource element with a set of 
Descriptors that contain descriptive information about the resource, plus a set of An- 
chors that specify points or regions of interest in the resource. It is intended to be the 
basic building block of digital content within a DIDL document. A Resource is an 
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individually identifiable asset such as a video or audio clip, an image, an electronic 
ticket, a textual work or even also a physical object. A Reference element is used to 
link the contents of an element inside another element. A Statement element, which 
defines a piece of information pertaining to the parent element, can contain any kind 
of information, including descriptive, control, revision, tracking or identifying infor- 
mation. It can also contain any data format, including plain text and various machine- 
readable formats such as well-formed XML. 



Container 



Item 

PescfiptoTI 

Component 
I Dtsctiptof] 
r Rfesoufc«~l 



Component 

D«scfipto7| 

I Resource I 



Item 

D escri ptoTI 

Component 
I Descfjptof I 



Resource 



^Item 

Descfipti^ 



Compon ent 

Descfi ptoil 



Resource 



Item 

Compone nt 
I Pescfipior I 



Resource 



Fig. 1. Example of digital item declaration 

The possibility of inserting data in any kind of format, specially well-formed 
XML, within a Statement provides a wide field for including information used to 
protect and process multimedia data, such as rights expressions, intellectual property 
management and protection information or adaptation descriptors. 



2.2 Rights Expression Language (REL) 

Rights expression languages (RELs) have been proposed to express rights and condi- 
tions of use of digital content. RELs can be used for example to describe an agree- 
ment between a content provider and a distributor, or between a distributor and an 
end user. Moreover, RELs can be used to express the copyright associated to a given 
digital content by specifying under which conditions the user is allowed to exercise a 
right. 

Part 5 of the MPEG-21 standard [3] specifies the syntax and semantics of a Rights 
Expression Language (REL). In particular, it specifies the syntax and semantics of the 
language for issuing rights for users to act on Digital Items. One important concept in 
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REL is the License. A License is a container of grants that are formed hy a principal 
that has the permission to exercise a right against a resource under some conditions 
that must he previously fulfilled. Ligure 2 shows the structure of a REL License. 




Fig. 2. REL License 



Inside a REL license, the most important element is the Grant. A Grant is an XML 
structure that is formed by four elements: 

- Principal represents the unique identification of an entity involved in the granting 
or exercising of Rights. 

- Right specifies an action or activity that a Principal may perform on, or using, 
some associated Resource. 

- Resource represents the object against which the Principal of a Grant has the Right 
to perform. 

- Condition represents grammatical terms, conditions and obligations that a Principal 
must satisfy before it may take advantage of an authorisation conveyed to it in a 
Grant. 

A Grant expresses that some Principal may exercise some Right against some Re- 
source, subject, possibly, to some Condition. 

MPEG-21 REL makes use of the Rights Data Dictionary [4], part 6 of the MPEG- 
21 standard, that comprises a set of clear, consistent, structured, integrated and 
uniquely identified terms. The structure of the RDD is designed to provide a set of 
well-defined terms for use in rights expressions. 

2.3 Digital Item Processing (DIP) 

Digital Item Processing (DIP) [5] specifies the syntax and semantics of tools that may 
be used to process Digital Items. The objective of DIP is to provide a normative set of 
tools for specifying the processing of a Digital Item in a predefined manner. In this 
way, it will be possible to extend the DIDL [2] in order to add user specific function- 
ality inside the Digital Item, but maintaining the interoperability at the processing 
level. 
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A key component of Digital Item Processing is the Digital Item Method (DIM), 
that is, the mechanism that enables Digital Item Users to include sequences of in- 
structions for adding predefined functionality to a Digital Item. Such a sequence of 
instructions is not intended to implement the processing of media resources, hut 
might be used for adaptations of the Digital Item Declaration at the DID level. A DIM 
is expressed using the Digital Item Method Language (DIML), which includes a 
binding for Digital Item Base Operations (DIBO). The method definition may be 
referenced from or embedded in the DID. For example, a Digital Item representing a 
music album may contain a DIM to add a new music track to the album. Such a DIM 
can be used to ensure that the new music track is added to the Digital Item while 
maintaining a suggested format (i.e. elements added in the correct place in the DID 
structure, correct Descriptors are included, etc.). 

Digital Item Base Operations are functional building blocks utilised by a Digital 
Item Method. They can be considered somewhat analogous to the standard library of 
functions of a programming language. A DIBO is described by a normatively defined 
interface and semantics, while the DIBO implementation will depend on the peculi- 
arities of the terminal in which it is to be developed. 

Digital Item extension Operations (DIXOs) specify a normative mechanism for 
enabling extended functionality in an efficient way. Their operation is like the DIBOs 
one except that these are not normatively defined. As well as DIMs, DIXOs may be 
referenced from or embedded in the DID. 



2.4 Intellectual Property Management and Protection (IPMP) 

Part 4 of the MPEG-21 standard. Intellectual Property Management and Protection 
[6], has concluded the requirements phase. A Call for Proposals has been done and as 
a result a first draft [7] has been published. 

In this part of the standard an interoperable framework for Intellectual Property 
Management and Protection will be defined. MPEG-21 will provide a framework that 
encourages the creation of new services that can be used to support new business 
models. These services should meet the needs of the different members of the net- 
works associated with the distribution of digital items. 

An architecture that facilitates the management of trust relationships will be de- 
fined, too. This means that it must describe content usage requirements, peer capa- 
bilities and requirements associated with making trustworthy guarantees about 
MPEG-21 peer capabilities. 

In IPMP it will be included the expression and enforcement of rights that are asso- 
ciated with digital item distribution, management and usage by all members of the 
value chains. 

We made a contribution [8] to the Call for Proposals and it has been considered to- 
gether with other proposals in the final draft. Our contribution defines an XML 
Schema to describe IPMP information. 
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3 Proposed Architecture 

As MPEG-21 has not yet defined an architecture for a system implementing the func- 
tionality needed to process a digital item containing information associated to differ- 
ent parts of the MPEG-21 standard, we propose here the definition of a Multimedia 
Information Protection And Management System (MIPAMS), the DMAG-MIPAMS. 

The system architecture consists on several modules, each of them providing a part 
of the functionality. The use of a modular approach allows the addition of new mod- 
ules as needed. 

The architecture distinguishes between the final user and the servers needed to 
provide the underlying infrastructure. In the middle, we have the “Intermediary”. The 
functionality of this intermediary element could be also located either on the user 
side, on the server side or on both, depending on the characteristics of the equipment 
or terminal used by the final user to access to the multimedia content. Its main func- 
tionality is to hide the complexity of the system from a final user perspective. This 
will allow us to describe the architecture in a very general way, taking advantage of 
the equipment capabilities independence. Eor instance, if the final user accesses to the 
system using a personal computer, then the intermediary functionality could easily be 
located into his side. On the contrary, if the final user accesses the system through a 
PDA or a mobile phone, the intermediary functionality should be better located on the 
server side, possibly having a new server acting as the user in front of the different 
servers and providing the user the desired content. Another important functionality of 
the intermediary could be to provide access to different systems (with different con- 
tent servers, license server, etc), hiding this issue to the final user. 

Eigure 3 shows the basic modules that could be present in the proposed architec- 
ture. 




Fig. 3. Proposed architecture for the DMAG-MIPAMS 



Briefly, the functionality of each module represented in the architecture is the fol- 
lowing: 

- Content server: It provides the content that final users may request. It can be inter- 
nally decomposed into several modules, for instance, if we want to separate digital 
items describing resources from the resource itself or if the content is stored in an 
external system. 
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- License server: It provides licensing functionality needed to access the content. It 
includes license creation and license validation. 

- Certification server: It certifies the entities present in the system, including other 
modules and final users. It includes registration, authentication or key delivery. 

- Adaptation server: It performs the adaptation of the content depending on the char- 
acteristics of the final user terminal. 

- Accounting server: Keeps track of what happens in the system, including statistics 
and traces. 

- Event server: Receives events information associated to content usage in order to 
advise the author or distributor of the content, if needed. 

- Protection tools server: It stores the tools needed for the protection of content. 

The event server and the adaptation server relate to other two parts of the 
MPEG-21 standard. Digital Item Adaptation (DIA) [9] and Event Reporting (ER) 
[10]. We do not describe them here, as we want to focus on the rights expression and 
protection aspects of the system, which will be further developed in next sections. 

The protocols appearing in the architecture presented are explained in some more 
detail in the next section and an example of use is provided in section 4.2 Use case. 



3.1 Protocols Involved in the Architecture 

An important issue in a distributed system is the secure communication between the 
different entities within it. In the system that we present, it is important to ensure the 
secure interchange of multimedia content, digital items, licenses and protection or 
adaptation tools between the different entities, servers and users. These entities com- 
municate using the channel security provided by the SSL/TLS set of protocols [11]. 
The SSL protocol provides privacy and reliability between two communicating enti- 
ties. One advantage of SSL is that it is application protocol independent. SSL is a 
commonly used protocol for managing the security of a message transmission over 
insecure networks. 

In the DMAG-MIPAMS, the transport layer provides a secure authenticated chan- 
nel, while the application layer provides a message protocol layer that permits the 
interchange of messages through the secure channel provided by the transport proto- 
col. 

The messages exchanged between the different entities in the system have a com- 
mon structure. The main fields of these messages are an identifier, the content of the 
message and a digital signature. The content field of the message is defined in a dif- 
ferent way depending on the purpose of the message. Eor example, in messages 
where the terminal or the intermediary request a license, the information related to the 
user, content and action is placed in this field. In a message that requests a protection 
or an adaptation tool, the data that identifies the required tool is placed in this field. 

In the use case presented below, in section 4.2, we describe some of the messages 
interchanged between the Intermediary and the License Server or Protection Tools 
Server. 
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4 Multimedia Content Processing 

We have introduced a possible architecture and a first approach for protocols in order 
to build a system to manage multimedia content in a protected environment, empha- 
sising the case where we want to manage content that has associated digital rights. 

A next step could be to develop mechanisms for processing digital content in this 
context. 

MPEG-21 has also started work to describe how multimedia content can be proc- 
essed. This is the MPEG-21 DIP (Digital Item Processing) [5]. 

In the next subsections we introduce our approach to include protection in the DIP. 



4.1 Protected Multimedia Content Processing 

Currently, the semantics of the standardised DlBOs (see 2.3) that form the basis of 
DIP [5] do not take into account some important concepts in multimedia content 
distribution such as the protection of multimedia content or the digital rights related 
to protected or unprotected content. 

In this section we present the PlayResource DIBO, which processes protected 
multimedia content. We also specify its syntax and semantics. 

PlayResource DIBO plays the specified protected and governed media resource. 
As the resource has associated rights expressions, a license-based authorisation is 
done in order to check if the user has permissions to perform the requested operation. 
Afterwards, the resource is unprotected with the appropriate IPMP tool, only if the 
user has been previously authorised. It has as inputs a resource node that represents 
the DIDL resource element describing the media resource, an MpegDIPResour- 
ceChangeObject containing the changes to be applied to the resource before playing it 
and a Boolean value indicating if the resource will be played asynchronously or not. 
The return value will be an MpegDIPResourceStatus object identifying the playing 
resource. 

We propose the definition of a set of subroutines that can be used by the 
implementers of DlBOs that process protected multimedia content that can also have 
associated rights expressions, such as the presented DIBO or other ones like Ex- 
ecuteResource, PrintResource or StoreDIDNew. A sample set of proposals for sub- 
routines could be: 

- GetLicenses obtains the licenses related to the operation that a user wants to exer- 
cise against a specific resource. It has as inputs the right, resource and the princi- 
pal. It returns an array of Nodes that contains the REL licenses. The licenses can 
be retrieved from the License Server or from the DI. 

- AuthoriseUser checks if a user has the permissions to perform the requested op- 
eration. It has as input the array of licenses returned by the GetLicenses subroutine. 
The returned value is a Boolean that is true if the user is authorised or false otherwise. 

- GetIPMPInfo obtains the IPMP information related to the resource against which 
the user wants to perform the requested operation. This information is obtained 
from the Digital Item. Relevant IPMP information can be the Tool List that in- 
cludes the list of IPMP tools used in order to consume the content or the Tool 
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Holder that is where the binary IPMP Tool can be placed if the Digital Item carries 
the IPMP Tool 

- UnprotectContent obtains the IPMP Tool from the IPMPTooIs Server and unpro- 
tects the multimedia content the user wants to play. 

Figure 4 shows how the PlayResource DIBO can use the proposed subroutines 
when a user wants to play a protected resource. 



PlayResource(resourceNode, changes, async){ 

Node[] licenses=GetLicenses(right, resource, principal); 
boolean isAuth^uthoriseUser(licenses); 
if(sAuth){ 

Node IPMPInfo=GetlPMPInfo(resourceNode); 
if(IPMPInfo !=null){ 

GetlPMPTools(IPMPInfo); 

UnprotectContentO ; 

} 

for(x = 0; X < resoLrce.w idth; x++) { 
for(y = 0; y < resoirce. height; y++) { 
ShowRxel(x,y, resource[x]M); 

} 

} 

1 

else 

AlertC'Not Authorized’); 



Fig. 4. PlayResource DIBO 

The DIBO described in this section is the result of a core experiment [12] presented 
by DMAG in the 69th MPEG meeting held in July 2004. This core experiment has 
made use of existing REL tools [13] [14] that we previously developed and contrib- 
uted as MPEG-21 Reference Software [15]. 

4.2 Use Case 

In this section we present a scenario to illustrate how the proposed architecture and 
protocols and the processing of protected multimedia content are related. Moreover, 
with this example we try to clarify the relationship among the different MPEG-21 
parts presented, i.e. DID, DIP, REL, RDD and IPMP. 

The scenario we propose is about a digital library. Imagine a student is subscribed 
to an electronic journal and wants to view an article. In the architecture we propose, 
first the user receives an MPEG-21 digital item with the protected multimedia content 
or a reference to it. Then, when the user accesses the DI, it is parsed and the user can 
choose the operation or method he wants to perform (view the article, print the article, 
etc.). Finally, if the user has the appropriate permissions he is authorised to perform 
the chosen operation. 

The workflow of these actions is as specified below and graphically shown in fig- 
ure 5: 

- The user receives the Digital Item with the physical resource or a reference to the 
multimedia Content Server where it is placed. Moreover, the Digital Item has the 
associated Digital Item Processing information that will allow the user to choose 
the Digital Item Method that he wants to perform. 
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Fig. 5. Use case workflow diagram 

The user loads the DI in the appropriate application, which displays all the Digital 
Item Methods. 

The user chooses a PlayMultimediaContent DIM. 

PlayMultimediaContent DIM is executed and the PlayProtectedResource DIBO is 
called. This DIBO performs the following steps: 

- GetLicenses subroutine calls the Intermediary in order to obtain the licenses 
associated with the protected multimedia content, the action (play) and the 
user. Once a secure channel is established between the Intermediary and the 
License Server, a message is sent to request the license or licenses related to 
the action. In the content field of the message the user data, the resource and 
the right are indicated. Then, the License Server sends a message to the In- 
termediary and in its content field it places the appropriate REL licenses. 

- AuthoriseUser subroutine performs a license-based authorisation with the 
REL related information. As the user has a REL license with the appropriate 
permissions, he is authorised. 

- GetIPMPInfo subroutine obtains the Intellectual Property Management and 
Protection related information from the Digital Item. It obtains the IPMP 
Tool information needed to consume the protected resource. 

- GetIPMPTools subroutine calls the Intermediary in order to obtain the IPMP 
Tool from the Protection Tools Server where it is placed. First, a secure 
channel is established between the Intermediary and the Protection Tools 
Server. Then the Intermediary builds a message with the identifier of the 
IPMP Tool and sends it to the Protection Tools Server. Finally, the requested 
tool is sent to the Intermediary. 

- The content is obtained from the DI or the Content Server and it is unpro- 
tected with the IPMP Tool. 

- The unprotected multimedia content is played. 
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5 Conclusions 

This paper has presented some preliminary ideas for the implementation of a distrib- 
uted system for distribution and management of protected multimedia content sup- 
porting different parts of the MPEG-21 standard. These parts are mainly Digital Item 
Declaration (DID), Rights Expression Language (REL), Digital Item Processing 
(DIP) and Intellectual Property and Management Protection (IPMP). Also other parts 
of the standard have been considered, like Event Reporting (ER) and Digital Item 
Adaptation (DIA), although they have not been developed yet. 

To be precise, we have presented an architecture that contains some of the modules 
needed to process digital items together with their associated rights and permissions 
as well as the tools needed to protect them. 

Moreover, we have introduced the concept of processing protected multimedia 
content, by means of DIP, describing some DIBOs and subroutines that would be 
useful in order to cope with the processing of multimedia information contained or 
referenced in digital items that have associated rights expressions and require protec- 
tion tools to access them. 

The architecture proposed allows the inclusion or removal of modules and pro- 
vides the needed flexibility depending on the system implemented. This permits of- 
fering protection and licensing functionalities to systems not following MPEG-21 
standard at all, for instance, by using other rights expression languages, like Open 
Digital Rights Language (ODRL) [16] or external content servers. 

We have already developed some tools [14], such as those needed to handle REL, 
and we are working on implementing some DIMs. 

The architecture and protocols proposed will be the starting point for a complex 
multimedia system we are going to develop in the near future. 

Other architectures exist for the management of protected multimedia content. 
Nevertheless, they correspond to proprietary systems and it is difficult to compare our 
architecture with them, as they do not follow any standard. Among projects funded by 
public administrations, the MOSES project [17] developed the Open SDRM [18] 
architecture, with which DMAG-MIPAMS could have some common points. 
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Abstract. The ease and convenience that electronic commerce provides, espe- 
cially when multimedia material is involved, is helping the growth in the num- 
ber and volume of electronic transactions through the Internet. But this new 
type of trading operations has highlighted new problems related to copyright 
protection. Watermarking seems to be an interesting approach to solve these 
problems. However, watermarks by themselves do not provide enough protec- 
tion, but they must be used in certain scenarios fulfilling a number of require- 
ments. In this paper we present the results of the application of a risk analysis 
technique (specifically ‘attack trees’ technique) to the most demanding schemes 
developed so far, and a new protocol or business model derived from the main 
conclusions of this process, which we have called SecDP (Secure Distribution 
Protocol). 



1 Introduction 

Watermarking is seen in recent times as the most interesting technique to provide 
means of protecting Intellectual Property Rights in electronic commerce with digital 
contents environments. This technique consists in embedding a piece of information 
in the digital material, containing some data about such material (author, document’s 
owner, and so on). However, watermarking by itself does not resolve the problem of 
proving ownership (even with the application of cryptographic tools [1]), or identi- 
fying the authors of fraudulent actions [2] [3] [4]. In this paper we describe the most 
important scenarios developed to try and achieve reliable copyright protection. But, 
considering that sooner or later any system can be put into attack, and that these 
frameworks can be seen as general information systems, we should analyse several 
aspects related to the security level that they provide, by trying to answer questions 
such as who the attackers might be in our environment, which objectives they have, 
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which type of attack is most likely to happen, and so on. In order to solve these ques- 
tions is important to apply a formal and systematic method. We have selected ‘attack 
trees’ developed by Bruce Schneier [5] [6] as a practical way to analyse the security 
provided by these systems. 

This paper presents some interesting issues regarding the process of applying ’at- 
tack trees’ to the ECMS (Electronic Copyright Management System) protocol and a 
number of important conclusions, that will be used later on to design a new transac- 
tion model, which we also include in this paper. 

The remainder of this paper is organised as follows: In Section 2, the basic prop- 
erties of the three most important scenarios developed so far are discussed. In Section 
3 a review of the main aspects of the application of the ‘attack tree’ technique to the 
ECMS model is presented. In Section 4 we introduce the new business model devel- 
oped, which enhances the security provided by previous scenarios. Some conclusions 
and other important issues to be taken into account are summarised in Section 5. 



2 Transactions Protocols 

As mentioned before, watermarks must be used in structured scenarios or business 
models fulfilling several requirements [7] to provide adequate rights protection to all 
participants in the transactions. We describe in this section the basics of three of the 
most important models or protocols defined so far: TTP Protocol [3], Buyer-Seller 
Protocol [4], and ECMS system [2]. 



2.1 TTP Protocol 

The main characteristic of this protocol, proposed by Qiao and Nahrstedt [3], is the 
use of a Trusted Third Party (TTP), that works as an intermediary between a buyer 
and the distributor of the multimedia material. The agents considered in this model 
are: a Seller or Distributor, a Buyer, and a TTP. 

The global process goes as follows: when the Distributor wants to sell a digital 
content to a Buyer, he sends the original material (V) to the TTP. Then, the TTP em- 
beds a mark generated for the Buyer and, finally, sends the marked document to the 
Buyer. Besides, the TTP will store the watermark and any other information that 
could be used to help to solve a possible dispute at a later stage. Sendings of contents 
are carried out using cryptography. The steps involved in the protocol are the fol- 
lowing ones: 



Distributor — » { V ) K^Tp-Dist 


(1) 


TTP: Wb 


(2) 


TTP: Vw = V © Wb 


(3) 



TTP ^ { V„ } Kttp-b Buyer 



(4) 
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The main problem of this protocol is that the process depends entirely on the TTP. 
Because of that, if the TTP goes wrong, the whole system will go wrong, or if anyone 
compromises the security of the TTP, then the security of the whole system will be 
compromised. Besides, the performance of the system depends mainly on the per- 
formance of the TTP because it performs the most important tasks. And on the other 
hand this system does not provide support for author rights protection. 



2.2 Buyer-Seller Protocol 

The Buyer-Seller protocol was proposed by Memon and Wong [4]. This protocol 
makes use as well of a TTP entity, but in this case, the interchange of marked multi- 
media material takes place directly between the Distributor and the Buyer. The TTP 
gets only involved in the generation of the watermark used in every transaction, and 
later only if there is a dispute to be solved. This scenario uses cryptography for send- 
ings, and privacy homomorphism for preventing the Buyer and the Distributor having 
the same unencrypted copy of the marked material. The steps involved in the basic 



process of the Buyer-Seller protocol are summarized below: 

TTP ^ { { Wb }KpuB }KprrrP Buyer (5) 

Buyer— >{{W b } KpuB } Kprjxp Distributor (6) 

Distributor: V’„ = V © Wd (7) 

Distributor: O ( { Wb }KpuB }) = {o ( Wb )KpuB } (8) 

Distributor: { V”„ IKpug ={V’„ IKpug© {a ( Wg HKpug = { V’^ © o ( Wg ) ) Kpug (9) 
Distributor: Tabla: ID Buyer, {Wb }KpuB, Wq, {{Wb }KpuB}Kprxrp, O (10) 
Distributor -4 { V”„ }KpuB Buyer (11) 



In the case of appearance of unauthorized copies, the Distributor will be able to 
identify the authors of the fraudulent actions, by using the data stored in the Dis- 
tributor’s database. 

The main drawback of this method is the necessity to rely on a distributor to iden- 
tify the author of infractions, which may not be too reliable. And, furthermore, buyers 
must have certain knowledge of the system operation, which is not desirable. 



2.3 ECMS Protocol 

The Electronic Copyright Management System (ECMS) model, developed by Piva, 
Bartolini and Barni [2], introduces a slight difference with respect to the previous 
methods, by considering the Author and Distributor as independent agents. This 
model is closer to reality, as authors and distributors are usually different entities; an 
Author creates contents and transfers them to a Distributor, for sale. On the other 
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hand, this protocol allows all participants in e-commerce transactions to verify by 
themselves their ownership rights. The steps involved in this protocol are summarized 
as shown below: 

First, the Author generates a CUN (Create Unique Number), identifying himself as 
the Author of the content, and uses CUN to create the first mark (W^), embeds it in 
the document, encrypted with his private key, and sends the document with the first 
watermark to the TTP. 



Author: CUN 


(12) 


Author: Wa = {CUN} KprA 


(13) 


Author: V’* = V © Wa ^ TTP 


(14) 


Afterwards, the content is registered at the Distributor. When the Author allows a 
distributor to sell copies of his creations, it creates and embeds a second mark identi- 
fying the Distributor as a legal seller of the contents. Then, the Distributor sends his 
PIN to the Author. The Author creates then a second watermark using Distributor’s 
PIN and document’s CUN, and embeds it into the marked document (previously 
watermarked with the first mark). 


Distributor PINq ^ Author 


(15) 


Author: Wd= { PINd © CUN} KprA 


(16) 


Author: V”„ = V’ „ © Wd 


(17) 


Author ^ [V”w , Wd ] — > Distributor 


(18) 


The purpose of the following steps is to prove the Buyer’s participation in the 
transaction. To that end, the content is marked with the Buyer’s PIN. The Distributor 
sends then the Buyer’s PIN, the CUN and the second watermark to the TTP. The 
process consists of the following steps: 


Buyer PINb — > Distributor 


(19) 


Distributor ^ [ PINb , CUN, Wd ] ^ TTP 


(20) 


TTP: Wb = { PINb ® CUN} Kpr^P 


(21) 


TTP: V’”w =V’w©Wd © Wb 


(22) 


TTP: Sign = (HASH(V’”w)} Kprrrp 


(23) 


TTP [Sign, Wd ] — > Distributor 


(24) 
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Distributor: V’”w =V”w ©Wb (25) 

Distributor —>[ V’”w , Sign, Wb] B uyer (26) 

This protocol is more complex than the previous ones, but enhances the level of 
security. It relies heavily on the services of a TTP, but transactions are very simple for 
buyers. This is normally a requirement in these scenarios, so as not to reduce people’s 
willingness to buy contents. 



3 Risk Analysis Application 

Historically, risks analysis techniques have been applied to the study of catastrophes 
(fires, earthquakes, attacks and so on), and more recently they have started to be ap- 
plied to the analysis and evaluation of the security level of information systems. Be- 
cause of that, it is also interesting to apply this approach to the identification of weak 
points or vulnerabilities of the most demanding scenarios developed to provide prop- 
erty rights protection in electronic commerce with digital contents using watermark- 
ing. So far, researchers have focused their work mainly on the watermarks insertion 
process itself, working with different materials [8] [9] [10], on the protocols defining 
the transactions processes [2] [3] [4], and on the study and classification of the attacks 
against this type of systems [11] [12] [13] [14]. However, these pieces of work are 
focused on specific characteristics of the infrastructure, and do not usually analyse the 
system as a whole. 

In this section we present the main aspects of the ‘attack trees’ technique and the 
most relevant issues derived from the application of it to the ECMS protocol. We 
have selected the ‘attack tree’ technique because it provides the necessary tools to 
analyse the security of copyright protection systems, as well as answering basic secu- 
rity questions in a similar way as any other risk analysis technique. Additional ad- 
vantages of this approach are its simple and practical character, and the possibility of 
reuse its results easily at a later stage. 

On the other hand we present the results of the ‘attack trees’ technique applied to 
the ECMS model because we consider this one as the most complex and secure sce- 
nario, as well as the most interesting process. Please do not forget that a big part of 
the process is similar in the other two protocols. 



3.1 ‘Attack Trees’ 

‘Attack trees’ is a technique proposed by Bruce Schneier [6]. It is a very simple and 
intuitive technique, based on the use of expansion trees to show graphically the dif- 
ferent threats that could affect any system. An ‘attack tree ’ is a way of thinking and 
describing the security of a system. Also, it is a way of building an automatic data- 
base describing the security of a system, allowing in this way to build possible coun- 
termeasures against the attacks. Besides, it is a way of capturing experience and re- 
using it. 
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An 'attack tree ’ represents the possible attacks a system can suffer, and the corre- 
sponding countermeasures, in a tree expansion structure. The main node, or root 
node, represents the target of the attack. Logically, in a complex system there will be 
several main nodes, each one representing a possible threat. The leaf nodes represent 
different attacks in a hierarchical way, and these can be used to reach the above men- 
tioned threat-goals. By repeating this process, a tree is generated, which describes 
how the system can be attacked. The next figure (Fig. 1) shows an example of an 
‘attack tree’. 

In the example shown in the figure (Fig. 1), the goal is “Obtain OS’s secret key” 
(CS represents the TTP). Attackers can reach this goal by different strategies; OR by 
“obtaining the secret key’s keystore and its password”, OR “by obtaining the secret 
key when it is decrypted in PC’s memory”, OR by “using any other way” (threat, 
blackmail, bribe and so on). AND nodes and OR nodes can appear in the tree. OR 
nodes represent alternatives, while AND nodes show different steps, all of them nec- 
essary to achieve the goal. For example, in the figure, the node labelled “Obtain en- 
crypted secret key” is reached through “obtaining the keystore” AND “obtaining its 
password” nodes; it is an AND node as, to achieve it, it is required both, “obtain the 
keystore file” and “obtain the keystore’s password”. 




Fig. 1. Example of an ‘attack tree’ 

Besides, every node can have associated some values characterising the threat. Ex- 
amples of values are: cost of the attack, risk of the attack, technical skill required, 
possibility or impossibility, and so on. 

It is very easy to combine values from nodes to obtain security conclusions, such 
as: the cheapest attack, best low-skilled attack, cheapest attack with low-risk attack, 
etc. 
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3.2 Application of ‘Attack Trees’ to the ECMS Protocol 

In this section, a way to improve the security of the ECMS scenario is presented, 
enhancing the copyright protection. To do so, we have defined the main possible 
threats that the system is exposed to, due to its vulnerahilities. The impact of those 
threats has been valued, and countermeasures necessary to diminish their impact, or 
the risk of realisation of them, proposed. The analysed threats are: 

• An attacker steals a marked image belonging to a registered system user. 

• An attacker obtains an illegal copy and fraud cannot be proved, or an attacker 
proves (falsely) his ownership rights of a document. 

• An attacker steals the authorship of an image from a legitimate Author. 

• An illegitimate distributor distributes an image and fraud cannot be proved. 

• A legitimate buyer cannot prove his rights (and the buyer notices it). 

• A legitimate buyer cannot prove its rights to the Verification Authority (and 
he does not notice it). 

• A legitimate distributor cannot prove his rights. 

• There is ambiguity in the ownership of a document, among several agents. 

In order to show the application of the ‘attack trees ’ to the ECMS protocol, an ex- 
ample will be used, where an attacker has obtained a private key. The ‘attack tree’ 
for that threat is shown in the following figure (Eig. 2), where numbers and letters 
have been used, instead of drawings: 

0 < OR > Attacker obtains OS's secret key (KprCS) 

1 < AND > Obtain encrypted secret key 

1.1 < OR > Obtain Keystore 

1.1.1 Obtain it from hard disk 

1.1.2 Obtain keystore from the memory when it is used 

1.1.3 Troyano 

1.2 < OR > Obtain password of keystore and password of 
secret key 

1.2.1 Use a keylogger that monitors the keyboard when 
password of keystore is written 

1.2.2 Cracking password 

2 Obtain the secret key when is decrypted 

3 Another means 

Fig. 2. ’Attack tree’ for the threat of obtaining CS’s secret key (KprCS) 



Applying the ‘attack trees’ methodology, we assign values to the final leaves in 
the tree, while the values for the rest of the nodes are obtained by combining the val- 
ues of the nodes below, until reaching the root node. The values used to characterise 
these threats are: 

• Cost of attack: It reflects the economic cost to be assumed by an attacker to 
carry out the attack. Its value ranges from 0 to infinite. 

• Assumed risk by an attacker. It is an estimate of the probability of detection 
or identification of the attack. Its value ranges from 0 to 1. 

• Technical skill required. It is an estimate of the technical skill level required 
to execute the attack.. Its value ranges from 0 to 100. 
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• Accessibility by external attackers. It express the dependence of the access 
type of the attacker on the attack execution. Its values can be TRUE or FALSE. 

• Impact of the attack. It ranges from 0 to infinite, and reflects the cost im- 
plied with the execution of the attack. 

The following table (Table 1) shows the values assigned to the final leaf nodes in 
the previous tree: 

Table 1. Values of final leaf nodes in the threat “obtaining CS’s secret key (KprCS)” 



Threat Id. 


Cost of attack 


Assumed 

risk 


Technical skill 


Accessibility by 
external attackers 


Impact 


1.1.1 


0 


0.1 


10 


False 


0 


1.1.2 


100000 


0.3 


50 


True 


0 


1.1.3 


10000 


0.4 


50 


True 


0 


1.2.1 


1000 


0.3 


50 


True 


0 


1.2.2 


200 


0 


20 


True 


0 


2 


50000 


0.1 


1 


True 




3 


1000 


0.2 


50 


False 


0 



The values for other nodes upwards, until reaching the root node, can be calcu- 
lated from these figures, by means of simple logic or arithmetic operations (AND, 
OR, minimum value, maximum value, and so on), as shown in Table 2. 



Table 2. Some values obtained for threat “obtaining CS’s secret key (KprCS)’’ with AND and 
OR nodes 



Threat Id. 


Cost of attack 


Assumed 

risk 


Technical skill 


Accessibility by 
external attackers 


Impact 


1.1 


0 


0.1 


1 


True 


0 


1.2 


200 


0 


10 


True 


0 


1 


200 


0.1 


10 


True 


0 


0 


200 


0.1 


10 


True 


100000 



And, afterwards, having obtained values for every node, we get the main charac- 
teristics for all possible attack scenarios, as shown in Table 3. Each line shows a pos- 
sible attack to materialize the ‘0’ threat. All the values in a file must occur simultane- 
ously for this attack success. 



Table 3. Attack scenarios 



Scenario 

Id. 


Attack scenario 


Cost of 
attack 


Accepted risk 


Technical 

skill 


Reachable 
by external 


Impact 


1 


{1.1.1, 1.2.1) 


1000 


0.37 


50 


False 


100000 


2 


{1.1.1, 1.2.2) 


200 


0.1 


20 


False 


100000 


3 


{1.1.2, 1.2.1) 


11000 


0.51 


50 


True 


100000 


4 


{1.1.2, 1.2.2) 


10200 


0.3 


50 


True 


100000 


5 


{1.1.3, 1.2.1) 


11000 


0.58 


50 


True 


100000 


6 


{1.1.3, 1.2.2) 


10200 


0.4 


50 


True 


100000 


7 


2 


50000 


0.1 


1 


True 


100000 


8 


3 


1000 


0.2 


50 


False 


100000 
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The next step consists in characterising all possible attackers who could carry out 
the defined threats against our system. We have chosen the following attacker pro- 



files: 



Table 4. Attack profiles 



Attacker 


Description 


Available 

resources 


Accepted risk 


Access 


A 


Usual Internet user 


0-1 00€ 


<0.3 


External 


B 


Rival distributor 


10000-50000€ 


<0.05-0.1 


External 


C 


Hacker 


1000€ 


<0.2 


External 


D 


Dissatisfied worker 


1000€ 


<0.1 


Internal 



Finally, we have obtained attack profiles for different attackers. This is just an 
‘attack tree ’ containing only achievable attacks for each attacker. In order to build the 
profiles, nodes not fulfilling attacker’s features are eliminated from the ‘attack tree’ 
associated to the threat. For example, to create the attack profile for a type C attacker, 
all attacks requiring a cost higher than 1000 € will be eliminated. The same is made 
for the rest of indicators. 



3.3 Results of the Analysis 

From the complete process of applying the ‘attack trees’ methodology to the ECMS 
model, we have obtained the main attack scenarios for some defined threats, and the 
main attacker profiles to be considered in our environment. We have use the Securl- 
Tree [16] tool for the study and analysis of the designed trees. And, amongst the most 
important conclusions obtained as a result of this process, we would like to emphasise 
the threats capable of causing the greatest impact in the system, which are the fol- 
lowing ones: 

• The ambiguity that appears when several organizations have the same marked 
document regarding the identity of the offender. 

• MITM (Man-In-the-Middle) attacks against a client’s registry phase. 
Considering these issues, we have developed a new business model introducing 

countermeasures to avoid them. In order to solve the threat of ambiguity, we devised 
our own protocol (Secure Distribution Protocol: SecDP) starting from the basics of 
the ECMS protocol. And to avoid MITM attacks, we have modified the registry op- 
eration in the system, by relieving the user of security decisions such as manually 
accepting X.509 certificates during the establishment of a SSL connection. 



4 SecDP: Secure Distribution Protocol 

Our approach, which we have called SecDP, is based on some basic aspects of the 
ECMS protocol, introducing some modifications to try and avoid the ambiguities and 
problems mentioned in the previous section. 
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The steps involved in the SecDP protocol are the following ones: First, the Author 
generates a CUN (Create Unique Number) to identify himself as the Anthor of the 
content, and uses it to create the first mark (WA). Then he embeds the mark, en- 



crypted with the Author’s private key, in the digital content and sends it to the TTP. 

Author: CUN (27) 

Author: Wa = {CUN} KprA (28) 

Author: V’w =V©Wa^TTP (29) 

To avoid the possibility of the Author and Distributor having the same marked 
version, the second watermark is created and embedded by TTP. 

Distribntor PINd ^ TTP (30) 

TTP: Wd = { PINd ® CUN } Kprrrp (31) 

TTP: V”„ = V’ „ © Wd (32) 

TTP ^ [V”w , Wd ] ^ Distribntor (33) 



It can be seen that steps 30 to 33 are rather similar to those in the ECMS protocol, 
the difference being that here the TTP creates and inserts the second mark, instead of 
the Anthor, as in the ECMS model. Thus, the TTP uses his private key to create the 
mark. 

In order to avoid frand between the Buyer and the Distributor, we propose the use 
of asymmetric cryptography; after marking the docnment with the third mark, the 
TTP encrypts the marked docnment with the Buyer’s public key and sends it to the 
Distributor, so he cannot decrypt it (because the Distributor does not know the 



Buyer’s private key). The steps involved are: 

Buyer ^ PINb Distributor (34) 

Distributor -A [ PINb , CUN ] ^ TTP (35) 

TTP: Wb = { PINb ® CUN) Kpr^pp (36) 

TTP: V’”w = V” w© Wb (37) 

TTP: Eirm = |HASH(V’”w)} Kpr^-p (38) 

TTP: I V’”w I KpuB (39) 

TTP^[{ V’”w jKpuB, Wb, Eirm] ^ Distributor (40) 

Distributor ^ [{ V’”w }KpuB, Wb, Eirm ] -a Buyer (41) 
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This process shows the approach used to avoid ambiguity between documents 
belonging to the Buyer and the Distributor, and the ambiguity between documents 
belonging to the Distributor and the Author. By following this method, the only entity 
that could have the three- watermarked document (V”’w) is the Buyer, and the TTP. 
Hence, if anyone different form the legal Buyer is found to have it, it will be consid- 
ered the offender, supposing the TTP free of suspicions. 



5 Conclusions and Future Work 

In this paper we introduce the idea of applying ‘attack trees’ methodology to analyse 
the security provided by conventional commerce scenarios with watermarked digital 
contents. 

This method has several advantages in this type of studies, such as its simplicity 
and practicality, as well as the possibility to analyse systems in a global way. Because 
of that, we have considered interesting the application of this approach to identify the 
weakness and vulnerabilities of the most demanding scenarios developed to provide 
property rights protection in electronic commerce with digital contents using water- 
marking. 

As a result of this work we have found important issues to be solved in the ana- 
lysed models. One of these is the ambiguity, which exists when two agents in any 
system have the same unencrypted content and it is impossible to resolve the identity 
of authors of fraudulent actions. This issue has been solved by introducing a new 
model for transactions, starting from the basics of the ECMS protocol, which we have 
called SecDP (Secure Distribution Protocol). This new scheme enhances the security 
of previous models, by removing the ambiguity problem and solving the MITM 
problem, while keeping things simple on the user’s side, a basic requirement for these 
systems to success. This way, the feasibility of digital watermarking for copyright 
protection is strengthened. 

However, this type of schemes still has some limitations, mostly due to the amount 
of operations involved in transactions. They use asymmetrical cryptography and de- 
pend completely in TTP services, hence making systems slow. Our approach uses 
symmetric encryption of the content together with asymmetric ciphering of a session 
key in the sendings (instead of asymmetric ciphering of the content) to improve the 
throughput of the transactions. The use of a TTP is necessary to resolve ambiguity, 
however. Besides, in this model the buyer’s anonymity is not possible, being that a 
problem for cheap contents. Because of this, we consider the use of different business 
models for distinct categories of contents. 

And finally it is also essential that copyright laws be developed in parallel with 
technical advances, before these systems can be applied in real-world environments. 
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Abstract. Image ownership authentication is an important part of copyright 
protection, and digital watermark can he used to implement this task. In this 
paper, we propose a new image authentication plan concentrating on its security 
performance. Secret information used as the copyright owner’s signature is first 
turho coded, encrypted, scaled and then processed in wavelet domain. The 
original image is also needed in signature extraction. Simulation results are 
finally given to draw our conclusions. 



1 Introduction 

Nowadays, more and more digital data can be accessed and processed easily. Almost 
anyone can download, store, and retransmit digital media, such as image, video and 
audio, without offering any rewards to the copyright owner. This has heavily 
interfered with the normal development of digital media industry and e-commerce. 
Digital watermark can provide a solution to this problem by embedding ownership 
information in the content of digital media. By labeling digital media, usually image, 
with secret information, such as binary sequence, plain text or other small image, the 
copyright owner can protect the embedded secret information from being removed or 
decoded by any attackers without the required and preset authentication keys. And in 
e-commerce, the potential application for digital watermark is to prove the ownership 
for copyright protection or to hide images for security reasons. 

Research in digital watermark has experienced two major phases: at the beginning, 
various kinds of methods were proposed relying on psycho-visual techniques, but the 
researchers seldom paid much attention to the effective ways of detecting/extracting 
the watermark information, and there were not many effective methods for assessing 
these algorithms’ performance. In the following period, started in late 1990’ s, people 
found the similarities between digital watermark and digital communication systems. 
Hence, a set of analysis and synthesis tools, generally based on statistical theories, is 
brought out. 

Researchers have invented lots of watermarking plans these years, and some are 
designed for image authentication exclusively. For those plans, how to increase the 
security level has become one important and even crucial issue for final practical use. 
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And the coding efficiency has become a bottleneck in some certain environment. 
But unfortunately, these problems are still unresolved and there is so much work to be 
done. In this paper, we try to overcome this problem and propose an experimental 
watermarking plan for image authentication based on public key cryptosystem [2] [7] 
and turbo code [1]. 

In section 2, we first explain some concepts about Discrete Wavelet Transform 
(DWT) and turbo code, present the public-key signature embedding and extracting 
plan based on turbo code in wavelet domain, and explain the signature extracting 
method. Here, the word “signature” refers to the secret information embedded in host 
image to realize ownership authentication, and the plan in this paper is not digital 
signature. The performance of turbo coding technique in watermarking is tested and 
analyzed through various distortions in the next parts. Finally, conclusions and further 
discussions are given in the last section. 



2 Watermark Embedding and Extracting Plan 

2.1 Wavelet Transform of Images 

DWT is identical to a leveled subband system, while the subbands are logarithmically 
located in frequency. 

For a 1-D digital image, a 1-D wavelet function T' and a 1-D scaling function O are 
chosen to iteratively decompose the signal into different-scaled high-frequency 
subbands. 1-D DWT can be implemented by Mallat’s Direct Pyramid Algorithm [3]. 

For a 2-D digital image, the same wavelet function *P and scaling function O are 
used in both vertical and horizontal directions to decompose the image. For example, 
the scaling function y) of low-low subband in a 2-D wavelet transform is 

implemented by 0(x)<I)(y). Three other 2-D wavelet functions are obtained by the 
wavelet function T'(x) as follows: 

'¥,rAx,y)=0(x)'¥(y) 

'¥HL(x,y)-'i‘(x)^(y) ( 1 ) 

'¥HH(x,y)='i‘(x)'i‘(y) 

In the above equations, H means a high-pass filter and L is a low-pass filter. 

The basic idea of 2-D DWT of images is described as follows. An image is first 
decomposed into four frequency subbands (i.e., LLi, HLi, LH\ and HH\) by 
corresponding filters. The subbands labeled with HL\, LH\ and HH\ represent the 
finest scale wavelet coefficients. To obtain coarser-scaled wavelet coefficients, the 
subband LLi should be further decomposed and critically subsampled. This process is 
repeated for an arbitrary number of times, which is determined by the application 
needs. A layout of DWT subbands with three-level decomposition of Lena image is 
shown in Fig. 1. 

In Fig. 1, Lena image is decomposed into ten subbands with three scaled levels. 
Each level has various band-information such as low-low, low-high, high-low, and 
high-high frequency subbands. Furthermore, the original image can be reconstructed 
from these DWT coefficients. 
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(a) (b) 

Fig. 1. Example of Wavelet Decomposition, (a) Original Lena image; (b) DWT decomposition 
of Lena image 



2.2 Turbo Code in Watermarking 

Turbo code is a new class of Error Correcting Codes (ECC) that was introduced along 
with a practical decoding algorithm. Parallel concatenation of convolutional codes is 
used to give the code structure so that it can be decoded easily. Pseudorandom 
interleaving is used to give the code performance which approaches that of random 
coding in Shannon’s theory. The original turbo code is a parallel concatenation of two 
recursive systematic convolutional (RSC) encoders, while the turbo decoder consists 
of two concatenated decoder of the component codes separated by the same 
interleaver. The component decoders are based on a maximum a posteriori (MAP) 
probability algorithm or a soft output Viterbi algorithm (SOVA) generating a 
weighted soft estimate of the input sequence. The iterative process performs 
information exchange between the two component decoders [1]. 

2.2.1 Encoder 

Turbo encoder is basically composed of two RSC encoders, and a rate R=l/3 turbo 
encoder is shown in Fig. 2. 

In Fig. 2, each RSC encoder has two registers (M=2), and the same transfer 
function (7, 5) is used. One encoder receives the original information sequence and 
the other receives the interleaved version of the original one. The information 
sequence is made up of independent bits taking values 0 and 1 with equal 

probability. Given an input , the encoder outputs at time k are information bit 
and parity bits . The output, d^_ and Y.j ^ , are modulated with Binary Phase Shift 
Keying (BPSK) and noise . The above process can be expressed as follows: 

+ ( 2 ) 



Ti- =2(E,-1) + «2, 
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dk dk 




Fig. 2. Turbo Encoder 



2.2.2 MAP Decoder 

The MAP algorithm makes a decision on the information bit based on Log- 
Likelihood Ratio (LLR), which is the logarithm of the ratio of the A Posteriori 
Probability (APP) of each information bit dj^ . Let the state of the encoder at time k be 

. The LLR of bit d^, is given by; 



A(c/J = ln- 



5^=0 5^=1 
2^ 2^ 



(3) 



where the numerator and denominator of (3) represent the APP of each information 
bit 1 and 0, = (Xj^ > T* ) is the received channel output data at time k, 

y]. ) denotes Branch Transition Probability (BTP) when the information 

bit is i, and and are Forward Recursion (FR) and Backward 

Recursion (BR) respectively. They are given by: 



a{S,) = 



2"-l I 



s,_,=o ;=o 



2"-l 2"-l 1 



S^=Q 5*_,=0 1=0 



(4) 
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= 1 for5„=0 
«g(5J = 0 else 



PiS,) = 



2"-' 1 






2"-l 2"-l 1 



5^=0 5^_^,=0 «=0 



( 5 ) 



4(5J = 1 for 5^=0 

4(5J = 0 else 

The BTP in FR and BR is given by: 



= P{RJd, = i,S,_MP{d, = i/S,_„S,)P(SJS,J 



(6) 



where the first part of right side is channel transition probability (CTP), the second 
one is either 0 or 1 depending on whether the bit i is associated with the transition 
from 5'j, j to 5'j, or not, and the third one is state transition probability (STP) that uses 

a priori probability of information bit dj^ . 

The turbo decoder is shown in Fig. 3. 




Fig. 3. Turbo Decoder 



2.3 Signature Embedding and Extracting 

In our plan, the signature for ownership authentication is embedded in the image as 
digital watermarks, and the watermarks are embedded in wavelet domain. The reason 
for adopt wavelet based watermarking plan is the fact that most network based images 
and video are in compressed form, and wavelets have played an important role in the 
new compression standards such as JPEG 2000 and MPEG-4. 

The watermark embedding and extracting process is shown in Fig. 4. 

In Fig. 4, DWT stands for Discrete Wavelet Transform and IDWT stands for the 
inverse process. KR is private key and KU is public one in public key cryptosystem. 
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The signature may be text or image. For image signature, it should be first 
compressed using vector quantization before the following procedure to be suitable 
for embedding into image. The quantized signature data are turbo coded [4] and 
encrypted by the copyright owner’ s private key KR. 

According the perceptual model, the encrypted data are scaled to guarantee 
watermarking invisibility and added to the DWT coefficients of the original image. 
IDWT is then performed and we’ll get the watermarked image. 
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Fig. 4. Watermark Embedding and Extracting Process 



During transmission or distribution, noise and compression will interfere with the 
quality of the watermarked image. And attackers are always trying to break the secret 
hidden in the image. But without the key and appropriate turbo decoder [5], attackers 
will not get anything useful and the image will be totally destroyed. In these 
conditions, there is no need for us to carry out watermark extracting and signature 
authentication in the following procedures [6]. 

For watermark extracting, original image is also needed. The DWT coefficients of 
the received watermarked image are subtracted with those of the original image, and 
we can get turbo coded data. After being sent to the turbo decoder, these data are 
decrypted using the public key KU, the signature is then recovered and may be used 
for authentication by the copyright owners and the authorized users. 
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Fig. 5. Bit Error Rate vs. JPEG compression for turbo coded and uncoded messages 




Fig. 6. Bit Error Rate vs. noise addition for turbo coded and uncoded messages 



Digital Image Authentication Based on Turbo Codes 



283 



2.4 Performance of Turbo Codes in Watermarking 

In order to demonstrate the effectiveness of turbo coding in our plan, we watermarked 
Lena image using turbo codes. We use the Haar wavelet transform for all simulations, 
and the scale parameter equals 10. 

For our tests, we demonstrate the performance of turbo codes in watermark 
embedding and extracting when the watermarked image undergoes distortions. Here 
we introduce the two most common distortions: JPEG compression and noise 
addition. The watermark is then extracted and compared with the original watermark 
to measure the robustness and capability of our plan. 

For the use of turbo codes in encoding the signature, the DWT coefficients of Lena 
image is modified to enable the hiding of encoded data. In our test, a random message 
of length 1000 bits is turbo coded using two parallel convolutional encoders of rate 
1/2 with the transfer function (7, 5). Punctured encoding brings about a rate of 1/2 for 
the turbo codes while unpunctured encoding gives a rate of 1/3. The decoder uses 
logmap decoding with 5 iterations. Related results are shown in Figure 5 and 6 for the 
bit error rate vs. JPEG compression and noise addition respectively. The difference in 
Bit Error Rate (BER) between the coded and uncoded messages is quite significant 
especially for lossless recovery (BER=0). However, little difference exists between 
punctured and unpunctured codes. And the number of bits hidden in the case of 
punctured code will be smaller than that of unpunctured code. 



3 The Coding Technique in Digital Watermark 

Digital watermark system can be viewed as one digital communication system. To 
guarantee the survivability of the watermark message, i.e. the signature in this paper, 
reliable transmission of the watermark symbols through this particular communication 
channel is a must. The signal-to-noise ratio in this special channel is very low due to 
the imperceptibility constraints, so it’s natural to adopt Error Correcting Code (ECC) 
in digital watermark. Among various ECC schemes, turbo code is a new comer and 
“whiz kid” compared with other “older” ECC codes. It’s also the starting point of this 
paper. 



3.1 Convolutional Coding 

As we’ve stated previously, turbo code is the concatenation of convolutional codes. 
For convolutional code, it’s been extensively used in digital communication systems 
because of its good performance and low computational complexity. Convolutional 
code is more powerful when it’s combined with soft-decision Viterbi decoding, which 
is actually the optimum Maximum Likelihood (ML) decoding method for Additive 
White Gaussian Noise (AWGN) channel. For the convolutional codes, the classical 
decoding approach is to use the hard-decision decoder. This kind of decoder consists 
of two steps: first, a binary decision is made for each of the outputs of the AWGN 
channel, just comparing them with a preset threshold; then, the resulting bits, also 
called hard information, are fed into a binary decoder. 
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However, hard-decision decoding is not the optimum decoding approach since 
there will be some loss of valuable iuformatiou iu the hard decisiou process. Better 
performauce cau be achieved if the decoder takes directly the real-valued outputs 
from the AWGN chauuel aud provides the decoded bit sequeuce as output results. 
The outputs of the AWGN chauuel are also called soft iuformatiou, so this decodiug 
strategy is called soft-decisiou decodiug. 

Soft-decisiou decoders iu practice with block codes are proved to be computatioual 
complex, while couvolutioual codes allow low-cost implemeutatious of soft-decisiou 
decoders employiug the well-kuowu Viterbi algorithm. This is the reasou why this 
kiud of codes cau be superior to good block codes such as BCH. 

Now, cousider the AWGN chauuel model applied to the digital watermark system, 
we cau use the chauuel codes commouly used iu commuuicatious. Iu additiou, the real 
valued outputs r„ 1 i n, of the equivaleut chauuel are iudeed soft iuformatiou 
which cau be used by a soft-decisiou decoder. For this reasou, couvolutioual codes 
combiued with a soft-decisiou Viterbi decoder will form a viable alternative to block 
codes. 

3.2 Turbo Coding 

As stated in section 2.2, the original term “turbo code” refers to parallel concatenation 
of two or more systematic convolutional encoders that are decoded iteratively, with 
the advantage of a complexity similar to that of the constituent codes. The basic part 
of turbo code is an interleaver. In the case of parallel concatenated codes, the 
interleaver acts upon the information bits that enter the parallel encoders. Before the 
practical ML decoding, the interleaver will work for several iterations and this will 
bring about some computational cost. This iterating process will be halted as soon as 
the decoding result reaches the preset threshold, and near-optimum performance can 
be achieved. 

The decoding algorithm of turbo code is based on Maximum a Posteriori (MAP) 
probability, gives soft information along with hard decision and provides an effective 
way of exchanging information between decoders. 

For better understanding of turbo code, concatenated code and interleaver, please 
refer to [8] and [9]. 



4 Conclusions and Discussions 

This paper proposes an image authentication plan using public key and private key, in 
which turbo coding and DWT enhance the efficiency and data capability of digital 
watermarks. In our plan, public key cryptosystem and appropriate coding technique 
can guarantee the security of data embedding and extracting. 

In these years, people have studied digital watermark in spatial, DWT, DCT, DFT 
and other domains, and have found that each research aspect has its own advantages 
and disadvantages. After detailed comparison, we think wavelet based watermark is 
more efficient and easer to handle. So we choose DWT as our research method. 

The combination of turbo code and public key cryptosystem into digital watermark 
is a new idea in digital watermark research circle. There are different kinds of public 
key cryptosystems that can be used in this watermarking plan and we just propose 
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such an idea. In the future, we will continue to work on this point and put forward 
more practical plans. 

Though original image is needed in watermark extracting process, we don’t think 
it’s a weak point, for our plan is used for image ownership authentication, and not for 
secret communication. The copyright owner wants to know whether the copies he 
assigned to the corresponding users previously are illegally distributed or duplicated. 
And the end user wants to know whether he gets the genuine and legal copy of the 
copyright-protected image product or check the alleged owner’s identification. That’s 
to say, we just want to extract the related signature information embedded in the 
watermarked image to check the user’s identification, the image copy’s validity or 
serial number. In such conditions, the original image will be surely possessed by the 
legal copyright owner or the trusted third party who is responsible for key distribution 
and management. So, it’s not difficult for the verifier to get the original image and 
extract related secret. 

Furthermore, without the original image and corresponding key, no meaningful 
information can be extracted, and attackers can only get random-like noise. This will 
ensure the validity of copyright owner and copy user. 

To the coding technique, better error correction performance can be acquired by 
adopting longer turbo code, but this will bring about longer decoding delay. So, there 
is some tradeoff between the performance and related efficiency in our plan. 

An experimental plan is proposed in this paper, and much work has to be done to 
perfect it. Digital watermark needs continuous development and enrichment, so is our 
plan. In the following report, we’ll try to convert this plan into a blind one, in which 
the original image is no longer needed to extract the watermark. We’ll provide more 
testing results to support our conclusion and make our plan more practical. 
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